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Foreword 


O F all the works of man in the various branches of en- 
gineering, none are so wonderful, so majestic, so awe- 
inspiring as the works of the Civil Engineer. It is the Civil 
Engineer who throws a great bridge across the yawning chasm 
which seemingly forms an impassable obstacle to further 
progress. He designs and builds the skeletons of steel to dizzy 
heights, for the architect to cover and adorn. He burrows 
through a great mountain and reaches the other side within a 
fraction of an inch of the spot located by the original survey. 
He scales mountain peaks, or traverses dry river beds, survey- 
ing and plotting hitherto unknown, or at least unsurveyed, 
regions. He builds our Panama Canals, our Arrow Rock and 
Roosevelt Dams, our water-works, filtration plants, and prac- 
tically all of our great public works. 

c The importance of all of these immense engineering 
projects and the need for a clear, non-technical presentation of 
the theoretical and practical developments of the broad field 
of Civil Engineering has led the publishers to compile this 

great reference work. It has been their aim to fulfill the de- 

\ 

mands of the trained engineer for authoritative material which 
will solve the problems in his own and allied lines in Civil 
Engineering, as 'v^ell as to satisfy the desires of the self-taught 
practical man who attempts to keep up with modern engineer- 
ing developments. 



41 , Books on the several divisions of Civil Engineering are 
many and valuable, but their information is too voluminous to 
be of the greatest value for ready reference. The Cyclopedia of 
Civil Engineering offers more condensed and less technical 
treatments of these same subjects from which all unnecessary 
duplication has been eliminated; when compiled into nine 
handy volumes, with comprehensive indexes to facilitate the 
looking up of various topics, they represent a library admirably 
adapted to the requirements of either the technical or the 
practical reader. 

41 . The Cyclopedia of Civil Engineering, has for years occupied 
an enviable place in the field of technical literature as a 
standard reference work and the publishers have spared no 
expense to make this latest edition even more comprehensive 
and instructive. 

41 . In conclusion, grateful acknowledgment is due to the staff 
of authors and collaborators — engineers of wide practical ex- 
perience, and teachers of well recognized ability — without 
whose hearty co-operation this work would have been im- 
possible. 
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VIEW OF NEARLY COMPLETED ARROW ROCK DAM ACROSS BOISE RIVER 

This dam, which was dedicated on October 4, 1915, is the highest dam in the t^orkl, being 34S feet above bed r<H k and 250 
feet above the nver bed Its length is 1000 feet 

Courtesy of U S Recla^^i'cm S'eriice, Washington, D C. 





DAMS AND WEIRS 


PART 1 


INTRODUCTION 

1 . Definitions, A dam may be defined as an impervious wall 
of masonry, concrete, earth, or loose rock which upholds a mass of 
water at its rear, while its face or lower side is free from the pressure 
of water to any appreciable extent. The waste water of the reser- 
voir impounded by the dam is disposed of by means of a waste weir, 
or by a spillway clear of the work, or in rare cases, by sluice openings 
in the body of the dam. 

Weirs, or overfall dams, although often confounded with bulk- 
head dams, differ from the latter in the following points, first, 
that the water overflows the crest, and second, that the tail water 
is formed below the dam. These two differences often modify the 
conditions of stress which are applicable in the design of dams 
proper, and consequently the subject of weirs demands separate 
treatment. 

2. Classification. Dams and weirs may be classified as 
follows: 

1. Gravity Dams 

2. Gravity Overfalls, or Weirs 

3. Arched Dams 

4. Hollow Arch Buttress Dams 

5. Hollow Slab Buttress Dams 

6. Submerged Weirs 

7. Open Dams, or Barrages 

The subjects of earth, rock fill, and steel dams will not be 
treated in this article, as the matter has been already dealt with in 
other volumes. Graphical as well as analytical methods will be 
made use of, the former procedure being explained in detail as 
occasion demands. 
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DAMS AND WEIRS 

GRAVITY DAMS 

GENERAL DISCUSSION OF DAMS 

A gravity dam is one in which the pressure of the water is 
resisted by the weight or ‘'gravity’' of the darn itself. 

3. Pressure of Water on Wall. The hydrostatic pressure of 
the water impounded by a wall or dam may be graphically repre- 
sented by the area of a triangle with its apex at the surface and its 
base drawn normal to the back line of the dam, which base is equal 
or proportionate to the vertical depth. When the back of the wall 

is vertical, as in Fig. 1, the area of this pressure triangle will be — 

H being the vertical height. When, as in Fig. 2, the back is inclined, 
"" H'H 

this area will be — - — , being the inclined length of the exposed 

A 

surface, which equals H cosec <^. 

The actual pressure of water per unit length of is the 
above area multiplied by the unit weight of water. This unit 



Fig: 1. Water Pressure Area Fig. 2. Water Pressure Area with 

with Back of Dam Vertical Back of Dam Inclined 


Weight is symbolized by tc, which is 62.5 pounds, or ^ short ton, or 
irV long ton, per cubic foot. 

Unit Pressure, The pressure per square foot, or unit pressure 
on the wall at any point, is measured by the corresponding ordinate 
of the above triangle, drawn parallel to its base, and is evidently 
the same in both Figs. 1 and 2. The total pressure on the inclined 
back as represented by the triangle in Fig. 2 will, however, be 
greater than in Fig. 1. 

4. Method for Graphical Calculations* For graphical calcula- 
tions when forces of dissimilar unit weight or specific gravity are 
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3 


engaged, as in the case of water and masonry, or earth and masonry, 
it is the usual practice to reduce them to one common denominator 
by making alterations in the areas of one or the other, the weight of 
the masonry being usually taken as a standard. This result is 
effected by making the bases of the triangles of water pressure 

equal, not to //, but to — , p (rho) being the sign of the specific 

P 

gravity of the solid material in the wall. The triangle thus reduced 
will then represent a weight or area of masonry 1 unit thick, equiva- 
lent to that of water. This device enables the item of unit weight, 
which is wXp to be eliminated as a common factor from the forces 
engaged, i* e., of the water pressure and of the weight of the wall. 
The factor thus omitted has to be multiplied in again at the close 
of the graphical operation, only, however, in cases where actual 
pressures in tons or pounds are required to be known. 

Value of p. The values ordinarily adopted for p, the specific 
gravity of^ masonry or concrete, are 2i and 2.4, i.e., equivalent to 
weights of 141 and 150 pounds, respectively, per cubic foot, while 
for brickwork 2 is a sufficiently large value. The value of wp in the 

3 

former case will be .069 ton and in the latter .075, or — ton. 


In some cases the actual value of p mounts as high as 2.5' and 
even 2.7, when heavy granite or basalt is the material employed. 

The reduction thus made in the water pressure areas has further 
the convenience of reducing the space occupied by the diagram. 
The areas of the reduced triangles of water pressure in Figs. 1 and 
IP H'H 

2 are — and — — , respectively. 

Zp Ip . . 

5. Conditions of ^'Middle Third’’ and Limiting Stress. Sec- 
tions of gravity dams are designed on the well-known principle of 
the “middle third.” This expression signifies that the profile of 
the wall must be such that the resultant pressure lines or centers of 
pressure due first to the weight of the dam considered alone, and 
second with the external water pressure in addition, must both 
fall within the middle third of the section on any horizontal base. 
These two conditions of stress are designated. Reservoir Empty 
(U.E.) and Reservoir Full (R.F.). The fulfillment of this condition 
insures the following requirement: The maximum comxjressive wr- 
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tical unit stress (s), or reaction on the base of a dam, shall not exceed 
twice the mean compressive unit stress, or, stated syml)olical!y, 

s^2si 

Now the mean vertical compressive unit stress Si is the weight of the 
structure divided by its base length- i.e., 

W 

OH’' 

Hence, s, the maximum vertical unit pressure, should not exceed — 

h 

Further comments on the distribution of the reaction on tlie base 
of a dam will be made in a later paragraph. 

6* Compressive Stress Limit A second condition imposed is 
that of the internal compressive stress limit, that is: The maxmvm 
permissible compressive unit stress which is developed in the interior 
of the masonry of the dam, must not be exceeded. This value can be 
experimentally found by crushing a cube of the material employed, 
and using a factor of safety of 6 or 8. Cement concrete will crush 
at about 2000 pounds per square inch, equivalent to 144 tons (of 
2000 pounds) per square foot. The safe value of s would then be 
144 

— = 18 tons per square foot. For ordinary lime concrete as 

employed in the East, the limit pressure adopted is generally 8 
'long'^ tons, equivalent to 9 tons of 2000 pounds. Ten 'dong’’ 
fons, or 11.2 "short” tons is also a common value. 


DESIGN OF DAMS 

, 7. Theoretical Profile. The theoretically correct profile of a 
so-termed "low” masonry dam, i.e., one of such height that the limit 
stress is not attained under the conditions above outlined, is that 
of a right-angled triangle having its back toward the water vertical, 
and its apex at the water surface. It can 'be proved that the proper 
base width h of this triangle is expressed by the formula 



This profile, shown in Rg. 3, will be termed the "elementary trian- 
gular profile , as on it the design of all profiles of dams is more or 
less |)ased. In this expression, H is the vertical height. The base 
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width of - 7 =- insures the exact incidence of the vertical resultant (W) 


(R.E.) and of the inclined resultant R (R.F.) at the inner and outer 
edge, respectively, of the central third division of the base. The 
condition of the middle third is thus fulfilled in the most economical 
manner possible, a factor of safety of 2 against overturning is 
obtained, and further, the angle of inclination of the resultant li 
mth regard to the base is usually such as to preclude danger of 
failure by sliding. 

The fore slope or hypothenuse will be in the ratio 1: which, 
when p = 2|, will equal 2:3, a slope very commonly adopted, 




Fig 3. Elementary Triangular Profile for “Low” Masonry Dam 


and with p = 2.4 the ratio will be 1:1.549. The area of the ele- 

mentary triangle is — = while, as we have seen, that of the water 
2Vp 

ff2 

pressure is - 7 ;--. 6 is the vertical angle between IF and if, and 
£p 

sec 6 = = 1.187 with p = 2.4. 

Vp 

In Fig. 3 the resultant pressure lines are drawn to intersect the 
base so as to afford ocular proof of the stability of the section under 
the postulated conditions. 

Graphical Method. The graphical procedure will now be briefly 
explained, and also in the future as fresh developments arise, for 

15 
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the benefit of those who are imperfectly acquainted with this valu- 
able labor-saving method. 

There are two forces engaged, P the horizontal, or, it may be Pi, 
the inclined water pressure acting through the center of gravity of its 
area normal to the back of the wall, and W the weight or area of the 
wall. Of these two forces the item u'p, or unit weight, has already 
been eliminated as a common factor, leaving the pressures repre- 
sented by superficial areas. As, however, the height II is also com- 
mon to both triangles, this can likevnse be eliminated. The forces 
may then be represented simply by the half widths of the triangular 
areas by which means all figuring and scaling may be avoided. 

First, a force polygon has to be constructed. In Fig. 3a, P is 
first drawn horizontally to designate the water pressure, its length 
being made equal to the half width of its pressure area in Fig. 3. 
From the extremity of P, the load line IF is drawn vertically, equal 
to the half width of the elementary triangular profile, then the 
closing line R according to the law of the triangle of forces will 
represent the resultant in magnitude and direction. Second, the 
lines of actual pressures reciprocal to those on the force polygon 
will have to be transferred to the profile. The incidence of the 
resultant water pressure on the back is that of a line drawn through 


the c.g. of the area of pressure, parallel to its base, in this case, at 


H 

3’ 


or one-third the height of the water-pressure triangle, above the 
base. Its direction, like that of the base, is normal to the back, in 
this case horizontal, and if prolonged it will intersect the vertical 
force IF, which in like manner acts through the center of gravity of 
the elementary profile of the wall. From this point of intersection 
the resultant R is drawn parallel to its reciprocal in Fig. 3a. Both 
IF and R are continued until they cut the base line, and these points 
of intersection will be found to be exactly at the inner and outer 
edges of the middle third division of the base. It will be sren that 
when the reservoir is empty the center of pressure on the base is at 
the incidence of IF, when full it is shifted to that of R. 

Analytical Method. The s<ime proof can be made analytics ll\' 
as follows: The weight of the two triangles IF and P can be repre- 
sented by their bases which are ~ and — , respectively. If moments 

Vp P 
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be taken about the outer edge of the middle third, the lever arm of 

the vertical force W is clearly or and that of P, the horizontal 

o 3Vp 

force, is the distance of the center of gravity of the triangle of water 
■I)ressure above the base, viz, The equation will then stand 


3 




0 


or 




-0 


IP 

3p 3p 

If the actual values of R and of W were required, their measured or 
calculated lengths would have to be multiplied by II and by wp in order 
to convert them to tons, pounds, or kilograms, as may be required. 
In many, in fact most, cases actual pressures are not required to be 
known, only the position of the centers of pressures in the profile. 

Thus a line of pressures can be traced through a profile giving 
the positions of the centers of pressure without the necessity of 
converting the measured lengths into actual quantities. In the 
elementary triangle, *Fig. 3, the value of the vertical resultant W is 

. That of R required in the older methods of calculation 


IS 


HHv^p+1 


The following values relative to p will be found useful. 


P OR 
SPECIPIC 
Gravity 

Vp 

1 

1 

P 

Pounds per 
Cubic Foot 

Tons per 
Cubic Foot 

2 

1 414 

71 

.5 

125 

.0625 

2i 

1 5 

f 


141 

07 

2 4 

1 55 

645 

.417 

150 

.075-4^0 

2 5 

1 58 

633 

4 

156 

.078 

2 7 

1 643 

.609 

.37 

; 168 7 

.084 


Profile with Back Inclined, If the elementary profile be canted 
forward so that its back is inclined to the vertical, it will be found 
that the incidence of R will fall outside the middle third while that 
of W will be inside. The base will, therefore, have to be increased 
H 


above 


v; 
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When the back is overhanging, on the other hand, R will fall 
inside and W outside the middle third. The vertically backed 
section is consequently the most economical. 

8. Practical Profile. In actual practice a dam profile must bo 
provided with a crest of definite width, and not terminate in tin; 
apex of a triangle. The upper part of a dam is subjected to indefi- 
nite but considerable stresses of an abnormal character, due to extreme 
changes in temperature, consequently a solid crest is a necessity. 
The imposition of a rectangular crest, as shown in dotted lines on 



Fig 4 Practical Pentagonal Profile for "Low” 
Masonry Dam 


Fig. 3, transforms the triangular profile into a pentagon. This has 
the effect of increasing .the stability of the section (R.F.) so that 
the base width can be somewhat reduced, at the same time the 
vertical resultant W (R.E.), falls outside the middle third, but to 
so small an extent that this infringement of the imposed condition 
is often entirely neglected. In order to provide against this, a strip 
of material will have to be added to the back of the plain pentagonal 
profile. Fig. 4 is a diagram explanatory of these modifications. 
The dimensions of this added strip, as well as its position, can be 
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conveniently expressed in terms of (k) the crest width — i.e., AB 
in Fig. 4, The line of pressure (R.E.) will begin to leave the middle 
third at the depth AD, which is found by calculation which need 
not be produced here, to be 2/cVp. Below the point D, the 
divergence of the line of pressure will continue for a further depth 
DE, the point E, being close upon 3.1/cVp below the crest, or 
l.l/t*Vp below D. Below point E, the line of pressure will no 
longer diverge outward, but will tend to regain its original position, 
consequently no further widening will be necessary, and the added 



strip will be rectangular in form down to the base. The points D 
and F being joined, this portion of the back will be battered. The 
width of this added strip EF will be, with close approximation, 



.06fc. 

I 


9. Crest Width. The crest width of a dam should be propor- 
tioned to its actual height in case of a ^low’’ dam, and in the case of 
a ^'high^^ dam to the limiting height — ^i.e., to that depth measured 
below the crest at which the maximum stress in the masonry is first 
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reached. Thus in “high” dams the upper part can always be of 
the same dimensions except where the requirements of cross com- 
munication necessitate a wider crest. 

The effect of an abnormally wide crest can be modified by 
causing it to overhang the fore slope, this widening being carried 
by piers and arches. A good example of this construction occurs 
in the Chartrain dam. Fig. 5. The arches form a stiff but light 
finish to the dam and have a pleasing architectural effect. The 
same procedure, but in a less pronounced degree, is carried out in 

the Croton dam, Fig. 27. 

The formula for crest 
width can be expressed 
either in terms of the limit- 
ing height Hi, or of the 
base b, where the limiting 
height is not attained, and 
a good proportion is given 
by the following empirical 
rule: 

(2) 

or 

k = .15b (2a) 

This latter formula makes 
the crest width a function of the specific gravity as well as of the 
height, which is theoretically sound. 

10. Rear Widening. Where the rear widening of a “low” 
dam is neglected or where a uniform batter is substituted for the 
arrangement shown in Fig. 4, the profile will be pentagonal in out- 
line. When the back is vertical the two triangles composing the 
body of the dam are similar. If the ratio existing between the crest 
k 

(k) and the base (6), or be designated by r, then k = br, and h, the 

depth of the vertical side in Fig. 6, = Hr and kxh= Hbr^. 

In order to find what value the base width b should have, so 
that the center of pressure (R.F.) will fall exactly at the edge of the 
middle third, the moments of all the fqrces engaged will have to be 
taken about this point and equated to zero. The vertical forces 



Fig 6 Pentagonal Profile — ^Back Vertical 
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consist of Jfy the lower, and4J^rAe*-upp^ homontal 

of F, the water pressure. 

11 . Method of Calculation. The pressures can be represented 
by the areas of the prisms involved, the triangle of water pressure 
being as usual reduced by dividing its base by p. A further elim- 
ination of com*mon factors can be achieved by discarding ~ which 
is common to all three forces, the area TFi being represented by br^ 


because the actual original value is 


IlbF^ 


The forces then are TF, 


represented by h; IFi bv hr-; and P by — ; the actual value of the 

P 

IF 

latter being The lever arm distances of the e.g.’s of these three 
Ip 


forces from J, the incidence of P, are as follows: of TF, of IT\, 

o 

2 H . . 1 

— (1) — br) , and of P, — . The equation will then stand, eliminating -r, 

<iy O O 

bXb+br^i2b-2xbr)-—=0 

P 


or 


whence 






. 0 } 5 «*'■ 

* I]t ^ ^ ^ ( i 

Vp^Vl+2r2-2r= 


* ^ M 

( 3 ) 


The value of b thus obtained will prove a useful guide in deciding 
the base width even when the back of the wall is not vertical, as only 
1 a small increase will be needed to allow for the altered profile. When 

*~or r = .15 the reducing coefficient works out to— ^- 7 :, the reciprocal 
0 1.019 

of which is .981. Thus with a profile 80 feet high with p = 2.5 and 

80 

r = .15, the base width of the pentagonal profile wilLbe h - —= X .981 

V 2.5 

=49.64 feet; the decrease in base width below that of the elementary 
profile without crest will be 50.60—49.64 = 0.96 feet. The crest 
width will be 49.64X.15 = 7.45 feet. In actual practice, the dimen- 
sions would be in round numbers, 50 feet base and 7J feet crest 
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width as made on Fig. 6. The face of the profile in Fig. 6 is made 
by joining the toe of the base with the ape^ of the triangle of water 
pressure. 

Graphical Process, The graphical processes of finding the 
incidences of W and of R on the base are self-explanatory and are 
shown on Fig. 6. The profile is divided into two triangular areas, 
(1), 45 square feet and (2), 2000 square feet. The two final result- 
ants fall almost exactly at the middle third boundaries, W, as 
might be conjectured, a trifle outside. Areas are taken instead of 
I widths, owing to II not being a common factor. 

Analytical Process, The analytical process of taking moments 
about the heel is shown below: 



Arei 

Lever Arm 

lUOMKMr 

(1) 

45 

7.5X2 

3 

225 

(2) 

2000 

50 

33333 

W 

2045 

3 i 

I 3355S 

! 


The value 33,558, which is the total moment of parts equals the 
moment of the whole about the same point or 

2045 Xa: = 33558 


a: = 16.41 feet 


The incidence of W^istherefore^— 16.41 = .26 ft. outside the middle 
third. To find that of R relative to the heel, the distance (see 

The distance of R from the heel is therefore 16.69+16.41 =33.10 ft. 
2 

The ~ point is 33.33 feet distant, consequently the ineidence of R 


is .23 foot within the middle third. 

If the base and crest had been made of the exact dimensions 
deduced from the formula, the incidence of R would be exactly at 
2 

the y point while W would fall slightly outside the one-third point. 
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12. Variation of Height. The height of a dam is seldom uni- 
form throughout; it must vary with the irregularities of the river 
bed, so that the maximum section extends for a short length only, 
while the remainder is of varying height. This situation will affect 
the relationship between the crest width and the height, and also 
the base width. To be consistent, the former should vary in width 
In proportion to the height. This, however, is hardly practicable, 
consequently the width of the crest should be based more on the 
average than on the maximum height, and could be made wider 
wherever a dip occurs in the foundation level. 

13. High and Wide Crest. In case of a very high as well as 
wide crest, i.e., one carried much 
higher than the apex of the trian- 

^gle of water pressure, it is not 
desirable to reduce the base width 
much below that of the elemen- 
tary triangle. The excess of 
material in the upper quarter of 
a ^dbw’’ dam can be reduced by 
manipulating the fore slope. 

This latter, which is drawn up- 
ward from the toe of the base, 
in Fig. 7, can be aligned in three 
directions. First, by a line ter- 
minating at the apex of the trian- 
gle of water pressure; second, it Fig 7, profile Sho^dng Different Disposition 
can be made parallel to that of of fore slope 

the elementary profile, that is, it can be given an inclination of 
to the vertical, and third, the slope or batter can be made 

Vp 

flatter than the last. This latter disposition is only suitable with 
an abnormally high and wide crest and is practically carried out 
in the Chartrain dam, Fig. 5, where the base is not reduced at all 
H 

below "7=* 

Vp 

Reduction to any large extent, of the neck of the profile thus 
effected is, however, not to be commended, as the upper quarter of 
a dam is exposed to severe though indeterminate stresses due to 
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changes of temperature, wind pressure, etc., and also probably to 
masses of ice put in motion by the wind. The Cross River dam, 
to be illustrated later, as well as the Ashokan dam, are examples of 
an abnormally thick upper quarter being provided on account of. 
ice. Whatever disposition of the fore slope is adopted, the profile 
should be tested graphically or analytically, the line of pressure, if 
necessary, being drawn through the profile, as will later be explained. 

From the above remarks it will be gathered that the design of 
the section of ''a dam down to the limiting depth can be drawn by a 
few lines based on the elementary profile which, if necessary, can 
be modified by applying the test of ascertaining the exact position 
of the centers of pressure on the base. If the incidence of these 
resultants falls at or close within the edge of the middle third divi- 
sion of the base, the section can be pronounced satisfactory; if 
otherwise, it can easily be altered to produce the desired result. 

Freeboard. The crest has to be raised above actual full reservoir 
level by an extent equal to the calculated depth of winter passing 
over the waste weir or through the spillway, as the case may be. 
This extra freeboard, which adds considerably to the cost of a 
work, particularly when the dam is of great length and connected 
with long embankments, can be avoided by the adoption of auto- 
matic waste gates by which means full reservoir level and high flood 
level are merged into one. 

In addition to the above, allowance is made for wave action, 
the height of which is obtained by the following formula : 

h^ = 1.5ylF+(2.5-yT) -( 4 ) 

In this expression F is the “fetch”, or longest line of exposure of 
the water surface to wind action in miles. Thus if = 4 miles, the 
extra height required over and above maximum flood level will be 
(1.5X2)+(2.5— 1.4) = 4.1 feet. If 1^=10 miles, will work out to 
5| feet. The apex of the triangle of water pressure must be placed 
at this higher level; the crest, however, is frequently raised .still 
higher, so as to prevent the possibility of water washing over it. 

14. Example. The working out of an actual example under 
assumed conditions will now be given by both graphical and analyti- 
cal methods. Fig. 8 represents a profile 50 feet in height with crest 
level corresponding with the apex of the triangle of water pressure. 
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The assumed value of p is 21. The outline is nearly pentagonal, 
the crest width is made .156 and the base width is the full = ~ 

Vp 3 

X 50 = 33.3 feet, the crest width is thus 5 feet. The back slope is 
carried down vertically to the point e, a distance of 8 feet, and from 
here on, it is given a batter of 1 in 50. The outset at the heel beyond 
the axis of the dam, which is a vertical line drawn through the rear 



edge of the crest is therefore .84 foot. The toe is set in the same 
extent that the heel is set out. The face line of the body is formed 
by a line joining the toe with the apex of the water-pressure triangle. 
If the face line were drawn parallel to the hypothenuse of the ele- 
mentary triangle, i.e., to a slope of 1 : Vp, it would cut off too much 
material, the area of the wall being then but very little in excess of 
that of the elementary triangle, which, of course, is a minimum 
quantity. As will be seen later, the analysis of the section will show 
that the adopted base width could have been reduced below what 
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has been provided, to an extent somewhat in excess of that given in 
formula (3). 

15. Graphical Method. The graphical procedure of drawing 
the resultant lines W (R.E.) and R (R.F.) to their intersection of the 
base presents a few differences, from that described in section 7, 
page 6, with regard to Fig. 3. Here the profile is necessarily divided 
into two parts, the rectangular crest and the trapezoidal body. As 
the three areas (1), (2), and Pi, are not of equal height, the item // 
cannot be eliminated as a common factor, consequently the forces 
will have to be represented as in Fig. 6 by their actual superficial 
areas, not by the half width of these areas as was previously the ca.sc. 
In Fig. 8a the vertical load line consists of the areas I and 2 totaling 
844 square feet, which form W. The water pressure Pi i.s the area 

of the inclined triangle whose base is — . This is best set out graph- 

P 


ically in the force polygon by the horizontal line P, made equal to 


the horizontal w'ater pressure, which is 


m_2500Xi 
2p 9 


= 555 square 


feet. The water-pressure area strictly consists of two parts corre- 
sponding in depth to (1) and (2) as the upper part is vertical, not 
inclined, but the difference is so slight as to be inappreciable, and 
so the area of water pressure is considered as it would be if the back of 
the wall were in one inclined plane. In Fig. 8 the line Pi normal to 
thebackof the wall is drawn from the point of origin 0 and it is cut 
off by a vertical through the extremity of the horizontal line P. 
This intercepted length 0 0i is clearly the representative value of 
the resultant water pressure, and the line joining this point with the 
base of the load line W is R, the resultant of W and of Pi. If a 
horizontal line AB be drawn from the lower end of the load line IF. 
it will cut off an intercept (N) from a vertical drawn through the 
termination of Pi. This line AR = P, and N is the vertical com- 
ponent of R, the latter being the resultant of W and Pi as well as 
of N and P. When the back is vertical, N and W are naturally 
identical in value, their difference being the weight of water over- 
lying the inclined rear slope. 

The further .procedure consists in drawing the reciprocals of 
the three forces Pi, W, and R on the profile. The first step consists 
in finding the centers of gravity of the vertical forces 1 and 2 in which 
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the hexagonal profile is divided* That of (1) lies clearly in the 
middle of the rectangle whose base is de. The lower division (2) is 
a trapezoid. The center of gravity of a trapezoid is best found by 
the following extremely simple graphical process. From d draw 
dh horizontally equal to the base of the trapezoid fg and from 
gj is set off equal to de; join hj, then its intersection with the middle 
line of the trapezoid gives the exact position of its center of gravity. 
Thus a few lines eflect graphically what would involve considerable 
calculation by analytical methods, as will be shown later. 

The next step is to find the combined c. g. of the two q)arallel 
and vertical forces 1 and 2. To effect this for any number of parallel 
or non-parallel forces, two diagrams are required, first, a so-termed 
force and ray polygon and, second, its reciprocal, the force and 
chord, or funicular polygon. The load line in Fig. 8a can be utilized 
in the former of these figures. First, a point of origin or nucleus of 
rays must be taken. Its position can be anywhere relative to the 
load line, a central position on either side being the best. The 
point Oi, which is the real origin of the force polygon at the extremity 
of Pi can be adopted as nucleus and often is so utilized, in which 
case the force line Pi and R can be used as rays, only one additional 
ray being required. For the sake of illustration, both positions for 
nucleus have been adopted, thus forming t’wo force and ray poly- 
gons, both based on the same load line, and two funicular polygons, 
the resultants of which are identical. The force and ray polygon is 
formed by connecting all the points on the load line with the nucleus 
as sho^^TL by the dotted line a, 6, and c, and a', 6', and c'. Among the 
former, a and c are the force lines Pi and P, the third, &, joins the 
termination of force (1) on the load line with the nucleus. These 
lines a, 6, c, are the rays of the polygon. Having formed the force 
and ray diagram, in order to construct the reciprocal funicular 
polygon 86 the force lines (1) and (2) on the profile Fig. 8 are con- 
tinued down below the figure. Then a line marked (a) is drawn 
anywhere right through (1) parallel to the ray a, from its intersec- 
tion with the force (1), the chord (6) is drawn parallel to the ray (6) 
in Fig. 8b meeting (2); through this latter intersection the third 
chord (c) is drawn backward parallel to its reciprocal the ray c. 
This latter is the closing line and its intersection with the initial 
line (a), gives the position of the c.g. of the two forces. 
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A vertical line through this center of pressure, which represents 
W, i.e., Jri+Jr 2 , is continued on to the profile until it intersects 
the inclined force Pi drawn through the center of gravity of the 
water pressure area. This intersection is the starting point of P, 
drawn parallel to its reciprocal on the force polygon 8a. This 
resultant intersects the base at a point within the middle third. 
R is the resultant ''Reservoir Fulh’, while IE, the resultant of the 
vertical forces in the masonry wall, is the resultant "Reservoir 
Empty’’. The intersection of the latter is almost exactly at the inner 
edge of the middle third — thus the condition of the middle third is 
fulfilled. The question of induced pressure and its distribution on 
the base will be considered later. 

The incidence of iV, the vertical component "Reservoir Full”, 
on the base is naturally not identical with that of IE, the resultant 
"Reservoir Empty”, unless the back of the wall is vertical. The 
line R is the resultant of both Pi and IE, and of P and N. If 
it be required to fix the position of N on the profile, a horizontal 
line should be drawn through the intersection of Pi with the back 
of the wall. This will represent the horizontal component of the 
water pressure Pi, and it will intersect P, produced upward. Then 
a line ,drawn vertically through this latter point will represent N, 
the vertical component (Reservoir Full). The position of N is 
necessarily outside of IE, consequently if N is made to fall at the inner 
edge of the middle third of the base, IE must fall within the middle 
third. This fact will later be made use of when the design of the 
lower part of a "high’^ dam comes under consideration. 

16 . Analytical Method. The analytical method of ascertain- 
ing the positions of the incidences of IE and of P on the base, which 
has just been graphically performed, will now be explained. 

The first step is to find the positions of the centers of gravity 
of the rectangle and trapezoid of which the profile is composed, 
relative to some vertical plane, and then to equate the sum of the 
moments of those two forces about any fixed point on the base, 
with the moment of their sum. 

The most convenient point in most cases is 'the heel of the base; 
this projects a distance (z/) beyond the axis of the dam, which axis 
is a vertical fine passing through the inner edge of the rectangular 
crest. 
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As the areas of the divisions, whether of the masonry wall or 
of the water-pressure triangle, are generally trapezoids, the follow- 
ing enumeration of various formulas, 
whereby the position of the c.g. of a 
trapezoid may be found either with regard 
to a horizontal or to a vertical plane, 
will be found of practical utility. In Fig. 

9, if the depth of the figure between the 
parallel sides be termed II, and that of 
the truncated portion of the triangle of 
which the trapezoid is a portion be 
termed d, and h be the vertical height 
of the c.g. above the base, then 



Fig 9 Diagram Showing Centers 
of Gravity of Wat(‘r Pressure 
Trapezoids 


,, n n+zd 

3 ^ H+2d 


( 5 ) 


Thus, in Fig. 9, i7 = 13 and d = C) feet, then 

If the base of the triangle and trapezoid with it be increased or 
decreased in length, the value of h will not be thereby affected, 
as it is dependent only on H and d, which values are not altered. 
If, however, the base of the triangle be inclined, as shown by the 



Fig 10 Diagram Illustrating Height of c g Trapezoid above Base 


dotted lines in Fig. 9, the center of gravity of the trapezoid will 
be higher than before, but a line drawn parallel to the inclined 
base through g, the c. g. will always intersect the upright side of 
the trapezoid at the same point, viz, one which is h feet distant 
vertically above the horizontal base. 
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, Hrb+2a\ 


The value of h can also be obtained in terms of a and b, the two 
parallel sides of the trapezoid, and is 

( 6 ) 

For example, in Fig. 10, H==12, a =10, and 6 = 16, then 

If the horizontal distance of the c.g. of a trapezoid from a ver- 
tical plane is required, as, for example, that of the trapezoid in Fig. 
8, the following is explanatory of the working. As shown in Fig. 
11, this area can he considered as divided into two triangles, the 
weight of each of which is equivalent to that of tliree equal weights 
placed at its angles; each weight can thus be represented by one- 

third of the area of the triangle in question, or by and respec- 
tively, H being the vertical depth of the trapezoid. Let y be the 

projection of the lower corner 





Fig 11 Method of Finding Distance of Center 
of Gravity of a Trapezoid from Heel 


A beyond that of the upper 
one B. Then by equating 
the sum of the moments of 
the corner weights about the 
point A with the moment of 
their sum, the distance (x) of 
the c.g. of the whole trape- 
zoid from A will be obtained 
as follows: 




(7) 


[»+J>+«(gf)] 

where 7/ = 0, the formula becomes 

*4(‘+a-Tj) (='») 

For example, in Fig. 8, o or de=5 feet, 6=33.3, and j/ = .84, whence 
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The similar properties of a triangle with a horizontal base, as 
in Fig. ] 2, may well be given here and are obtained in the same way 
by taking moments about A, thus 


'2 


X.f=-^ (b+p) 


.T: 


b+1/ 

3 


In Fig. 12, /; = 14 feet, ?/ = S feet, and // = ]() feet, then 

a. = M±S = 7t feet 


( 8 ) 


Reverting to Fig. 8, the position of the incidence of W on the 
base is obtained by taking moments about the heel g of the base as 
follows: Here W is the area of the whole profile, equal, as we have 
seen, to 844 sq. ft. The area of the upper coniponent (1) is 40 sq. 
ft. and of (2) 804. 

The lever arm of TF is by hypothesis x, 
that of (1) is 2.5+.84 = 3.34 feet, that of (2) 
by formula (7) has, already been shown to be 
1 1 .63 feet. Hence, as the moment of the whole 
is equal to the sum of the moments of the ^ 
parts, the equation wdll become 



844a: = 40 X3.34+804 X 1 1 .63 = 9484.1 


Fig 12 Method of 
Finding Center of 
Gravity of a Triangular 
Profile 


a: =11.23 feet 


This fixes the position of the incidence of TF relative to the heel. 

h 33 3 

The position of the inner third point is — , or^-^ from the heel. 

The incidence of W is therefore 11.23— 11. 10 = .13 foot within the 
middle third, which complies with the stipulated proviso. 

The next step is to find the position of R relative to the heel of 
the base. As in graphical methods, only horizontal and vertical 
forces are considered; the water-pressure area is split into two parts, 

one, P the horizontal component, the value of which is or 555 

feet, and w» the reduced area of water overlying the rear projection 
of the back. The latter area is a trapezoid of which the upper side 
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(a) is 8 feet long and b, the lower side, 50 feet, the depth being .84 
foot, hence the distance of its c.g. inside the heel of the l)ase will he 

by formula (6), ~ = .32 foot. Its actual area is — 

.84 = 24.4 feet; this has to be divided by p or 21 to reduce it to a 
masonry base. The reduced area will then be 10.8 square feet, 
nearly. The distance of the incidence of IF from the heel of the 
base has already been determined to be 11.23 ft. and that of Wx 
being .32 ft., the distance of the c.g. of the latter from IE will be 
1 1 .23 — .32 = 10.9, nearly. If the distance between the incidences of 
W and R be termed x, the equation of moments about the incidence 
of R, will stand thus: 

p:^=ra'+«'3(.'c+10.9) 

O 

or 

555 = 844.r+10.Sa:+ 117.83 

o 

i.e. 

9132.2 , 

R is therefore 10.7+11.23=21.93 ft. distant from the heel. The 
§ point being 22.2 ft. from the same point, R falls .3 ft. (nearly) 
within the middle third. This shows that a small reduction in the 
area of the profile could be effected. 

17. Vertical Component. If the position of iV, the vertical 
component of R and Pi, is required, as is sometimes the case, 
it is obtained by the equation iVXa:= (]TXll.23) + (tC8X.32), 
X being the distance from the heel of the base. Or in figures, 
854.8a:= (844 X 1 1.23) + (10.8 X. 32) 

ic = 11.1 feet 

The incidence of N is, therefore, in this case, exactly on the limit of 
the middle third. This of course does not affect the condition of 
middle third, which refers to the resultant W (R.E.) not to the com- 
ponent N (R.F.) but, as will be seen later, when the lower part of a 
high dam comes to be designed, one condition commonly imposed 
is, that the vertical component N must fall at the inner edge of the 
middle third, in which case W will necessarily fall inside thereof. 
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It may here be noted that the space between the location of N and 

P II 

R, which will be designated (/), is — because if moments are taken 

o iV 

PH P H 

about the incidence of R, then Nf--^; therefore /= -^ 7 ^. The 

o S Jy 

actual value of IT in tons of 2000 pounds will be the superficial area, 
or S44 square feet multiplied by the eliminated unit weight, i.e., by 

tvp, viz, = 59.3 tons, as w = — ton. That of the inclined 

force R. ivS obtained from the triangle of forces PNR in which R, 
being the hypothenuse =ViV‘-^+P2. Here iV = 855 square feet, 
equivalent to 60 toiivS, nearly, and P==555 feet, equivalent to 39 
tons, whence R-’^Ei)-+Z9^-71,5 tons. 

18* Pressure Distribution. In the design of the section of a 
dam, pier, or retaining wall, the distribution of pressure on a plane 
in the section and the relations existing between maximum unit 
stress, symbolized by {s), and mean or average unit stress (.^i) will 
now be considered. The mean unit stress on any plane is that 
which acts at its center point and is in amount the resultant stress 
acting on the plane (the incidence of which may be at any point) 
di\uded by the width of the lamina acted on. Thus in Figs. 3 or 8 
take the resultant W. This acts on the horizontal base and its 

' if 

mean unit stress will be -y . In the same way, with regard to N, the 

vertical component of R the mean unit stress produced by it on the 

horizontal base will be The maximum unit stress occurs at 

0 

that extremity of the base nearest to the force in question which is 
R. Thus the maximum unit stress due to W is at the heel wloile 
that due to a combination of P and N acting at the incidence of R 
is at the toe of the base b. It is evident that the nearer the inci- 
dence of the center of pressure is to the center point the less is the 
maximum stress developed at the outer edge of the section, mitil 
the center of pressure is actually situated at the center point itself. 
TTie maximum pressure at the outer part of the section then equals 
the average and is thus at a minimum value. The relation between 
maximum and mean unit stress or reaction is expressed in the fol- 
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lowing formula in which it is assumed that any tension at the heel 
can be cared for by the adhesion of the cementing material or of 
reinforcement anchored do\\m : 

^=^i(l+f) (9) 

or, letting m equal the expression in brackets, 

s=msi (9a) 


In formula (9a), q is the distance between the center point of the 
base and the center of pressure or incidence of whatever resultant 

pressure is under considera- 
tion, and .Vi is the mean stress, 
or the resultant pressure di- 
vided by the base. 

In Fig. 8 as explained in 
section 16, the incidence of if, 
i.e., the center of pressure 
(R.F.), falls .3 ft. within the 
middle third of the base, con- 
sequently the value of q will be 

A — .3=§^_.3=5_25ft and 
6 6 



1 +^ 

0 


Fig, 13. Diagram Showing Pressure Distribution 
on a Dam with Reservoir Empty and 
Reservoir Full 


in formula (9a) vi 

= 1+111=1.95. The maxi- 
mum reaction at the toe 

mN 
b 

1.95X60 


always designated by s-- 

= 3.51 tons per sq. 


33.3 


ft. For the reaction (R.F.) at 
the heel, m = 1 — .95 = .05, and *2 = — = -09 tons. The distribu- 
tion of pressure due to the vertical component of R is shown hatched 
in Fig. 8 as well as in Fig. 13. 

From formula (9) the facts already stated are patent. When 
the incidence of the resultant force is at the center of the base, 
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9 = 0, consequently m = ] and s=si, that is, the maximum is equal 
to the mean ; when at one of the third points, 9 = ■—,???= 2, and ; 

W 

when at the toe, vi = 4, and s = isu or 4V« 

b 

If the material in the dam is incapable of caring for tensile 
strain, the maximum vertical compression, or s, obtained by formula 
(9) will not apply. Formula (24), section 86, should be used when- 
ever R falls outside the middle third. 

In designing sections it is often necessary to maneuver the 
incidence of the resultant stress to a point as close as possible to the 
center of the base in order to reduce the maximum stress to the least 
possible value, which is that of the mean stress. The condition of the 
middle third, insures that the maximum stress cannot exceed twice 
the mean, and may be less, and besides insures the absence of tensile 
stress at the base. 

19. Graphical Method for Distribution of Pressure. The 
graphical method of ascertaining the distribution of pressure on the 
base of a masonry wall, which has already been dealt with analyti- 
cally, is exhibited in Fig. 13, which is a reproduction of the base of 
Fig. 8. The procedure is as follows: Two semicircles are struck 
on the base line, having their centers at the third division points 

and their radii equal to — . From the point marked e, that of the 

o 

incidence of R, the line eg is drawn to g, the point of intersection of 
the two semicircles. Again from g a line gn is set off at right 
angles to eg cutting the base or its continuation at a point n. This 
point is termed the antipole of e, or the neutral point at which pres- 
sure is 7iil in either sense — compressive or tensile. Below and 
clear of the profile a projection of the base is now made, and from 
g a perpendicular is let fall, cutting the new base in g' while, if the 
line be continued upward, it will intersect the base at K. This 
latter point will, by the construction, be the center point of the base. 
The line Kg is continued through g' to g'V being made equal to 
the mean unit pressure, =1.8 tons. A perpendicular is let fall 
from n cutting the new base line at the points ni and ¥ are then 
joined and the line continued until it intersects another perpendicu- 
lar let fall from the toe of the base. A third perpendicular is drawn 
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from the heel of the base, cutting off a corner of the triangle. The 
hatched trapezoid enclosed between the last two lines represents the 
distribution of pressure on the base. The maximum stress will 
scale close upon 3.51 and the minimum .09 tons. If IE be considered, 

. 9 =— =^^= 1.78 tons, the maximum stress at the heel will be 
b 33.3 

3.52 and the minimum .04, at the toe. 

20. Examples to Illustrate Pressure Distribution. In Fig. 14 
is illustrated the distribution of pressure on the base, due to the 

incidence of R, first, at the toe of 
the base, second, at the two-third 
point, third, at the <*enter, and 
fourth, at an intermediate position. 
In the first case (Ri), it will be 
seen that the neutral point falls 
at the first third point. Thus two- 
thirds of the base is in com])ression 
and one-third in tensicm, the maxi- 
mum in either case being propor- 
tional to the relative distance of the 
neutral point from the toe and heel 
of the base, the compression at the 
toe being four times, while the ten- 
sion at the heel is t’v^dce the mean ' 
stress. In the second case (Rs) 
intersects at the two-third point, 
and the consequent position of n is 
exactly at the heel . The whole base 
is thus in compression, and the max- 
imum is double the mean. In the 
third case (Rz), the line gn is 
drawn at right angles to fg. The 
latter is vertical and gn will conse- 
quently be horizontal. The distance to n is thus infinite and the 
area of pressure becomes a rectangle with a uniform unit stress s. 
In the fourth case (R4), the neutral point lies well outside the profile, 
consequently the whole is in compression, the condition approximating 
to that of Rs. 



Fig 


14 Pressure Distribution on 
Base of Dam under Vanous 
Conditions 
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21 • Maximum Pressure Limit. The maximum pressure 
increases with the depth of the profile until a level is reached where 
the limit stress or highest admissible stress is arrived at. Down to 
this level the design of the section of a dam, as already shown, con- 
sists simply in a slight modification of the pentagonal profile with 
a vertical back, the base width varying between that of the ek- 
H . 

mentarv profile or ~pr, or its reduced value given in formula (3). 

Vp 

Beyond this limiting depth, which is the base of the so-termed 
^‘low'' dam, the pentagonal profile will have to be departed from 
and the base widened out on both sides. 

* 22. Formulas for Maximum Stress. The maximum unit stress 
in the interior of a dam is not identical with (^), the maximum vertical 
unit reaction at the base, but is a function of In Fig. 8, a repre- 
sentative triangle of forces is shown composed of N the vertical 
force (R.F.), P the horizontal water pressure, and R the resultant 
of N and P; therefore jR = V also N sec 0. If the back 

were vertical, N and W would coincide and then P = VlP+P'^ 
^"arious views have been current regarding the maximum internal 
stress in a dam. The hitherto most prevalent theory is based on 
the assumption, see Fig. 8, that the maximum unit stress 


mR ViV2+P2 mN . 
— 


(10a) 


Another theory which still finds acceptance in Europe and in the 
East assumes that the maximum stress is developed on a plane 
normal to the direction of the resultant forces as illustrated by the 
stress lines on the base of Fig. 8. According to this, the mean 

R R 

stress due to R would not be ^ but and the maximum stress will 

0 bi 

be But - and P= iV sec 6, consequently the maxi- 

61 61 6 

mum unit stress would be 

c = sec^ 6 (10b) 


Recent experiments on models have resulted in the formula for 
maximum internal unit stress being recast on an entirely different 
principle from the preceding. The forces in action are the "maxi- 
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muin vertical unit force or reaction s combined with a horizontal 

p 

shearing unit stress The shearing force is the horizontal 

water pressure, or —r— symbolized by P, which is assumed to be 

2p 

equally resisted by each unit in the base of the dam; the unit shear- 

ing stress will thus be — . These forces being at right angles to 

each other, the status is that of a bar or column subject to compres- 
sion in the direction of its length and also to a shear normal to its 
length. The combination of shear with compression produces an 
increased compressive stress, and also a tension in the material. 
The formula recently adopted for maximum unit compression is 
as follows: 

C = (10) 

71% ISf P 

In this 5==?7z^i, = -^— . As before substituting we have 

b b 

^_viN , ^ l(mN)^ , P^__miV'+V(77iiV)^+4P2 ^ 

2b ^ 462 "^62“ 26 


When m=2, as is the case when the incidence of R is exactly at the 
outer boundary of the middle third 


iV’+ViV2+P2 

6 


N 

=y (1+ sec 6) 


(10.) 


23. Application of All Three Formulas to Elementary Profile. 

In the case of elementary triangular profile which has a vertical 

back, N=W and sec 6 = (section 7, page 5) and m=2; then 

Vp 

formula (10.) becomes 

c = ( 1 + sec 0)=y 


Now 


W Hwp 

b 2Vp H 2 



( 11 ) 
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Example, 

3 

Let H in elementary triangle = 150 feet, p = 2.4, wp=^ ton. 

When, according to (II), (1+1.187) = 12.3 tons per 

square foot. 

Taking up formula (lOa) 

mW sec d 2W sec 6 


c=- 


, W Hup 
as above 

b 2 


c= = hfwVpVp+l 

Example with conditions as before 
150X1 XI. 55 V 3 J 


(11a) 


c=- 


32 


- = 7.26X1.84 = 13.3 tons 


With formula (10b), c = "^^ ^ , or in terms of H, 

c= Hup = Hwip+1) 

Therefore, with values as above, 

150X1X3.4 


(11b) 


C = - 


32 


= 15.9 tons 


From the above it is evident that formulas (10b) and (11b) give 
a very high value to c. Tested by this formula, high American 
dams appear to have maximum compressive unit stresses equal to 
20 tons per square foot, whereas the actual value according to 
formula (10) is more like 14 tons. However, the stresses in the 
Assuan dam, the Periyar, and other Indian dams, as also French 
dams have been worked out from formula (10b) which is still in use. 

24. Limiting Height by Three Formulas. The limiting height 
{Hi) of the elementary triangular profile forms a close guide to 
that obtaining in any trapezoidal section, consequently a formula will 
be given for each of the three cases in connection with formulas (10), 
(lOa), and (10b). Referring to case (10), we have from formula (11) 

Ihopf . /p+1^ 
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2c 

Whence Hi, the limiting height = — rTT< 

Example. 

With c = 16 tons and p^2.4, Hu the limit height of the ele- 

j. *11 u 2X16X33 _ 1024 n , 

mentary profile will be 2,4 (2.18 ^"'^^"'^^^ ^ 

Referring to case (10a), we have from formula (11a) 

C“ Hw VpVp+1 


* Hi- 


c 

'i^VpVp+1 


Example. 

With data as above ff= nearly. 

^ 1.55X1.84 

Referring to case (10b), we have from formula (Ilb) 
c=5= JF/w'(p+l) 




Example. 


%v{p+l) 


With same data Hi = = 150 feet. 

3.4 3.4 


Thus the new formula (10) gives much the same results as that 
formerly in general use in the United States (10a), while in the 
more conservative formula (10b) the difference is marked. 

25. Internal Shear and Tension. We have seen that the 
combination of compressive and shearing stresses in a dam (R.P.) 
produces an increased unit cpmpression. It further develops an 
increase in the shearing stress and also a tensile stress. The three 
formulas are given below. 

Compression as before 


c 




or 


m N +'^ (m Ny+4:P^ 
26 


( 10 ) 


Tension 




m N (m N)^+4:P^ 
26 ^ 


( 12 ) 
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Shear 



or 


4 


(miV)2+4P2 


2b 


(13) 


The tensile and shearing stresses are not of sufficient moment to require 
any special provision in the case of a gravity dam. The tension is 
greatest at the heel, diminishing toward the toe. This fact suggests 
that a projection of the 'heel backward would be of advantage. The 
direction (a) of c to the vertical is not that of R but is as follows: 


rn o 2^., 2P 77iN 2P 

Tan 2a= — 

s b b mN 

when m = 2, tan 2a In Fig. 8, P — 555 and N —855. /. tan 2a — 

f^ = .649 whence 2a = 33° 00' and (a) = 16° 30'. The inclination 
8o5 


of R to the vertical, or 6, is 33° 50', i.e., 4wice as large as that 
of c. The direction of t is at right angles to th&t of c, while that of 
Sk the shear, lies at 45° from the directions of either c or t. 

26. Security against Failure by Sliding or Shear. Security 
against failure by sliding depends on the inclination of W to P, i.e., 
on the angle 6 between W and R. Thus tan d should be less than the 
angle of friction of masonry on masonry, or less than .7. This is the 
same as stating that the relation of W and P must be such that 6 
shall not be greater than 35°, or that the complement of 6 be not less 
than 55°. The adoption of the middle third proviso generally insures 
this. With regard to sliding on the base, this can be further pro- 
vided against by indentations in the base line or constructing it 
inclined upward from heel to toe. 

27. Influence Lines. It is sometimes desirable for the purpose 
of demonstrating the correctness of a profile for tentative design, 
to trace the line of pressures corresponding to the two conditions 
of reservoir full and empty, through the profile of a dam. This is 
far better effected by the use of graphic statics. 

There are two different systems of graphic construction that 
give identical results, which will now be explained and illustrated. 

The first method, which is most commonly adopted, is exhibited 
in Fig. 15, which is the profile of a 100-foot high dam with specific 
gravity 2|. It thus lies within the limiting depth, which for the 
elementary profile would be 190 feet. 
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The profile is pentagonal, with a vertical back, and has the full 

H 

base width of the elementary profile, viz, — which in this case is 

Vp 

100 = 66.7 feet. The crest h is V7/ = 10 feet wide. The water- 

O 

pressure triangle has a base of — . The profile, as well as the water- 
pressure triangle, is divided into five equal laminas, numbered 1 






15 30 45 


9 


Fig 15. Graphical Construction for Tracing Lines of Pressure on Dam of Pentagonal Profile 

to 5 in one case and T to 5' in the other. The depth of each lamina, 
H 

which is -- is, therefore, a common factor and can be eliminated as 
0 

well as the item of unit weight, viz, wp. The half widths of all 
these laminas will then correctly represent their areas and also their 
weights, reduced to one denomination, that of the masonry. In 
Fig. 15a a force polygon is formed. In the vertical load line the 
several half widths of the laminas 1 to 5 are first set off, and at 
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right angles to it the force line of water pressure is similarly set 
out with the half widths of the areas 1' to 5'. Then the resultant 
lines of the combination of 1 with 1', 1 , 2, with 1' 2' and so on marked 
7?i to are drawn. This completes the force polygon. The next 
step is to find the combinations of the vertical forces on the profile, 
viz, that of 1 and 2, 1, 2, and 3, etc. This, as usual, is effected by 
constructing a force and ray polygon, utilizing the load line in 
Fig. 15a for the purpose. Then the centers of gravity of the several 
individual areas 1 to 5 are found by the graphical process described 
in section 15, and verticals drawn through these points are projected 
below the profile. On these parallel force lines 1 to 5, the funicular 
polygon Fig. 15b is constructed, its chords being parallel to their 
reciprocal rays in Fig. 15a. The intersection of the closing lines 
of the funicular gives the position of the centroid of the five forces 
engaged. By producing each chord or intercept backward unifil it 
intersects the initial line, a series of fresh points are obtained which 
denote the centers of gravity of the combinations of 1 and 2; 1, 2, and 
3, and so on. Verticals through these are next drawn up on the profile 
so as to intersect the several bases of the corresponding combinations, 
thus 1, 2, and 3 will intersect the base of lamina 3; and 1, 2, 3, and 
4 will intersect that of lamina 4; and so on. These intersections 
are so many points on the line of pressure*(R.E.). The next step 
is to draw the horizontal forces, i.e., their combinations on to the 
profile. The process of finding the centers of gravity of these areas 
is rendered easy by the fact that the combinations are all triangles, 
not trapezoids, consequently the center of gravity of each is at J 
its height from the base. Thus the center of gravity of the com- 
bination F+2'+3' is at J the height measured from the base of 
3' to the apex, in the same way for any other combination, that of 
1', 2', 3', 4', 5', being at J the total height of the profile. The back 
being vertical, the direction of all the combined forces will be hori- 
zontal, and the lines are drawn through, as shown in the figure, 
to intersect the corresponding combinations of vertical forces. 
Thus y intersects 1, 1' 2' intersects 1 2, and so on. From these 
several intersections the resultant lines J?i, i? 2 , to i ?5 are now drawn 
down to the base of the combination to which they belong, these 
last intersections giving the incidence of Ri, R 2 , etc., and are so 
many points on the line of pressures (R.F.). The process is simple 
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and takes as long to describe as to perform, and it has this advan- 
tage, that each combination of forces is independent of the 
rest, and consequently errors are not perpetuated. This system 
can also be used where the back of the profile * has one or 
several inclinations to the vertical, explanation of which will be 
given later. 

28. Actual Pressures in Figures. In the whole process above 
described, it is noticeable that not a single figure or arithmetical 
calculation is required. If the actual maximum unit stress due to 
R or to W is required to be known, the following is the pro(‘edure. 
In Fig. 15a, N scales 174, to reduce this to tons it has to be mub 

.11 

tiplied by all the eliminated factors, which are -'— = 20 and 


9X1 ,, 174X20X9 ,,, , 

— -,thatis, ^=—4-^32 - =244 tons. 

Assuming the incidence of R exactly at the third division, 

the value of g is ^ 


6 


and that of m is 2; P also scales 312, its 
119x‘^0x9 

value is therefore — "^4 — = 157 tons. Applying formula (IO2), 

AT , 244 +V2442+ 1572 5.34 , , 

e_7V+ - =J 3^ = 8 tons per sq. ft., 

roughly. As 8 tons is obviously well below the limiting stress, for 
which a value of 16 tons would be more appropriate, this estimation 
is practically unnecessary but is given here as an example. 

29. Analytical Method. The analytical method of calculation 
will now be worked out for the base of the profile only. First the 
position of W, the resultant vertical forces (R.E.) relative to the 
heel of the base will be calAilated and next that of R. The back of 
the profile being in one line and vertical the whole area can be con- 
veniently divided into two right-angled triangles, if the thick- 
ening of the curvature at the neck be ignored. As the fore slope 
has an inclination of l:Vp the vertical side of the upper triangle 

(1) is /cVp in length; its area 'will then be ^ = 75 

2 2 

sq. feet. The distance of its c. g. from the heel of the base, which 

in this case corresponds with the axis of the dam, is — feet = 6§ feet. 

3 
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75X20 

The moment will then be — - — =500. With regard to the lower 

O 

112 2 

triangle, its area is — = = 5000 X- = 3333.3 sq. feet. The length of 
2Vp 3 

its lever arm is one-third of its base, or 22.2 feet. The moment 
about the axis will then be 3333.3X22.2 = 74,000. The moment of 
the whole is equal to the sum of the moments of the parts. The 
area of the whole is 75-1-3333 = 3408. Let x be the required distance 
of the incidence of W from the heel, then 

a: X 3408 = 74,500 
74,500 


x = 


3408 


=21.9 feet 


The inner edge of the middle third is — or 22.2 feet distant from the 

O 

heel; the exact incidence of }V is, therefore, .3 foot outside the middle 
third, a practically negligible amount. With regard to the position 
of R the distance (/) between the incidence of R and that of TV is 

m this F the water-pressure area= = 2220. . . jr = 


2220X100 


= 21.7 feet. The total distance of R from the heel will 


3X3408 

then be 21.7+21.9 = 43.6 feet; the outer edge of the middle third 
is 44,4 feet distant from the heel, consequently the incidence of R 

is 44.4— 43.6 = .8 foot within the middle third, then q- ^ ^ 


6 


6 


— .8 = 10.3 ft., and m = ^l+^^ = l + .93 = 1.93. At this stage it 
will be convenient to convert the areas into tons by multiplying 


them by pzo, or 


2.25 
32 ’ 


Then N and W become 239.6, and P becomes 


156*3 tons. Formula (10) will also be used on account of the high 
figures; then , 

Here , = if tons, and a..f.ff=2.34 


tons, therefore, c = 


4 


6.93 , ,* 6.93' 


■ (2.34) ^ = 3.46-f^l7.48 = 7.64 tons. 
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. , , , 6g _ 239.6X0.07 

For ^2, or the compression at the heel, ni = 1 — ^ = .U / . S2 = — 

= .251 ton. The area of base pressure is accordingly drawn on Pig. 15. 

If W (R.E.) be considered, (/=-|-+.3 = 11.42, and w = l + 

6X11.42 j mir 239.6X2.03 „ 

-—=2.03; therefore, s = — r— — = <.30 tons. Iho 

66.7 0 Ob.7 

base pressure is therefore greater with (R.E.) than with (R.F.); 



quantity. This pressure area is shown on Fig. 16. 

30. Haessler’s Method. A second method of drawing the 
line of pressures which is termed “Haessler’s” is exhibited in Fig. 
16, the same profile being used as in the last example. In this 
system, which is very suitable for a curved back, or one composed 
of several inclined surfaces, the forces are not treated as independent 
entities as before, but the process of combination is continuous 
from the beginning. They can readily be followed on the force 
polygon, Fig. 16a and are 1' with 1 producing i?i; ifi with 2'^ i.e., 
1', 1, 2', the last resultant being the dotted reverse line. This last 
is then combined with 2 producing and so on. 
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The reciprocals on the profile are drawn as follows: First the 
c.g.’s of all the laminas 1, 2, 3, etc., 1', 2', 3^ etc., are obtained by 
graphical process. Next the water-pressure lines, which in this case 
are horizontal, are drawn through the profile. Force line (lO inter- 
sects the vertical (1), whence i?i is drawn parallel to its reciprocal 
in Fig. 16a through the base of lamina (1), until it reaches the hori- 
zontal force line (2'). Its intersection with the base of (1) is a point 
in the line of pressure (R.F.). Again from the intersection of Ri 
with (20, a line is drawn backward parallel to its dotted reciprocal 
line in Fig. 16a until it meets with* the second vertical force (2). 
From this point i ?2 is then drawn downward to its intersection with 
the horizontal force (30? its intersection with the base of lamina 
(2) giving another point on the line of pressures. This process is 
repeated until the intersection of Rs with the final base completes 
the operation for (R.F.). It is evi- 
dent that as well as all the other 
resultants are parallel to the cor- 
responding ones in Fig. 15, the same 
result being arrived at by different 
graphical processes. 

3K Stepped Polygon. Fig. 

16b is a representation of the so- 
called ^^stepped’^ polygon, which 
is also often employed; the form 
differs, but the principle is identical with that already described. 
Inspection of the figure will show that all the resultant lines are 
drawn radiating to one common center or nucleus (0). 

The process of finding the incidence of W on the bases of the 
several lamina is identical with that already described with regard 
to Fig. 15, viz, the same combination of 1+2, 1+2+3, and so on, 
are formed in the funicular 16c and then projected on to the profile. 

32. Modified Equivalent Pressure Area in Inclined Back Dam. 
When the back of a dam is inclined, the area of the triangle of water 
» pressure ABC, in Fig. 17, will not equal the product of H, but of Hi 
with its half width, which latter is measured parallel to the base, 
consequently the factor H cannot be eliminated. The triangle 
itself can, however, be altered in outline so that while containing 
the same area, it will also have the vertical height as a factor 
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in its area. This is effected by the device illustrated in Fig. 17, 
and subsequently repeated in other diagrams. In this figure ABC 
is the triangle of water pressure. By drawing a line CD parallel 
to the back of the wall AB, a point D is obtained on the continu- 
ation of the horizontal base line of the dam. A and D are then 
joined. The triangle ABD thus formed is equal to ABC, being 
on the same base AB and between the same parallels. The area 
B D 

of ABD is equal to —— X H, and that of the wall to half width 

BD 

EFxH. Consequently we see that the half width of the 

triangle ABD can properly represent the area of the water pressure, 
and the half width EF that of the wall. The vertical height H 
may, therefore, be eliminated. What applies to the whole triangle 
would also apply to any trapezoidal parts of it. The direction of the 
resultant line of water pressure will still be as before, normal to the 
surface of the wall, i.e., parallel to the base BC, and its incidence on 
the back will be at the intersection of a line drawn through the c.g. 
of the area in question, parallel to the base. This point will natur- 
ally be the same with regard to the inclined or to the horizontally 
based area. 

33. Curved Back Profiles. In order to illustrate the graphical 
procedure of drawing the line of pressure on a profile having 
a curved back, Figs. 18 and 19 are put forward as illustrations 
merely — not as models of correct design. In these profiles the 
lower two laminas of water pressure, 4' and 5', have inclined 
bases. Both are converted to equivalent areas with horizontal 
bases by the device explained in the last section. Take the lowest 
lamina acdb; in order to convert it into an equivalent trapezoid 
with, a horizontal base, de is drawn parallel to ac; the point e is 
joined with A, the apex of the completed triangle, of which the trap- 
ezoid is a portion. When af is drawn horizontally, the area acef will 
then be the required converted figure, the horizontally measured 

half width of which multiplied by will equal the area of the original 

5 


H 

trapezoid acdb; — can then be eliminated as a common factor and 
5 

the weights of all the laminas represented in the load line in 
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Fig. 18a, by the half mdths of the several areas. The lamina 4' is 
treated in a similar manner. 

The graphical processes in Figs. 18 and 18a are identical with 
those in Fig. 15. In the force polygon 18a the w'ater-pressure forces 
1', 2', 3', etc., are drawn in directions normal to the adjoining portion 
of the back of the profile on which they abut, and are made equal 
in length to the half widths of the laminas in question. The back 
of the wall is vertical down to the base of lamina 3, consequently 
the forces, 1', 2', and 3', will be set out on the water-pressure load 
line in Fig. 18a from the starting point, horizontally in one line. 
In laminas 4 and 5, how'ever, the back has tw^o inclinations; these 
forces are set out from the termination of 3' at their proper direc- 
tions, i.e., parallel to their inclined bases to points marked a and b. 
The direction of the resultants of the combinations, V and 2', and 
1', 2', 3', will clearly be horizontal. If Aa and Ab be joined, then 
the directions of the combination F 2' 3' 4^ will be parallel to the 
resultant line Aa and that of 1' 2' 3' 4/ 5' will be parallel to Ab, 
Thus the inclination of the resultant of any combination of inclined 
forces placed on end, as in the w^ater-pressure load line, will always 
be parallel with a line connecting the terminal of the last of the 
forces in the combination with the origin of the load line. 

34. Treatment for Broken Line Profiles. The method of 
ascertaining the relative position and directions of the resultants 
of water pressure areas wFen the back of the wall has several inclina- 
tions to the vertical is explained as follows: This system involves 
the construction of two additional figures, viz, a force and ray 
polygon built on the w^ater-pressure load line and its reciprocal 
funicular polygon on one side of the profile. These are shown con- 
structed, the first on Fig. 18a, the nucleus 0 of the vertical force 
arid ray polygon being utilized by drawing rays to the terminations 
of F, 2', 3', 4', and 5'. In order to construct the reciprocal funic- 
ular polygon, Fig. 18c, the first step is to find the c.g.’s of all the 
trapezoidal laminas wdiich make up the water-pressure area, viz, 
F to 5'. This being done, lines are drawm parallel to the bases of 
the laminas (in this case horizontal lines), to intersect the back of 
the wall. From the points thus obtained the force lines F, 2', 3', 
etc., are drawm at right angles to the portions of the back of the wall 
on wdiich they abut. On these force lines, which are not all parallel, 
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the chord polygon (18c) is constructed ns follows: First the initial 
line AO is drawn anywhere parallel to its reciprocal AO, in Fig. 18a. 
From the intersections of this line with the force line 1' the chord 
marked 01' is drawn parallel to 01' in Fig. 18a and intersecting 
force line 2'. Again from this point the chord 02' is drawn inter- 
secting force 3' whence the chord 03' is continued to force i', and 
04' up to the force line 5', each parallel to its reciprocal in Fig. 18a. 
The closing line is 05. The intersection of the initial and the closing 
lines of the funicular polygon gives the position of the final resultant 
line 1' 2' 3' 4' 5', which is then drawn from this point parallel to its 
reciprocal Ob in Fig. 18a to its position on the profile. The other 

resultants are obtained in a sim- 
ilar manner by projecting the sev- 
eral chords backward till they 
intersect the initial line 0^1, these 
intersections being the starting 
points of the other resultants, 
viz, l'-4', l'-3', l'-2', and 1'. 
These resultant lines are drawn 
parallel to their reciprocals in 
18a, viz, l'-4' is parallel to Aa, 
while the remainder are hori- 
zontal in direction, the same as 

Fig 20. Diagram Showing Third Method of their reciprocals. 

Determining Water Pressure Areas ^ . *1 

This procedure is identical 
with that pursued in forming the funicular 18b, only in this case the 
forces are not all parallel. 

35. Example of Haessler^s Method. In Fig. 19 the profile 
used is similar to Fig. 18, except in the value of p, which is 2^ 
not 2 A as previously. The graphical system employed is Haessler’s, 
each lamina as already described with reference to Fig. 16 being 
independently dealt with, the combination with the others taking 
place on the profile itself. In this case the changes of batter coin- 
cide with the divisions of the laminas, consequently the directions 
of the inclined forces are normal to the position of the back on which 
their areas abut. This involves finding the c. g. ’s of each of the w^ater- 
pressure trapezoids, which is not necessary in the first system, unless 
the funicular polygon of inclined forces has to be formed. In spite 
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of this, in most cases Haessler’s method will be found the handiest 
to employ, particularly in tentative work. 

36. Example of Analytical Treatment. In addition to the 
two systems already described, there is yet another corresponding 
to the analytical, an illustration of which is given in Fig. 20. In 
this the vertical and horizontal components of i?, the resultants 
(R.F.), viz, N and P are found. In this method the vertical com- 
ponent of the inclined water pressure Pi is added to the vertical 
weight of the dam itself, and when areas are used to represent 
weights the area of this water overlying the back slope will have to 
l)e reduced to a masonry base by division by the specific gravity of 
the masonry. 

37. Relations of R. N. and W. The diagram in Fig. 20 is a 
further illustration shoving the relative positions of P, P , Pif N, 
and ir. The line R starts from a, the intersection of the horizontal 
force P mth iV, the resultant of all the vertical forces, for the reason 
that it is the resultant of the combination of these two forces; but 
R is also the resultant of Pi and W, consequently it will pass through 
a', the intersection of these latter forces. The points a and ai are 
consequently in the resultant R and it follows as well that if the 
position of R is known, that of N and W can be obtained graphically 
by the intersection of P or Pi with R. These lines have already 
been discussed. 


UNUSUALLY HIGH DAMS 

38. “High” Dams. An example will now be given. Fig. 21, of 
the design of a high dam, i.e., one whose height exceeds the limit 
before stated. As usual the elementary triangular profile forms 
the guide in the design of the upper portion. We have seen in 
section 24 that the limiting depth with p = 2.4 and c = 16 tons = 
195 feet, whence for 18 tons’ limit the depth will be 219 feet. In 
Fig, 21 the tentative profile is taken down to a depth of 180 feet. 
The crest is made 15 feet wide and the back is battered 1 in 30; the 
base width is made 180X.645 = 116 feet. The heel projects 6 feet 
outside the axis line. The graphical procedure requires no special 
explanation. It follows the analytical in dealing with the water 
pressure as a horizontal force, the weight of the water overlying 
the back being added to that of the solid dam. For purposes of 
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calculation the load is divided into three parts (1) the water on 
the sloping back, the area of which is 540 sq. ft. This has to be 
reduced by dividing it by p and so becomes 225 sq. ft. As tons, 
not areas, will be used, this procedure is not necessary, but is adopted 
for the sake of uniformity in treatment to avoid errors. The c.g. 
of (1) is clearly 2 feet distant from the heel of the base of (3), about 
which point moments will be taken. That of the crest (2) is 13.3 feet 
and that of the main body (3) obtained by using formula (7) comes 
to 41.2 feet. The statement of moments is then as follows: 


No. 

» Area 

Tons 

Lever Arm 

Moment 

1 

225, 

17 

2 

34 

2 

360 

27 

13.3 

359 

3 

10280 

771 

41.2 

31765 

Total 

10866 

m 


32158 


Then the distance of N from the heel will be ^7— - = 39.4 ft.; it thus 

815 

falls 39.4 —38.7 = .7 ft. within the middle third. The distance (/) 

PH 

between N and R is Now P=the area of the right angle 

H 

triangle whose base is — , or 75 feet, and is 6750 sq. ft. equivalent 


^ 6750X3 _ ^ rp. • u ^ 506X180 

to — -- — ==506 tons, ihe expression then becomes f = - 7 — 7777 - 
40 3X815 

=37.2 feet. The incidence of R will then be 37.2+39.4 = 76.6 feet 

2 

distant from the heel of the base. The point being 77.3 from the 

o 


heel, R falls .7 ft. within. Thus far the tentative profile has proved 
fairly satisfactory, although a slight reduction in the base width is 
possible. The position of W, or the resultant weight of the portions 
2 and 3 of the dam is obtained from the moment table already 
given, and is the sum of the moments of (2) and (3) divided by (2) 

+ (3) or -^^^^ = 40.2 ft. This falls 40.2 — 38.7 = 1.5 ft. within the 
798 
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middle third. The value of q (R.P.) is .7= 19.33 -.7 = 18.6 

feet, and m= ^14-^') = 1+-^^^= 1.96. 

V 0 J .116 

Then by formula (lOi), N being 815 and P, 506 

__ 1.96x815 + V(L96X815)^^ +4 (506j~^ 

^ ' 232 
_ 1597+ V2551367+1024144 
232 

= 15.03 tons per square foot 

Extension of Profile, This value being well below the limit 
of 18 tons and both resultants (R.F.) and (R.E.) standing within the 
middle third it is deemed that the same profile can be carried down 
another 30 ft. in depth without widening. The base length will 
now be a trifle over 135 feet. The area of the new portiop (4) is 
3769 sq. ft. =283 tons. The distance of its c.g. from the heel by 
formula (7) is found to be 63.4 feet. The position of W will be 
obtained as follows, the center of moments being one foot farther 
to right than in last paragraph. 


No 

Tons 

Lever Arm 

Moment 

2 

27 

14.3 

386 

3 

771 

42.2 

32536 

4 

283 

63 4 

17942 

Total 

1081 

1 

50864 


^ T081 

As — is — =45 ft., the incidence of JVi is 2.0 ft. within the base, 
which is satisfactory. 

To find Ni, the moment of the water on whole back can be 
added to that of W first obtained. The offset from the axis being 

21 0 v7 

now 7 ft., the area will be — ^ = 735 equal to an area of masonry 
735 

equivalent to 23 tons, nearly. The lever arm 
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being or 2.3 feet the moment about the heel will be 23 X2.3 = 52.9, 

say 53.0 ft.-tons. This amount added to the moment of JVj, will 
represent that of Ah and will be 50,864+53 = 50,917. The value of 
Ah is that of Wi+ the water on back or, 1081+23 = 1104 tons. 

The distance of Ni from the heel is then - —iJ =46.2 feet. To 

1104 

obtain that of Ri the value of /=— — ^riv=43.7 feet; this added 

3X1104 

to 46.2=89.9 ft., the incidence of Ri is therefore ^'^^^- —89.9 = 

o 

90-"89.9 = .l ft., within the middle third boundary. Then q = ^ 

-.1 =22.5-. I =22.4' ft., and m=l+^ = l+i|^ = 2.00, nearly. 

To find c, formula (10) will be used, the quantities being less than 

m formula (lOi). Here s = — = 16.4 tons and Ss 

0 135 

P 6S9 - . rpu 
*=T~=T 7 :;: =5.1 tons. Then 
0 135 

16.4 1(16.4)2 ' 

^ = ^+\^^^+(5.1)'-8.2+9.7 = 17.9 tons 

The limit of 18 tons, being now reached, this profile mil have to 
be departed from. 

39. Pentagonal Profile to Be Widened. The method now to 
be adopted is purely tentative and graphic construction will be 
found a great aid to its solution. A lamina of a depth of 60 ft., 
will be added to. the profile. It is evident that its base width must 
be greater than that which would be formed by the profile being 
continued down straight to this level. The back batter naturally 
will be greater than the fore. From examination of other profiles it 
appears that the rear batter varies roughly from about 1 in 5 to 1 
in 8 W’'hile the fore batter is about 1 to 1. As a first trial an 8 ft. 
extra offset at the back was assumed with a base of 200 feet; this 
would give the required front projection. Graphical trial lines 
showed that N w^ould fall without the middle third, and TF as well; 
the stress also just exceeded 18 tons (R.E.). A second trial w'as 
now made in w=^hich the back batter was increased and the base 
shortened to 180 feet. In this case c exceeded the 18 ton limit. 
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Still further widening was evidently required at the heel in ordei 
to increase the weight of the overlying water, while it w’^as clear 
that the base width would not bear reduction. The rear offset 
was then increased to 15 feet and the base width to 200 feet. The 
stresses now worked out about right and the resultants both fell 
within the middle third. By using formula (6) the distance of the 
c.g. of the trapezoid of water pressure, which weighs 112 tons, was 
found to be 7.2 feet from the heel of the base, and by formula (7) 
that of the lowest lamina ('S) from the same point is found to be 
91.8 feet; the weight of this portion is 754 tons. These two new 
vertical forces can now be combined with Ni whose area and posi- 
tion are known and thus that of N 2 can be ascertained. Ni is 4().2 
ft. distant from the heel of the upper profile; its lever arm will, 
therefore, be 46.2 + 15 = 61.2 feet. The combined moment about 
the heel will then be 



Weight 

Lever Arm 

Moment 

Water 

112 

7.2 

800 

Ni 

1104 

61.2 

67565 

(5) 

754 

91.8 

69217 

Total 

1970 


137588 


137588 

The incidence of is then - — = 70 feet from the heel; as the 


1970 


200 


middle third boundary is ^ = 66.6 feet distant from the same point, 

o 

N 2 falls 3.4 feet within. The distance between N 2 and i ?2 (viz, /) 

PH2 


SNi' 


Now P 2 , or the horizontal water pressure, has a reduced area 

1139X270 


of 15187 feet, equivalent to 1139 tons, consequently /=- 

=52.0 feet. This fixes the incidence of i ?2 at 70 +52.0=122.0 feet 
distant from the heel; the | point is 133.3 feet distant, consequently 

7^2 falls well within the middle third and as g = 122.0 — = 22.0 feet, 

jU 

,,6X22.0 , , mN 1.66X1970 

^==1 = 1.66, and 5 =—= =16.3 tons. 
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Now 



1139 

200 


= 5.7 tons 


Whence by formula (10), 

16.3 |265 

c=— +^^+32.5 = 8.15+9.9 = 18.05 tons 
which is the exact limit stress. 

The value of S 2 (the pressure at the heel) is obtained by the 

130 8 

same formula, using the minus sign, viz, m = 1 — = .34, there- 

fore, ^ 2 = = 3.4 tons, nearly. These vertical reac- 
tions are set out below the profile. With regard to W 2 it is com- 
posed of IF 1 + (5) ^ The table of moments is as follows : 



Weight 

Lever Arm 

Moment 

w, 

1081 

62.0 

67022 

(5) 

754 

91 S 

69217 

w. 

1835 


136239 


The distance of Tr 2 from the heel is = 74.3. IF 2 , therefore, 

looO 

falls 7.6 feet within the middle third; g=^^— 74.3=25.7 feet, 


and m = l+~^ = 1.77, and m = 1-. 77 = . 23 ; ’ therefore, 5 = 

16.2 tons, and 5^ = .23X^ =2.1 tons. These 

pressures are shown below the profile. 

The value of 6 in all three cases is less than 35° which is also 
one of the stipulations. 

In continuing the profile below the 270-foot depth the proba- 
bility is that for a further depth of 50 or 60 feet the same fore and 
rear batter would answer; if not, the adjustment is not a difficult 
matter to manipulate. As previously stated, the incidence of N 
should be fixed a little witliin the middle third when that of W and 
R will generally be satisfactory. 
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In the force diagram the water part of N is kept on the top of 
the load line IF. This enables the lengths of the N series to be 
clearly shown. The effect is the same as if inclined wnter pressure 
lines were drawn, as has already been exhibited in several cases. 

40. Silt against Base of Dam. In Fig. 21, suppose that the 
water below the 210 -foot depth wns so mixed with silt as to have a 
specific gravity of 1.4 instead of unity. The effect of this can be 
showm graphically without alteration of the existing wnrk. In the 
trapezoid lying between 210 and 270 the rectangle on ab represents 
the pressure above 210 and the remaining triangle that of the lownr 

60 feet of wnter. The base of the latter, he is, therefore, — = 

p 2.4 


25 feet. Now the weight of the water is increased in the proportion 


of 1.4 : 1, consequently the proper base wddth will be 


/FXI.4 

2.4 


— __i -=^35 T }^0 triangle acd then represents the additional 

pressure area due to silt. The normal pressure on the back of the 
dam due to the presence of silt is shown graphically by the triangle 
attached, whose base = cd = 10 feet; its area is 310 square feet, 
equivalent to 23 tons. This inclined force is combined with Rz at 
the top right-hand corner of Fig. 21a and the resultant is Rz; on the 
profile the reciprocal inclined force is run out to meet i ?2 and from 
this intersection Rs can be drawn up toward P 2 . This latter inter- 
section gives the altered position of N 2 , which is too slight to be 
noticeable on this scale. The value of c and the inclination of R 
are both increased, which is detrimental. 

If the mud became consolidated into a water-tight mass the 
pressure on the dam would be relieved to some extent, as the earth 
will not exert liquid pressure against the back. Liquid mud pres- 
sure at the bottom of a reservoir can consequently be generally 
neglected in design. 

41. Filling against Toe of Dam. Now let the other side of the 
dam be considered. Supposing a mass of porous material having an 
immersed s. g. of 1.8 is deposited on the toe, as is often actually the 

case. Then a pressure triangle of which the base equals JTX— = 

' 2.4 

45 feet is drawn; its area will be 1755 and weight 132 tons; the 
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resultant P4 acting through its c. g. is run out to intersect At the 
same time from the lower extremity of R2, in the force diagram, a 
reciprocal pressure line P4 is drawn in the same direction equal in 
length 132 tons and its extremity is joined with that of P2; the result- 
ing line P4 is then projected on the profile from the previous inter- 
section until it cuts the force line P2; this gives a new resultant P4 
and a new position for N, viz, Na, which is drawn on the profile ; W also 
will be similarly affected. The load on the toe of the dam increases 
its stability as the value of 6 is lessened, the position of W is also 
improved, but that of P4, which is nearer to the toe than P3, is not. 
To adjust matters, the c. g. of (5) requires moving to the right which 



is ^ected by shifting the base line thus increasing the back and 
decreasing the front batter, retaining the base length the same as 
before. 

42. Ice Pressure. Ice pressure against the back of a dam 
has sometimes to be allowed for in the design of the profile; as a 
rule, however, most reservoirs ar^ not full in -winter so that the 
expansive pressure is exerted not at the summit but at some distance 
lower down where the effect is negligible. In addition to this when 
the sides of a reservoir are sloping, as is generally the case, movement 
of ice can take place and so the dam is relieved from any pressure. 
In the estimates for the Quaker Bridge dam it is stated that an 
ice pressure of over 20 tons per square foot was provided for. No 
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definite rules seem to be available as to what allowance is suitable. 
Many authorities neglect it altogether. 

The effect of a pressure of ten tons per foot run on a Iniiulrcd- 
foot dam acting at the water level is illustrated in Fig. 22. For 
this purpose a trapezoidal section has been adopted below the sum- 
mit level. The crest is made 15 feet wide and 10 feet high. This 
solid section is only just sufficient, as will appear from the incidence 
of R' on the base. The area of this profile is 4150 sq. ft., while one 
of the ordinary pentagonal sections as dotted on tlie drawing would 



contain but 3325 sq. ft. The increase due to the ice pressure is 
therefore 825 sq. ft. or about 25 per cent. The graphical procedure 
hardly needs explanation. The ice pressure p is first combined 
with W the weight of the dam and their resultant R cuts P at a 
point from which the final Ri is run down to the base parallel to its 
reciprocal in the force diagram. It falls just within the middle 
third of the base. An actual example is given in section 56. 

43. Partial Overfall Dams. It not infrequently happens that 
the crest of a dam is lowered for a certain length, this portion acting as 
a waste weir, the crest of the balance of the dam being raised above 
the water level. In such cases a trapezoidal outline is generally 
preferable for the weir portion and the section can be continued 
upon the same lines to form the upper part of the dam, or the upper 
part can be a vertical crest resting on the trapezoidal body. In a 
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h 

trapezoidal dam, if the ratio of ■— be r, the correct base width is 
obtained by the following formula: 


h = 


IL 1 

Vp Vl+r — 


( 14 ) 


This assumes the crest and summit water level to be the same. 
In Fig. 23, p is taken as 2.4 and r as ,2. The base width with a 

vertical back will then be X = 50 X *645 X .935 = 31 .3 

Vp Vl + .2-~.04 

feet, and the crest width Jc will be 31.3 X .2 = 6.3 feet. In the second 
figure the profile is shown canted forward, which is desirable in 
weirs, and any loss in stability is generally more than compensated 
for by the influence of the reverse pressure of the tail water which 
influence increases with the steepness of the fore slope of the weir. 
The base width is, however, increased by one foot in the second figure. 

As wall be seen in the next section, the crest width of a weir 
should not be less than Vf/+Vd; in this case i7 = 45 and d — 5. 
This would provide a crest width of 6.7+2.2 = 9 feet, which it nearly 
scales. 

NOTABLE EXISTING DAMS 


44. Cheeseman Lake Dam. Some actual examples of dam 
sections will now be exhibited and analyzed. Fig. 24 is the section 
of the Cheeseman Lake dam near Denver, Colorado, which is one 
of the highest in the world. It is built to a curvature of 400 feet 
radius across a narrow canyon. It is considered a gravity dam, 
however, and will be analyzed as such. The section can be divided 
into three unequal parts 1, 2, and 3, and the lines of pressure (R.F.) 
and (R.E.) will be drawn through the bases of these three divisions. 
Of the vertical forces (1) has an area of 756 sq. ft., (2) of 3840, and 
(3) of 13,356 tfxe total value of IF being 17,952 sq. ft., which is marked 
off on the load line in Fig. 24a. With regard to the water-pressure 
areas the most convenient method, where half widths are not used, 
which can only be done with equal divisions, is to estimate the 
areas of the horizontal pressures only and set them off horizontally, 
the values of the inclined pressures being obtained by construction. 
For this purpose the triangle of horizontal water pressure is shown ^ 
adjacent to, but separate from, the profile. The three values of P 
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which are equal to — will be 270, 2631, and 7636, respectively, the 

total being 10,537 sq. ft. In this computation the value of p is 
assumed to be 2.4. These several lengths are now set out hori- 
zontally from the origin 0 in Fig. 24a, and verticals drawn upward 
intercept the chords, 1', 2', 3', which latter are drawn from the 
origin 0, parallel to their respective directions, i.c., normal to the 
adjacent parts of the wall. The rest of the process is similar to that 
already described, with reference to Figs. 16 and l.S, and need not 
be repeated. In Fig. 24a N scales 19,450, equal to 1457 tons, and 



on the profile q scales 15 feet, therefore, in formula (9), ni = l-(— ^ = 

1 /6 

1 n mu t 1.51X1457 , P 7S3 

1.51. Therefore, 5=—^= — = 12.5 tons, and ,s*., =-7-= — = 

0 D6 h 176 

4 45; then by formula (10) 

19 K \ 7\0 

c=— 2 — 1‘'\ — i |-(4.45)^=6.25-fV59 = 13.9 tor^, approx. 


With regard to W, q scales about 20 ft., m then works out to 1 .7, 

, j mW 1.7X1346 

nearly, and s=—r-= — — =13.0 tons. 

0 176 


As an exercise the inclined final resultant P is drawir on the 
profile. This line is parallel to Oc in Fig. 24a, its location is worked 
out by means of the funicular polygon, the construction of which 
need not be explained after what has gone before. 
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45. Analytical Check. In order to check this result analyt- 
ically the procedure will be, first, calculate the position of the c.g. of 
the trapezoids (2) and (3) relative to the rear corner of their bases 
by formula (7) and also the positions of the resultants of the vertical 
components of the water pressure overlying the back with regard 
to the same points by formula (6), Second, convert the areas into 
tons by multiplying by The statement 6f moments about the 
heel of the base, with the object of finding the position of TT" is given 
below. 

Moment of (1 ) .56.7 X32.5 == 1843 

Moment of (2) 288 X47.9 = 13795 

Moment of (3) lOM X75 = 75075 

Total W = 1346 tons 90713 

The distance of W from the heel will then be ^ J ^ = 67.5 ft. In 

1346 

order to obtain N, the moments of the water weights will have to 
be added as below. 


and 


Moment of W 

1346X67.5 

= 90713 

Moment of wi 

10X21.6 

= 216 

Moment of uh 

107X9 

= 963 

Total N = 

1463 tons 

91892 


91892 

1463 


= 62.8 feet 


To find the incidence of R and its distance (g) from the center 
point, that from the known position of N must be computed from 

the formula = -^^^==40 ft., therefore, g = (62.8+40.0) 
— i^ = 14.8 feet. This is close to the value obtained graphically 


which was taken as 15 feet. The value of N is also seen to be close 
to that obtained graphically. The value of g with regard to W (R.E.) 
1 76 

is as follows, q — —z — 67.5 = 20.5 feet, almost exactly what it scales on 

Li 
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the diagram. In this profile the upper part is light, necessarily made 
up for in the lower part. 

At th^ upper base line of (2) the inddence of 11’ is exactly at 
the middle third edge, while R falls within it. At the final base the 
positiqn of N is 62.8 distant from the heel and the iniuT third point 

is i^=:58.6 distant, consequently the incidence of X lies 4.2 feet 

within the boundar}x 

If the position of X were made obligator\' at the iniUT (‘dge of 
the middle third, the value of IT would be increased, but R would 



be decreased. There may have been special reasons for limiting the 
^ maximum stress (R.E.). On Fig. 24 the position of X is obtained 
by the intersection of the horizontal resultant P with R prolonged 
upward. If the stress were calculated on the supposition that the 
structure was an arched dam, it would amount to 21i tons by the 
'dong^^ formula, givetx in section 78, Part II. 

46. Roosevelt Dam. In Fig. 25 is given the profile of the 
Roosevelt dam, and Fig. 26 is the site plan of that celebrated work. 
For some years, the Roosevelt dam was the highest gravity dam in 
existence. It Spans a very deep canyon of the Salt River in Arizona 
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and impounds the enormous quantity of million acre-feet of water, 
which will be utilized for irrigation. This work is part of one of 
the greatest of the several large land reclamation projects under- 
taken by the IT. S. Government for the watering and settling of 
arid tracts in the dry zone of the western states. 

The profile is remarkable for the severe simplicity of its out- 
line. It closely follows the elementary profile right down to its 
extreme base and forms a powerful advocate for this simple style 
of design. The graphical procedure is similar to that in the last 
example. The section is divided into three divisions. As the 
first two are comparatively small, the triangle of forces in Fig. 25a 



is first plotted at a large scale in pencil and the inclinations of the 
resultants thus obtained are transferred to the profile; this accounts 
for the long projecting lines near the origin of the force diagram 
which also appear in some previous examples. A neater method 
for overcoming this difficulty is that adopted in the next figure, 
when the forces ( 1 ) and ( 2 ) are first amalgamated into one before 
being plotted on the force diagram. 

In Fig. 25a, N scales roughly 19,000 sq. ft., equivalent to 1425 


120 

tons, q also measures approximately 20 ft., then m = l-i-j^ = 1.75, 

, 7nN 1425X1.75 ,, , , P 826 , , , 

and 5 =- 7 — = — = 15.5 tons. 5 ^ = — = -— = 5.1 tons. By 

0 160 0 160 


formula ( 10 ) 
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c=-^^+'J^i^f^+(5.1)®=7.75+V8G = 17 tons roughly 
2 

With regstd to W, q measures 23 ft. and in works out to l.SG 

. mW 1.86X1378 n 

therefore s — — =16 tons per sq. it. 

b 160 

This dam is built on a radius of 410 feet, measured from the 
axis; if measured from the extrados of the curve at the base it will 
be 420 feet and the arch stress as calculated from the “long” formula 
used in “Arched Dams” will amount to 23.3 tons. 

The site plan given in Fig. 26 forms an instructive example of the 
arrangement of spillways cut in the solid rock out of the shoulders 
of the side of the canyon, the material thus obtained btuug used in 
the dam. These spillways are each 200 feet wide and are excavated 
down to five feet below the crest of the dwarf waste weir walls which 
cross them. This allows of a much greater discharge passing under 
a given head than would be the case with a simple channel without 
a drop wall and with bed at the weir crest level. The heading up, 
or aflSux, is by this means diminished and that is a matter affecting 
the height given to the dam crest. 

47. New Croton Dam. The profile of the New Croton dam, 
constructed in connection with the water supply of New York City 
is given in Fig. 27. This dam has a straight alignment and is 1168 
feet lohg. Waste flood water is accommodated by an overfull weir 
1000 ft. in length, which is situated on one flank forming a continua- 
tion of the dam at right angles to its axis. The surplus water 
falls into the Rocky River bed and is conveyed away by a separate 
channel. An elevation and plan of this work are given in Figs. 
28 and 29. 

The system of graphical analysis employed in this case is differ- 
ent from that in the last two examples and is that illustrated in Fig. 
18, where independent combinations of vertical and inclined forces 
are used. The profile is divided into four divisions, the first b^ing 
a combination of two small upper ones. The further procedure after 
the long explanations already given does not require any special 
notice except to point out that the directions of the combined forces 
1', F+2', l'+2'+3'etc., in (d) are drawn parallel to their reciprocal 
lines on Fig. 27a, namely to the chords Oa, Ob, Oc, and Od, respec- 
tively. The final resultants are if 4 (R.F.) and W (R.E.). The 
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value of W is 1380 tons and that of N is 1484 tons, consequently 
applying formula (10), g in the first case scales 26 feet and m works 

mTF 1.82X1380 


out to 1.82 therefore s =- 
W, s and c are identical. 


190 


-=13.2 tons —*c, as with 


42 


With regard to N, q scales 7 feet, consequently m = 1 = 


1 . 22 , 

P 


1.22X1484 


190 

=4 tons; therefore c 


= 9.5 tons only. As P = 10,010 = 750 tons, 
9.5 




(9.5)^ 


- (4) 2 = 1 1 tons, which is very 


moderate. It is probable that other external pressures exist due 



to filling in front and rear, as also ice pressure, which would materi- 
ally modify the result above shown. .This dam, like the Cheese- 
man, is of the bottleneck profile, it is straight and not curved on plan. 

48* Assuan Dam. The section, Fig. 30, is of the Assuan dam 
in Egypt, which notable work was built across the Nile Eiver above 
the first cataract. As it stands at present it is not remarkable for 
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its height, but what it lacks in that respect, as in most eastern 
works, is made up in length, 'which latter is 6400 feet. No single 
irrigation work of modern times has been more useful or far-reaching 
in beneficial results upon the industrial welfare of the people than 
this dam. Its original capacity was 863,000 acre-feet and the back 
water extended for 140 miles up the river. The work is principally 
remarkable as being the only solid dam w^hich passes the whole 
discharge of a large river like the Nile, estimated at 500,000 second- 
feet, through its body, for which purpose it is provided with 140 
low and 40 high sluices. These are arranged in groups of ten, each 



Fig 30 Assuan Dam across the Nile Showing Old and New Profiles 


low sluice is 23 feet deep by 6| feet wide with the dividing piers 
16§ feet wide. The diminution of the weight of the dam due to 
sluices necessitates an excess of width over what would be sufficient 
for A solid dam; in addition to which the maximum pressure in the 
piers is limited to the extremely low figure of 5 tons of 2000 pounds. 
The designers have thus certainly not erred on the side of boldness; 
the foundation being solid granite, would presumably stand, with 
perfect safety, pressure of treble that intensity, while the masonry, 
being also granite, set in cement mortar, is certainly capable of 
carrying a safe pressure of 15 tons, as many examples prove. 
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This dam has proved such a financial success that it has recently 
been raised by 23 feet to the height originally projected. The 
water thus impounded is nearly doubled in quantity, i.e., to 
over 1| million acre-feet; exceeding even that of the Salt River 
reservoir in Arizona. As it was decided not to exceed the low unit 
pressure previously adopted, the profile has been widened by 1G| 
feet throughout. A space has been left between the new and the 
old work which has been subsequently filled in with cement grout 
under pressure, in addition to which a series of steel rods-has been let 



Fig. 32. View of Assuan Dam before Being Heightened with Sluices in Operation 


into the old face by boring, and built into the new work. The enlarge- 
ment is shown in the figure. The sluices are capable of discharging 
500,000 second feet; as their combined area is 25,000 square feet 
this wiU mean a velocity of 20 feet per second. Owing, however, to 
the possibility of adjustment of level, by manipulation of the sluice 
gates, they will never be put to so severe a test. 

A location plan and longitudinal section shown in Fig. 31, a 
view of the sluices in operation, Fig. 32, and a view of the new work 
in process. Fig. 33, will give a good idea of the construction features. 
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Fig 33. View of Assuan Dam Showing New Work m Progress 
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49. Cross River and Ashokan Dams. Two further sections are 
given in Figs. 34 and 35, the first of the Cross River dam, and the 
second of the Ashokan dam in New York. Both are of unusually 
thick dimensions near the crest, this being specially provided to 
enable the dams to resist the impact of floating ice. These profiles 
are left to be analyzed by the student. The Ashokan dam is pro- 
vided with a vertical line of porous blocks connected with two inspec- 
tion galleries. This is a German innovation, which enables any 



leakage through the wall to be drained off, thereby guarding against 
hydrostatic uplift. This refinement is now frequently adopted. 

50. Burrin Juick Dam. The Burrin Juick dam in Australia, 
Fig. 36, which is generally termed “Barren Jack”, is a close copy of 
the Roosevelt dam. Fig. 25, and is a further corroboration of the 
excellence of that profile. It is built across the Murrumbidgee 
River in New South Wales not far from the new Federal Capital. 
Its length is 784 feet on the crest, the maximum height being 240 
feet. The fore batter is 3 vertical to 2 horizontal, and the back 
batter 20 vertical to 1 horizontal, both identical with those adopted 
in the Roosevelt dam; the crest width is 18 feet. It is built on a 
curve to a radius of 1200 feet. This dam will impound 785,000 
acre-feet. The material of which the dam is composed is crifshed 
sandstone in cement mortar with a plentiful sprinkling of large 
“plums” of granite. The ultimate resistance of specimen cubes 
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was 180 “long” tons, per square foot; the Irigh factor of safety of 
13 was adopted, the usual being 8 to 10. The maxinuim allowable 
stress will, therefore, reduce to 15 “long” tons=lB.S American 
short tons. 

With regard to the maximum stresses, for Rpservoir Full, N = 
16,100, equivalent to 1210 tons, and q scales about 15 feet, conse- 



Tig 36 Analytical Diagram Showing Profile of Burrin Juick Dam in Australia 


quently m comes to 1.62, and s- 


mN 1.62X1210 


= 13.5 tons, and 


b 145' 


=4.8 tons. Whence 


For Reservoir Empty, 1V - 15,580 feet or 1170 tons, g=24, m=2 


mjy _ 2xll70 
b ~ 145 


== 16 tons, nearly 
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The above proves that the stress (R.E.) is greater than that of 
(R.F.)* Probably allowance was made for masses of porous filling 
lying at the rear of the dam, which would cause N and W to be 
shifted forward and so equalize the pressure. It will be noticed 
that the incidence of N, the vertical component (R.E.) falls exactly 
at the edge of the middle third, a condition evidently observed in 
the design of the base width. 



Fig, 37. Profile of Arrow Rock Dam, Idaho, Showing Incidence of Centers of Pressure on Base 


The dam is provided with two by-washes 400 feet wide; the 
reservoir will be tapped by a tunnel 14X13 feet, the entrance 
sluices of which will be worked from a valve tower upstream, a 
similar arrangement to that in the Roosevelt dam. It is interesting 
to note that an American engineer has been put in charge of the 
construction of this immense work by the Commonwealth Govern- 
ment. 

51. Arrow Rock Dam. The highest dam in the world now 
just completed (1915) is the Arrow Rock on the Boise, Idaho, 
project, a U. S. reclamation work. From the crest to the base the 
fore curtain is 351 feet. A graphical analysis of the stress in the 
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base is given in Fig. 37. For Resermir Empty, JF=2609 tons, and 

228 

q measures 38 feet; therefore m = 1 = 2 nearly and s = = 

2X-^^=23.5 tons. Yov Reservoir Full, r/==27, and = 

222 222 


1.73X2609 


= 20.2 tons. 


7.3 tons, and 


( 20 . 2 )^- 


+ (7.3)- = 22.6 tons. These values are, of course, but 


approximate. 

Thus the compressive stresses (R.F.) and (ll.E.) are practically 
equal, and the incidence of JF and also of N is close to the edge of 



Fig, 38. Location Plan of Arrow Rock Dam 
Courtesy of Engineering Record** 


the middle third. The dam is built on a radius of 661 feet at the 
crest. The high stresses allowed are remarkable, as the design is on 
the gravity principle, arch action being ignored. The curvature 
doubtless adds considerably to safety and undoubtedly tends to 
reduce the compressive stresses by an indeterminate but substantial 
amount. It is evident that formula (10) has been applied to the 
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design. Reference to Figs. 38 and 39 will show that the dam is 
divided into several vertical sections by contraction joints. It is 
also provided with inspection galleries in the interior and vertical 
weeper drains 10 feet apart. These intercept any possible seepage, 
which is carried to a sump and pumped out. These precautions are 



to guard against hydrostatic uplift. The simplicity of the outline, 
resembling that of the Roosevelt dam, is remarkable. 

SPECIAL FOUNDATIONS 

52. Dams Not Always on Rock. Dams are not always founded 
on impervious rock but sometimes, when of low height, are founded 
on boulders, gravel, or sand. These materials when restrained 
from spreading, and with proper arrangements to take care of sub- 
percolation, are superior to clay, which latter is always a treacher- 
ous material to deal with. When water penetrates underneath the 
base of a dam, it causes hydrostatic uplift, which materially reduces 
the effective weight of the structure. Fig. 40 represents a wall 
resting on a pervious stratum and upholding water. The water 
has ingress into the substratum and the upward pressure it will 
exert at c against the base of the wall will be that due to its depth, 
in this case 30 feet. Now the point of egress of the percolation will 
be at 6, and, as in the case of a pipe discharging in the open, pressure 
is nil at that point; consequently the uplift area below the base will 

be a triangle whose area equals The diagram, Fig. 40, shows 

Jji 

the combinations of the horizontal water pressure P with the hydro- 
static uplift V and with the \veight of the wall IF. P is first com- 
bined with F, Pi resulting, whose direction is upward. Pi is then 
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combined with JV, being their resultant. The conditions with- 
out uplift are also shown by the dotted line drawn parallel to dc in 
Fig. 40. The line ab is termed the hydraulic gradient; it is also the 
piezometric line, i.e., a line connecting water levels in piezometer 
tubes, were such inserted. 

Fig. 41 shows the same result produced on the assumption that 
the portion of the wall situated below the piezometric line is reduced 
in weight by an equal volume of water, i.e., the s.g. of this part may 
be assumed reduced by unity, i.e., from 2.4 to 1.4. The wall is 



thus divided diagonally into two parts, one of s.g. 2.4 and the other 
of s.g. 1.4. The combination of 1+2 with P is identical in result 
with that shown in Fig. 40. In the subsequent section, dealing 
with Submerged Weirs on Sand”, this matter of reduction in weight 
due to flotation is frequently referred to. 

53. Aprons Affect Uplift. Fig. 42 is further illustrative of the 
principle involved in dams with porous foundations. The pentag- 
onal profile abc, is of sufficient base width, provided hydrostatic 
uphft is absent. Supposing the foundation to be porous, the area 
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of uplift will be aihc, in which bai, equals ab. This area is equal 
to abc, consequently practically the whole of the profile lies below 
the hydraulic gradient, may be considered as submerged, and hence 
loses weight; its s.g. can thus be assumed as reduced by unity, i.e., 
from p to p — l. The correct base width will then be found by 
H H 

making b = ■ ' instead of The new profile will then be adb; 

Vp — 1 Vp 

the base width having been thus extended, the uplift is likewise 
increased in the same proportion. Now supposing an impervious 
apron to be built in front of the toe as must be the case with an 
overfall dam; then the area of uplift becomes baie, and the piezo- 



Fig 41. Diagram Showing Identical Result If Weight Is Considered Reduced 
Due to Submersion 


metric line and hydraulic gradient, which in all these cases happen 
to be one and the same line, is ae. Under these circumstances the 
comparatively thin apron is subjected to very considerable uplift 
and will blow up unless sufficiently thick to resist the hydrostatic 
pressure. The low water, or free outlet level, is assumed to be at 
the level e, consequently the fore apron lies above this level and is 
considered as free from flotation due to immersion. 

54. Rear Aprons Decrease Uplift, Another case will now be 
examined. In Fig. 42 suppose the fore apron removed and a rear 
apron substituted. In this case the point of ingress of the percolat- 
ing water is thrown back from b to 6' the hydraulic gradient is a'c, 
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the triangle of hydrostatic uplift is i'a^c. This uplift from b' to b 
is more than neutralized by the rectangle of water a'ahb', which 
overlies the rear apron; the latter is therefore not subject to any 
uplift and, owing to its location, is generally free from erosion by 
moving water, consequently it can be made of clay, which in this 
position is water-tight as concrete masonry. A glance at Fig. 42 
will demonstrate at once the great reduction of uplift against the 
base of the wall effected by the expedient of a rear apron, the uplift 
being reduced from aibc to fbc, more than one-half. Thus a rear 



Fig. 42 Diagram Showing Uplift with and without Pore and Rear Aprons 


apron is a sure remedy for uplift while the fore apron, if solid, should 
be made as short as possible, or else should be formed of open work, 
as heavy slabs with open joints. In the rear of overfall dams stanch- 
ing clay is often deposited by natural process, thus forming an 
effective rear apron. Many works owe their security to this fact 
although it often passes unrecognized. 

55, Rock Below Gravel. Fig. 43 represents a dam founded 
on a stratum of pervious material beneath which is solid rock. A 
fore curtain wall is shown carried down to the impervious rock. 
The conditions now are worse than those resulting from the imper- 
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vious fore apron in Fig. 42 as the hydraulic gradient and piezometric 
line are now horizontal. The reduced area of vertical hydrostatic 
pressure is 1066 against which the wall can only furnish 1200; there 
is, therefore, an effective area of only 134 to resist a water pressure 
at the rear of 800, consequently the wall must fail by sliding or 
overturning as the grapliical stress lines clearly prove. The proper 
position of a diaphragm curtain wall is at the heel, not at the toe of 
the dam; in this location it will effectively prevent all uplift. In 
the case where an impervious stratum does not occur at a reasonable 
depth the remedy is to provide a long rear apron which will reduce 
hydrostatic uplift to as small a value as may be desired, or else a 
combination of a vertical diaphragm with a horizontal apron can be 



used. In many cases a portion only of the required rear apron need 
be provided artificially. With proper precautionary measures the 
deposit of the remaining length of unfinished apron can safely be 
left for the river to perform by silt deposit, if time can be afforded 
for the purpose. 

56. Gravity Dam Reinforced against Ice Pressure. This sec- 
tion will be concluded with a recent example of a gravity dam rein- 
forced against ice pressure, which is given in Fig. 44, viz, that of the 
St. Maurice River dam situated in the Province of Quebec. The 
ice pressure is taken as 25 tons per foot run, acting at a level corre- 
sponding to tlie crest of the spillway, which latter is shown in Fig. 
58t The profile of Fig. 44 is pentagonal, the crest has been given 
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the abnormal ■width of 20 feet, ■ft^hile the base is f of the height, 
which is about the requirement, "w^ere ice pressure not considered. 
The horizontal ice p,ressure, in addition to that of the water upheld, 
will cause the line of pressure to fall well outside the middle third, 
thus producing tension in the masonry at the rear of the section. 
To obviate this, the back of the wall is reinforced with steel rods to 
the extent of 1-| square inches per lineal foot of the dam. If the 
safe tensile strength of steel be taken at the usual figure of 16,000 



pounds, or 8 tons per square inch, the pull exerted by the reinforce- 
ment against overturning will be 12 tons per foot run. This force 
can be considered as equivalent to a load of like amount applied at 
the back of the wall, as shown in the figure. The section of the 
dam is divided into two parts at El 309 and the incidence of the 
resultant pressure at this level and at the base is graphically obtained. 
The line of pressure connecting these points is dra'wn on the pro- 
file. The line falls outside the middle third in the upper half of 
the section and within at the base, the inference being that the 
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section would be improved by conversion into a trapezoidal outline 
Avith a narroM'er crest and with, some reinforcement introduced as 
has been done in the spillway section, shoAvn in Fig. 58. 

It will be noticed that the reinforcement stops short at El 
275. This is allowed for by assuming the imposed load of 12 tons 
removed at the base of the load line in the force polygon. The 
line Rs starting from the intersection of Rt with a horizontal through 
El 275.0 is the final resultant at the base. This example is most 
instructive as illustrating the combination of reinforcement with a 
gravity section in caring for ice pressure, thus obviating the undue 
enlargement of the profile. 

GRAVITY OVERFALL DAMS OR WEIRS 

57. Characteristics of Overfalls. When water overflows the 
crest of a dam it is termed an overfall dam or weir, and some modi- 
fication in the design of the section generally becomes necessary. 
Not only that, but the kinetic effect of the falling water has to be 
provided for by the construction of an apron or floor which in many 
cases forms by far the most important part of the general design. 
This is so pronounced in the case of dwarf diversion weirs over wide 
sandy river beds, that the weir itself forms but an insignificant part 
of the whole section. The treatment of submerged weirs with aprons, 
will be given elsewhere. At present the section of the weir wall 
alone will be dealt with. 

Typical Section. Fig. 45 is a typical section of a trapezoidal 
weir wall mth water passing over the crest. The height of the crest 
as before, will be designated by H, that of reservoir level above 
crest by d, and that of river below by D. The total height of the 
upper still water level, will therefore, be 

The depth of water passing over the crest should be measured 

some distance upstream from the overfall just above where the 

break takes place; the actual depth over the crest is less by reason 

of the velocity of the overfall being always greater than that of 

approach. This assumes dead water, as in a reservoir, in the upper 

reach. On a river or canal, however, the water is in motion and has 

a velocity of approach, which increases the discharge. In order to 

72 

allow for this, the head (h) corresponding to this velocity, or — 
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multiplied by l.o to allow for impact, or /i = .Q233T"^, should be 
added to the reservoir level. Thus supposing the mean velocity 
of the river in flood to be 10 feet per second 100 X. 0233 or 2.3 
feet would have to be added to the actual depth, the total being 
15 feet in Fig. 45. The triangle of water pressure will have its 
apex at the surface, and its base will, for the reasons given 
previously, be taken as the depth divided by the specific gravity 
of the material of the wall. The triangle of winter pressure will 



be truncated at the crest of the overfall. The water pressure acting 
against the back of the w’^all will thus be represented by a trapezoid, 

not a triangle, whose base width is and its top width at crest 

P 

level—. Its area therefore (back vertical) will be f 

^ . . . ^ ^ 

If the back is inclined the side of the trapezoid becomes I!u The 

general formula is therefore 

^ = (7/or (15) 


1 


d\I[ 
' 2 
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Hi being the inclined length of the back of the wall. The vertical 
distance of its point of application above the base according to 


formula (5) page 19 is li = 


H 


fn+M\ 

\H+2dJ 


and will be the same 


whether the back is vertical or inclined. 

58. Approximate Base Width. With regard to the drop wall 
itself, owing to the overfall of water and possible impact of floating 
timber, ice, or other heavy bodies, a wide crest is a necessity. A 
further strengthening is effected by adopting the trapezoidal profile. 
The ordinary approximate rule for the base width of a trapezoidal 
weir wall will be either 


m+d) 

Vp 

(16) 

(H+.Qd) 

Vp 

(16a) 


The correctness of either will depend on various considerations, 
such as the value of d, the depth of the overfall, that of h or velocity 
head and also of D, the depth of the tail water; the inclination given 
to the back, and lastly, whether the weir wall is founded on a porous 
material and is consequently subject to loss of weight from uplift. 
Hence the above formulas may be considered as approximate only 
and the base width thus obtained subject to correction, which is 
easiest studied by the graphical process of dravdng the resultant on 
to the base, ascertaining its position relative to the middle third 
boundary. 

59. Approximate Crest Width. With reference to crest width, 
it may be considered to vary from 


l- = ylH+d 

(17) 

/^ = V(H+V^ 

(18) 


the former gives a width sufficient for canal, or reservoir waste weir 
walls, but the latter is more suitable for river weirs, and is quite so 
when the weir wall is submerged or drowned. 

In many cases, however, the necessity of providing space for 
falling shutters or for cross traffic during times when the weir is not 
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acting, renders obligatory the provision of an even wider crest. 
With a moderate width, a trapezoidal outline has to be adopted, in 
order to give the requisite stability to the section. This is formed 
by joining the edge of the crest to the toe of the base by a straight 

line, the base width of ^ being adopted, as shown in Fig. 45. 

Vp 

When the crest width exceeds the dimensions given in formula 
(18), the face should drop vertically till it meets the hypothenuse 
of the elementary profile, as is the case with the pentagonal profile 
of dams. An example of this is given in Fig. 52 of the Dhukwa 
weir. The tentative section thus outlined should be tested by 
graphical process and if necessary the base width altered to conform 
with the theory of the middle third. 

In Fig. 45 is given a diagram of a trapezoidal weir 60 feet high 
with d = 15 feet. According to formula (17) the crest width should 
be V 75 = 8.7 feet, and according to (18), 7.74+3.87 = 11.6. An aver- 
age of 10 feet has been adopted, which also equals ~ The profile 

P 

therefore, exactly corresponds with the elementary triangle canted 
forward and truncated at the overfall crest. 

60. Graphical Process. In graphical diagrams, as has already 
been explained, wherever possible half widths of pressure areas are 
taken off with the compasses to form load lines, thus avoiding the 
arithmetical process of measuring and calculating the areas of the 
several trapezoids or triangles, wdiich is always liable to error. There 
are, how’ever, in this case, three areas, one of which, that of the 
reverse w^ater pressure, has an altitude of only half of the others. 
This difficulty is overcome by dividing its half width by 2. If one 
height is not an exact multiple, as this is of H, a fractional value 
given to the representing line in the polygon will often be found to 
obviate the necessity of having to revert to superficial measures. 
The application of the reverse pressure Pi here exhibited is similar 
to that shown in Fig. 16; it has to be combined with P, which latter 
is obtained by the usual process. This combination is effected in 
the force polygon by drawdng a line Pi equal to the representative 
area, or half width of the back pressure, in a reverse direction to P. 
The closing line Pi is then the final resultant. On the profile itself 
the force line Pi is continued through its center of gravity till it 
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intersects R, from which point Ri is drawn to the base. If this por- 
tion of the face of the weir is very flat, as is sometimes the case, Pi 
may be so deflected as to intersect R below the base altogether as 
is shown in Fig. 50. In such event, Ri is drawn upward instead of 
downward to intersect the base. The effect of Pi is to throw the 
resultant Pi farther inwArd but not to any great extent. It im- 
proves the angular direction of P, however. 

Reverse Pressvre. A dam is usually, but not invariably, exempt 
from the effect of reverse pressure. This reverse water pressure is 
generally, as in this case, favorable to the stability of the weir, but 
there are cases when its action is either too slight to be of service or 
is even detrimental. This occurs when the face of the weir wall is 
much inclined, which points to the equiangular profile being most 
suitable. An example illustrative of the above remarks is given 
later in Fig. 50 of the Folsam dam. 

As the moments of the horizontal pressure of water on either 
side of the weir wall vary almost with the cubes of their height, it 
is evident that a comparatively low depth of tail water will have but 
small influence and may well be neglected. When a vertical back 
is adopted, the slope is all given to the face; by which the normal 
reverse water pressure is given a downward inclination that reduces 
its capacity for helping the wall. 

61 . Pressures Affected by Varying Water Level. Calculations 
of the depths of water passing over the weir or rather the height of 
reservoir level above the weir crest, designated by d, and of the 
corresponding depth D in the tail channel, are often necessary for 
the purpose of ascertaining what height of water level upstream, 
or value of d, will produce the greatest effect on the weir wall. In 
low submerged or drowned weirs, the highest flood level has often 
the least effect, as at that time the difference of levels above and 
below the weir are reduced to a minimum. This is graphically 
shown in Fig. 46, which represents a section of the Narora dwarf 
weir wall, to which further reference will be made in section 124, 
Part II. In this profile two resultant pressures, R and Ri, are 
shown, of which Ri, due to much lower water level of the two stages 
under comparison, falls nearer the toe of the base. 

The Narora weir, the section of the weir wall of which is so 
insignificant, is built across the Ganges River in Upper India at the 
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head of the Lower Ganges Canal, Fig. 93. The principal part of 
this work, which is founded on the river sand, consists not in the low 
w'eir wall, although that is | mile long, but in the apron or floor, 
which has to be of great width, in this case 200 feet. 

As will be seen in Fig. 46 the flood level of the Ganges is 16 feet 
above the floor level, while the afflux, or leh'el of the head water, is 
two feet higher. The river discharges about 300,000 second-feet 
when in flood. When full flood occurs, the weir is completely 
drowned, but from the diagrams it will be seen that the stress on 
the wall is less w'hen this occurs than when the head water is 



Fig 40 Section of Naroia Dviarf Weir Wall across Ganges River m Upper India 


much lower. This result is due to the reverse pressure of the 
tail water. 

The rise of the river water produces, with regard to the stress 
induced on the weir, three principal situations or ^‘stages^’ which are 
enumerated below, 

(1) When the head water is at weir crest level; except in cases 
where a water cushion exists, natural or artificial, the tail channel 
is empty, and the conditions are those of a dam. 

(2) When the level of the tail water lies below weir crest level 
but above half the height of the weir wall. In this case the recip- 
rocal depth of the head water above crest is found by calculation. 
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(3) At highest flood level, the difference between the head 
and tail water is at a minimum. In an unsubmerged weir or over- 
fall dam the greatest stress is generally produced during stage (3). 
In a submerged weir the greatest stress is produced during stage (2). 

62 . Moments of Pressure. The moments of the horizontal 
water pressure on either side of a wall are related to each other in 
proportion to the cubes of their respective depths. In cases where 
the wall is overflowed by the water, the triangle of pressure of the 
latter, as -we have seen, is truncated at the weir crest. The moment 
(M) of this trapezoidal area of pressure will be the product of its 
area with h, or the product of the expressions in formula ( 1 ) and 
formula (5) as follows: 


or 


M = 

2p 


II 

^ {H+2d) 


Xw 


M= 


H^w 

6p 


(H+Zd) 


( 19 ) 


That of the opposing tail water will be M =— — , the difference of 

Dp 

these two being the resultant moment. For example, in the case 
shown in Fig. 46, during stage (1) H=10, D = 0, unbalanced moment 

=-^—=166.6—. In stage (2) ff=10, d=3.5, and D = 10. Then 

6p p 

'll) 

the unbalanced moment will be — [(100 X 20.5) — 1000] =175 — . 

op P 

In stage (3) H = 10, D = 16; d = 8, and D— iJ = 6feet. There will 
thus be two opposing trapezoids of pressure, and the difference in 
their moments will be 


10(100X34) io(100X28) 

6p 6p p 

Thus stage (2) produces the greatest effect, the least being stage 
(3). In this expression (lo) symbolizes, as before, the unit weight 
of water, per cubic foot or, ^ ton. 

In spite of this obvious fact, many weir wall sections have been 
designed under the erroneous supposition that the overturning 
moment is greatest when the upper water is at crest level and the tail 
channel empty, i.e., at a time when the difference of levels above and 
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below the weir is at a 
maximum, or at full 
flood when the differ- 
ence is at a minimum. 

63. Method of 
Calculating Depth of 
Overfall. During the 
second stage of the 
a river the value of d, 
^ the depth of the over- 
I fall, will have to be 
I calculated. To effect 
I this the discharge of 
S the river must first be 
^ estimated when the 

0 surface reaches the 

1 crest level of the weir, 

^ wliich is done by use 
H of the formula, Q = 
^ Ac^lrs, given in sec- 
I tion 35, page 47 of 
I “Hydraulics, Ameri- 
M can School of Corre- 
■| spondence”, A being 
“ the area, equal to d 
I times length of weir 
3 (c) Kutter’s coeffi- 

^ cient, (r) the hydraulic 
M mean radius, and s, 

the surface grade or 
slope of the river. The 
discharge for the whole 
river should now be 
divided by the length 
of the weir crest, the 
quotient giving the 
unit discharge, or that 
per foot run of the weir. 
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The depth required to pass this discharge with a free overfall 
is found by use of Francis’ formula of 3.33d~ or a modification of it 
for wide crest weirs for. which tables are most useful. See ''Hydrau- 
lics”, section 24, p. 30. 

For example, supposing the river discharge with tail water 
up to crest level is 20 second-feet per foot run of the weir. Then 
3.33cil“' = 20. Whence d^ = Q and d=V6^ = 3.3 feet. This ignores 
velocity of approach, a rough allowance for which would be to 
decrease d by Qh) the velocity head, or by .0155 

64. Illustrative Example. Fig. 47 illustrates an assumed case. 
Here the weir is 15 feet high, 3 stages are shown: 

(1) When head water is at crest level; 

(2) When tail water is 7| feet deep, and the reciprocal depth of the 

head water is assumed as 4 feet; and 

(3) With tail water at crest level and head water assumed 7 feet 

deep above crest: 

The three resultants have been worked out graphically. From 
their location on the base the greatest stress is due to i? 2 , i.e., 
stage (2). 

The hydraulic gradients of all three stages have been shown with 
an assumed rear and fore apron on floor. In (1) more than half the 
weir body lies below the piezometric line, which here corresponds 
with the hydrauhc gradient, while in (2) nearly the whole lies below 
this line and in (3) entirely so. 

Owing to this uplift it is well always to assume the s.g. of a weir 
wall under these conditions as reduced by immersion to a value of 
p — 1. In these cases the triangles of water pressure are shown with 


their bases made 


— ^ , or 7 ^, instead of Actually, however, the 

p-1 1,4 2.4 ’ 


resistance of the weir wall to overturning relative to its base at floor 
level is not impaired by flotation, but as weight in these cases is a 
desideratum, the weir wall should be designed as if this were the case. 
The rear apron is evidently subject to no uplift, but the fore apron is, 
and its resisting power, i.e., effective weight, is impaired by flotation 
See section 52 and also the later sections on "Submerged Weirs in 
Sand”, Part II. 

65. Examples of Existing Weirs. Some examples of existing 
weirs will now be given. Fig. 48 is a profile of the LaGrange over- 
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fall dam at the tead of the IModesto and Tuolumne canals, Fijj. 49. 
No less than 13 feet depth of water passes over its crest, 2 feet being 



Fig 48. Profile of LaGrange Overfall Dam at Head of Modesto and Tuolumne Canals 



Fig 49. Location Plan of LaGrange Weir 


added to allow for velocity of ap- 
proach. It is built on a curve of 
300 feet radius. The graphical 
analysis of the section shows that 
the resultants (R.E.) and (R.F.) 
drawn on the profile fall within 
the middle third. In this process 
the reverse pressure due to tail 
water has been neglected. Its 
effect will be small 

It is a doubtful point whether 
the reverse pressure actually exer- 
cised is that due to the full depth 
of the tail water. The overflow 


causes a disturbance and probably more or less of a vacuum at 


the toe of the weir wall, besides which the velocity of impact causes 
a hollow to be formed which must reduce the reverse pressure. In 


some instances, as in the case of the Granite Reef dam, Fig. 55, the 
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effective depth of the tail water is assumed as only equal to that of 
the film of overflow* This appears an exaggerated view. How- 
ever, in a high overfall dam, the effect of the reverse is often so small 
that it can well be neglected altogether. In cases where the tail 
water rises to | or more of the height of the dam its effect begins to 
be considerable, and should be taken into account. 

66. Objections to ^*Ogee” Overfalls. Professional opinion 
seems now to be veering round in opposition to the 'Tucket'' or 
curved base of the fore slope which is so pronounced a feature in 
American overfall dams. Its effects are undoubtedly mischievous, 
as the destructive velocity of the falling water instead of being 
reduced as w’ould be the case if it fell direct into a cushion of water, 
is conserved by the smooth curved surface of the bucket. In the 
lately constructed Bassano hollow dam (see Figs. 84 and 85, Part H), 
the action of the bucket is sought to be nullified by the subsequent 
addition of baffles composed of rectangular masses of concrete fixed 
on the curved slope. The following remarks in support of this 
view are excerpted from "The Principles of Irrigation Engineering" 
by Mr. F. H. Newell, formerly Director of United States Reclamation 
Service. "Because of the difficulties involved by the standing wave 
or whirlpool at the lower toe of overflow dams, this type has been 
made in many cases to depart from the conventional curve and to 
drop the water more nearly vertically rather than to attempt to 
shoot it away from the dam in horizontal lines." 

67. Folsam Weir. Fig, 50 is of the Folsam weir at the head 
of the canal of that name. It is remarkable for the great depth of 
flood water passing over the crest which is stated to be over 30 feet 
deep. The stress lines have been put on the profile with the object 
of proving that the reverse pressure of the water, although nearly 
40 feet deep has a very small effect. This is due to the flat inclina- 
tion given to the lower part of the weir, which has the effect of 
adding a great weight of water on the toe where it is least wanted 
and thus the salutary effect of the reverse pressure is more than 
neutralized. The section is not too heavy for requirements, but econ- 
omy would undoubtedly result if it were canted forward to a nearly 
equiangular profile, and this applies to all weirs having deep tail water, 
and to drowned weirs. It will be noted that a wide crest allows 
but very little consequent reduction in the base width in any case. 
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The stress diagram in Figs. 50 and 50a are interesting as show- 
ing the method of combining the reverse pressures ^nth the ordinary 
Haessler’s diagram of the direct water pressure. The profile is 
divided into three parts as well as the direct water pressure, whereas 
the reverse pressure which only extends for the two lower divisions 
is in two parts. The stress diagrams present no novel features till 
Rz is reached. This force on the profile comes in contact with reverse 
force 1" before it reaches its objective 3b The effect of the reverse 



pressure is to deflect the direction of the resultant in the direction 
of i?3, which latter, as shown in the force polygon, Fig. 50a, is the 
resultant of 1", set out from the point b, and of Rz. The new result- 
ant Rs continues till it meets 3b The resultant of Rz and 3^ is the 
reverse line drawn upward to meet the vertical force 3, parallel to 
its reciprocal in Fig. 50a, which is the dotted line joining the termi- 
nation of 3^ i.e., (a) with that of 1". 

Following the same method the resultant Ri is next drawn 
downward to meet 2", which latter in the force polygon is set out 
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from the tenaination of the vertical (3). The resultant of Ri and 
2'' is the final R^. This line is drawn upward on the profile inter- 
secting the base at B. If the reverse pressure were left out of con- 
sideration, the force Rz would continue on to its intersection with 
3^ and thence the reverse recovery line drawn to meet (3) will be 
parallel to ba (not draw) in the force polygon. This reverse line 
will intersect the line (3) in the profile almost at the same spot 
as before. 

The final line will be parallel to its reciprocal ca (not drawn 
in Fig. 50a) and will cut the base outside the intersection of Rs- To 
prevent confusion these lines have not been drawn on; this proves 
that the effect of the reverse pressure is detrimental to the stability 
of the wall, except in the matter of the inclination of i? 5 * If the 
profile were tilted forward this would not be so. If Pi the resultant 
water pressure at the rear of the wall be drawn through the profile 
to intersect the resultant of all the vertical forces, viz, 1+2+3+^'^ 
this point will be found to be the same as that obtained by 
producing the final i ?5 backwards to meet Pi. 

Determination of Pi, To effect this, the position of Pi has to 
be found by the following procedure: The load line db, Fig. 50a, is 
continued to Z, so as to include the forces 3, and The rays 
oe, oj, and ol are dravm; thus a new force polygon dol is formed to 
which the funicular, Fig. 50b, is made reciprocal. This decides the 
position of TF, or of 1+2+3, viz, the center of pressure' (R. E.) as 
also that of W+Vi +^2 which latter are the reverse pressure loads. 
The location of Pi is found by means of another funicular polygon C 
derived from the force polygon oad, by drawing the rays oa, o/, and 
oe; Pi is then drawn through the profile intersecting the vertical 
resultant last mentioned at A. The line AB is then coincident 
with R& on Fig. 50. The vertical line through A is not N, i.e., is 
not identical with the vertical in Fig. 50, for the reason that N is 
the resultant of all the vertical forces, whereas the vertical in ques- 
tion is the centroid of pressure of all the vertical force less Wi, the 
weight of water overlying the rear slope of the wall. The location 
of N is found by drawing a horizontal P through the intersection 
of Pi with a line drawn through the c.g. of the triangle of water 
pressure w, this will intersect the back continuation of PA at c. 
A vertical CD through this point will correspond with that marked 
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N in Fig. 50. The profile, Fig. 51, it> a reproduction of that shomi 
Fig. 50 in order to illustrate the analytical method of calculation or 
that by moments. 

68. Analytical Method. The incidence of the resultant It is 
required to be as ascertained on ttvo bases, one the final base and 
the other at a level 13 feet higher. The section of the wall as before, 
is divided into three parts: (1) of area SIO square feet, (2) of 1092, and 
(3) of S3S square feet. The position of the c.g. of (1) is found by for- 
mula (7) to be 15 1 5 feet distant from a the heel of the base and will be 



Fig. 51 Diagram of Folsam Weir Illustrating Analytical Method of Calculation 

15.65 feet from 6. That of (2) is 32.3 feet distant from its heel b. Th% 
reduced area of the water overlying the back down to h is estimated 
at 26 square feet and by formula (6) to be .5 feet distant from b. 
Again the reduced area of the reverse water overlying the fore 

•j Q C 

slope is 92 square feet and the distance of its c.g. from 6 is 55 — ^ 

3 

==48.8 feet. The moments of all these vertical forces equated 
with that of their sum (N) about the point b will give the position 
of N relative to 6. 
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Thus 

(1) 840X15.65 = 13140 

(2) 1092X23.3 =25443 
(«') 26 X .5 = 13 
(i)i) 92X48.8 = 4490 

2050X.r =43092=Momentof W 
X = 21 feet, nearly 

To obtain the distance / between N and R, f . Now 

the reduced area of P = 1257 and the height of the c.g. of the 
trapezoid having its base at b, and its crest level with that of the 
wall is calculated by formula (6), to be 22.1 feet. Again the reduced 
area of the reverse water pressure triangle pi is 120 square feet, 
the height of its c.g. above base is 8 feet. Consequently: 

/= = ^ = 13 feet 


For the lower base, the statement of moments about c is as fol- 
lows, Ti being 240, and its distance 65 feet by formula (6). 

(N) 2050 X (21 +.3) =43665 

(3) 838X32.3 =27067 

(?<’) 10 X .15 = 2 

(rz) 240X65 =15600 

Total 3138Xa; =86334 


86334 

3138 


=27.4 feet 


Now fi = being the distanee between Ni and Ri. 

The value of Pi, the trapezoid of water pressure down to the base 
c, is 1747 square feet and the height of its c.g\ by formula ( 19 ) or 
(5) is 27 feet, that of ('Pi+V^) is 285 square feet and its lever arm 

^=12neet. Then 

O 

. (1747X27) -(285X12^) 47169-3514 43655 _ 

•1' 3138 3138 3138 

The positions of N and Ni being obtained, the directions of 
R and Ri are hues drawn to the intersections of the two verticals 
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N and Ni with two lines drawn through the c.g.’s of the trapezoid of 
pressure reduced by the moment of the reverse i)ressure, if any, or by 
(P— p). This area will consist, as shown in the diagram, of a trape- 
zoid superposed on a rectangle; by using formula (5) section 1, the 
positions of the c.g. of the upper trapezoid is found to be 12.58 feet 
above the base at a, while that of the lower is at half the depth of 
the rectangle, then by taking moments of these areas about b, the 
height of the c.g. is found to be 23.6 feet above the base at b, while 
the height for the larger area [Pi—(pi+2h)] dovm to c is 27 feet. 

In the graphical diagram of Fig. 51a the same result would be 
obtained by reducing the direct pressure by the reverse pressure 
area. Thus in the force diagram the vertical load line would remain 
unchanged but the water-pressure load line would be shorter being 
P—p and Pi—ipi+pi), respectively. Tins would clearly make no 
difference in the direction of the resultants R and i?i and would save 
the two calculations for the c.g.’s of P and Pi. 

This weir is provided with a crest shutter in one piece, 150 feet 
long, which is raised and lowered by hydraulic jacks chambered 
in the masonry of the crest so that they are covered up by the gate 
when it falls. This is an excellent arrangement and could be imi- 
tated with advantage. The shutter is 5 feet deep. The width 

77 4-/7 

at base of lamina 2 of this weir is 55 feet, or very nearly — pr-, 

Vp 

formula (16). 

69- Dhukwa Weir. A very similar work is the Dhukwa weir 
in India, Fig. 52, , which has been recently completed. 

This overfall dam is of pentagonal section. Owing to the width 
of the crest this is obviously the best outline. 

The stress resultant lines have been drawn on the profile, which 
prove the correctness of the base width adopted. The tail water 
does not rise up to half the height of the weir. Consequently the 

formula — is applicable in stage 3. The effect of the tail water 
is practically nil. According to this formula the base width would 


2 

be 63X'^=42 feet, which it almost exactly measures — a further 
o 

demonstration of the correctness of the formula. ^The crest width 

should be, according to formula (18), V50+Vl3 = ll feet. The 
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width of 17 feet adopted is necessary for the space required to work 
the collapsible gates. These are of steel, are held in position by 
struts connected with triggers, and can be released in batches by 
chains worked from each end. The gates, 8 feet high, are only 10 
feet wide. This involves the raising and lowering of 400 gates, the 
weir crest being 4000 feet long. The arrangement adopted in the 
Folsam weir of hydraulic jacks operating long gates is far superior. 
An excellent feature in this design is the subway with occasional side 
chambers and lighted by openings, the outlook of which is under- 
neath the waterfall, and has the advantage of relieving any vacuum 
under the falling water. 



Fig. 52 Graphical Analysis of Profile of Dhukwa Weir m India 


The subway could be utilized for pressure pipes and for cross 
communication, and the system would be most useful in cases where 
the obstruction of the crest by piers is inadvisable. The weir is 
4000 feet long and passes 800,000 second-feet, with a depth of 13 
feet. The discharge is, therefore, 200 second-feet per foot run of 


weir, which is very high. The velocity of the film will be — = 15.4 


feet per second. With a depth of 13 feet still water, the discharge 
will be by Francis’ formula, 156 second-feet per foot run. To produce 
a discharge of 200 feet per second, the velocity of approach must be 
about 10 feet per second. This will add 2.3 feet to the actual value 
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of d, raising it from 13 to 15.3 feet which strictly should have been 
done in Fig. 52. 

70. Mariquina Weir. Another high weir of American design, 
Fig. 53, is the Mariquina weir in the Philippines. It has the ogee 
curve more accentuated than in the LaGrange weir. The stress 
lines have been drawn in, neglecting the effect of the tail water 
which will be but detrimental. The section is deemed too heavy 
at the upper part and would also bear canting forward with advan- 
tage, but there are probably good reasons why an exceptionally solid 



crest was adopted. The ogee curve also is a matter on which 
opinion has already been expressed. 

71. Granite Reef Weir. The Granite Reef weir over the 
Salt River, in Arizona, Figs. 54 and 55, is a work subsidiary to the 
great Roosevelt dam of which mention was previously made. 

It is founded partly on rock and partly on boulders and sand 
overlying rock. The superstructure above the floor level is the 
same throughout, but the foundations on shallow rock are remark- 
able as being founded not on the rock itself, but on an interposed 
cushion of sand. (See Fig. 54.) Reinforced concrete piers, spaced 
30 feet apart, were built on the bedrock to a certain height, to clear 
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all inequalities; these were connected by thin reinforced concrete 
side walls; the series of boxes thus formed were then filled level 
with sand, and the dam built thereon. This work was completed 
in 1908. The portion of the profile below the floor is conjectural. 
This construction appears to be a bold and commendable novelty. 
Sand in a confined space is incompressible, and there is no reason 
wiiy it should not be in like situations. A suggested improvement 
w^ould be to abandon the piers and form the substructure of two 
long outer walls only, braced together with rods or old rails encased 
in concrete. Fig. 55 is the profile on a boulder bed with rock below. 

72. Hydraulic Condi=» 
tions. The levels of the 
afl9.ux flood of this river are 
obtainable so that the stresses 
can be worked out. In most 
cases these necessary statis- 
tics are wanting. The flood 
downstream has been given 
the same depth, 12 feet, as 
that of the film passing over 
the crest. This is clearly 
erroneous. The velocity of 
the film allowing for 5 feet 
per second approach, is quite 
12 feet per second, that in 

the river channel could not * Section of Granite Reef Weir 

Showing Sand Cushion Foundations 

be much over 5 feet, conse- 

12X12 

quently it would require a depth of — p — =28 feet. The dam 

would thus be quite submerged, which would greatly reduce the 
stress. As previously stated, the state of maximum stress would 
probably occur when about half the depth of flood passes over 
the crest. However, the graphical work to find the incidence 
of the resultant pressure on the base will be made dependent on the 
given downstream flood level. After the explanations already 
given, no special comment is called for except with regard to the 
reverse water pressure. Here the curved face of the dam is altered 
into 2 straight lines and the water pressure consists of two forces,^ 
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having areas of 17 and 40, respectively, which act through their 
c.g.’s. Instead of combining each force separately with the result- 



ant (R) it is more convenient to find their resultant and combine 
that single force with (R.) This resultant Pi must pass through 
the intersection of its two components, thus if their force lines are 
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run out backward till they intersect, a point in the direction of Pi 
IS found. Pi is then drawn parallel to its reciprocal in the force 
polygon which is also shown on a larger scale at the left of the pro- 
file. The final resultant is Pi which falls just within the middle 
third of the base. P 2 is the resultant supposing the water to be 
at crest level only. The water in the river is supposed to have 
mud in solution with its s.g. 1.4. The base length of the triangle 

of water pressure will then be = — ^ — = 18.66. 

p 

The other water-pressure areas are similarly treated. If the rear 
curtain reaches rock the dam should not be subject to uplift. It 
could, however, withstand sub-percolation, as the hearth of riprap 
and boulders will practically form a filter, the material of the river 
bed being too large to be disintegrated and carried up between the 
interstices of the book blocks. The effective length of travel would 
then be 107 feet; add vertical 52 feet, total 159 feet, H being 20 feet, 

works out to ^ 8 which ratio is a liberal allowance for a boulder 
H 20 

bed. The fore curtain is wisely provided with weep holes to release 
any hydrostatic pressure that might otherwise exist underneath the 
dam. The Granite Reef dam has a hearth, or fore apron of about . 
80 feet in width. A good empirical rule for the least width for a 
solid or open work masonry fore apron is the following: 

L=2H+d ( 20 ) 

in which H is the height of the permanent weir crest above floor, 
and d is the depth of flood over crest. In this case =20, d = 12; 
least width of floor should then be 40+12=52 feet. The Bassano 
dam is 40 feet high with 14 feet flood over crest, the width of hearth 
according to this formula should be 94 feet, its actual width is 80 
feet which is admittedly insufficient. With a low submerged weir, 
formula (34) , Part II, viz, L = 3 V^, will apply. Beyond the hearth 
a talus of riprap will generally be required, for which no rule can 
well be laid down. 

73. Nira Weir. Fig. 56 is of the Nira weir, an Indian work. 
Considering the great depth of the flood waterdown stream, the 
vision of so high a subsidiary weir is deemed unnecessary, a 
cushion of 10 feet being ample, as floor is bed rock. The sectio 
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the weir wall itself, is considered to be somewhat deficient in base 
width. Roughly judging, the value of II +d, on which the base 
width is calculated, should include about 3 or 4 feet above crest 
level. This value of d, it is believed wo\ild about represent the height 
of head water, which tvoiild have the greatest efiect on the weir. 
The exact value of d could only be Chtimated on a knowledge of the 
bed slope or surface grade of the tail channel. The above estimate 

would make (//+<'/) = 36 feet, and with p = 2.|, -^~^ = 24 feet. 

The top width, 8.3, is just V // + Vf/, in accordance with the 
rule given in formula (18). 

A section on these lines is .dmv u dotted on the ])rofilc. The 
provision of an S-foot top width for tlie subsidiary weir is quite 



Fig 56 Section of Nira Woir in India Shoisring Use of Secondary Weir 


indefensible, while the base width is made nearly equal to the 
height, W'hich is also excessive. For purposes of instruction in the 
principles of design, no medium is so good as the exhibition of plans 
of actual w'orks combined with a critical view of their excellencies 
or defects. The former is obtainable from record plans in many 
technical W'orks, but the latter is almost entirely w^anting. Thus 
an inexperienced reader has no means of forming a just opinion and 
is liable to blindly follow designs which may be obsolete in form 
or otherwise open to objection. 

74. Castlewood Weir. The Castlewood weir, Fig. 57, is of 
^markable construction, being composed of stonework set dry, 
th^osed in a casing of rubble masonry. It h doubtful if such a 
the ifoii is any less expensive than an ordinary gravity section, or 
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much less than an arched buttress dam of type C. Shortly after 
construction, it showed signs of failure, which w^as stated to be due 
to faulty connections with banks of the river; but whatever the 
cause it had to be reinforced, which was effected by adding a solid 
bank of earth in the rear, as shown in the figure. This involved 
lengthening the outlet pipes. In the overfall portion the bank must 
have been protected with riprap to prevent scouring due to the 
velocity of the approach current. 

75. American Dams on Pervious Foundations. In the United 
States a very large number of bulkhead and overfall dams and regu- 
lating works, up to over 100 feet in height have been built on foun- 





Fig. 57. Section of Castlewood Weir Showing Construction of Stone Work Set Dry, 
Enclosed m Rubble Masonry 


dations other than rock, such as sand, boulders, and clay. Most 
' of these, however, are of the hollow reinforced concrete, or scallop 
arch types, in which a greater spread for the base is practicable 
tkfln would be the case with a solid gravity dam. Whenever a core 
wall is not run down to impervious rock, as was the case in the 
Granite Eeef Overfall dam. Fig. 55, the matter of sub-percolation 
and uplift require consideration, as is set forth in the sections on 
“Gravity Dams” and “Submerged Weirs on Sand”. If a dam 50 
feet high is on sand or sand and boulders, of a quality demanding 
a high percolation factor of say 10 or 12, it is clear that a very long 
rear apron and deep rear piling will be necessary for safety. 

All rivers bring down silt in suspension. When the overfall 
rlam is a high one with a crest more than 15 or 20 feet above river- 
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bed level, the deposit that is bound to take place in rear of the 
obstruction will not be liabk to be washed out by the current, and 
additional light stanching silt will be deposited in the deep pool of 
comparatively still water that must exist at tlie rear of every high 
dam. For a low weir however this does not follow, and if deposit is 
made it will be of the heavier, coarser sand which is not impermeable. 

The difficulty and expense of a long rear apron can be sur- 
mounted by the simple expedient of constructing only a portion of 
it of artificial clay, leaving the rest to be deposited by the river 
itself. To ensure safety the dam should be constructed and reser- 
voir filled, in two or three stages, with intervals between of sufficient 
length to allow the natural deposit to take place. Thus only a frac- 
tion of the protective apron need be actually constructed. Many 
works are in existence which owe their safety entirely to the fortu- 
nate but unrecognized circumstance of natural deposit having 
stanched the river bed in their rear, and many failures that have 
taken place can only be accounted for from want of provision for 
the safety of the work against underneath scour or piping and also 
uplift. The author himself once had occasion to report on the fail- 
ure of a head irrigation work wdiich was designed as if on rock, 
whereas it was on a pervious foundation of boulders. When it 
failed the designers had no idea of the real cause, but put it down 
to a 'Treacherous river’’, “ice move”, anything but the real reason, 
of which they were quite ignorant. Had a rear apron of sufficient 
width been constructed, the work would be standing to this day. 

76. Base of Dam and Fore Apron. The fore apron and base 
of an overfall dam or weir must be of one level throughout its 
length, if the foundation is of any other material than rock. The 
foundation core walls may have to vary more or less with the surface 
of the river bed, which is deep in some places, and shallow in 
others, but the apron level should be kept at or about low water 
level throughout. , When a horizontal wall as an overfall dam is 
built across a river bed it obliterates the' depressions and channels 
in it, the discharge over the weir is the same at all points or nearly 
so, consequently the tendency will be to level the bed downstream by 
filling the hollows and denuding the higher parts. 

Under these conditions it is evidently sheer folly to step up the 
apron to coincide with the section of the river bed, as the higher 
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parts of the bed are bound to be in time washed out by the falling 
water and deposited in the deeper channels, and portions of the 
dam may easily be undernpied. This actually occured in one case. 

77. Section of Spillway of St. Maurice River Dam. Fig. 58 is 
a section of the spillway portion Sf the reinforced bulkhead gravity 
dam, illustrated in Fig. 44. Owing to the absence of the heavy 
crest of Fig. 44, the back of the spillway profile is provided with 



double the amount of reinforcement shown in the former example. 
One half, viz, 1| inches, extends right down to the base, while the 
other half stops short at El 280. This is arranged for in the stress 
diagrams in the same way as explained in section 55, being the 
final resultant on the base. The line of pressure falls slightly out- 
side the middle third in the upper half of the section. The effect 
would be to increase the tension in the reinforcement somewhat 
above the limit of 8 tons per square inch. The adoption of a trape- 
zoidal profile, would, it is deemed, be an improvement in this case 
as well as in the former. 
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PART II 


ARCHED DAMS 

78. General Characteristics. In this type, the whole dam, 
being arched in plan, is supposed to be in the statical condition of 
an arch under pressure. As, however, the base is immovably fixed 
to the foundations by the frictional resistance due to the weight of 
the structure, the lowest portion of the dam cannot possess full 
freedom of motion nor elasticity, and consequently must act more or 
less as a gravity dam subject to oblique pressure. 

However this may be, experience has conclusively proved that 
if the profile be designed on the supposition that the whole is an 
elastic arch, this conflict of stresses near the base can be neglected 
by the practical man. The probability is that both actions take 
place, true arch action at the crest, gradually merging into transverse 
stress near the base; the result being that the safety of the dam is 
enhanced by the combination of tangential and vertical stresses on 
two planes. 

In this type of structure, the weight of the arch itself is conveyed 
to the base, producing stress on a horizontal plane, while the water 
pressure normal to the extrados, radial in direction, is transmitted 
through the arch rings to the abutments. The pressure is, therefore, 
distributed along the whole line of contact of the dam with the sides 
as well as the ground. In a gravity dam, on the other hand, the whole 
pressure is concentrated on the horizontal base. 

Arch Stress. The average unit stress developed by the water 
pressure is expressed by the formula 


RHw 

b 

“Short” Formula 

(21) 

RHw 

Si 

“Short” Formula 

(21a) 


til 
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in Avhich R is the radins of the cxtrados, sometimes measured to the 
center of the crest, JI the dejjth of the lamina, h its width, and ^v 
tlie unit weight of water or ton. Into this formula p, the specifie 
gravity of the material in tlie arch, does not enter. This simple 
formula answers well for all arched dams of moderate base width. 
When, however, the base width is considerable, as, say, in the case 
of the Patlifinder dam, tlie use of a longer formula giving the ma.xi- 
mum stress (.v) is to be preferred. This formula is derived from the 
same principle affecting the relations of ft and a'i, or of the maximum 
and average stresses already referred to in Part I on “Gra\’ity Dams”. 
The expression is as follows, r being the radius of the intrados: 

2R RIhi\, 2R 

■'*'(/?+)•) ■ b ^R+r 

or in terms of R and h 

,s. = -- — y ‘"Long” Formula (22) 

ir0-7r) 

also 

b = R I “Long” Formula (22a) 

79. Theoretical and Practical Profiles. In a manner similar 
to gravity dams, the theoretical profile suitable for an arched dam 
is a triangle having its apex at the e.xtreme w^ater level, its base 
width being dependent on the prescribed limiting pressure. Success- 
ful examples have proved that a very high value for s, the maximum 
stress, can be adopted with safety. If it were not for this, the profit- 
able use of arched dams would be restricted wuthin the narrow limits 
of a short admissible radius, as with a low' limit pressure the section 
would equal that of a gravity dam. 

The practical profile is a trapezoid, a narrow crest being neces- 
sary. The water pressure area acting on an arched dam, is naturally 
similar to that in a gravity darn, the difference being, however, 
that there is no overturning moment when reverse pressure occurs 
as in a weir. The difference or unbalanced pressure acting at any 
point is simply the difference of the direct and the reverse forces. 
The areas of pressure on both sides, therefore, vary with the squares 
of their respective depths. 
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The water pressure on an arch acts normally to the surface of 
its back and is radial in direction; consequently the true line of pres- 
sure in the arch ring corresponds with the curvature of the arch and 
has no tendency to depart from this condition. There is, therefore, 
no such tendency to rupture as is the case in a horizontal circular 
arch subjected to vertical rather than radial pressure. This prop- 
erty conduces largely to the stability of an arch under liquid 
pressure. This condition is not strictly applicable in its entirety 
to the case of a segment of a circle held rigidly between abut- 
ments as the arch is then partly in the position of a beam. The 
complication of stress involved is, however, too abstruse for practical 
consideration. 

80. Correct Profile. As we have already seen, the correct 
profile of the arched dam is a triangle modified into a trapezoid 
with a narrow crest. With regard to arch stresses, the most favorable 
outline is that with the back of the extrados vertical. The reason for 
this is that the vertical stress due to the weight of the arch, although 
it acts on a different plane from the tangential stresses in the arch 
ring, still has a definable influence on the maximum induced stress 
in the arch ring. The vertical pressure produces a transverse expan- 
sion which may be expressed as WxEX'^n^ in which E is the coeffi- 
cient of elasticity of the material and m that of transverse dilation. 
This tends, when the extraclos is vertical, to diminish the maximum 
stress in the section; whereas when the intrados is vertical and the 
back inclined, the modification of the distribution of pressure is 
unfavorable, the maximum stress being augmented. When the 
trapezoidal profile is equiangular, an intermediate or neutral condi- 
tion exists. A profile with vertical extrados should, therefore, he 
adopted whenever practicable. 

In very high dams, however,, the pressure on the horizontal 
plane of the base due to the weight of the structure, becomes so 
great as to even exceed that in the arch ring; consequently it is 
necessary to adopt an equiangular profile in order to bring the center 
of pressure at, or near to, the (Center of the base, so as to reduce the 
ratio of maximum pressure to average pressure to a minimum. 
As stated in the preVious section, when a vertical through the 
center of gravity of the profile passes through the center of the base, 
the maximum pressure equals the average, or 5 = ^ i. 
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81. Support of Vertical Water Loads in Arched Dams. 

When the back of an arched dam is iiicliiicd, the wci^dit of the 
water over it ivS supported by the base, the horizontal j^ressurc of 
the water alone acting on the arch and being conveyed to the 
abutments. In the case of inclined arch buttress dams, however, a 
portion of the vertical load is carried by the arch, increasing its 
thrust above what is due to the horizontal water pressure alone. 
This is due to overhang, i. e., when the c. g falls outside tlie base. 

82. Crest Width. The crest width of an^ied dams can be 
safely made much less than that of gravity dams and a rule of 





( 23 ) 


would seem to answer the purpose, unless rein- 
forcement is used, when it can be made less. 

EXAMPLES OF ARCHED DAMS 

The following actual examples of arched 
dams will now be given. 

83. Bear Valley Dam. This small work, 
Fig. 59, is the most remarkable arched dam in 
existence and forms a valuable example of the 
enormous theoretical stresses which this type 
of vertical arch can stand. The mean radius 
being 335 feet according to formula (21) the 
unit stress will be 


Rlho 


= 60 tons, nearly 


Fig 59 Section of Old Bear This sectioH would be better if reversed. The 
actual stress is probably half this amount. 
This work has now been superseded by a new dam built below it, 
Fig. 77, section 103. 

84. Pathfinder Dam. This immense work, Fig. 60, is built 
to a radius of 150 feet measured to the center of the crest. That, 
however, at the extrados of the base of the section is 186 feet and this 
quantity has to be used for the value of R in the long formula (22). 
The unit stress then works out to 18 tons, nearly. The actual stress 
in the lowest arch ring is undoubtedly much less, for the reason 


114 



DAMS AND WEIRS 


105 


that the base must absorb so large a proportion of the thrust that 
very little is transmitted to the sides of the canyon. The exact 
determination of the proportion transmitted in the higher rings 
is an indeterminate problem, and the only safe method is to assume 
with regard to tangential arch stress that the arch stands clear of 



the base. This will leave a large but indeterminate factor of safety 
and enable the adoption of a high value for s, the maximum unit 
stress. 

The profile of the dam is nearly equiangular in outline. This 
is necessary in so high a dam in order to bring the vertical resultants 
(W) R. E. and (A) R. F. as near the center as possible with the 
object of bringing the ratio of maximum to mean stress as low as 
possible. 

The estimation of the exact positions of W and of N is made 
analytically as below. 


115 



lOG 


DAMS AND WEIRS 


There are oiil\' two areas to be (‘onsiderecl, that of the water 
overlying the inclined back (t’) and that of tlie dam itself (IF). 
Dividing v by 2 ] (the assumed specific gravity of tlie material), 
reduces it to an equivalent area of (‘onerete or masonry. 


210X310 

v== = 11/0 =103 toils 

2 X 2 25 

jr= jlHx21()= l()!)l^() = 7<iS tons 


Total, or A= 12390 = 871 tons 

Using formula (7), Part I, the e.g. of O'isoO.S <listaiit from the 
toe of the profile, then q or the distance of the incideiur of JV from 

94 

the center point of the l)as(‘ is oO.S— --- = 3 8 

The value of -vi, or the mean unit stress is - 7 -, or -~=S.l tons 

b 94 

and m = 1 = 1 = 1 ■2-4 ; thou .‘.•=--^ = 1.24X8.1=10.1 
U 94 h 

tons. 

For llescrvoir Full, to liiul the poMtioii of X, moments will be 
taken about the toe as follow s 


]\ lonicnt of r = 1 ( ).‘l X ! o = 861)0 
Moment of H' = 708 X. 50.8 = .390 14 
Total A’ =871 =47614 


then X = = 54 6 , wdienee o' = 54.6 - 

0/ 1 


94 , , N 871 

-^=/.6 leetand.s‘i=- = _ 


= 9.26. By formula (9), Part I, w = l+k-~^=l 48. 

.‘>■ = 9.26X1 48=13.7 toms 

From tliis it is evident that the unit stress in the base, due to 
vertical load only, is a high figure. It could be reduced by still 
further inclining the back; on the contrary, if the back were vertical 
N would equal TF. Let this latter case be considered. The distance 
of the c. g. of the profile from the heel will then be by formula 
(7a), Part I 


x = 



= 31.66 


and the value of q wall be— —31.66 = 15.33 feet 
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Then 


W 

Si as before =— = 8.1 tons 
b 


^ = = and ^ = 8. 1X1.98 = 16 tons 

94 


This stress is greater than that of N in the previous working which 
proves that the forward tilt given to these high dams is necessary 
to reduce the maximum unit stress on the base to a reasonable limit. 
A more equiangular profile would give even better results. 

85. Shoshone Dam. The Shoshone dam, Fig. 61, is designed 
on lines identical with the last example. It has the distinction of 
being the highest dam in the world but has recently lost this 



preeminence, as the Arrow Rock, quite lately constructed, Fig. 37, 
Part I, is actually 35 feet higher. This work is also in the United 
States. The incidents of the resultants Reservoir Empty and 
Reservoir Full, which will be explained later, have been shown 
graphically, and the analytical computation is given below. The 
vertical forces taken from left to right are (1), area 6480;. (2), 
14,450; (3), water overlying back, reduced area 1880; total 22,810. 

Taking moments about the toe of the base, the distance of 
(1) is 54 feet, of (2) calculated by formula (7), Part I, is 58.3, and 
of (3) is 95 feet, roughly. 


1X7 
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Then (6480 X 54) + (14450 X 58.3) + (ISSO X 05) = 22810X;r. 
.7; = 60 feet, nearly. 

108 

The value of q for N tlien is (iO — — =6 feet. 


Now s,=— = ^^^^ = 211, and by formula (9), Part I, 211x 
b 108 

^^~i5^=281 square feet= ^^\^^— = 21 tons, nearly. 

The maximum arch unit stress by formula (22) is as follows: the 

radius of the extrados of the base being 197 feet the fraction 

r. j f 2//ir 2X245X1 

= .55 and H = 245 therefore s = - - 


R 


X 


(^- 1 ) ' 


55X1.45X32 


490 

25.5 


= 19.2 tons. 


Below the level 60 ft. above base, the stress on the arch does 
not increase. The arch stress is less than that due to vertical 
pressure N. This base should undoubtedly have been widened, 
the battered faces being carried down to the base, not cut off by 
vertical lines at the 60-foot level. 

Center of Pressure — New Graphical Method. In order to find the 
center of pressure in a case like Fig. 61, where the lines of forces (1) 
and (2) are close together, the ordinary method of using a force and 
funicular polygon involves crowding of the lines so that accuracy is 
difficult to attain. Another method now will be explained which is 
on the same principle as that of the intersection of cross lines used 
for finding the c. g. of a trapezoid. 

In Fig. 61, first the c.g.’s of the three forces are found (1) the 
water pressure area divided by p or 2.4 which equals 1880 square 
feet, (2) the upper trapezoidal part of the dam area 14,450, and (3) 
the lower rectangular area 6480. Then (1) is joined to (2) and this 
line projected on one side in any location as at b in Fig. Ola. 

From a, ac is set off horizontally equal to (2) or 14,450 and 
from b, hd is drawn equal to (1) or 1880; cd is then drawn and its 
intersection with abate gives the position of the resultant 1-2, which 
can now be projected on the profile at G. To obtain the resultant 
of the components (1-2) with (3) the line G-Z is drawn on the profile 
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and a parallel to it drawn from e on Fig. 61a, intersecting the hori- 
zontal through (3) at /. From e, eg is laid off horizontally equal to 
(3) or 6480 and from/, jh equal to (1+2) or 1880+14,450 = 16,330. 
hg is then drawn and its intersection with ef at j is the centroid of the 
three forces, which projected on the profile to Gi on the line G-3 gives 
the location of the vertical resultant of 1+2+3. 

86. Sweetwater Dam. The profile of the Sweetwater dam 
in California is given in Fig. 62. The original crest of the dam 



was at EL 220, or 95 feet above the base. Under these conditions 
the dam depended for its stability on its arched plan. If con- 
sidered as a gra\dty dam with allowable tension at the heel, the 
vertical pressure area is the triangle a6e, here g = 16.5 and m works 

’ ' ” * mN 

out to 3.15. A = 226 tons and 6 = 46 feet whence 5 = —7— = 

0 

= 15.5 tons which is set down from a to 6. 

46 

2N 

The tension at the heel = ^2 — j— = 15.5 — 9.82 = 5.7 tons 
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Fig 63. Location Plan of S^cet^^atcr Dam. Showing Alterations 
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Value of S When Heel Is Unable to Take Tention. If the heel is 
unable to take tension, the pressure triangle will then be adc in which 
ac==3 times the distance of the incidence of R from the toe, or 
3X6.5 = 19.5 feet and s is ob- 
tained by the following formula - 

( 24 ) - 


4 ,, or W 


here 


4X226 


PA/l YiWl 

^ REmrORCEMENT 


■ = 23.2 tons 


3X46-33 

This dam has lately been raised 
to El 240, or by 20, feet and by 
the addition of a mass of concrete 
at the rear transformed into a 
gravity dam. The resultant due 
to this addition is Ri on the 
diagram, s works out to 10.6 
tons and there is no tension at 
the heel. Any bond between the 
new wall and the old has been 
studiously avoided. The new 
work is reinforced with cross bars and the rear mass tied into the 
superstructure. Fig. 63 is a plan of the dam as altered. 



Fig 64 Profile of Barossa Dam 



87. Barossa Dam. This dam, Fig. 64, is an Australian work, 
and although of quite moderate dimensions is a model of good 
and bold design. 
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The back is vertical and the fore batter is nearly 1 in 2.7. The 
outline is not trapezoidal but pentagonal, viz, a square crest imposed 
on a triangle, the face joined with the hypothenuse of the latter by 
a curve. The crest is slender, being only 4| feet wide, but is strength- 
ened by rows of 40-pound iron rails, fished together, built into the 
concrete. The maximum arch stress works out to 17-1^ tons, the 
corresponding vertical stress on base^to 6| tons. Fig. 65 is a site 
plan of the work. 

88. Lithgow Dam. Another example very similar to the last 
is the Lithgow dam, No. 2, Fig. 66. The arch stress in this works 
out by the short formula to nearly 13 tons; the radius is only 100 
feet, the vertical stress works out to 7 tons. 

Arched dams abut either on the solid 
rocky banks of a canyon or else on the end of 
a gravity dam. In cases where a narrow deep 
central channel occurs in a river, this por- 
tion can advantageously be closed by an 
arched dam, while the flanks on 'which the 
arch abuts can be gravity dams aligned 
tangential to the arch at each end. The dam 
will thus consist of a central arch with two 
inclined straight continuations. The plan of 
the Roosevelt dam, Fig. 26, Part I, will give 

Pig 66 Profile of Lithgow 

89. Burr in Juick Subsidiary Dam. In 

Fig. 67 is shown the profile of a temporary reinforced arched dam 
for domestic water supply at Barren Jack, or Burrin Juick, Australia. 
The reinforcement consists of iron rails. The unit arch pressure 
at the base works out to 21 tons, nearly. Reinforcement of perma- 
nent dams down to the base is not desirable, as the metal may cor- 
rode in time and cause failure, although the possibility is often 
stoutly denied. The main Burrin Juick dam is given in Part I, 
Fig. 36. 

90. Dams with Variable Radii. The use of dams of the type 
just described, is generally confined, as previously noted, to narrow 
gorges with steep sloping sides in which the length of the dam at the 
level of the bed of the canyon is but a small proportion of that at the 
crest. The radius of cixrvature is usually fixed with regard to the 



122 



DAMS AND WEIRS 


113 


length of chord at the latter level, consequently at the deepest 
level, the curvature will be so slight that arch action will be absent 
and the lower part of the dam will be subject to beam stresses, i.e., 
to tension as well as compression. In order to obviate this, in- 
some recent examples the radius of curvature at the base is made 
less than that at the crest, and all the way up, the angle subtending 
the chord of the arc, which is variable 
in length retains the same measure 
throughout. This involves a change in 
the radius corresponding to the variable 
span of the arch. The further advantage 
is obtained, of reduction in the unit stress 
in the arch ring and in rendering the 
stress 'more uniform throughout. In 
very high dams, however, the base width 
cannot be much reduced as otherwise the 
limit stress due to the vertical loading 
will be exceeded. This arrangement of 
varying radii is somewhat similar to that 
used in the differential multiple arch 
given later. 

MULTIPLE ARCH OR 
HOLLOW ARCH 
BUTTRESS DAMS 

91. Multiple Arch Generally More 
Useful Than Single Arch Dams. It is 

evident that a dam which consists of a 
single vertical arch is suitable only for a ^7 profile of Bumn Jmck 
narrow gorge with rock sides on which the Subsidiary Dam 

arch can abut, as well as a rock bed; consequently its use is strictly 
limited to sites where such conditions are obtainable. A rock 
foundation is also essential for gravity dams, the unit compression 
on the base of which is too high for any material other than rock. 

The advantages inherent in the vertical arch, which are con« 
siderable, can however be retained by use of the so-termed multiple 
or scallop arched dam. This consists of a series of vertical or 
inclined arches, semicircular or segmental on plan, the thrust oi 
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which is carried by buttresses. The arrangement is, in fact, iden- 
tical with that of a masonry arched bridge. If the latter be con- 
sidered as turned over on its side, the piers will represent the but- 
tresses. In the case of a wide river crossing, with a bed of clay, 
boulders, or sand, the hollow buttressed and slab buttressed dams 
are the only ones that can well be employed with safety. The wide 
spread that can be given to the base of the structure in these two 
types enables the unit pressure on the base to be brought as low as 
from 2 to 4 tons per square foot. 

As has already been noticed in section 78, the arch is peculiarly 
well suited for economical construction. This is due to the fact 
that the liquid i)ressure to which the arch is subjected is normal 
to the surface and radial in direction. The pressure lines in the 
interior of the arch ring correspond with its curvature and con- 
sequently the arch can only be in compression; thus steel reinforce- 
ment is unnecessary except in a small degree near the crest in order 
to care for temperature stresses. In slab dams, on the other hand, 
the deck is composed of flat slabs which have to be heavily rein- 
forced. The spacing of the buttresses for slabs is limited to 15 
to 20 feet, whereas in hollow arch dams there is practically no 
limit to the spans which may be adopted. Another point is, that 
the extreme compressive fiber stress on the concrete in deck slabs 
is limited to five hundred to six hundred and fifty pounds per square 
inch; in an arch, on the other hand, the w'hole section is in com- 
pression which is thereby spread over a much greater area. For the 
reasons above given the arch type now under consideration should 
be a cheaper and more scientific construction than the slab type in 
spite of the higher cost of forms. 

92. Mir Alam Dam. The first example given is that of the 
Mir Alam tank dam. Fig. 68. This remarkable pioneer structure was 
built about the year 1806, by a French engineer in the service of 
H. H. the Nizam of Hyderabad in Southern India. The alignment 
of the dam is on a wide curve and it consists of a series of vertical 
semicircular arches of various spans which abut on short buttress 
piers, Fig, 69. The spans vary from 83 to 138 feet, the one in Fig. 
68 being of 122 feet. The maximum height is 33 feet. Water 
has been known to overtop the crest. The length of the dam is 
over 3000 feet. 
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On account of the inequality of the spans, the adaption of the 
semicircular form of arch is evidently a most judicious measure, 
for the reason that an arch of this form under liquid pressure exerts 
no lateral thrust at the springing. The water pressure being radial 
in direction, cross pressure in the half arches in the line of the spring- 
ing is balanced and in equilibrium. Whatever thrust is exerted 
is not in the direction of the axis of the dam but that of the buttress 
piers. On the other hand, if the arches were segmental in outline 
the terminal thrust is intermediate between the two axes, and when 
resolved in two directions one component acts along the axis of 



Fig 68 Plan of One Arch of Mir Alam Dam 
This remarkable pioneer dam was built in 1806, and consisted of 21 such arches. 


the dam. This has to be met, either by the abutment, if it is an 
end span, or else by the corresponding thrust of the adjoining half 
arch. The other component is carried by the buttress; therefore, 
if segmental arches are used, the spans should be equal in order to 
avoid inequality of thrust. Longer buttresses will also be requisite. 
The whole of this work is built of coursed rubble masonry in lime 
mortar; the unit stress in the arch ring at the base, using the short 

formula (21), works out to tons, nearly. The 

dam, therefore, forms an economical design. 
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The buttress piers are shown in section in Fig. 70, the section 
being taken through AB of Fig. 68. In this work the buttress 
piers are very short, projecting only 25 feet beyond the spring line 
of the arches, and being altogether only 35 feet long. This length 
and the corresponding weight would clearly be inadequate to with- 



stand the immense horizontal thrust which is equivalent to 
— 2x32 — =2500 tons, nearly. 

It is evident that if the buttress pier slides or overturns, the 
arches behind it must follow, for which reason the two half arches and 
the buttress pier cannot be considered as separate entities but as 
actually forming one whole, and consequently the effective length 
of the base must extend from the toe of the buttress right back 
to the extrados of the two adjoining arches. At, or a little in the 



rear of the spring line, the base is split up into two forked curved 
continuations. The weight of these arms, i.e., of the adjoining 
half arches, has consequently to be included with that of the but- 
tress proper when the stability of the structure against overturning 
or sliding is estimated. 
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93. Stresses in Buttress. In the transverse section, Fig. 71, 
taken through CD of Fig. G8, the graphical calculations establish 
the fact that the resultant line R intersects the base, thus lengthened, 
at a point short of its center; the direction of the resultant R is 
also satisfactory as regards the angle of frictional resistance. 

Ri is the resultant on the supposition that the buttress is 
nonexistent. Its incidence on the base proves that the arch is 
stable without the buttress, which is therefore actually superfluous,. 
With regard to sliding on the base, P=2500 and TF=682§ tons. 



Fig 71. Transverse Section of Mir Alam Dam Taken through CD, Fig. 68 


The coefficient of friction being .7 the factor of safety against sliding 
is nearly 2. If the arch were altered on plan from a semicircle 
to a segment of a circle, the radius would of necessity be increased, 
and the stress with it; a thicker arch would, therefore, "^e required. 
This would not quite compensate for the reduced length of arch, 
but on the other hand, owing to the crown being depressed, the 
effective base width would be reduced and would have to be made 
good by lengthening the buttress piers. What particular dis- 
position of arch and buttress would be the most economical is a 
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matter which could only be worked out by means of a number of 
trial designs. The ratio of versed sine to span should vary from 
i to Arcs subtending from 1.35 to 120 degrees arc stated to h(' 
the most economical in material. 

94, Belubula Dam. There are not as yet very many modern 
examples of arch buttress dams, but each year increases their num- 



Fig 72 Profile Sections and Force Diagram for Belubula Dam, New South Wales 


her. The Mir Alam dam has remained resting on its laurels without 
a rival for over 100 years, but the time has come when this type 
is being largely adopted. Fig. 72 shows an early example of a 
segmental panel arch dam. It is the Belubula dam in New South 
Wales. The arch crest is 37 feet above the base, very nearly the 
same as in the last example. The arches, which are inclined 60 degrees 
, to the horizontal are built on a high solid platform which obliterates 
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inequalities in the rock foundation. This platform is 16 to 23 feet 
high, so that the total height of the dam is over 50 feet. The spans 
are 16 feet, with buttresses 12 feet wide at the spring line, tapering 
to a thickness of 5 feet at the toe ; they are 40 feet'long. The buttress 
piers, which form quadrants of a circle in elevation, diminish in 
thickness by steps from the base up, these insets corresponding 
'With similar ones in the arch itself. These steps are not shown 
in the drawing; the arch also is drawn as if in one straight batter. 
The arches are elliptical in form, and the spandrels are filled up 
flush with the crown, presenting a flat surface toward the water. 

Some of the features of this design are open to objection; First, 
the filling in of the arch spandrels entirely abrogates the advantage 
accruing to arches under liquid pressure. The direction of the water 
pressure in this case is not radial but normal to the rear slope, thus 
exactly reproducing the statical condition of a horizontal arch 
bridge. The pressure, therefore, increases from the crown to the 
haunches and is parabolic, not circular, in curvature. The arches 
should have been circular, not elliptical, and the spandrels left 
empty to allow of a radial pressure which partly balances itself. 
Second, the stepping in of the intrados of the arch complicates the 
construction. A plain batter would be easier to build, particularly 
in concrete. Third, the tapering of the buttress piers toward the 
toe is quite indefensible; the stress does not decrease but with the 
center of pressure at the center of the base as in this case, the 
stress will be uniform throughout. 

95. Inclination of Arch to Vertical. The inclination of the axis 
of the arch to the vertical is generally a desirable, in fact, a necessary 
feature when segmental arched panels are used; the weight of water 
carried is of value in depressing the final resultant line to a suitable 
angle for resistance to shearing stress. As noted in section 90, 
the weight of the water overlying the arch does not increase the 
unit stress in the arch ring. Consequently, any inclination of 
axis can be adopted without in any way increasing the unit stresses 
due to the water pressure. 

When an arch is vertical it is clear that the water pressure is 
all conveyed to the abutments and the weight of the arch to its 
base. When an arch lies horizontally under water pressure both 
the weight of the water and that of the arch itself are conveyed 
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to the abutment; when in an intermediate position part of the weight 
of the arch is carried to the base and part to the abutments. 

With regard to water pressure, the thrust being normal to 
the extrados of the arch the whole is carried by the abutments. 
In the case of arches which do not overreach their base the weight 
of water overlying the inclined back is conveyed to the base. In 

any case the unit stress in the arch cannot exceed that due 

to horizontal thrust. The total water pressure is greater with an 
inclined back, as the length of surface acted on is increased. In 
the diagram. Fig. 72a, the vertical load line JV represents the 
weight of one unit or one cubic foot of the arch ring which is equal 
to top. This force is resolved in two directions, one p, parallel 
to the axis of the arch, and the other n, normal to the former. The 
force n=W sin 6, d being the inclination of the arch axis to the 
vertical and p = TF cos 6. The unit stress developed by the radial 
force n is similar to that produced by the water pressure which is 
also radial in direction and is Riu; but Ri, the radius in this case, 
is the mean radius, the pressure being internal, not external. The 
unit stress Si will then be 

si—Riwp sin0 ( 25 ) 

When & is 30° sin 0=-|-; when 45°, sin 

Ji O 


It will easily be understood that this unit stress due to n does 
not accumulate, but is the same at the first foot depth of the arch 
as it is at the bottom; the width of the lamina also does not affect 
it. However, the component 2> does accumulate, and the expression 
wp cos 6 should be multiplied by the inclined height II i, lying 
above the base under consideration. As Hi = H sec6, the unit 

compressive stress at the base mil be , in which bi is the mean 


width of the arch. If the arch were a rectangle, not a trapezoid, 
s would equal Hwp simply. 

96. Ogden Dam. The Ogden dam, the profile and sectional 
details of which are shown in Fig. 73, is a notable example of the 
arch and buttress type. Its height is 100 feet. The inclination 
of the arches is less than | to 1, or about 25 degrees to the vertical. 
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The profile of the buttress is equinangular except for a small out- 
throw of the toe. On the wliole it must be pronounced a good 
design, but could be improved in several particulars. For example, 
the arch is unnecessarily thick at the crest, and could well be reduced 
from 6 to 2 feet, thus effecting considerable economy. The designers 
were evidently afraid of the concrete in the arch leaking, and so 
overlaid the extrados with steel plates. A greater thickness of 
arch causing it to possess less liability to percolation under pressure, 
could have been provided by increasing the span and radius of the 



larger spans, say 100 feet; buttresses, say, 25 feet thick, their length 
being dependent on the width of base required to provide sufficient 
moment of resistance; and further, the inclination of the arches 
might require increasing to bring the center of pressure at, or close 
to the center of the buttress. The finish of the crest by another 
arch forming a roadway is an excellent arrangement, and is well 
suited for a bulkhead dam; for an overfall, on the other hand, the 
curved crest is preferable on account of the increased length of 
overflow provided. The stress diagram shbws that the value of the 
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vertical load N is 155,000 cubic feet or 10,598 tons, p being taken 
at 2i. The incidence of R on the base, is 5 feet from the center, 
udience q = 5, and by formula (9), Part I 






10598 

110X16 


140 

X^J = 8.91 tons 


the dimensions of A, the area of the base, being 110X16 feet. The 
pressure on the arch ring at the base by the short formula works 


out to 


24 ^ = 94 
8X32 


tons. 


The contents of the dam per foot run amounts to 


104,500 

4S 


2,177 cubic feet; that of a gravity dam would be about 3,500 cubic 
feet per foot run, making a saving in favor of the arched type of 
nearly 30 per cent. With a better disposition of the parts as indi- 
cated above, the saving would be increased to 40 or 50 per cent. 
Actually the saving amounted to only 12 per cent; this was owing 
to the steel covering which, as we have seen, could have been 
dispensed with. 

97. Design for Multiple Arch Dam. Fig. 74 is a design for 
a segmental arch panel dam, or rather, w’-eir. The height of the 
crest is 64 feet above base with 5 feet of water passing over; the 
apex of the triangle of water pressure will then be 69 feet above 
the base. The inclination given the axis, which is coincident with 
that of the spring line and the intrados, is 60 degrees with the horizon. 

In designing such a work, the following salient points first 
require consideration. 

.(1) Width of Span. This, it is deemed for economical reasons 
should be not less than the height of crest unless the state of the 
foi^ndation requires a low unit stress. In the Mir Alam dam 
th4 span is over four times the depth of water upheld. In the present 
case it will be made the same, that is, 64 feet. 

(2) Thiclftess of Buttress Piers. As with bridge piers, the 
width should be at least sufficient to accommodate the skew-backs 
of the two arches; a width of 12 feet or about i span will effect this. 

(3) Radius and Versed Sine. The radius will be made 40 
feet; this allows a versed sine of J span, or 16 feet, which is con- 
sidered to be about the flattest proportion to afford a good curva- 
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ture, the greater the length of the arc, the more its condition will 
approximate to that of a circular arch, under liquid pressure. 

(4) Tlurhiess of ArcL This must first be assumed, as its 
thickness depends on /?, the radius of the extrados, as well as on 
the value assigned to 6*i, the limiting pressure. This latter will 
be fixed at below 15 tons, a value by no means excessive for arches 
under liquid pressure. With a base width of 7 feet, the radius 
of the extrados will be 47 feet. The base will be considered, not 
at the extreme depth of 64 feet below crest, but at the point marked 
T)j where a line normal to the base of the inclined intrados cuts 
the extrados of the arch. H will, therefore, be 60 feet, allowing 
for the reverse pressure. The stress due to the water pressure, 
using the short formula (21), section 78, will be 


RHw _47X60Xl 
V~ 7X32 ~ 


12.6 tons 


To this must be added that due to the weight of the arch ring from 
formula (25), = Riwp sin d (the angle 6 being 30° and its sine = -|), 


which in figures will be 


43.5X3 

2X40 


= 1.6 tons, the total stress being 


a trifle over 14 tons. The 7-foot base width will then be adopted, 
p is taken as 2.4 and 'irp = :jV ton. The depth of water producing 
this pressure is taken as 60, not as 65, feet which is ( iT+d), the reason 
being that the reverse pressure due to the tail water, which must 
be at least level with the water cushion bar wall, will reduce the 
effective depth to 60 feet, during flood conditions. 

98. Reverse Water Pressure. The influence of the reverse 
pressure of water is much more considerable when hydrostatic 
pressure alone is exerted than is the case with overturning moment. 
In the case of an upright arch acting as an overfall weir the pres- 
sure of the tail water effects a reduction of the pressure to the extent 
of its area. Thus if A be the area of the upstream water pressure, 
and a that of the downstream, or tail water, the unbalanced pressure 
will be their difference, or A — a, and will vary as the square of their 
respective depths. When overturning moment is concerned, the 
areas have to be multiplied by a third of their depths to represent 
the moment on the base. The difference of the two will be in 
^that case as the cubes of their respective depths. 
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99. Crest Width of Arch. The crest width of the arch, accord- 
ing to formula (23), should be = feet, nearly. It will be 
made 3 feet, with a stiffening rib or rim of 3 feet in width. The 
crest width could be made proportional to the base width, say .36, 
and if this falls below 2 feet, reinforcement will be required. 

The length of the pier base is measured from the extrados of 
the arch, the two half arches forming, as already explained in section 
92, a forked continuation of the buttress pier base. 

The battering of the sides of the pier would clearly be a correct 
procedure, as the pressure diminishes from the base upward. A 
combined batter of 1 in 10 is adopted, which leaves a crest width 
of 5.6 feet. The length of the pier base, as also its outline, were 
determined by trial graphical processes, with the object of maneu- 
vering the center of pressure as near that of the base as pos- 
sible, so as to equalize the maximum and the mean unit stress as 
much as possible. This has been effected, as shown by the inci- 
dence of the final resultant on the elevation of the buttress pier. 

100. Pressure on Foundations. The total imposed weight 
is measured by N in the force diagram, and is equivalent to 150,000 
cubic feet of masonry, which at a specific gravity of 2.4 is equal to 

-11,250 tons. The average pressure is this quantity 

divided by the area of the base, or by 125X12 = 1500 square feet, 
the quotient being 7| tons, nearly. The maximum pressure will 
be the same owing to the incidence of R at the center of the base. 
This 7| tons is a very moderate pressure for a hard foundation; 
if excessive, additional spread should be provided or else the spans 
reduced. It will be noticed that N greatly exceeds IF. This is 
due to the added weight of water represented by the inclination 
given to the force line P, which represents the water pressure. 

Economy of Multiple Arches. The cubic contents per foot 

run work out to = 850 cubic feet, nearly, the denominator in 

76 

the fraction being the distance apart of the centers of thebuttress piers. 

2 

The contents of a gravity weir with base width - (H+d) and 

o 

top Vf/+d!, works out to 1,728 cubic feet; the saving in material 
is therefore over 50 per cent. 
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101. Differential Arches. Fig. 75 is a study of a differential 
buttress arch weir. The principle of the differential arch consists 
in the radius increasing with the height of the arch, the unit 
stress is thus kept more uniform, and the stress area corre- 
sponds more closely with the trapezoidal profile that has necessarily 
to be adopted, than is the case when a uniform radius is adopted as 
in Fig. 74. 

The arches are supposed to stand on a concrete or masonry 
platform ten feet high above the deepest part of the river bed, 
so that sluices if required could be provided below L.W.L, which 
is identical with the floor or fore apron level. The height is 35 feet 
to crest level. The depth of film passing over the crest is assumed 
at 5 feet and the reciprocal depth of tail water is 12 feet. Graphical 
analyses will be made at two stages, first, when water is at crest 
level and the river channel below is empty, second, at full flood. 
The inclination given to the intrados of the arch is 3 vertical to 2 
horizontal. The buttresses are placed 31 feet centers, allowing 
a span of 25 feet at base, here they are 6 feet wide, tapering to 2 
feet a£ crest. The span of the arch thus gradually widens from 
25 to 29 feet. The versed sine of the arc is made 5 feet at base 
and 2| feet at crest. The radii at these positions are therefore 18.1 
and 43.3, respectively, measured to the intrados of the arch. These 
radii are horizontal, not normal to the intrados as in Fig. 73, and 
thus vary right through from 18.1 to 43.3 correspoi^ng ^to the 
altered versed sine which decreases from 5 to 2| feet, that ‘half 
way up being 22 feet. 

The thickness of the arch at ba^se is made 2 feet. 

Arch Unit Stress, Taking the base radius as 18.1, the base 

unit stress due to water pressure will be by formula ( 21 ), ^ = — ; 


adding that due fo the transmitted weight of the arch, formula (25), 
5 = iit(^^~+psin0^, sin 6 being .6, the expression becomes 

18.1'm^ j^^+(2.4X.6) j , p being taken at 2.4, at ^ ton, whence 

s = 10.4 tons, .a moderate stress for a vertical arch. 

The real thickness of the arch is more like 2| feet than 2 feet 
as properly it should be measured horizontally, not normally. 
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Load Line. In the force polygon the load line is made up of 
five weights: ( 1 ) that of the overlying water has a content of 

33 X24X _ 35 _ gg 0 Q equivalent to 433 tons; (2) the arch 

145 tons; ( 3 ) the contents of the pier underlying the arch is found 
by taking the contents of the whole as if the sides were vertical 
and deducting the pyramid formed by the side batters. Thus the 

contents of the whole is — — ^ = 2310, that of the pyramid is 

2 


= 513, difference 1797, or 135 tons; (4) the weight of 

tj 

the horizontal arch of the crest of the weir, 12 tons; (5) the contents 
of the buttress, by the prismoidal formula comes to I {Ai+ 4^^^+ 
A 2 ) in which A I and A 2 are areas of the ends and Am of the middle 

A 

section. Here ^i = 0, = ^2 = 35X4 = 140; 


therefore (5) ="|"X35 X [0+ (4X52.5) + 140] = 2042 cubic feet equiv- 
alent to 153 tons. 

The total load foots up to 878 tons. 

1 ( 35 )^ 

P the horizontal water pressure = 'U7—XZ = ^X-^^ X31 =593 
tons. 

The position of the several vertical forces is obtained as follows: 
That of 1 , a triangular curved prism is at | its horizontal width; 
of 2 is found by formula (7), Part I, and by projection of this level 
on to the plan. The position of 3 has to be calculated by moments 
as below. 

The lever arm of the whole mass including the battered sides 
is at I width from the vertical end of 7| feet while that of the pyram- 
idal batter is at | the same distance, or 5| feet. 

The statement is then 

2310 X 7| = (1797 X a:) + (514X5.5) whence a;=7.84 feet 

The position of 5, the battered sloping buttress is obtained by 
taking the center part 2 feet wide and the outer side batters sep- 

1 35 

arately. The c.g. of the former is at — the length, — = Ilf from the 

O d 
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vertical end^ and its contents are 


= 1225 (‘ubie feet -92 tons. 


The weight of the whole is 153 tons, so that the side batters will 

35 

weigh 153—92 = 61 tons, and be ^ = 8.75 feet distant from the end. 

Taking moments about the vertical end, we have 
153x = (92 X 1 1 .67) + (61 X 8.75) 

1606 


x=- 


153 


= 10.5 feet 


Therefore, the incidence of the resultant on the base line meas- 
ured 6.5 feet upstream from the center point. 

AT- 

In Fig. 75a, N = 878 tons and — = 14; h being 63 feet and 

g = 6.5 feet, whence 771 = 1.62 and the stress on the buttress, if only 1 
foot wide, =14X1.62 = 22.7 tons. The compression at the toe 
2N 

— 5 = (28— 22.7) =5.3 tons. These quantites have now to ba 
divided by the base widths to obtain the unit stresses, which are as 

follows; at heel, ^^ = 3.8; at center, ^=2.3; at toe, 2.6 tons. 

6 6 2 

This stress area is shown hatched in Fig. 75f. 

This stress diagram is useful as showing that owing to the 
incidence of R being behind the center point the total stress dimin- 
ishes toward the toe of the buttress, consequently it should be 
tapered on plan, as has been done. In Fig. 74 it has been shown 
that the stress being uniform by reason of the incidence of R at 
the center point of the base, the buttress has been made rectangular 
in plan at its base. The indicated unit stresses are very light 
which is a great advantage on a bad foundation. 

102. Flood Pressures. The second, or flood stage, will now be 
investigated. Here the vertical load line N in Fig. 75e is increased 
by 140 tons, the additional weight of water carried by the arch. The 
horizontal water pressure Pi is now 763 tons and A=1018, their 
resultant being Pi. The reverse pressure due to a depth of 
12 feet of water is 70- tons, this combined with Pi, in Fig. 75a, 
results in P 2 the final resultant. The value of 6 is 35° 15' which is 
satisfactory. As q scales 5 feet, the unit stresses work out as 
follows: 
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At heel 3.9 tons, at center 2.7, and at toe, 4.2 tons. 

The stress in the arch under a head of 38 feet comes to 11.5 
tons. Thus the stresses in stage 2 are higher than is the case with 
stage 1. 

At the end of a series of these scallop arches near either abut- 
ment the thrust of the arch resolved axially with, the weir has to 
be met either by tying the last two arches by a cross wall and rein- 
forcing rods, or abutting the arch on an abutment supported by 
wall or a length of solid dam. This design would, it is considered, 
be improved if the versed sine of the arcs were made somewhat 
greater, as the arches are too flat near the crest. 

The following remarks bear on the curvature of the arch men- 
tioned in section 101. When a segmental arch is inclined, the 
spring line is at a lower level than the crown, consequently the 
water pressure is also greater at that level. But the thickness 
should vary with the pressure which it does not in this case. This 
proves the advisability of making the circular curvature horizontal, 
then a section at right angles to the inclined spring line will be an 
ellipse, while a horizontal section will be a segment of a circle. 
The reverse occurs with arches built in the ordinary way. There 
appears to be no practical difficulty in constructing forms for an 
inclined arch on this principle. 

103. Big Bear Valley Dam. Fig. 76 is a plan and sectional 
elevation of the new Bear Valley reinforced concrete multiple 
arch dam which takes the place of the old single arch dam men- 
tioned in section 83. The following description is taken from 
^'Engineering News’", from which Fig 78 is also obtained. 

The new dam consists of ten arches of 30| feet, clear span at 
top, abutting on eleven buttresses. The total length of the dam 
is 363 feet on the crest; its maximum height from crest to base is 
92 feet (in a pocket at the middle buttress only), although, as the 
elevation in Fig. 76 shows, the average height of the buttresses 
is much less than that figure. The water face of the structure 
and the rear edge of the buttresses are given such slopes as to bring 
the resultant of the water-pressure load and that of the structure 
through the center of the base of the buttresses at the highest 
portions of the dam. Fig. 79. The slope for the water face 
up to within 14 feet of the top is 36° 62' from the vertical, and 
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from that point to the crest is vertical. The slope of the down- 
stream edges of the buttresses is 2 on 1 from the bottom to the top, 
tlie vertical top of the face arches giving the piers a top width of 10 
feet from the spring line to the back edge. The buttresses arc 1.5 
feet thick at the top and increase in thickness with a batter of 
0.016 feet per foot of height or 1 in 60 on each side to the base for 
all heights. The arch rings are 12 inches thick at the top and 
down to the bend, from which point they are increased in thick- 
ness at the rate of 0.014 feet per foot to the base, or 1 in 72.5. 



Fig 77. View of Big Bear Valley Dam with Old Dam Shown in Foreground 


The arc of the extrados of the arch ring is 140° 08' from the 
top to bottom the radius being maintained at 17 feet and the rise 
at 11.22 feet. The extrados is, therefore, a cylindrical surface 
uniform throughout, all changes in dimensions being made on the 
intrados of the arch. Thus at the top, the radius of the intrados 
is 16 feet, the arc 145° 08', and the rise 11.74 feet. At 80 feet from 
the top, Fig. 79, the thickness of the arch ring will be 2.15 feet, 
the radius of the intrados 14.85 feet (the radius of extrados less 
the thickness of the wall), the arc 140° 48' and the rise 10.59 
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feet. In all cases of arch-dam design the clear span, radius, and 
rise of the intrados decrease from the top do\\’nward. 



Strut-tie members are pro\dded between the buttresses to 
stiffen and take up any lateral thrusts that might be set up by 
seismic disturbances or vibrations, these consisting of T-beams 
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and supporting arches all tied together by heavy steel reinforcement. 
The T-beams are 12 inches thick and 2.5 feet wide, with a 12- 
inch stem, set on an arch 12 inches square at the crown and thick- 
ening to 15 inches toward the springing lines, with two spandrel 
posts on each side connecting the beam and arch, all united into 
one piece. There are provided copings for the arches and the tops 
of the buttresses with 9-inch projections, making the arch cope 
2.5 feet wide and that on top of the buttresses 3 feet wide. The 
beam slab of the top strut members is built 4 feet wide to serve 
as an extra stiffener, as w^ell as a comfortable footwalk across the 
dam. This footwalk is provided with a cable railing on both sides 



to make it a safe place upon which to walk. To add to the archi- 
tectural effect of the structure, the arches of the strut members 
terminate in imposts, built as part of the buttresses. The struts 
are reinforced with twisted steel rods, all being tied together and 
all being continuous through the buttress walls. The ends entering 
the buttresses are attached to other reinforcement passing cross- 
wise into the buttress walls, forming roots by which the stresses 
in the beams may be transmitted to and distributed in the buttress 
walls. The ends of the strut members are all tied onto the granite 
rock at both ends of the structure by hooking the reinforcement 
rods into drill holes in the rock. The buttresses are not reinforced, 
except to be tied to the arch rings and the strut members, their 
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shape and the loads they are to carry maMng reinforcement super- 
fluous. The arch ribs are reinforced with f-inch twisted rods hori- 
zontally disposed 2 inches from the inner surface and variabl}" 
spaced. These rods were tied to the rods protruding from the 
buttresses. For reinforcing the extrados of the arch ring ribs of 
liXlfX A“inch angles were used, to which "'ferro-inclave'^ sheets 
were clipped and used both as a concrete form for the outer face 
and a base for the plaster surface. 

104. Stress Analysis. On Fig. 79 a rough stress analysis 
is sho\TO for SO feet depth of water. As ’v\ill be seen the resultant 
R cuts the base just short of the center point. The value of N 
is estimated at 4100 tons, the area of the base = 110X4.2 = 460 

N 4100 . 

sq. feet whence =9 tons nearly, evenly distributed (m being 

taken -as unity). The stress on the arch, 80 feet deep, neglecting 

its weight is - tons, nearly. This shows the 

1 3 

necessity for the reinforcement provided to take — or — of this stress. 

P 3200 

The tangent of ^ = "^== 777 ^; = .78. ^ = 39°. 

N 4100 

This is a large value, 35 degrees being the usual limit, 33 degrees 
better. If the arch thickness were doubled, reinforcement would not 
be necessary except near the crest and the additional load of about 
320 tons would bring d down to 35 degrees. If not, a greater inclination 
given to the arch would increase the load of water on the extrados- 
It is quite possible that a thicker arch without reinforcement would 
be actually cheaper. The downward thrust acting on the arch 
due to its owm weight is on a different plane from the arch thrust. 
Its effect is to increase the unit stress to a certain extent, as is also 
the case with the combination of shearing and compressive stresses 
in the interior of a dam as explained in Part I. This increase can, 
however, be neglected. A considerable but undefined proportion 
of the water pressure near the base is conveyed to it and not to 
the buttresses; this will more than compensate for any increase 
due to vertical compression and consequently it can be ignored. 
The ribs connecting the buttresses form an excellent provision for 
stiffening them against buckling and vibration and are universally 
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in hollow ooiicrcto clams. The biittressc's in this instance 
are not reinforced. 


HOLLOW SLAB BUTTRESS DAMS 

105. Description of Type. There is a class of dam and weir 
similar in its main principles to the arch buttress type which is 
believed to ha^'e been first introduced by the Ambursen Hydraulic 
Construction Company of Boston. In place of the arch an inclined 
flat deck is substituted, which has necessarily to be made of rein- 
forced concrete. For this reason, the deck slabs cannot exceed a 
moderate width, so numerous narrow piers take the place of the 
thick buttresses in the former type. A further development is a 
thin deck which covers the dovmstream ends of the buttresses or 
piers, forming a rollway. The enclosed box thus formed is occa- 
sionally utilized as a power house few the installation of turbines, 
for which purpose it is well suited. 

The inclination given to the flat deck is such that the incidence 
of the resultant (B F.) will fall as near the ceiiter of the base as pos- 
sible and at the same time regulate the inclination of the resultant 
to an angle not greater than that of the angle of friction of the 
material, i.e., 30 degrees with the vertical. By this means any 
tendency to slide on the foundation is obviated. 

Ellsworth Dam an Example. A good example of tins style of 
construction is given in Fig. 80 of the Ellsworth dam in Maine. In 
this design the inclination of the deck is 45° or very nearly so; the 
piers are 15 feet centers with Mdened ends, so that the clear span 
of the concrete slabs is 9^ 1” at the bottom. 

The calculations necessary to analyze the thickness of the 
slabs and the steel reinforcement at one point, viz, at El. 2.5, will 
now be given. In this case the pressure of water on a strip of the 
slab, one foot wide, the unsupported span of which is 9' 1", is IIlw. 
Here H=Q7 feet and w is ^ ton per cubic foot; therefore, W= 
67X9.1X^ =19 tons. To this must be added the weight of the 
slab. As this latter lies at an angle with the horizontal its weight 
is partly carried by the base and is not entirely supported by the 
piers. The diagram in Fig. 80c is the triangle of forces. The weight 
of slab W'is resolved in two directions, a and b, respectively, parallel 


146 



DAMS AND WEIRS 


137 


and normal to face of slab. The angle being 45 degrees, a = 6 =-^. 

V2 


Consequently the thickness, 37 inches, can be considered as reducecl 


Q/JOJ. 





to ~ = 2 2 feet. The 

portion of tlic weight of 
the slab carried to the 
jniTs will, therefore, be 

9 1X2.2X“ = 1.5 tons, 

the weight of the con- 
crete being assumed at 
the usual value of 150 
pounds per cubic foot. 
The total distributed 
load in the strip will then 
be 19 + 1.5 = 20.5 tons. 

Now the moment of 
stress on a uniformly 
loaded beam with free 

ends IS — , or M = 

o 

20.5X109 , 

=2/9 inch- 

o 

tons. 

• This moment must 
be equaled by that of 
the resistance of the 
concrete slab. ' 

106. Formulas for 
Reinforced Concrete. 
For the purpose of 
showing the calcula- 
tions in detail, some 
leading formulas con- 
-iiected with reinforced 
beams and slabs will 
now be exhibited: 


279 inch- 


14:7 
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Upj 

(26) 

or, approximately. 

M 

li4> 

(26a) 


1 /72 

(27) 

or, approximately, 

dje 

(27a) 


From these are found d, the reciuired thickness of a slab up to 
centroid of steel, or M^^+Mc the bending moments, in which b is 
width of beam in inches; cl depth of centroid of steel below top 
of beam; Me and Ms symbolize the moments of resistance of the 
concrete and steel, respectively; /« safe unit fiber stress in steel, 
12,000 to 16,000 lb., or 6 to 8 tons per square inch;/c safe extreme 
stress in concrete 500, 600, or 650 lb., or .25, .3, or .325 ton per square 

inch; p steel ratio, or 

bd 


Ideal steel ratio p = r 

2fr2+m) 


(28) 


A area of cross-section of steel; k ratio of depth of neutral axis below' 


top to depth of beam 

A* = V 2p7i+ {pnY ~ pn (29) 

j ratio of arm of resisting couple to d 

. i=(i-P) (30) 

. E , 

n ratio Es and Ec being; the moduli of elasticity, ordinary values 
Ec 

f , A 

12 to 15; r ratio As p — w'hen reinforced slabs are analyzed, 

J c bd 

formulas (26) and (27) can be transposed as below. 

From (26) Ms-fsAjd (31) 

From (26a) Ms-ifsAd Approximate (31a) 

From (27) Me^mbd^ (32) • 

f hd^ 

From (27a) Me = - — - Approximate (32a) 


In the case under review the reinforcement consists of three 
one inch square steel rods in each foot width of the slab. Using the 
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approximate formulas (31a) and (32a), fs-S tons, /c = .3 ton, 
rf = 35 inches and b = 12 inches; then 

ifs = 8 X 3 X X 35 = 735 inch-tons 

o 

-Mc=':^x 4"X4:20X35 = 735 inch-tons 
10 b 

the results being identical. As already noted the moment of stress 
is but 279 inch-tons. The end shear may have governed the thick- 
ness. Testing for shear the load on a 12-inch strip of slab is 20.5 
tons of which one-half is supported at each end. Allowing 50 lb., or 
.025 ton, as a safe stress, the area of concrete required is 10.25 .025 

= 410 square inches the actual area being 37 X 12 = 444 square inches. 

107. Steel in Fore Slope. The reinforcement of the fore slope 
is more a matter of judgment than of calculation, this deck having 
hardly any weight to support, as the falling water will shoot clear 
of it. The piers are not reinforced at all, nor is it necessary, as the 
stresses are all compressive and the inclination of the upstream deck 
is such that the resultant pressure makes an angle with the vertical 
not greater than that of friction, i.e., 30 degrees. Fig. 80a is a force 
diagram of the resultant forces acting on the base at EL 0.00. The 
total weight of a 15-foot bay is estimated at 783 tons while that of P, 
the trapezoid of water pressure, is 1700 tons. The force line P in Fig. 
80 drawn through the c.g. of the water pressure area intersects the 
vertical force W below the base line. From this intersection R is 
drawn upward parallel to its reciprocal in the force polygon, cutting 
the base at a point some 9 feet distant from the center point. 

The maximum stress will occur at tjie heel of the base. A = 

107X2 = 214 sq. ft.; ^ being 9 ft., 

= 1.5 and ^ = 9.34X1.5 = 14 tons. Formula (9), Part I. The hori- 
zontal component of P = 1200 tons. The base being 2 ft. wide, 

^s=x~t^== 5.6 tons; therefore by formula (10), Part I, c = 7 + 
X 107 

V49+31.4 = 16.5 tons, a decidedly high value. The usual limit to 
shearing stress is 100 lb. per sq. inch, equivalent to 7.2 tons per 
sq. ft., reinforcement is therefore not necessary and is not provided. 

There appears to be no reason why a steeper slope should not 
have been given to the deck so as to bring the center of pressure up 
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lo Iho ccnlcr of the huso and thus rcdiur th(‘ unit stress. Possibly a 
higlier ri\'er stage bas been allowed for. The position of IF a,s well 
as tlie wiaglit ol' the structure were obtained from the section given 
in Schuyler’s l{eser\'oirs. Pig. SO is of the so-termed “Curtain” 
type of dam. Tlu' “Half Apron” t\ pe, Idg. S2c, is sometimes used for 
overfalls, the main section of Pig S2 illustrating the “Bulkhead” type. 

108. Slab Deck Compared with Arch Deck Dam. The Ambur- 
sen dam, wherever the interior space is not required for installa- 
tion of turbines, is undoubtedly a more expensive construction than 
the multiple arch t,\ i)c. This fact has at last been recognized and in 
one of the latest dams erected, scallop arches were substituted for 
the flat deck, thus obviating the expense of reinforcement. By 



increasing the width of the spans, the piers, being thicker in like 
proportion, will be in much better position for resisting compressive 
stress, as a thick column can stand a greater unit stress than a thin 
one. Another point in favor of the arch is that the effective length 
of the base of the piers extends practically to the crowm of the arch. 
The arch itself need not be as thick as the slab. Owing to the liquid 
radial pressure to wiiich it is subjected it is in a permanent state of 
compression and does not require any reinforcement except possibly 
at the top of the dam. Here the arch is generally widened, as in 
the case of the Og<len dam. Fig. 73, and thus greatly stiffened at the 
point where temperature variations might develop unforeseen stresses. 

Fig. 81 is a sketch illustrative of the saving in material afforded 
by doubling the spans from 15 to 30 feet and conversion to multiple 
arch type. The radius of the extrados of the arches is 18.5 ft. H 
is 67 at elevation 2.50 and io= ^ ton; hence the thickness of the 
arch by formula (21) (si being taken as 15 tons), will be 

s 32x15 
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It is thus actually thinner than the reinforced slab of onc-half 
the span, or 15 feet. The greater length of the arch ring over that 
of the straight slab is thus more than compensated. The area of 
the arch, counting from the center of the pier, is 35X2.6 = 91 square 
feet, that of the slab is 30X3.1 =93, that of the bracketing at junc- 
tion with the piers, 13, giving a total of 106 square feet. The saving 



due to decreased length of the piers is 25 square feet. Thus in the 
lower part of the dam over 40 cubic feet per 30' bay per foot in height 
of concrete is saved, also all the steel reinforcement. If a rollway 
is considered necessary in the weir, the deck could be formed by a 
thin reinforced concrete screen supported on ..I -beams strctcliing 
across between the piers. 

109. Quayabal Dam. Fig. 82 is a section of the Guayabai 
dam recently constructed in Porto Rico, its height is 127 feet and 
it is on a rock foundation. The following are the conditions govern- 
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ing the design; maximum pressure on foundation 10 tons per square 
foot; compression in buttresses :>00 pounds per scpiare inch or 21.G 
tons per square ffiot; shear in buttresses 100 pounds per square 
inch, or 7.2 tons per scpiare foot; sircar in deck slabs 60 pounds, or 
■Oil ton ])er scpiare inch;/, for deck slabs 600 pounds or .3 ton per 
square inch; fs for deck slabs 14,000 pounds, or 7 tons per scpiare 


inch. 

The concrete in the slabs is in the pro])ortion of 1 :2:4, in the 
E . _ f 

buttresses 1:3:6; h=— ■' is taken as 15 and >• = /'' = 23.3. The deck 

sts, Je 


slab is 55 inches thick at KL 224, d is taken as 53, allowing 2 inches 
for covering the steel, hd or the area of the se(‘tion one foot \\ade = 
53 X 1 2 = 636 square inches. Now .1 the area of the steel = phd. By 

formula (28), p = 2(,.2+m) 2(23.3)'+23.3 X 15 


= .01044, hence the 


required area of steel will be 636 X. 01 044 = 6.64 square inches, 
provided d is of the correct value. The calculation will now ])e 
made [for the thickness of the slab which is actually 55 inches. 
The load on a strip 12 inches wide is 


Water pressure 


109X13 

32 


= 44.3 


tons 


To this must be added a portion of the weight of the slab 
which latter amounts to ^ X ~ tons. Of this 

^^=3.2 tons must be added to the 44.3 tons above, 44.3+3.2 =47,5 

V2 

tons. The bending moment M is ^ = 927 inch- 

o o 

tons. The depth of the slab can be estimated by using formulas 
(26) or (27) or the approximate ones (26a) and (27a). For the 
purpose of illustration, all four will be worked out. First the values 
of k and j will be found by formulas (29) and (30). 

k = V.313+.0245 - .156 = .582 ~ .156 = 0.426 


By formula (26), (P 


M, 


.858 
927 


12/,2y 12X7X.0104X.858 


= 1234 
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By formula (27), (P== 


d = V 1234 = 35.07 inches 
2Ma 927X2 


= 1406 


'Ufjcj 12 X. 3 X. 426 X. 858 
d= 1406 = 37.5 inches 

Now the approximate formulas will be used. By (26a) 
8X927 '1854 


d2 = 


7X12X7X.0104 1.53 


= 1210 


d = Vl210 = 34.8 inches 


by (27a) 




6 X 927 _ 5562 
12X.3 3.6 


= 1542 


cZ = Vl542 = 39.3 inches 

The approximate formulas (26a) and (27a) give higher results than 
(26) and (27) . The result to select is 37.5 inches, formula (27) , which is 
higher than by (26) . The depth of beam would then be 40 or 41 inches. 
It is actually 55. This discrepancy may be due to the water having 
been given a s.g. in excess of unity, owing to the presence of mud 
in suspension, say of 1.3 or 1.5, or shear is the criterion. 

The corresponding steel area will be J.=p5d = . 0104X12X37.5 
= 4.7 square inches. 1 round rods spaced 3 inches would answer. 
With regard to direct shear on the slab, W as before = 47 .5 tons of 
which half acts at each pier, viz, 23.7 tons. The safe resistance is 

23.7 

fed X Ss = 12 X 55 X .03 = 20 tons', nearly. The shear = = -036 

ton = 72 pounds per square inch. This figure exceeds the limit of 
60 pounds. The deficiency is made up by adding the shear of the 
steel rods. The sectional area of this reinforcement is 4.7 square 
inches the safe shearing of w’^hich is over 20 tons. These rods are 
usually turned up at their ends in order to care for the shear. 

Shear in Buttresses. With regard to shear in the buttresses, the 
horizontal component of the water pressure as marked on the force 
diagram is 3400 tons. The area of the base of the buttress at 

3400 

EL 224 is 138X3.2=441.6, the shearing stress or then 

tons per square foot, nearly. The allowable stress being only 7 .2 
tons the difference will have to be made good by reinforcing rods 
of which two of |-inch diameter would suffice. 
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Now with regard to eouipressive stresses on the buttresses the 
graphical working shows that the resultant R strikes the base at EL 

224 almost exactly at the center, the angle 
6 also is 30 degrees. The value of N is 
5(k)0 tons; Si the mean and s the maximum 
N 

stress \\ill both equal—; and *1, the area 
<4 the base, equals 13SX3.2==442 sq.ft.; 

. 1 1* t)()O0 - , r,,. 


therefore, a* = 


• = 1 2.78 tons, d'he com- 






f , 

1 1 ' 


1 , ■ 



i- ; 

n ' ■’ 











-ttis 


4 


' i 


TT’I" ' 1 1 




])ression on the foundation itself, which 
is 4 feet lower will not be any less for, 
altht>ugh the base width is greater, N as 
well as P are also increased. Thus the 
})ressure on the foundation is in excess 
of the limit and widening to a further 
extent is required. 

The maximum internal stress c, in 
the buttress at El 224, will be by formula 

(10), Part I, Here 12.8 

and ,% as we have seen is 8 tons, therefore, 

c = 0.4+ \|^^+64 = 16.6 tons. The limit 


. 3 c = 6.4+\ — — h64 = 16.btons. i he limit 
SE a >*4 

^ o compression in the buttress is 300 pounds 
I per square inch, or 21.6 tons per square 
I foot. 

i In the bulkhead portion of the dam, 
I shown in Fig. 82b, every pier is run up 
14 inches thick through the deck to form 
a support for a highway bridge, the spans 
of which are therefore 16 feet 10 inches 
in the clear; the roadw^ay is carried on 
slabs which are supported by arches of 
reinforced concrete. The buttresses are 
— laterally supported by several double rein- 

forced sway beams, 16'^Xl4'^, and below the crest a through road- 
\yay is provided. The spillway section is shown on Fig. 82c. The 


154 



155 


Fig, 84. View of Bassano Dam over the Bow River Taken JusI 
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ground level is here on a high bench at El. 295. The crest being 
El. 325, the fall is 30 feet. The spillway is of the “half apron type”. 
The roadway here is carried on four reinforced concrete girders, a 
very neat constructionj the piers are run up every alternate span 
and are therefore at 36-foot centers; they are beveled on both faces 
to reduce end contraction. The spillway will pass 70,000 second- 
feet; its length is 775 feet. 

The bulkhead section of the dam (see also Fig. 83) has 51 spans 
of 18-foot centers, total length 918 feet; that of the spillway consists 
of 21 spans of 36-foot centers. The whole length is 1674 feet. The 
depth of the tail water is not known, it w-ould probably be about 
20 feet and its effect would be but trifling. This is one of the largest 
hollow dams ever constructed. The arrangement of the haunches 
or corbels of the buttresses is a better one than that in the older 
w'ork of Fig. 80. 

1 10. Bassano Dam. Another important work is the Bassano 
dam illustrated in Figs. 84 and 85. This is an overfall dam built over 
the Bow River at the head of the eastern section of the Canadian 
Pacific Railway Company’s irrigation canal and is estimated to pass 
100,000 second-feet of water at a depth of 14 feet. Though not so 
high nor so long as the Guayabal dam it presents several features of 
interest. First its foundations are on a thick blanket of clay some 
twelve feet deep w’hich overlies boulders and gravel. This material 
is very hard blue clay of excellent quality. The great advantage of 
this formation, which extends over 1000 feet upstream from the work, 
is that" it precludes all uplift, or very nearly so, consequently no 
special precautions have to be adopted, such as a long apron to 
ensure length of percolation, as w'ould be necessary in case of a 
foundation composed of porous and loose materials. It has also 
disadvantages. The allowable pressure on tlie clay is limited to 
2| tons per square foot. This influences the design necessitating 
a wide spread to the buttresses, laterally as well as longitudinally. 
The whole of the dam is an overfall and the general arrangements 
are very amilar to those prevailing at Guayabal. The hearth or 
horizbntal fore apron, a provision not necessary in' the last example, 
is at El. 2512. The crest is at 2549.6 a height of 37.6 feet above 
the ajpron and corresponds with the level of the canal intake floor. 
Water is held up to eleven feet above crest level by draw gates 
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eleven feet high, and this full supply level is three feet below that of 
the estimated afflux, which is fourteen feet above the crest. 

For overturning moment the water-pressure area will be a 
truncated triangle with its apex at afflux level plus the height h or 

1.5 — to allow for velocity of approach, as explained in section 

2.17 

57, Part I. This, in the Bow River with a steep boulder bed will be 

144 

about 12 feet per second; h therefore will equal 1.5 X-^ = 3.4 feet and 

o4 

the apex of the truncated triangle will be at a point 14-1-3.4=17.4 
feet above the crest level. The depth of the tail w’ater at full flood 

is not known, the ratio — with a steep bed slope will not be under .5, 

consequently with d = 14, 7) will have a value of about 25 to 28 feet, 
i being depth over crest and D that of tail water. The overturning 
moments direct and reverse can be represented by the cubes of the 
depths up- and downstream and the unbalanced moment by their 
dift'erence. The upstream head is 37.0-1-14-1-3.4=55 feet and the 
downstream head say 25 feet. Their cubes are 166,375 and 15,625 
the difference being 150,750, thus the reverse pressure will not have 
much effect in assisting the stability of the structure. The cor- 
responding representative moment when water is held up to 11 ft. 
above crest will be 49® = 117,649, supposing the tail channel empty. 
This quantity is less than the 150,750 previously stated, consequently 
the afflux level is that which has to be considered when estimating 
the overturning moment. In the case of direct water pressure on 
the deck slabs, the acting head at full flood will be the difference of 
the flood level up- and downstream, which is 30 feet, as the tail 
water is allow'ed access to the rear of the deck slabs. This is less 
than the head, 49 feet, which exists when the gates are closed and 
water is held up to canal full supply, i.e., to El. 2560.6, consequently 
the head that has to be considered is that at this latter stage. 

Analysis of Pressures on Bassano Dam . , With this data the 
design can be analyzed, the procedure being identical with that 
explained in the last example, excepting that the reverse pressure 
might be taken into account as it will modify the direction and 
incidence of i? in a favorable sense though not to any great extent. 
The limit stresses are those given in the last example wdth the fol- 
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lowing additions: Footings, compression in bending, (509 pounds 
per square inch, shear, 75 pounds per square inch. 

Some explanation will now be given of the method of calcu- 
lation of the footing to the buttresses and the Guayabal dam will 
be referred to, as the pressures on the base of the buttresses are 
known quantities. In section 109 the value of N is 5G50 tons and 

A='51i^? = 41 tons, nearlv. This is the unit pressure per foot run 
5 138 

on the base of the buttress. Supposing the limit pressure on the 
foundation was fixed at 3 tons per square foot, then the requisite 

, 41 

base width of the footing would be -- = 13.7 feet. The footing con- 

fj 

sists of two cantilevers attached to the stem of the buttress. The 
bending moment M at the junction with the buttress of a strip 1 

foot wide will be The buttress being 3.2 feet wide the pro- 


jecting length of footing on each side will be 


13.7-3.2 

2 


= 5.25 feet. 


The reaction on a strip one foot wide will be 5.25X3X1 = 
15.75 tons. The moment in inch-tons about the edge of the section 

12jn 15.75X5.25X12 


of the buttress will be 


■ = 498 inch-tons. 


According to formula (27a), d = “ 

28.8 inches. Then fed = 28.8X12 = 346 and A the area of the steel 
at the base ^dll be p6d = . 0104X346 = 3.61 inches, this in a 12-inch 
wide strip wdll take ll-inch bars 4 inches apart. When the weight 
on the buttress is considerable the depth of footing slab thus esti- 
mated becomes too great for convenience. In such cases, as in Fig. 
85, the beam wdll require reinforcement in compression at the top. 
This complicates the calculation and cases of double reinforcement 
are best worked out by means of tables prepared for the purpose. 
The footings shown in Fig. 85, were thus double reinforced, in fact 
through bars tvere inserted at each step, the lower being in tension 
the upper ones in compression. The lower bars were continuous 
right through the base of the dam. This reinforcement of the 
footing is not shovm on the blue print from which Fig. 85 is derived. 
111. Pressure on Foundation Foredeck. A great many 
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Ambursen dams have been constructed on river beds composed 
of boulders and gravel, which require a pressure limit of about 
4 tons per square foot. This can always be arranged for by widen- 
ing the footing of the pier buttresses, the same can of course be 
done with arch buttressed dams. The base of the arch itself can 
be stepped out in a similar manner. In the Bassano dam the 
sloping fore, deck is unusually thick and is heavily reinforced in 
addition; this is done with the idea of strengthening the structure 
against shock from ice, as well as from the falling water, and with 
the further idea of assisting the buttresses in carrying the heavy 
load of the piers and superstructure. It is doubtful if any calcu- 
lations can well be made for this; it is a matter more of judgment 
than of estimation. 

Buttresses. As with the Guayabal spillway, every alternate 
buttress is run up to form the piers of the superstructure, which latter 
consists of a through bridge which carries the lift gear for manipu- 
lating the draw gates. The so-termed blind buttresses — that is, 
those that do not carry a pier — are of thinner section and are appar- 
ently not reinforced. Both kinds of buttresses have cross-bracing 
as shown on the profile. In hollow dams the location of the center 
of pressure moves with the rise of water from the heel toward the 
center within the upstream half of the middle third. In solid dams, 
on the other hand, the movement is along the whole of the middle 
third division, consequently in hollow dams there is no tendency 
to turn about the toe as with solid dams, rather the reverse, namely, 
to upset backward. This latter tendency must cause tension in 
the buttresses which the cross-bracing is intended to care for. 

Baffles. As noted already in section 66, baffles have been built 
on the curved bucket vith the object of neutralizing this mischiev- 
ous arrangement which it is hoped will soon ^become as obsolete in 
western practice as has long been the case in the East. 

Hearth and Anchored Apron. The dam is provided with a solid 
horizontal fore apron or hearth 76 feet long and beyond this the 
device of an anchored floating apron of timber 30 feet in length has 
been added. The apron is undoubtedly too short and should have 
been made 100 feet or 2 {H+d) in length, with cribbed riprap 
below it. The wooden sheet piling in the rear of the work is con- 
sidered to be worse than useless; it merely breaks up the good clay 
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blanket by cutting it in two. A wide solid curtain of concrete, not 
so deep as to penetrate the clay blanket, would have been a superior 
arrangement. The inclined piling below the bucket is provided to 
guard against sliding. This dam is provided with a number of sluice 
openings. Their capacity is such that one half will pass ordinary 
floods, allowing the other half of the dam to be cut off from the river 
by sheet piling during construction. On completion of the work 
these sluices were all closed from the inside by slabs of concrete 
deposited in position, 

SUBMERGED WEIRS FOUNDED ON SAND 

1 12. Description of Type. There is a certain type of drowned 
or submerged diversion weir which is built across wide rivers or 
streams whose beds are composed of sand of such depth that a solid 
foundation on clay is an impossibility. Consequently, the weir has 
to be founded on nothing better than the surface of the river bed, 
with perhaps a few lines of hollow curtain walls as an adjunct. Of 
this class of weir but one is believed to have been constructed in 
the United States, viz, the Laguna weir over the Colorado River 
at the head of the Yuma irrigation canals. 

This type originated in India and in that country are found 
numerous examples of weirs successfully constructed across very 
large rivers of immense flood discharge. For instance, the Goda- 
veri River in Southern India has a flood discharge of 1,200,000 
second-feet and the 'weirs across it are nearly 2| miles in length. 
Not only is the length great, but as will be seen, the width has to be 
very considerable. The Okhla weir, Figs. 101 and 102, situated on 
the Jumna below the historic city of Delhi is 250 feet vAde and 
f mile long. The height of these submerged weirs is seldom over 
12 feet, their r61e being purely diversion, not storage. No doubt 
more of this type of low diversion weirs wdll in the future have to be 
constructed in the United States or in Mexico, so that a knowledge 
of the subject is a necessity for the irrigation engineer. 

Principles of Design. The principles underlying the successful 
design of these wmrks are a comparatively recent discovery. Designs 
were formerly made on no fixed principles, being but more or less 
modified copies of older works. Fortunately some of these works 
failed, and it is from the practical experience thus gained that a 
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knowledge of the hydraulic principles involved has at last been 

built ou sand is exposed not only to the destructive 
Muences of a large river in high flood tvhidi completely, submerges 
Hbut it. foundation being sand, is liable to be undcrm.ned m.d 
whted out by the very small currents forced through the mtdcr- 
Iving sand by tlie pleasure of the ivater held up m its tear. In spite 
of these apparent difficulties, it is qmte practicable to design a norh 
of such outline as vill successfully resist all these disiutegratnig 
iiilluences, and remain as solid and jmnnaueiit a structure as one 

foiindt'tl on bed rock. ^ 

113. Laws of Hydraulic Flow. The principle winch underlies 

the action of water in a porous stratum of sand o\er which a heav\ 
impervious weight is imposed is analogous to that which obtains iii 



Fig S« Diagram Short mg Action of Water Pipe Leading Out of Reservoir 


a pipe under pressure. Fig. 86 exemplifies the case with regard to 
a pipe line BC, leading out of a reservoir. The acting head {H) 
is the difference of levels between Ai a point somewhat lower than 
A, the actual summit level and C the level of the tail water bejoiid 
the outlet of the pipe. The w^ater having a free outlet at C, the 
line JiC is the hydraulic gradient or grade line. The hydrostatic 
pressure in the pipe at any point is measured by vertical ordinates 
drawn from the center of the pipe to the grade line ^iC. The uni- 
form velocity of the water in the pipe is dependent directly on the 
head and inversely on the frictional resistance of the sides of the pipe, 
that is, on its length. This supposes the pipe to be straight, or 
nearly so. 

114. Percolation beneath Dam. We will now consider the 
case of an earthen embankment thrown across the sandy bed of a 
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streuui, Fig. 87. The pressure of tlie impounded water will natu- 
rally cause leakage beneath the impervious earthen base. With a 
low depth of water impounded it may well be understood that such 
leakage might be harmless; that is, the velocity of the percolating 
under current would be insufficient to wash out the particles of 
sand composing the foundation of the dam. When, however, the 
head is increased beyond a safe limit, the so-termed piping action 
will take place and continue until the dam is completely undermined. 

115. Governing Factor for Stability. The main governing 
factor in the stability of the sand foundation is evidently not the 
superimposed weight of the dam, as the sand is incompressible; 
although a load in excess of the hydraulic pressure must exercise 
a certain though possibly undefined salutary effect in delajung the 
disintegration of the substratum. However this may be, it is the 



Fif? S7 Duiffiam Showing Effect of PercoLition unclei Eaithen Einbanknient aeioss Stream 


enforced length of percolation, or travel of the under current, that 
IS now recognized to be the real determining influence. 

In tire case of a pipe, the induced velocity is inversely propor- 
tional to the length. In the case under ponsideration, the hydraulic 
condition being practically identical with that in a pipe, it is the 
enforced percolation through the sand, and the resulting friction 
against its particles as the water forces its way through,' tliat effects 
the reduction of the velocity of the undercurrent, and this frictional 
resistance is directly proportional to the length of passage. In the 
case of Fig. 87, the length of enforced percolation is clearly that of 
the impervious base of the earthen dam. The moment this obstruc- 
tion is passed the water is free to rise out of the sand and the hydro- 
static pressure ceases. 

116. Coefficient of Percolation. This length of enforced per- 
colation or travel, which will be symbolized by L, must be some 
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multiple of the head H, and if reliable safe values for this factor can 
be found, suitable to particular classes of sand, we shall be enabled 
to design any work on a sand foundation, vith perfect confidence in 
its stability. If the percolation factor be symbolized by c, then L, or 
the length of enforced percolation, will equal oH, H being the head of 
water. The factor c will vary in value with the quality of the sand. 

Fig. 88 represents a case similar in every respect to the last 
except, instead of a dam of earth, the obstruction consists of a 
vertical wall termed the weir or drop wall, having a horizontal 
impervious floor attached thereto, which appendage is necessary to 
prevent erosion of the bed by the current of falling water. 

At the stage of maximum pressure the head water Avill be 
level with the crest, and the level of the tail water that of the floor; 
consequently the hydraulic gradient will be HB, which is also the 
piezometric line and as in the previous case of the pipe line. Fig. 



Fig. 8S. Diagram Showing Design of Profile to Reduce Percolation 

86, the ordinates of the triangle IJAB represent the upward 
hydrostatic pressure on the base of the weir wall and of the floor. 

117. Criterion for Safety of Structure. The safety of the 
structure is evidently dependent on the following points: 

First, the weir wall must be dimensioned to resist the overturn- 
ing moment of the horizontal water pressure. This has been dealt 
with in a previous section. Second, the thickness, i. e., the weight 
of the apron or floor must be such that it will be safe from being 
blown up or fractured by the hydrostatic pressure; third, the base 
length, or that of the enforced percolation L, must not be less than 
cHf the product of the factor c with the head H. Fourth, the 
length of the masonry apron and its continuation in riprap or con- 
crete book blocks must be sufficient to prevent erosion. 

It is evident that the value of this factor c, must vary mth the 
nature of the sand substratum in accordance with its qualities of 
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fineness or coarseness. Fine light sand will be closer in texture, 
passing less water under a given head than a coarser variety, but at 
the same time will be disintegrated and w^ashed out under less 
pressure. Reliable values for c, on which the design mainly depends, 
can only be obtained experimentally, not from artificial experiments, 
but by deduction from actual examples of weirs; among which the 
most valuable are the records of failures due to insufficiency in 
length of percolation. From these statistics a safe value of the 
relation of L to H, the factor c, which is also the sine of the 
hydraulic gradient, can be derived. 

118. Adopted Values of Percolation Coefficient. The follow- 
ing values of c have been adopted for the specified classes of sand. 

Class I: River beds of light silt and sand, of which 60 per cent 
passes a 100-mesh sieve, as those of the Nile or Mississippi; percola- 
tion factor c = 18. 

Class II: Fine micaceous sand of which 80 per cent of the 
grains pass a 75-mesh sieve, as in Himalayan rivers and in such as 
the Colorado; c = 15. 

Class III: Coarse-grained sands, as in Central and South 
India; c = 12. 

Class IV: Boulders or shingle and gravel and sand mixed; c 
varies from 9 to 5. 

In Fig. 88 if the sand extended only up to the level C, the length 
of percolation w^ould be CD, the rise from D to B not being counted 
in. In that case the area of hydrostatic pressure acting beneath 
the floor would be the triangle HAB, As, how^ever, a layer of sand 
from A to C interposes, the length wdll be ACD, and outline HiB, 
The step HHi occurring in the outline is due to the neutralization 
of head symbolized by h, effected in the depth AC. Supposing 
AC to be 6 feet and the percolation factor to be 12, then the step 
in the pressure area, equal to h, will be 6-^12 = 6 inches. The 
resulting gradient II iB will, how^ever, be flatter than 1 in 12; conse- 
quently the termination of the apron can be shifted back to BJIi, 
IIiBi, being parallel to II B; in wffiich case the area of hydrostatic 
pressure will be IhABi. The pressure at any point on the base is 
represented by the ordinates of the triangle or area of pressure. 
Thusj the upward pressure at E, below the toe of the drop w^all, 
where the horizontal apron commences, is represented by the line 
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FG. Supposing the head HA to be 10 feet, then the total required 
length of percolation will be c If — 12X10 = 120 feet. This is the 
length ACDu The neutralization of head, h, effected by the enforced 
percolation between H and G is represented by GJ, and supposing 
the base wddth of the drop wall CE to be 9 feet, AC being 6 feet, 

f^^t. The upward pressure FG is (J/— /0 = 10 — IJ 

= 8f feet. 

The stepped upper line bounding the pressure area as has been 
noted in Part I, is termed the piezometric line, as it represents the 
level to which water wnuld rise if pipes wnre inserted in the floor. 
It is evident from the above that when no vertical depressions 
occur in the line of travel that the piezometric line will coincide 
with the hydraulic gradient or virtual slope; when, however, vertical 
depressions exist, reciprocal steps occur in the piezometric line, 
which then falls below the hydraulic grade line. The piezometric 
line is naturally ahva} s parallel to the latter. The commencement 
of the floor at E is always a critical point in the design as the pres- 
sure is greatest here, diminishing to zero at the end. 

119. Simplifying the Computations. In the same way that 
the water pressure is represented by the head producing it, the 
common factor 'iv, or the unit weight of water, may also be elimi- 
nated from the opposing weight of the floor. The weight of the 
masonry, therefore, is represented by its thickness in the same way 
as the pressure, and if t be the thickness of the floor, tp will represent 
its wnight. Now the floor lies w^holly below low water level. Con- 
sequently, in addition to the external hydrostatic pressure repre- 
sented by II, due to the head of w^ater upheld, there is the buoyancy 
due to immersion. The actual pressure on the base CDi is really 
measured by EG, not HA, Thus if a vertical pipe were inserted 
in the floor the water would rise up to the piezometric line and be 
in depth the ordinate of the* pressure area plus the thickness of the 
floor. But it is* convenient to keep the hydrostatic external pres- 
sure distinct from the effect of immersion. This latter can be 
allo’wed for by reduction in tlie weight of these parts of the struc- 
ture that lie below L. W, L. See sections 52 and 53, Part L 

Effect of Immersion, When a body is immersed in a liquid it 
loses weight to the extent of the w^eight of the liquid displaced. 
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Thus the unit weight of a solid is ^vp. When immersed, the unit 
weight will be ^v{p — l), As ^ is a discarded factor, the unit 




weight being represented 
only by p, the specific 
gravity, the weight of 
the floor in question will 
be t(p — l) if immersed. 
We have seen that the 
hydrostMic pressure act- 
ing at F is 8f feet. To 
meet this the weight, or 
effective thickness, of 
the floor must be equal 
to 8| feet of water +4 
for safety, or, in sym- 

bols, t-- rX— 

p — 1 3 

Assuming a value for p 
of 2, the thickness re- 
quired to counterbal- 
ance the hydrostatic 
pressure will be 

i5=8fX^ = 11.6 feet 

o 

The formula for 
thickness will then stand : 

U'plijt on Fore 
Apron, It is evident 
that in Fig. 88 the long 
floor is subjected to a 
very considerable uplift 
measured by the area 
HABj the weight of the 
apron also is reduced in 


the ratio of p : (p~l) as it lies below L.W.L., consequently it will 


have to be made as already noted of a depth of 11.6 feet which is a 
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quite impossible figure. The remedy is either to make the floor porous 
in wliich case the hydraulic gradient will fall below 1 in 12, and failure 
will take place by piping, or else to reduce the effective head by the 
insertion of a rear apron or a yertical curtain wall as has been already 
mentioned in section 53, Part I. In these submerged weirs on 
large rivers and in fact in most overfall dams a solid fore apron is 
advisable. The length of this should however be limited to abso- 
lute requirements. This length of floor is a matter more of individual 
judgment or following successful precedent than one of precise 
estimation. 

The following empirical rule wliich takes into account the nature 
of the sand as well as the head of water is believed to be a good guide 
in determining the length of fore apron in a weir of this type, it is 

L=3V^ (34) 

In the case of Fig. 89, the head is 10 feet and c is assumed at 12, conse- 
quently, X = 3Vl20 = 33 feet, say 36, or 3c. In Fig. 89 this length 
of floor has been inserted. Now a total length of percolation of 12 
times the head, or 120 feet = 10c is required by hypothesis, of this 
3c is used up by the floor leaving 7c to be provided by a rear apron 
and curtain. Supposing the curtain is made a depth equal to l|c, 
this will dispose of 3 out of the 7 (for reasons to be given later), 
leaving 4 to be provided for by the rear apron, the length of which, 
counting from the toe of the weir wall, is made 4c or 48 feet. The 
hydraulic gradient starts from the point IV which is vertically 
above that of ingress A, At the location of the vertical diaphragm 
of sheet piling, a step takes place owing to the sudden reduction of 
head of 3 feet, the obstruction being 3c in length counting both 
sides. From here on, the line is termed the piezometric line and the 
pressure area is the space enclosed between it and the floor. The 
actual pressure area w’’ould include the floor itself, but this has been 
already allow^ed for in reduction of w^eight, its s.g. being taken as 
unity instead of 2. 

The uplift on the weir wall is the area enclosed between its 
base and the piezometric line, In calculating overturning moment, 
if this portion were considered as having lost weight by immersion 
it would not quite fully represent the loss of effective weight due to 
uplift, because above the floor level the profile of the weir wall is 
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not rectangular, while that of the pressure area is more nearly so. 
The foundation could be treated this way, the superstructure above 
AF being given full s.g. and the uplift treated as a separate vertical 
force as was the case in Fig. 40, Part 1. 

120. Vertical Obstruction to Percolation. Now with regard 
to the vertical obstruction, when water percolates under pressure 
beneath an impervious platform the particles are impelled upward 
by the hydrostatic pressure against the base of the dam and also 
there is a slow horizontal current downstream. The line of least 
resistance is along the surface of any solid in preference to a shorter 
course through the middle of the sand, consequently when a vertical 
obstruction as a curtain w^all of masonry or a diaphragm of sheet 
piling is encomitered the current of water is forced downward and 
the obstruction being passed it ascends the other side up to the base* 
line which it again follows. The outer particles follow the lead 
of the inner as is shown by the arrows in Fig. 89. The value of a 
vertical obstruction is accordingly twice that of a similar horizontal 
length of base. Valuable corroboration of the reliability of the 
theory of percolation adopted, particularly with regard to reduction 
of head caused by vertical obstruction, has been received, while this 
article was on the press, from a paper in the proceeedings of the 
x\merican Society of Civil Engineers entitled '"The Action of Water 
under Darns’^ by J. B. T. Coleman, which appeared in August, 1915. 
The practical value of the experiments, however, is somewhat 
vitiated by the smallness of the scale of operations and the dispro- 
portion in the ratio FI: L to actual conditions. The length of base 
of the dam experimented on should not be less than 50 feet with a 
head of 5 feet. 

121. Rear Apron. The extension of the floor rearv’^ard is 
termed the rear apron. Its statical condition is peculiar, not being 
subject to any upward hydrostatic pressure as is the case with the 
fore apron or floor. Inspection of the diagram, Fig. 89, will show 
that the water pressure acting below the floor is the trapezoid enclosed 
between the piezometric line and the floor level; whereas the down- 
ward pressure is represented by the rectangle HiAiHA, which is 
considerably larger. Theoretically no weight is required in the 
rear apron, the only proviso being that it must be impervious and 
have a water-tight connection with the wair wall, otherwise the 
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iuciclence of II may fall between tlie rear apron and the rest of the 
work, rendering the former useless. Such a case has actually 
occurred. It is, however, considered that the rear apron must be 
of a definite w'eight, as otlierwise the percolation of water under- 
neath it would partake of the nature of a surface flow, and so pre- 
vent any neutralization of head caused by friction in its passage 
through sand. Consequently, the effective thickness, or rather 
f (p- 1) should not be less than four feet. Its level need not be the 
samp as .that of the fore apron or floor. In fact, in some cases it 
has been constructed level or nearly so with the permanent crest 



Fig 90 View of Grand Barrage over Nile River 


of the drop wall. But this disposition has the effect of reducing 
the coefficient of discharge over the weir and increasing the afflux 
or head water level, which is open to objection. The best position 
is undoubtedly level with the fore apron. 

' Another point in favor of the rear apron is the fact that it is 
free from either hydrostatic pressure or the djmamic force of falling 
water, to which the fore apron is subject; it can, therefore, be con- 
structed of more inexpensive material. Clay consolidated when 
wet, i.e., puddle, is just as effective in this respect as the richest 
cemeut masonry or concrete, provided it is protected from scour 
where necessary by an overlay of paving or riprap, and has a reli- 
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able connection with the drop wall and the rest of the work. In old 
works these properties of the rear apron were not understood, and 
the stanching of the loose stone rear apron commonly provided, was 
left to be effected by the natural deposit of silt. This deposit 
eventually does take place and is of the greatest value in increasing 
the statical stability of the weir, but the process takes time, and 
until complete, the work is liable to excess hydrostatic pressure and 
an insufficient length of enforced percolation, which would allow 
piping to take place and the foundation to be gradually undermined. 

123. First Demonstration of Rear Apron. The value of an 
impervious rear apron was first demonstrated in the repairs to the 
Grand Barrage over the Nile, Fig. 90, some time in the eighties. 
This old work was useless owing to the great leakage that took 
place whenever the gates were lowered and a head of water applied. 
In order to check this leakage, instead of driving sheet piling, which 
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Fig 91. Section Showing Repairs Made on the Grand Barrage 

it was feared would shake the foundations, an apron of cement 
masonry 240 feet wide and 3.28 feet thick. Fig. 91, was constructed 
over the old floor, extending upstream 82 feet beyond it. This 
proved completely successful. By means of pipes set in holes 
drilled in the piers, cement mortar was forced under pressure into 
all the interstices of the rubble foundations, filling up any hollows 
that existed, thus completely stanching the foundations. So effec- 
tually was the structure repaired that it was rendered capable of 
holding up about 13 feet of water; whereas, prior to reconstruction, 
it was unsafe with a head of a little over three feet. The total 
length of apron is 238 feet, of which 82 feet projects upstream 
beyond the original floor and 44 feet downstream, below the floor 
itself, the latter having a width of 112 feet. The head H being 

238 

13 feet, and L being 238 feet, c, or the percolation factor is = 

JlO 

is, which is the exact value assigned for Nile sand in Class I, 
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Sfct'u)u 1 1S. This value vas not originally derived from the Grand 
Barrage, but from another work. 

The utility of this barrage has been further augmented by the 
construction of two subsidiary weirs below it, see Figs. 92 and 106, 
across the two branches of the Nile delta. These are ten feet high 
and enable an additional height of ten feet to be held up by 
the gates of the old barrage, the total height being now 22^ feet. 
The increased rise in the tail water exactly compensates for the 
additional head on the work as regards hydrostatic pressure, but 
the moment of the water pressure on the base of the masonry piers 



Fig 92 Plan of Grand Bairago over Nile Rivci Showing Also Location 
of Damietta and Rosetta Wens 


will be largely increased, viz, as from 13^ to 22^ — 10^, or from 2197 
to 9648. 

The barrage, which is another word for ^^open dam’’ or bulk- 
head dam, is, however, of very solid and weighty construction, and 
after the complete renewal of all its w^eak points is now capable of 
safely enduring the increased stress put upon the superstructure. 
We have seen, in section 119, that the width of the impervious 
fore apron should be i = 3Vc//, formula (34). This width of the 
floor is affected by two considerations, first, the nature of the ri\'er 
bed, which can best be represented by its percolation factor c and 
second, by the height of the overfall including the crest shutters 
if any, which will be designated by Ha to distinguish it from II, 
which represents the difference between head and tail winter and also 
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TABLE I 


Showing Actual and Calculated Values of Li or Talus Width 

Formula (35), 


Ul\ ER 

Name of Work 

TTiPE 




Length Li 


Q 

Calculated 

Actual 

Ganges 

Narora 

A 

15 

10 

75 

150 

140-170 

Coleroon 

Coleroon 

A 

12 


100 

92 

72 

Vellar 

Pelandorai 

A 

9 

11 

100 

108 

101 

Tampra- 

parni 

Srivakantham 

A 

12 

6 

90 

102 

106 

Chenab 

Khanki 

B 

15 

7 

150 

182 

170 

Chenab 

Merala 

B 

15 

7 

150 

182 

203 

Jhelum 

Rasul 

B 

15 

6 

155 

160 

135 

Penner 

Adimapali 

B 

12 

SI 

184 

172 

184 

Penner 

Nellore 

B 

12 

9 

300 

228 

232 

Penner 

Sangam 

B 

12 

10 

147 

168 

145 

Godaveri 

Dauleshwiiam 

B 

12 

13 

100 

158 

217 

Jumna 

Okhla 

C 

15 

10 

140 

210 

210 

Kist iia 

Beswada 

C 

12 

13 

223 

236 

220 

Son 

Dehri 

C 

12 

8 

66 

100 

96 

Mahanadi 

Jobra 

C 

12 

100 

140 

163 

143 

Madaya 

Madaya 

C 

12 

8 

280 

207 

235 

Colorado 

Laguna 

C 

15 

10 

below 

I minimun 

140 

200 

1 


Type A has a direct overfall, with horkontal floor at L. W. L , as in 
Figs. 91, 93, and 95. 

Type B has breast wall followed by a sloping impervious apron, Figs 
96 and 97. 

Type C has breast wall follo'wed by pervious rock fill, with sloping suiface 
and vertical body walls, Figs. 101 to 106. 

from Hb the height of the permanent crest above L. W. L. Tak- 
ing the Narora weir as standard, a length of floor equal to iWr// 
=:3Vl5Xl3 = 42 feet, is deemed to be the correct safe width for 
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a weir 13 feet in height; where the height is more or less, the 
width should be increased or reduced in proportion to the square 
root of the height and that of the factor c. 

123. Riprap to Protect Apron. Beyond the impervious floor 
a long continuation of riprap or packed stone pitching is required. 
The width of this material is clearly independent of that appro- 
priate to the floor, and consequently will be measured from the 
same starting point as the floor, viz, from the toe of the drop wall. 
The formula for overfall weirs is 

( 35 ) 

For sloping aprons, type B, the coefficient of c will be 11 
Then 

<*5a) 

This formula is founded on the theory that the distance of the 
toe of the talus from the overfall will vary with the square root of 
the height of the obstruction above low water, designated by 
with the square root of the unit flood discharge over the weir crest 
q, and directly with c, the percolation factor of the river sand. The 
standard being these values; viz, 10, 75, and 10, respectively, in 
Narora weir. This height. Hi, is equal to H when there are no 
crest shutters, and is always the depth of L, W. L. below the per- 
manent masonry crest of the weir. This formula, though more or 
less empirical, gives results remarkably in consonance with actual 
value, and will, it is believed, form a valuable guide to design. 
Table I mil conclusively prove this. As nearly all the weirs of 
this class have been constructed in India, works in that country 
are quoted as examples. 

124 Example of Design Type A. Another example of design 
in type A will now be given, Fig. 93, the dimensions being those of 
an actual work, viz, the Narora weir over the Ganges River, the 
design being thus an alternative for that work, the existing section 
of which is shown in Fig. 95 and discussed in .section 125. The 
data on which the design is based, is as follows: sand, class 2; per- 
colation factor c=15; H or difference between head and low water, 
the latter being always symbolized by L. W. L., 13 feet, unit dis- 
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charge over weir g = 75 second-feet, the 
total length of the impervious apron and 
vertical obstructions will, therefore, have 
to be L = ciT = 15 X 13 = 195 feet. 

The first point to be determined is 
the length of the floor or fore apron. 
Having fixed this length, the balance of 
L will have to be divided among the 
rear apron and the vertical sheet piling. 

It is essential that this minimum length 
be not exceeded, as it is clearly of advan- 
tage to put as much of the length into 
the rear apron as possible, owing to the 
inexpensive nature of the material of 
which it can be constructed. According 
to formula (2) , L = 42 feet, which is nearly 
equivalent to 3c, or 45 feet, there thus 
remains 10c to be proportioned between 
the rear apron and the vertical curtain. 

If the latter be given a depth of 2c, or 30 
feet the length of travel down and up will 
absorb 4c, leaving 6c, or 90 feet for the 
rear apron. The measurement is taken 
from the toe of the drop wall. The 
neutralization of the whole head of 13 
feet is thus accomplished. A second cur- 
tain will generally be desirable at the 
extremity of the fore apron as a pre- 
cautionary measure to form a protec- • 
tion in case the loose riprap downstream 
from the apron is washed out or sinks. 
This curtain must have open joints to 
oft'er as little obstruction to percolation 
as possible. The outline of the pressure 
area, that is the piezometric line, is 
drawn as follows: cH — 195 feet is meas- 
ured horizontally on the base line of the 
pressure area, that is, at L. W. L. from a 
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through .i to jB* The point B is 
then joined with A on the head water 
level at the commencement of the rear 
apron. The hydraulic gradient will 
thus be 1 in 15. The intersection of 
this line BA with a vertical drawn 
through the first line of curtain is the 
location of a step of two feet equal to 
the head absorbed in the vertical travel 
at this point. Another line parallel to 
the hydraulic gradient is now drawn 
to the termination of the fore apron, 
this completes the piezometric line or 
the upper outline of the pressure area. 

With regard to the floor thickness 
at the toe of the drop wall, the value 
of h, or loss of head due to percola- 
tion under the rear apron, is 6 feet, 
from the rear curtain, 4 feet; total 10 
feet. H — h is, therefore, 13 — 10== 3. 
The thickness of the floor according 
to formula (33) where ( If — /z) =3 feet 
comes to |X3 = 4 feet, the value of p 
being assumed at 2. The floor natur- 
ally tapers toward its end where the 
uplift is nil. The thickness at this 
point is made 3 feet Avhich is about the 
minimum limit. " There remains now 
the talus of riprap, its length from 
formula (35) is 

L = 10c J~J ^ = 150 feet = 10c 

The thickness of the talus is generally 
four — often five feet — and is a matter 
of judgment considering the nature of 
the material used. 

125. Discussion of Narora Weir. 
The Narora weir itself, Fig. 94, forms 
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a most instructive object lesson, demonstrating what is the least 
correct base width, or length of percolation consistent with absolute 
safety, that can be adopted for sands of class 2. The system of 
analyzing graphically an existing work with regard to hydraulic 
gradient IS exemplified in Fig. 95 under three separate conditions; 
first, as the work originally stood, with a hydraulic gradient of 1 in 
11.8; second, at the time of failure, when the floor and the grouted 
riprap blew up. On this occasion owing to the rear apron having 
been washed away by a flood the hydraulic grade fell to 1 in 8; 
third, after the extension of the rear apron and curtailment of the 
fore apron had been effected. Under the first conditions the hori- 
zontal component of the length of travel or percolation L from A 
to E is 123 feet. The total length is made up of three parts: First, 
a step dovm and up in the foundation of the drop wall of 7 feet ; 
second, a drop down and up of 12 feet either side of the downstream 
curtain wall; third, the horizontal distance 123 as above. The rise 
at the end of the floor is neglected. The total value of L is then 
123+7+12+12 = 154. This is set out on a horizontal line to the 
point C. is then the hydraulic gradient. 

This demonstrates that the hydraulic gradient was originally 
something under 1 in 12, and in addition to this the floor is very 
deficient in thickness. The hydrostatic pressure on the floor at the 
toe of the drop wall is 8 feet. To meet this the floor has a value of 
tp of only 5 feet. The specific gravity of the floor will not exceed 
2, as it was mostly formed of broken brick concrete in hydraulic 
mortar. The value of p — 1 will, therefore, be unity, the floor being 
submerged. In spite of this, the work stood intact to all external 
appearance for twenty years, when a heavy freshet in the river set 
up a cross current which washed out that portion of the rear apron 
nearest the drop wall, thus rendering the rest useless, the connection 
having been severed. 

On this occurrence, failure at once took place, as the floor had 
doubtless been on the point of yielding for some time. In fact, tliis 
state of affairs had been suspected, as holes bored in the floor very 
shortly before the actual catastrophe took place showed that a large 
space existed below it, full, not of sand, but of water. Thus the 
floor was actually held up by the hydrostatic pressure; otherwise it 
must have collapsed. The removal of the rear apron caused this 
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pressure to be so much increased that the whole floor, together with 
the grouted pitching below the curtain, blew up. 

The hydraulic gradient BC is that at the time of the collapse. 
It will be seen that it is now reduced to 1 in 8. The piezometric 
line is not shown on the diagram. 

In restoring the work the rear apron was extended upstream as 
shown dotted in Fig. 95, to a distance of 80 feet beyond the drop wall, 
and was made five feet thick. It was composed of puddle covered 
with riprap and at its junction with the drop wall was provided 
with a solid masonry covering. The puddle foundation also was 
sloped down to the level of the floor base to form a ground connec- 
tion with the drop wall. At its upstream termination sheet piling 
was driven to a depth of twelve feet below floor level. 

The grouted pitching in the fore apron was relaid dry, except 
for the first ten feet which was rebuilt in mortar, to form a continua- 
tion of the impervious floor. Omitting the mortar has the effect 
of reducing the pressure on the floor. Even then the uplift would 
have been too great, so a water cushion 2 feet deep was formed over 
the floor by building a dwarf wall of concrete (shown on the section) 
right along its edge. This adds 1 foot to the effective value of tp. 
It will be seen that the hydraulic gradient now works out to 1 in 15, 
A value for c of 15 has been adopted for similar light sands from 
which that of other sands, as Classes I and III, have been deduced. 

It will be noticed that the crest of this weir is furnished with 
shutters which are collapsible when overtopped and are raised by 
hand or by a traveling crab that moves along the crest, raising the 
shutters as it proceeds. The shutters are 3 feet deep and some 
20 feet long. They are held up against the water by tension rods 
hinged to the weir, and at about J the height of the shutter, i.e., 
at the center of pressure. 

126. Sloping Apron Weirs, Type B. Another type of weir, 
designated B, will now be discussed, in which there is no direct 
vertical drop, the fore apron not being horizontal but sloping from 
the crest to the L. W. L. or to a little above it, the talus beyond 
being also on a flat slope or horizontal. 

In the modern examples of this type which will be examined, 
the height of the permanent masonry weir wall is greatly reduced, 
with the object of offering as little obstruction as possible to the 
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passage of flood water. The canal level is maintained by means of 
deep crest shutters. In the Khanki weir, Fig. 96, the weir proper, 
or rather bar wall, is 7 feet high above L. W. L., wliile the shutters 
are 6 feet high. It, therefore, holds up 13 feet of water, the same 
as was the case with the Narora weir. 

The object of adopting the sloping apron is to avoid construc- 
tion in wet foundations, as most of it can be built quite in the dry 
above L. W. L. The disadvantage of this type lies in the con- 
striction of the waterway below the breast wall, which causes the 
velocity of overfall to be continued well past the crest. With a 
direct overfall, on the other hand, a depth of 7 feet for water to 
churn in would be available at this point. This would check the 
flow and the increased area of the waterway rendered available 
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Fig. 90. Profile of Klianki Weir, Showing Restoration Work Similar to that of 
Naroia Wcu 


should reduce the velocity. For this reason, although the action 
on the apron is possibly less, that on the talus and river bed beyond 
must be greater than in the drop wall of type A. 

This work, like the former, failed for want of sufficient effective 
base length, and it consequently forms a valuable object lesson. 

As originally designed, no rear apron whatever, excepting a 
small heap of stone behind the breast wall, was provided. The 
value of L up to the termination of the grouted pitching is but 108 
feet; whereas it should have been cH or 15X13 = 195 feet. The 
hydraulic gradient, as shown in Fig. 96b, is only 1 in 8.3. This 
neglects the small vertical component at the breast wall. In spite 
of this deficiency in effective base width, the floor, owing to good 
workmanship, did not give way for some years, until gradually 
increased piping beneath the base caused its collapse. 
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Owing to llie raised position of the apron, it is not subject to 
high hydrostatic pressure. At its commencement it is ten feet 
below the summit level and nine feet of water acts at this point. 
This is met by four feet of masonry imsubmerged, of s.g. 2, which 
almost balances it. Thus the apron did not blow up, as was the case 
with the Narora weir, but collapsed. 

Some explanation of the graphical pressure diagram is required, 
as it offers some peculiarities, differing from the last examples. 
The full head, or H, is 13 feet. Owing, however, to the raised and 
sloping position of the apron, the base line of the pressure area will 
not be horizontal and so coincide with the L. W. L., but will be an 
inclined line from the commencement a to the point 6, where the 
sloping base coincides wnth the L. W. L. From b where L. W. L. is 
reached onward, the base will be horizontal. With a sloping apron 
the pressure is nearly uniform, the water-pressure area is not wedge 
shaped but approximates to a rectangle. The aproi^, therefore, is 
also properly rectangular in profile, whereas in the overfall type 
the profile is, or should be, that of a truncated wedge. 

127. Restoration of Khanki Weir. After the failure of this 
work the restoration was on very similar lines to that of the Narora 
weir. An impervious rear apron, seventy feet long, w^as constructed 
of puddle covered with concrete slabs, grouted in the joints. A rear 
curtain wall consisting of a line of rectangular undersunk blocks 
twenty feet deep, was provided. These additions have the effect 
of reducing the gradient to 1 in 16. The masonry curtain having 
regard to its great cost is of doubtful utility. A further prolonga- 
tion of the rear apron or else a line of sheet piling would, it is deemed, 
have been equally effective. Reinforced-concrete sheet piling is 
very suitable for curtain walls in sand and is bound to supplant the 
p(uiderous and expensive block curtain walls which form so marked 
a feature in Indian wnrks. 

128. Merala Weir. Another weir on the same principle and 
quite recently constructed is the Merala weir at the head of the 
same historic river, the Chenab, known as the ^^Hydaspes” at the 
time of Alexander the Great. 

This weir, a section of which is given in Fig. 97, is located in the 
upper reaches of the river and is subjected to very violent floods; 
consequently its construction has to be abnormally strong to resist 
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the dynamic action of the water. This 
is entirely a matter of judgment and 
no definite rules can possibly be given 
which would apply to different condi- 
tions. From a hydrostatic point of 
view the two lower lines of curtain 
blocks are decidedly detrimental and 
could well be cut out. If this were 
done the horizontal length of travel 
or percolation will come to 140. The 
head is 12 or 13 feet. If the latter, c 
having the value 15 as in the Khanki 
w-eir, the value of L will be 15X13 = 1 95 
feet. The horizontal length of travel 
is 140 feet and the w^anting 55 feet 
will be just made up by the rear cur- 
tain. The superfluity of the tw^'o fore 
lines is thus apparent wdth regard to 
hydrostatic requirements. The long 
impervious sloping apron is a necessity 
to prevent erosion. 

It is a question whether a line of 
steel interlocking sheet piling is equally 
eflScient as a curtain formed of w^ells 
^ of brickwork 12 X 8 feet undersunk and 
connected with piling and concrete 
filling. The latter has the advantage 
of- solidity and w^eight lacking in the 
former. The system of curtain walls 
of undersunk blocks is peculiar to 
India. In the Hindia Barrage, in 
Mesopotamia, Fig. 115, interlocking 
sheet piling has been largely employed 
in places w^here well foundations would 
have been used in India. This change 
is probably due to the want of skilled 
well sinkers, who in India are extremely 
expert and form a special caste. 


182 



DAMS AND WEIRS 


173 


The rear apron, in the Merala weir is of as solid construction 
as the fore apron and is built on a slope right up to crest level; this 
arrangement facilitates discharge. The velocity of approach must 
be very great to necessitate huge book blocks of concrete 6X6X3 
feet being laid behind the slope and beyond that a 40-foot length 
of riprap. The fore apron extends for 93 feet beyond the crest, 
twice as long as would be necessary with a weir of type A under 
normal conditions. The distance L of the talus is 203 feet against 
182 feet calculated from formula (35a). That of the lower weir at 
Khanki is 170 feet. This shows that the empirical formula gives 
a fair approximation. 

The fore apron in type B will extend to the toe of the slope or 
glacis. It is quite evident that the erosive action on a sloping apron 
of type B is far greater than that on the horizontal floor of type A; the 
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uplift however is less, consequently the sloping apron can be made 
thinner and the saving thus effected put into additional length. 

129. Porous Fore Aprons. The next type of weir to be dealt 
with is type C. As it involves some fresh points, an investigation 
of it and the principles involve^ will be necessary. The previous 
examples of types A and B have been cases where the weir has as 
appendage an impervious fore apron which is subject to hydro- 
static pressure. There is another very common type which will be 
termed C, in which there is no impervious apron and the material 
which composes the body of the weir is not solid masonry but a 
porous mass of loose stone the only impervious parts being narrow 
vertical walls. In spite of this apparent contrariety it will be 
found that the same principle, viz, that of length of enforced per- 
colation, influences the design in this type as in the others. 
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V\. OS r(‘pro'-cut^ a wall ii}>lK)l(liuii; water to its crest and restlnc; 
on a per\ious suhstraiiini, as sand, gravel, or boulders, or a mixture 
of all three materials. The hydraulic gradient is AD; the upward 
pn^ssiire ar(‘a . 1 ('P, and the base CD is the travel of the percolation. 
Enless this base length is equal to ^1(7 multiplied by the percolation 
factor obtained by experiment, piping will set in and the wall be 
undermined. Now as shotvn in Fig. 99, let a mass of loose stone 
be deposited below the wall. The w^eight of this stone will evi- 
dently have an appreciable effect in checking the disintegration and 
removal of the sand foundation. The water wall not have a free 
untrammeled egress at D; it will, on the contrary, be compelled to 
rise in the interstices of the mass to a certain height EE determined 
by the extent to which the loose stones cause obstruction to the flow. 


Summit Level JL 3 



Fig ^^9 Effoc t on Percolation Due to St ono'i belo^^ WoirWallofFig OS 

The resulting hydraulic gradient wdll now be AF . — flatter than AD^ 
l)ut still too steep for permanency. 

In Fig. 100, the \vall is showm backed by a rear apron of loose 
stone, and the fore apron extended to F. The water has now to 
filter through the rear apron underneath the wall and up through 
the stone filling in the fore apron. During this process a certain 
amount of sand will be w’ashed up into the porous body and the 
loo^e stone will sink until the combined stone and sand forms a 
comjiact mass, offering a greater obstruction to the passage of the 
percolating water than exists in the sand itself and possessing far 
greater resisting power to disintegration. This will cause the level 
of w\ater at E to rise until equilibrium results. When this is the 
case the hydraulic gradient is flattened to some point near F. If a 
sufficiently long body is provided, the resulting gradient will he 
equal to that found by experiment to produce permanent equilibrium. 
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The mass after the sinking process has been 
finished is then made good up to the original pro- 
file by fresh rock filling. At F near the toe of 
the slope the stone offers but little resistance 
either by its weight or depth; so it is evident that 
the slope of the prism should be flatter than the 
hydraulic gradient. 

The same action takes place with the rear 
apron, which soon becomes so filled with silt, as 
to be impervious or nearly so to the passage of 
water. But unless silt is deposited in the ri\'cr 
bed behind, as eventually occurs right up to crest 
level, the thin portion of the rear slope, as well as 
the similar portion of the fore slope, cannot be 
counted as effective. Consequently out of the 
whole base length this part GF, roughly, about 
one-quarter, can be deemed inefficient as regards 
length of enforced percolation. As the consoli- 
dated low’er part of the body of the weir gains 
in consistency, it can well be subject to hydro- 
static pressure. Consequently, the value of ip of 
the mass should be in excess of that of II — h, just 
as was the case mill an impervious floor. 

130. Porous Fore Aprons Divided by Core 
Walls. In Fig. 101 a still further development is 
effected by the introduction of vertical body or 
core walls of masonry in the pervious mass of the 
fore apron. These impervious obstructions mate- 
rially assist the stability of the foundation, so 
much so that the process of underscour and set- 
tlement which must precede the balancing of the 
opposing forces in the purely loose stone mass 
need not occur at all, or to nothing like the same 
extent. If the party walls are properly spaced, 
the surface slope can be that of the hydraulic 
gradient itself and thus ensure equilibrium. This 
is clearly illustrated in the diagram. The water 
passing luidcrneatlf the w'all base CD will rise to 
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the level F, the point E being somewhat higher; similar percolation 
under the other walls in the substratum will fill all the partitions full 
of water. The head AC will, therefore, be split up into four steps. 

Value of Rear Ayr on Very Great The value of water tightness 
in the rear apron is so marked that it should be rendered impervious 
by a thick under layer of clay, and not left entirely to more or less 
imperfect surface silt stanching, except possibly in the case of high 
dams where a still settling pool is formed in rear of the work. 

131. Okhla and Madaya Weirs. In Fig. 102 is shown a 
detailed section of the Okhla rock-filled weir over the Jumna 
River, India. It is remarkable^ as being the first rock-filled weir 
not provided with any lines of curtain walls projecting below 
the base line, which has hitherto invariably been adopted. The 
stability of its sand foundation is consequently entirely depend- 
ent on its weight and its effective base length. As will be 
seen, the section is provided with two body walls in addition to 
the breast wall. The slope of the fore apron is 1 in 20. It is 
believed that a slope of 1 in 15 would be equally effective, a hori- 
zontal talus making up the continuation, as has been done in the 
Madaya weir, Fig. 103, which is a similar work but under much 
greater stress. 

The head of the water in the Okhla weir is 13 feet, with shutters 
up and weir body empty of water — a condition that could hardly 
exist. This would require an effective base length, L, of 195 feet; 
the actual is 250 feet. But, as noted previously, the end parts of 
the slopes cannot be included as effective ; consequently the hydraulic 
gradient will not be far from 1 in 15. The weight of the stone, or 
tp, exactly balances this head at the beginning, as it is 10X1.3 = 13 
feet. If the water were at crest level and the weir full of water, 
tp would equal 8 feet, or rather a trifle less, owing to the lower level 
of the crest of the body wall. The head of 13 feet is broken up 
into four steps. The first is 3 feet deep, acting on a part of the 
rear apron together with 30 feet of the fore apron, say, 1 in 15; the 
rest are 1 in 20. A slope of 1 in 15 for the first party wall would 
cut the base at a point 40 feet short of the toe. Theoretically a 
fourth party wall is required at this point, but practically the rip- 
rap below the third dwarf wall is so stanched with sand as not to 
afford a free egress for the percolation; consequently the slope may 
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be assumed to continue on to its inter- 
^section with the horizontal base. As 
already noted, material would be saved 
in the section by adopting a reliably 
stanch rear apron and reducing the fore 
slope to 1 in 15, with a horizontal con- 
tinuation as was done in the -Madaya 
weir. 

Economy of Type C. This type C 
is only economical where stone is abun- 
dant. It requires little labor or masonry 
work. On the other hand, the mass of 
the material used is very great, much 
greater, in fact, than is shovm by the sec- 
tion. This is owing to the constant sink- 
ing and renewal of the talus which goes 
on for many years after the first construc- 
tion of the weir. 

The action of the flood on the talus 
is undoubtedly accentuated by the con- 
traction of the waterway due to the high 
sloping apron. The flood velocity 20 feet 
below the crest has been gaged as high 
as 18 feet per second. This w^ould be 
very materially reduced if the A type of 
overfall were adopted, as the area of 
waterway at this point would be more 
than doubled. 

132. Dehri Weir. Another typical 
example of this class is the Dehri weir 
over the Son River, Fig. 104. The value 
of L, if the apexes of the two triangles of 
stone filling are deducted and the cur- 
tain walls included, comes to about 12 
12 being adopted for this class of coarse 
sand. The curtain walls, each over 12,500 
feet long, must have been enormously 
costly. From the experience of Okhia, 
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a contemporary work, on a much worse class 
of sand, curtain protection is quite unneces- 
sary if sufficient horizontal base width is 
provided. Tlie head on this weir is 10 feet, 
and the height of breast wall 8 feet, tp is, 
therefore, 1.3X8 = 10.1, which is sufficient, 
considering that the full head will not act 
here. The lines of curtains could be safely 
dispensed with if the following alterations 
were made: (1) Rear apron to be reliably 
stanched in order to throw back the incidence 
of pressure and increase the effective base 
length; (2) three more body walls to be intro- 
duced; (3) slope 1 in 12 retained, but base to 
be dredged out toward apex to admit of no 
thickness under five feet. This probably 
would not cause any increase in the quantities 
of masonry above what they now are, and 
would entirely obviate the construction of 
nearly five miles of undersunk curtain blocks. 

133. Laguna Weir. The Laguna weir 
over the Colorado River, the only example of 
type C in the United States is shown in Fig. 
1 05. Compared with other examples it might 
be considered as somewhat too wide if regard 
is had to its low unit flood discharge, but the 
inferior quality of the sand of this river 
probably renders this necessary. The body 
walls are undoubtedly not sufficiently numer- 
ous to be properly effective. The provision 
of an impervious rear apron would also be 
advantageous. 

1 34. Damietta and Rosetta Weirs. The 

location of the Damietta and Rosetta subsid- 
iary weirs. Fig. 106, which have been rather 
recently erected below the old Nile barrage, 
is shown in Fig. 92. These weirs are of type 
C, but the method of construction is quite 
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Fig lOo Section of Laguna Weir over Colorado Eiver 
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novel and it is this alone that renders this 
work a valuable object lesson. The deep 
foundation of the breast wall was built 
without any pumping, all material having 
been deposited in the water of the Nile 
River. First the profile of the base was 
dredged out, as shown in the section. Then 
the core wall was constructed by first 
depositing, in a temporary box or enclosure 
secured by a few piles, loose stone from 
barges floated alongside. The whole was 
then grouted with cement grout, poured 
through pipes let into the mass. On the 
completion of one section all the appliances 
were moved forw^ard and another section 
built, and so on until the whole wall was 
completed. Clay was deposited at the base 
of the core wall and the profile then made 
up by loose stone filling. 

This novel system of subaqueous con- 
struction has proved so satisfactory that in 
many cases it is bound to supersede older 
methods. Notwithstanding these innova- 
tions in methods of rapid construction, the 
profile of the weir itself is open to the objec- 
tion of being extravagantly bulky even for 
the type adopted, the base having been 
dredged out so deep as to greatly increase 
the mean depth of the stone filling. 

It is open to question whether a row 
or two rows of concrete sheet piles would 
not have been just as efiicacious as the deep 
breast wall, and would certainly have been 
much less costly. The pure cement grout- 
ing was naturally expensive, but the admix- 
ture of sand proved unsatisfactory as the 
two materials of different specific gravity 
separated and formed layers; consequently, 
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pure cement had to be used. It may be noted that the value of L 
here is much less than would be expected. At Narora weir it is 11c, 
or 1G5 feet. Here, with a value of c of 18, it is but 8Jc, or 1,50 feet, 
instead of 200 feet, according to the formula. This is due to the 
low flood velocity of the Nile River compared with the Ganges. 

135. The Paradox of a Pervious Dam. From the conditions 
prevailing in type C it is clear that air impervious apron as used in 
types A and B is not absolutely essential in order to secure a safe 
length of travel for the percolating subcurrent. If the water is 
free to rise through the riprap and at the same time the sand in the 
river bed is prevented from rising vith it, the practical effect is the 
same as with an impervious apron. “Fountaining”, as spouting 
sand is technically termed, is prevented and consequently also 
“piping”. This latter term defines the gradual removal of sand 
from beneath a foundation by the action of the percolating under 
current. Thus the apparent paradox that a length of filter bed, 
although pervious, is as effective as a masonry apron would be. 
The hydraulic gradient in such case will be steeper than allowable 
under the latter circumstance. Filter beds are usually composed 
of a thick layer of gravel and stone laid on the sand of the river 
bed, the small stuff at the bottom and the larger material at the top. 
The ideal type of filter is one composed of stone arranged in sizes as 
above stated of a depth of 4 or 5 feet covered with heavy slabs or 
book blocks of concrete; these are set with narrow open intervals 
between blocks as showm in Figs. 96 and 97. Protection is thus 
afforded not only against scour from above but also from uplift 
underneath. Although the subcurrent of water can escape through 
a filter its free exit is hindered, consequently some hydrostatic 
pressure must still exist below the base, how much it is a difificult 
matter to determine, and it will therefore be left out of considera- 
tion. If the filter bed is properly constructed its length should be 
included in that of L or the length of travel. Ordinary riprap, 
unless exceptionally deep, is not of much, if any, value in this 
respect. The Hindia Barrage in Mesopotamia, Fig. 115, section 145, is 
provided with a filter bed consisting of a thick layer of stone 65.5 feet 
wide which occurs in the middle of the floor. The object of this 
is to allow the escape of the subcurrent and reduce the uplift on 
the dam and on that part of the floor which is impervious. 
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136. Crest Shutters. Nearly all siibnierged river weirs are 
provided with crest shutters H to G feet deep, 6 feet being the 
height adopted in the more recent works. These are generally 
raised by means of a traveling crane running on rails just behind 
the hinge of the gate. When the shutters are tripped they fall 
over this railway. In the case of the Merala weir, Fig. 97, the 
raising of the shutters is effected from a trolley running on overhead 
wires strimg over steel towers erected on each pier. These piers or 
groins are 500 feet apart. The 6-foot shutters are 3 feet vide, 
held up by hinged struts which catch on to a bolt and are easily 
released by hand or by chains worked from the piers. On the 
Betwa weir the shutters, also G feet deep, are automatic in action, 
being hinged to a tension rod at about the center of pressure, con- 
sequently when overtopped they turn over and fall. Not all are 
hinged at the same height; they should iiot fall simultaneously but 
ease the flood gradually. The advantage of deep shutters is very 
great as the permanent weir can be built much lower than other- 
wise would be necessary, and thus offer much less obstruction to 
the flood. The only drawback is that crest shutters require a resi- 
dent staff of experienced men to deal with them. 

The Laguna weir, Fig. 105, has no shutters. The unit flood 
discharge of the Colorado is, however, small compared with that of 
the Indian rivers, being only 22 second-feet, whereas the Merala 
weir discharges 150 second-feet per foot run of weir, consequently 
shutters in the former case are unnecessary. 

OPEN DAMS OR BARRAGES 

137. Barrage Defined. The term ''open dam’^ or barrage, 
generally designafeSvhat is in fact a regulating bridge built across 
a river channel, and furnished vith gates which close the spans as 
required. They are partial regulators, the closure being only 
effected during low water. When the river is in flood, the gates 
are opened and free passage is afforded for flood water to pass, the 
floor being level \vith the river bed. Weir scouring sluices, which 
are indispensable adjuncts to weirs built over saqdy rivers, belong 
practically to the same category as open dams, as they are also 
partial regulators, the difference being that they span only a por- 
tion of the river instead of the whole, and further are subject to great 
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scouring action from the fact that when the river water is artificially 
raised above its ntf)rmal level by the weir, the downstream channel 
is empty or nearly so. 

Function of Weir Sluices, The function of weir sluices is two- 
fold: First, to train the deep channel of the river, the natural 
course of w^hich is obliterated by the weir, past the canal head, and 
to retain it in this position. Otherwise, in a wide river the low 
water channel might take a course parallel to the weir crest itself, 
or else one distant from the canal head, and thus cause the approach 
channel to become blocked with deposit. 

Second, by manipulating the sluice gates, silt is allowed to 
deposit in the slack water in the deep channel. The canal is thereby 
preserved from silting up, and when the accumulation becomes 
excessive, it can be scoured out by opening the gates. 

The sill of the weir sluice is placed as low as can con\'eniently 
be managed, being generally either at L. W. L. itself, or somewhat 
higher, its level generally corresponding with the base of the drop 
or breast w^all. Thus the maximum statical head to whicli the work 
is subjected is the height of the weir crest plus that of the weir 
shutters,, or H u 

The ventage provided is regulated by the low-water discharge 
of the river, and should be capable of taking more than the average 
dry season discharge. In one case, that of the Laguna weir, where 
the river low supply is deficient, the weir sluices are designed to take 
the whole ordinary discharge of the river excepting the highest 
floods. This is with the object of maintaining a wide, deep channel 
which may be drawm upon as a reservoir. This case is, how^ever, 
exceptional. 

As the object of a weir sluice is to pass water at a high velocity 
in order to scour out deposit for some distance to the rear of the 
’work, it is evident that the openings should be wide, with as few 
obstructions as possible in the w^ay of piers, and should be open at 
the surface, the arches an^ platform being built clear of the flood 
level. Further, in order to take full advantage of the scouring 
powder of the current, which is at a maximum at the sluice itself, 
diminishing in velocity with the distance to the rear of the work, 
it is absolutely necessary not only to place the canal head as close 
as possible to the weir sluices, but to recess the head as little 
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as practicable behind the face line of the abutment of the end 
sluice vent. 

With regard to canal head regulators or intakes, the regulation 
effected by these is entire, not partial, so that these works are sub- 
jected to a much greater statical stress than weir sluices, and conse- 
quently, for convenience of manipulation, are usually designed with 
narrower openings than are necessary or desirable in the latter. 
The design of these works is, however, outside the scope of the 
subject in hand. 

138. Example of Weir Scouring Sluice. Fig. 107 is an excel- 
lent example of a weir scouring sluice, that attached to the Laguna 



Fig 108. View of Yuma Canal and Sluiceway Showing Sluice 
Gates under Construction 


weir, the profile of which was given in Fig. 105. The Yuma 
canal intake is placed clear of the sandy bed of the river on a rock 
foundation and the sluiceway in front of it is also cut through solid 
rock independent of the weir. At the end of this sluiceway and just 
past the intake tlie weir sluices are located, consisting of three spans 
of 33J feet closed by steel counterweighted roller gates which can be 
hoisted clear of the flood by electrically operated winches. The 
gates are clearly shown in Fig. 108, which is from a photograph 
taken during the progress of the work. The bed of the sluiceway 
is at EL 138.0, that of the canal intake sill is 147.0, and that of the 
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Fig 111. View of Corbett Dam on Shoshone River m Winter 
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water above and below the sluice gates 
is 11 feet, consequently when the gates 
are lifted immense scour must take place 
and any deposit be rapidly removed. 
The sluiceway is in fact a large silt 
trap. 

139. Weir Sluices of Corbett Dam. 

The weir sluices of the Corbett dam on 
the Shoshone River, Wyoming, are given 
in Figs. 109, 110, and 111. 

The canal takes out through a tun- 
nel, the head of which has necessarily to 
be recessed far behind the location of the 
weir sluices. Unless special measures 
were adopted, the space between the 
sluice gates and the tunnel head would 
fill up with sand and deposit and block 
the entrance. 

To obviate this a wall 8 feet high is 
built encircling the entrance. A ^ divide” 
wall is also run out upstream of the weir 
sluices, cutting them off from the weir 
and its approaches. The space between 
these two walls forms a sluiceway which 
draws the current of the river in a low 
stage past the canal head and further 
forms a large silt trap which can be 
scoured out when convenient. Only a 
thin film of surface water can overflow 
the long encircling wall, then it runs down 
a paved warped slope which leads it into 
the head gates, the heavy silt in suspen- 
sion being deposited in the sluiceway. 
This arrangement is admirable. 

The fault of the weir sluices as built 
is the narrowness of the openings which 
consist of three spans of 5 feet. One 
span of 12 feet would be much more 
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effective'. Iii modern Indian practice, weir sluices on large rivers 
arc built with 20 to 40 feet openings. 

140. Weir Scouring Sluices on Sand. Weir scouring sluices 
built on pure sand on as large rivens as are met with in India are 
■\'ery formidable works, provided with long aprons and deep lines 
of curtain blocks. An example is given in Fig. 112 of the so-termed 
undersluices of the Khanki weir over the Chenab River in the Pun- 
jab. The spans are 20 feet, each closed by 3 draw gates, running 
in parallel grooves, fitted Avith antifriction wheels (not rollers), lifted 
by means of traveling power winches which straddle the openings 
in which the grooves and gates are located. 

The Merala weir sluices of the Upper Chenab canal have 8 
spans of 31 feet, piers 51 feet thick, double draw gates 14 feet high. 



Fig 113 View of Merala Weir Sluices, Upper Chenab Canal 


These are lifted clear of the flood, which is 21 feet above floor, by 
means of steel towers 20 feet high erected on each pier. These carry 
the lifting apparatus and heavy counterweights. These gates, like 
those at Laguna weir, Fig. 108, bear against Stoney roller frames. 

Fig. 113 is from a photograph of the Merala weir sluices. The 
work is a partial regulator, in that complete closure at high flood is 
not attempted. The Upper Chenab canal is the largest in the world 
with the sole exception of the Ibramiyah canal in Egypt, its dis- 
charge being 12,000 second-feet. Its depth is 13 feet. The capacity 
of the Ibramiyah was 20,000 second-feet prior to head regulation. 

141. Heavy Construction a Necessity. In works of this 
description solid construction is a necessity. Light reinforced con- 
crete construction would not answer, as weight is required, not only 
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to withstand the hydrostatic pressure but tlie dynamic elTeets of 
ilood water in violent motion. Besides which widely distributed 



weight is undoubtedly necessary for works built on the shifting 
sand of a river bed, although this is a matter for which no definite 
rules can be formed. 
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The weir sluices at Laguna and also at the Corbett dam, are 
solid concrete structures without reinforcement. 

In the East, generally, reinforced concrete is not employed nor 
is even cemeni concrete except in wet foundations, the reason 
being that cement, steel, and wood for forms are very expensive 
items whereas excellent natural hydraulic lime is generally avail- 
able, skilled and unskilled labor is also abundant. A skilled mason's 
wages are about 10 to 16 cents and a laborer's 6 to 8 cents for a 
12-hour day. Under such circumstances the employment of rein- 
forced cement concrete is entirely confined to siphons where tension 
has to be taken care of. 

In America, on the other hand, the labor conditions are such 
that reinforced concrete which requires only unskilled labor and is 
mostly made up by machinery, is by far the I most suitable form of 
construction from point of view of cost as well as convenience. 

This accounts for the very different appearance of irrigation 
works in the East from those in the West. Both are suitable under 
the different conditions that severally exist. 

142. Large Open Dams across Rivers. Of open dams built 
across rivers, several specimens on a large scale exist in Egypt. 
These works, like weir sluices are partial regulators and allow free 
passage to flood water. 

Assiut Barrage. In the Assiut barrage. Figs. 114 and 115,* 
constructed across the Nile above the Ibramiyah canal head 
in lower Egypt, the foundations are of sand and silt of a worse 
quality than is met with in the great Himalayan rivers. The 
value of c adopted for the Nile is 18, against 15 for Himalayan rivers. 
This dam holds up 5 meters of water, the head or difference of 
levels being 3 meters. Having regard to uplift, the head is the 
difference of levels but when considering overturning moment, on 

the piers, — ^ is the moment, H and h being the respective 

depths of water above and below the gates. It is believed that in 
the estimation of the length of travel the vertical sheet piling was 
left out of consideration. Inspection of the section in Fig. 115 

*In Figs* 115 and 116 and in the discussion of these problems m the text, the metric dimen-’ 
sions used m the plans of the works have been retained. Meters multiplied by the factor 
3.28 will give the proper values in feet. 
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shows that the foundation is 
mass cement concrete, 10 feet 
deep, on which platform the 
superstructure is built. This 
latter consists of 122 spans of 5 
meters, or 16 feet, with piers 2 
meters thick, every ninth being 
an abutment pier 4 meters thick 
and longer than the rest. This 
is a work of excessive solidity 
the ratio of thickness of piers 
to the span being .48, a propor- 
tion of .33 8 would, it is con- 
sidered be better. This could 
be had by increasing the spans 
to 6 meters, or 20 feet right 
through, retaining the pier thick- 
ness as it is at present. 

143. General Features of 
River Regulators. All these river 
regulators are built on the same 
general lines, viz, mass founda- 
tions of a great depth, an arched 
highway bridge, with spring of 
arch at flood level, then a gap 
left for insertion of the double 
grooves and gates, succeeded by 
a narrow strip of arch suflicient 
to carry one of the rails of the 
traveling winch, the other rest- 
ing on the one parapet of the 
bridge. 

The piers are given a bat- 
ter downstream in order to bet- 
ter distribute the pressure on 
the foundation. The resultant 
of the w^eight of one span com- 
bined with the horizontal water 
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pressure must fall within the middle third of the base of the pier, 
the length of which can be manipulated to bring this about. In 
this case it does so even with increase of the span to 6 meters. 
This combined work is of value considered from a military point 
of view, as affording a crossing of the Nile River; consequently 
the extreme solidity of its construction was probably considered a 
necessity. 

In some regulators girders are substituted for arches, in others 
as we have noted with regard to the Merala weir sluices, the super- 
structure above the flood line is open steel work of considerable 
height. 

144. Stability of Assiut Barrage. The hydraulic gradient in 
Fig. 115, neglecting the vertical sheet piling, is drawn on the profile 
and is the line AB, the horizontal distance is 43 meters while the 
head is 3 meters. The slope is therefore 1 in 14 J-. The uplift is 
the area enclosed between AB and a horizontal through B which is 
only 1.4 meters at its deepest part near the gates. Upstream of 
the gates the uplift is more than balanced by the weight of water 
overlying the floor. The horizontal travel of the percolation is from 
-4 to JS plus the length of the filter as explained in section 135. 

The horizontal travel is therefore 51| meters and the ratio or 


. 51.5 

0.1S — 


17.2. The piezometric line has also been shown, includ- 


ing in this case the two vertical obstructions. Their effect on the 
uplift is very slight, owing to the fore curtain which raises the grade 
line. The slope in this case is obtained by adding the vertical to 
the horizontal travel, i.e., from B to D, BC and CD being 8 meters 
each in length, AD is then the hydraulic gradient which is 1 in 23. 
Steps occur at points h and c; for instance the line AB is part of 
AD, the line he is parallel to AD drawn up from C, and the line 
cB is similarly drawn up from B forming the end step. 

This work is the first to be built with a filter downstream, 
which has the practical effect of adding to the length of percolation 
travel irrespective of the hydraulic grade. 

145. The Hindia Barrage. The Hindia barrage, quite recently 
erected over the Euphrates River near Bagdad, is given in Fig. 116. 
This work, which was designed by Sir William Willocks, bears a 
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close resemblance to 
the Egyptian regu- 
lators, viz, the Assiut, 
the Zifta, and other 
works constructed 
across the river Nile. 
The piers are reduced 
to 1.50 meters from 
the 2-meters thick- 
ness in the Assiut 
dam, Fig. 115, and 
there are no abut- 
ment piers, conse- 
quently the elevation 
presents a much 
lighter appearance. 
The ratio of thick- 
ness to span is .3. 
In order to reduce 
the head on the work, 
a filter bed 20 meters 
wide is introduced 
just beyond the plat- 
form of the founda- 
tion of the regulat- 
ing bridge. The 
upward pressure is 
thus presumed to be 
nil at the point D. 
The head is the dis- 
tance between the 
summer supply level 
upstream, and that 
downstream above 
the subsidiary weir, 
this amounts to 3.50 
meters. The length 
of compulsory travel 
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from A It) B induding .50 meter due to the sheet piling is 36.50 

36.5 

meters. .IB is then the hydraulic gradient, which is 1 in — ^ 

0.5 

= 1 in 10.4. The piezometric line DFC is drawn up from D parallel 
to AB, The area of uplift is DGHEF; that part of the uplift 
below the line BE is however accounted for by assuming all 
masonry situated below Eh 27.50 as reduced in weight by flota- 
tion, leaving* the area DEF as representing the uplift still unac- 
coimted for. 

Beyond the filter is a 21-meter length of impervious apron con- 
sisting of clay puddle covered by stone paving, which abuts on a 
masonry subsidiary weir. This wall holds the water up one meter 
in depth and so reduces the head to that extent, with the further 
addition of the depth of film passing over the crest at low water 
which is .5 meter, total reduction 1.50 meters. 

This is the first instance of the use of puddle in a fore apron, 
or talus; its object is, by the introduction of an impervious rear 
apron 21 meters long, to prevent the subsidiary weir wall from being 
undermined. The head being IJ meters, the length of travel 
required, taking c as 18, will be 18X1,5=27 meters. The actual 
length of travel provided is vertical 15, horizontal 41, total 56 
meters, more than double 'what is strictly requisite. The long 
hearth of solid masonry which is located below the subsidiary drop 
wall is for the purpose of withstanding scour caused by the over- 
fall. Beyond this is the talus of riprap 20 meters wide and a row 
of sheet piling. The total length of the floor of this work is 364 
feet, with three rows of sheet piles. That of the A^siut barrage 
is 216 feet with two rows of sheeting. The difference in head is 
half a meter only, so that certain unknowm conditions of flood or 
that of the material in the bed must exist to account for the excess. 

146. American vs. Indian Treatment. In American regulat- 
ing works it is generally the fashion where entire closure is required 
to locate the draw gates and their grooves inside the panel or bulk- 
head wall that closes the upper part of the regulator above the 
sluice openings. Thus when the gates are raised they are concealed 
behind the panel walls. In Indian practice the gate grooves in the 
piers are generally located outside the bulkhead wall; thus when 
hoisted, the gates are visible and accessible. Fig. 117 is from a 
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photograph of a branch head, illustrating this. The work is of 
reinforced concrete as can be told from the thinness of the piers. 
In an Indian work of similar character the pier noses would project 
well beyond the face wall of the regulator and the gates would be 
raised in front, not behind it. 

The use of double gates is universal in Eastern irrigation works; 
they have the’ following unquestionable advantages over a single 
gate: Firsts less power for each is required to lift two gates than 
one; second^ w^hen hoisted they can be stacked side by side and so 
the pier can be reduced in height; third, "where sand or silt is in 
suspension, surface water can be tapped by leaving the lower leaf 
down while the upper is raised; and fourth, regulation is made easier. 





Fig 117 Typical American Regulating Sluices in Reinforced- 
Concrete Weir 

In the Khanki weir sluices, Fig. 112, 3 gates running in 3 grooves 
are employed. 

147. Length of Spans. , In designing open dams the spans 
should be made as large as convenient, the tendency in naodern 
design is to increase the spans to 30 feet or more; the Laguna weir 
sluices are 33| feet wide and the Merala 31 feet. The thickness of 
the piers is a matter of judgment and is best expressed as some 
function of the span, the depth of water by which the height of the 
piers is regulated, forms another factor. 

The depth of water upheld regulates the thickness more than 
the length. The length should be so adjusted that the resultant 
line of pressure combined of the weight of one pier and arch, or 
superstructure and of the water pressure acting on one span falls 
within the middle third of the base. 
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For example take the Assiut regulator, Fig. 115. The con- 
tents of one pier and span allowing for uplift is roughly 390 cubic 
meters of masonry, an equivalent to 1000 tons. The incidence of 
JV is about 2 meters from the middle third downstream boundary. 

The moment of the weight about this point is therefore 1000 X 
2=2000 meter tons. Let H be depth of water upstream, and h 

downstream, then the overturning moment is expressed by —2 — 


Here — 2 meters, w — lA. tons per cubic meter, the length I 

of one span is 7 meters; then the moment = 

meter tons. The moment of resistance is therefore immensely in excess 
of the moment of water pressure. The height of the pier is however 
governed by the high flood level, the width by the necessity of a 
highway bridge. At full flood nearly the whole of the pier will be 
immisrsed in water and so lose weight. There is probably some 
intermediate stage when the water pressure will be greater than 
that estimated, as would be the case if the gates were left closed 
while the water topped them by several feet, the water downstream 
not having had time to rise to correspond. 

148. Moments for Hindia Barrage. In the case of the Hindia 
barrage, Fig. 116, H = 5 meters, A = 1.5, then 


,, (125-3 4)X1.1X6.50 

u ^ 


= 145 meter tons 


The weight of one span is estimated at 180 tons. Its moment 
about the toe of the base is about 180X6.5 = 1170 meter tons. 

The factor of safety against overturning is therefore 

145 

The long base of these piers is required for the purpose of 
distributing the load over as wide an area as possible in order to 
reduce the unit pressure to about one long ton per square foot. 
This is also partly the object of the deep mass foundation. The 
same result could doubtless be attained with much less material by 
adopting a thin floor say two or three feet thick, reinforced by steel 
rods so as to ensure the distribution of the weight of the super- 
structure evenly over the whole base. It seems to the writer that 
the Assiut barrage with its mass foundation having been a success 
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Fig. 118. Head Regulator and Undersluices of North Mon Canal m Burma, Showing Portion of Weir 
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' TABLE II 

Pier Thickness-Suitable for Open Partial Regulators and Weir Sluices 


SPAN 



DEPTHS OF W^ATER 



15 Feet 

20 Feet 

25 Feet 

30 Feet 

M 

T 

M 

T 

M 

T 

M 

T 

10 feet 

25 

2 5 

27 

2 7 

29 

2 9 

31 

3 1 

15 feet 

24 

3 6 

.26 

3 9 

.28 

4 2 

30 

4 5 

20 feet 

23 

4 6 

25 

5 0 

27 

5 4 

.29 

5 8 

25 feet 

21 

5 3 

24 

6 0 

26 

6 5 

28 

7 0 


M IS multiplier of span for thickness T 


as regards stability, is no reason why a heavy style of construction 
such as this should be perpetuated. 

149. North Mon Canal. In Fig. 118 is shown the head works 
of the Mon right canal in Burma. The weir is of type A, with crest 
shutters and sluices of large span controlled by draw gates. In the 
canal head, the gates are recessed behind the face wall as in American 
practice. 

150. Thickness of Piers. Table II, though purely empirical 

will form a useful guide of thickness of piers in open dams or partial 
regulators. » 

If reinforced, very considerable reduction can be made in the 
thickness of piers, say but for this class of river work a heavy 
structure is obligatory. 

151. Advantages of Open Dams. Open dams have the follow- 
ing advantages over solid weirs, or combinations of solid and over- 
fall dams: First, the river bed is^not interfered with and conse- 
quently the heading up and scour is only that due to the obstruction 
of the piers, ^ich is inconsiderable. This points to the value of 
wide spans. Second, the ^Tiver low’’ supply is under complete 
control. Third, a highway bridge across the river always forms 
part of the structure which in most countries is a valuable asset. 

Open dams, on the other hand, are not suitable for torrential 
rivers as the Himalayan rivers near their points of debouchure 
from the mountains, or wherever such detritus as trees, logs, etc., 
are carried down in flood time. 
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152. Upper Coleroon Regulator. Fig. 119 is from a photo- 
graph of a regulating bridge on the upper Coleroon River in the 
Madras Presidency, southern India, Originally a weir of type A was 
constructed at this site in conjunction with a bridge. The constric- 
tion of the discharge due to the drop wall, which was six feet high, 
and the piers of the bridge, caused a very high afflux and great scour 
on the talus. Eventually the drop wall was cleared away altogether, 
the bridge piers were lengthened upstream and fitted with grooves 
and steel towers, and counterweighted draw gates some 7 feet deep 



Fig. 119. View of Regulating Bridge on the Upper Coleroon River. Southern India 


took the place of the drop wall. In the flood season the gates can 
be raised up to the level of the bridge parapet quite clear of the 
flood. The work was thus changed from one of a weir of type A, 
to an open dam. The original weir and bridge were constructed 
about half a century ago. 

153. St. Andrew’s Rapids Dam. Another class of semi-open 
dam consists of a permanent low floor or dwarf weir built across 
the river bed which is generally of rock, and the temporary dam- 
ming up of the water is effected by movable hinged standards being 
lowered from the deck of an overbridge, which standards support 
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either a rolled reticulated curtain let down to cover them or else a 
steel sliding shutter mounted on rollers. 

The St. Andrew’s Rapids dam, Fig. 120, a quite recent construc- 
tion, may be cited as an example. The object of the dam is to raise 
the water in the Red River, Manitoba, to enable steamboats to navi- 
gate the river from Winnipeg City to the lake of that name. To 
effect this the water level at the rapids has to be raised 20 feet 
above L. W. L. and at the same time, on account of the accumu- 
lation of ice brought down by the river, a clear passage is a necessity. 
The Red River rises in the South, in the State of North Dakota 
where the thaw sets in much earlier than at Lake Winnipeg, con- 
sequently freshets bring down masses of ice when the river and lake 
are both frozen. 

Cam6rS Type of Dam, The dam is of the type known as the 
Cam6re curtain dam, the closure being effected by a reticulated 
wooden curtain, which is rolled up and down the vertical frames 
thereby opening or closing the vents. It is a French invention, 
having been first constructed on the Seine. The principle of this 
movable dam consists in a large span girder bridge, from which 
vertical hinged supports carrying the curtain frames are let drop 
on to a low weir. When not required for use these vertical girders 
are hauled up into a horizontal position below the girder bridge and 
fastened there. In fact, the principle is very much like that of a 
needle dam. The river is 800 feet wide, and the bridge is of six 
spans of 138 feet. 

The bridge is composed of three trusses, two of which are free 
from internal cross-bracing, and carry tram lines with all the fork- 
ing apparatus of several sets of winches and hoists for manipulating 
the vertical girders and the curtain; the third truss is mainly to 
strengthen the bridge laterally, and to carry the hinged ends of the 
vertical girders. 

It will be understood that the surface exposed to wind pressure 
is exceptionally great, so that the cross-bracing is absolutely essen- 
tial, as is also the lateral support afforded by a heavy projection of 
the pier itself above floor level. 

In the cross-section it will be seen that there is a footbridge 
opening in the pier. This footbridge will carry winches for wind- 
ing and unwinding the curtains, and is formed by projections throvm 
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out at the rear of each group of frames. It will afford through 
communication by a tramway. The curtains can be detached 
altogether from the frames and housed in a chamber in the pier 
clear of the floodline. 

The lower part of the work consists of a submerged weir of 
solid construction which runs right across the river; its crest is 7 
feet 6 inches above L. W. L. at EL 689.50. The top of the curtains 
to which water is upheld is EL 703.6, or 14 feet higher. The dam 
actually holds up 31 feet of water above the bed of the river. 



Fig 121 Lauchh Automatic Sluice Gate 

This system is open to the following objections: First, the 
immense expense involved in a triple row of steel girders of large 
span carr;ydng the curtains and their apparatus; and second, the 
large surface exposure to wind which must always be a menace to 
the safety of the curtains. 

It is believed that the raising of the water level could be effected 
for a quarter of the cost if not much less, by adopting a combination 
of the system used in the Folsam weir. Fig. 50, with that in the 
Dhukwa weir. Fig. 52, viz, hinged collapsible gates which could be 
pushed up or lowered by hydraulic jacks as required. The existing 
lower part of the dam could be utilized and a subway constructed 
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through it for cross communication and accommodation for the 
pressure pipes, as is the case in the Dhukwa weir. This arrange- 
ment which is quite feasible would, it is deemed, be an improvement 
on the expensive, complicated, and slow, Camere curtain system. 

154. Automatic Dam or Regulator. Mr. Lauchli of New York, 
writing for Engineering News, describes a new design jov automatic 
regulators, as follows: 

In Europe there has been in operation for some time a type of automatic 
dam or sluice gate which on account of its simphcity of construction, adapt- 



Fig 122. View of Lauchli Automatic Dam Which Has Been for Seveial Years 
in Successful Operation m Europe 

ability to existing structures, exact mathematical treatment, and especially 
its successful operation, deserves to attract the attention of the hydraulic engineer 
connected with the design of hydroelectric plants or irrigation works Fig. 
121 shows a cross-section and front elevation of one of the above-mentioned 
dams now in course of construction, and the view in Fig 122 gives an idea of 
a small automatic dam of the same type which has been in successful opeiation 
for several seasons, including a severe wmter, and duruig high spring floods. 

Briefly stated, the automatic dam is composed of a movable part or 
panel, resting at the bottom on a knife edge, and fastened at the top to a com- 
pensatmg roller made of steel plate and filled with concrete. This roller moves 
along a track located at each of its ends, and is so designed as to take, at any 
height of water upstream, a position such as wiU give the apron the inclination 
necessary for discharging a known amount of water, and in so doing will keep 
the upper pool at a constant fixed elevation. 

With the roller at its highest position the panel lies horizontally, and 
the full section is then available for discharging water. Any debris, such as 
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trees, or ice cakes, etc., will pass over the dam without any difficulty, even 
during excessive floods, as the compensating roller is located high above extreme 
flood level. 

The dam now in course of construction is located on the river Grafenauer 
Ohe, in Bavaria, and will regulate the water level at the intake of a paper mill, 
located at some distance from the power house. The dam has a panel 24 27 
ft. long, 6.85 ft. high, and during normal water level will discharge 1400 cu. ft. 
per sec., while at flood time it will pass 3,530 cu. ft. per sec. of water. As shown 
in Fig. 121, the main body of the dam is made of a wooden plank construction 
laid on a steel frame. The panel is connected with the compensating roller 
at each end by a flexible steel cable wound around the roller end, and then 
fastened at the upper part of the roller track to an eyebolt. A simple form of 
roof construction protects the roller track from rain and snow. The panel 
IS made watertight at each extremity by means of galvanized sheet iron held 
tight against the abutments by water pressure. This type of construction has 
so far proved to be very effective as to watertightness. 

It may be needless to point out that this type of dam can also be fitted 
to the crest of overflow dam of ordmary cross-section, and then fulfill the duty 
of movable flashboards. 

The probability is that this type will become largely used in 
the future. A suggested improvement would be to abolish the cross 
roller having instead separate rollers on each pier or abutment, 
working independently. There will then be no practical limit to 
the span adopted. 
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INTRODUCTION 

Problem of Irrigation. The control and distribution of water 
for irrigation presents to the engineer problems somewhat similar 
to those of the control and distribution of water for domestic and 
manufacturing purposes in large cities and towns. The water must 
be diverted from a flowing stream at a suflicient elevation to com-^ 
mand the territory to be irrigated, or it must be impounded in 
reservoirs at a season of floods or of unusual flow due either to the 
more-or-less regular recurrence of rainy seasons, or to the melting 
of snow and ice. Again, it may be derived from subterranean 
sources, either deep or shallow wells, lifted to the proper elevation 
by pumps, and applied directly to the land or stored in reservoirs 
for future use. 

The principal difference between securing a water supply for 
domestic and for irrigation purposes is that, in the former case, the 
water must be as pure as possible, while in the latter, the impurities 
that gather in ponds and streams may not be detrimental for irri- 
gation purposes. The sewage of many cities, which has a distinct 
value as a fertilizer, for example, is used successfully for purposes 
of irrigation. 

Except where water is scarce and difficult to produce at a rea- 
sonable cost, and on account of the large quantities of water required 
for irrigation, it is not necessary to make such expensive provision 
per unit of volume for the distribution of \vater for irrigation pur- 
poses as is the case for domestic supply. In the majority of cases 
water for irrigation flows in open channels. However, to guard 
against loss by evaporation and seepage, it may be necessary to 
distribute the water through a system of underground or enclosed 
pipes or conduits. 

Crude Methods No Longer Adopted. Irrigation works in the 
West range from crude and simple ditches, taking their supplies from 
mountain brooks where the water has been diverted by means of 
^ small brush dams, to great masonry walls, blocking the outlet of 
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TABLE I 
Units of Measure 


1 Second-Foot 

=448 8 gallons per minute 

1 Cubic Foot 

= 7 48 gallons 

1 Cubic Foot 

=62 4 pounds, at average temperature 

1 Second-Foot (running 
for 12 hours) 

=43,200 cubic feet (about one acre-foot) 

1,000,000 Cubic Feet 

=23 acre-feet (approximately) 

1,000,000 Gallons 

=3 07 acre-feet 

100 California Inches 
(running for 24 hours) 

=3.967 acre-feet 

100 Colorado Inches 


(running for 24 hours) 

= 5J acre-feet 

50 Cahfornia Inches 

= 1 second-foot (statute) 

38 4 Colorado Inches 

= 1 second-foot (statute) 

HI 1 Colorado Inch 

= 17,000 gallons, in 24 hours (approximately) 

1 Second-Foot 

= 59 5 acre-feet, m 30 days 

2 Acre-Feet 

= 1 second-foot per day (approximately) 

1 Acre-Foot 

=25 2 California inches, in 24 hours 


deep canyons and holding back the water which is to be transported 
through canals, pipes, or flumes to lands situated many miles away. 
On account of the increasing scarcity of the water available for 
irrigation the more crude forms of getting the water to the land are 
not being installed any more. Practically all water that can be 
diverted to the land by the cruder methods has been appropriated. 

Units of Measure. In making a study of irrigation problems, 
it is necessary to express the flow or quantity of water in certain 
units. Those most commonly employed and the relations existing 
between them are given in Table I. Certain approximate relations 
that are easily remembered are also indicated. 


FACTORS OF WATER SUPPLY 
SOURCES OF WATER 
PRECIPITATION 

Rain, Snow, Hail, and Dew. The supply of water has its source 
primarily in the precipitation that falls to the earth in the form of 
rain, snow, hail, or dew. The last two forms of precipitation 
furnish but a small amount of the supply, while the first two furnish 
by far the greater part. Precipitation in the form of snow in the 
mountains furnishes a large part of the irrigation water which is 
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used directly from the flowing streams, while it also furnishes a good 
portion of the water stored for irrigation purposes in the early spring 
run-off; and precipitation in the form of rain furnishes the rest of 
the storage water. 

The moisture of the atmosphere has been evaporated from 
water and land areas, and from surfaces of plant foliage and other 
objects. The water, after it reaches the earth, may remain for a 
time in the form of ice and snow, may run off of the surface directly, 
or may soak into the soil and furnish the supply for springs, wells, 
and galleries. 

Rainfall Influences. In any region where the climate and soil 
are adapted to the production of crops, the necessity for irrigation 
will depend upon the amount of precipitation available, the season 
of the year when this precipitation is available, and the manner in 
which the precipitation reaches the earth. The available precipi- 
tation cannot be judged, however, from the total annual amount. 
Where the annual precipitation is less than 20 inches, irrigation is 
assumed to be necessary. The arid region of this country is usually 
considered as including that area in which the annual precipitation 
is below 20 inches — or most of the territory west of the 97th meridian 
of longitude. The latitude has considerable influence also. Other 
things being equal, it will require a greater amount of precipitation 
to produce a crop in the South than in the North. The crops mature 
more quickly and the evaporation is less in the North. 

As illustrating seasonal influence, irrigation is necessary in Italy, 
because, while the annual precipitation averages about 40 inches, 
most of this occurs during the winter months or at times other than 
the agricultural or cropping season. In certain parts of India, the 
rainfall is as high as 100 to 300 inches per annum; and yet nearly all 
of this occurs in one or two seasons of the year, and the actual rain- 
fall during the winter months, when most of the cropping is done, 
may be as low as 5 or 10' inches. The cropping season in the arid 
West may be taken as occurring between April and August, inclu- 
sive, and this constitutes the driest season of the year for a large 
portion of the West, while it is the wettest for the Northwest. 

In referring to the lands of the United States, those of the 
extreme West are usually called arid; those between the Mississippi 
Valley and the Rocky Mountains, where the rainfall is occasionally 
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TABLE H 

Precipitation by River Basins in the Arid Region of the United States 


St iTioN 

Altitude 

Pbec'ipitatio^ 

(m) 

(ft) 

Mean 

Annual 

Apnl-August 

Inclusive 

Rio Grande River — 




Summit, Colorado 

11,300 

8,500 

30 75 

14 11 

Fort Lewis, Coloiado 

18 33 

7 32 

Fort Garland, Colorado 

7,937 

13 68 

7 66 

Saguachi, Colorado 

7,740 

7 97 

5 19 

Santa Fe, New Mexico 

7,026 

14 49 

8 08 

Fort Wingate, New Mexico 

6,822 

15 38 

6 81 

Las Vegas, New Mexico 

6,418 

18 56 

12 01 

Albuquerque, New Mexico 

5,032 

7 52 

4 13 

Socorro, New Mexico 

4,560 

8 44 

4 90 

Doming, New Mexico 

4,315 

9 97 

5 20 

Gila River — 




Fort Bayard, New Mexico 

6,022 

5,389 

15 25 

7 84 

Prescott, Arizona 

17 20 

7 66 

Fort Apache, Arizona 

5,050 

17 61 

7 80 

Fort Grant, Arizona 

4,914 

1,068 

14 93 

7 46 

Phoenix, Arizona 

7 87 

2 61 

Texas Hill, Arizona 

353 

3 47 

66 

Yuma, Arizona 

141 

3 10 

60 

Platte River — 




Pikers Peak, Colorado 

14,134 

29 55 

16 92 

Fort Saunders, Wyoming 

7,180 

12 10 

7 48 

Fort Fred Steele, Wyoming 

6,850 

9 05 

4 31 

Cheyenne, Wyoming 

6,105 

13 60 

9 31 

Colorado Springs, Colorado 

6,010 

14 44 

10 72 

Denver, Coloiado 

5,241 

14 02 

9 14 

Fort Morgan, Colorado 

4,500 

12 96 

9 33 

Missouri River — 




Virginia, Montana 

5,480 

15 21 

8 92 

Fort Ellis, Montana 

4,754 

21 07 

18 80 

Helena, Montana 

4,266 

12 77 

6 96 

Fort Shaw, Montana 

2,550 

1,955 

10 88 

6 97 

Poplar, Montana 

13 51 

8 66 

1 


suflicient to mature the crops, are designated as semi-arid or semi- 
humid; and the lands to the east of the Mississippi Valley, over 
which the rainfall is generally sufficient to mature the crops, are 
spoken of as humid. This distinction is based largely upon the 
amount of precipitation during the crop-growing season. On this 
basis, the humid portion of the United States embraces those regions 
over which the precipitation during the cropping season is from 10 
to 15 inches, depending upon the character of the soil and other 
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TABLE HI 

Mean Annual Precipitation in the United States 


. MeTEOKO LOGICAL 

DlbTRICTS 

Annual Precipitation 
(in ) 

New England 

41 33 

Middle Atlantic States 

41 64 

South Atlantic States 

50 99 

Florida Peninsula 

50 68 

East Gulf States 

52 68 

West Gulf States 

38 15 

Ohio Valley and Tennessee 

42 96 

Lower Lake Region 

34 86 

Upper Lake Region 

31 77 

North Dakota 

19 45 

Upper Mississippi Valley 

33 62 

Missouri Valley 

29 27 

Northern Slope 

15.60 

Middle Slope 

22 76 

Southern Slope 

22 77 

Southern Plateau 

8 82 

Middle Plateau 

11 59 

Northern Plateau 

14 81 

North Pacific Coast Region 

48 33 

Middle Pacific Coast Region 

26 75 

South Pacific Coast Region 

14 00 


modifying conditions. Table II shows in a general way the 
amount and extent of the precipitation over portions of the arid 
region. 

Comparison by Meteorological Districts. The Weather Bureau 
has divided the United States into twenty-one districts for meteoro- 
logical purposes, and the precipitation averages for these districts 
are given in Table III. In each meteorological district the general 
law and average amount of precipitation are practically uniform; 
but the variation of precipitation at different stations in some dis- 
tricts is as pronounced as the variation between the extreme dis- 
trict means. The factor most influential in determining the amount, 
of rainfall in a given district is the proximity or other relation to 
mountain ranges and to the sea or other large body of water. Thus 
the warm, moist winds of the North Pacific lose a large portion of 
their moisture upon the western slopes of the Sierra Nevada and the 
Cascade ranges, so that little is left for the plateau to the east of these 
ranges. The winds blowing over the Gulf Stream into the South 
Atlantic and Gulf States yield their moisture to them, so that, as 
they ascend the valley of the Mississippi and its tributaries, their 
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moisture and consequent precipitation decrease. The departure of . 
the Gulf Stream from the coast north of Cape Hatteras, causes its 
influence to be felt to a less extent in precipitation in the North 
Atlantic States. 

It will be noted that the average rainfall over the northern por- 
tion of the Pacific Coast would be suflBicient for the production of 
crops, provided it fell during the proper season of the year. Other 
areas may be noted over which the annual rainfall is apparently 
suflScient for the maturing of crops. That the amount of precipi- 
tation is greatly influenced by altitude, is shown by comparing the 
relative amounts of precipitation at places having the same latitude. 
Thus in the region between Reno, Nevada, and San Francisco, 
California, the average annual precipitation in the Sacramento 
Valley is about 15 inches; while to the eastward the precipitation 
increases in amount with the altitude, until, along the summits of 
the mountains, it averages from 50 to 60 inches. Still farther east, 
the precipitation again diminishes with the decreasing altitude, 
until, in Nevada, it varies from 5 to 10 inches. All through the 
West, precipitation in the high mountains is much in excess of that 
in the adjacent low valley lands. As a result, while the precipita- 
tion is often insufficient to mature the crops in the lowlands, suffi- 
cient precipitation occurs in the mountains to furnish a constant 
supply for the perennial discharge of streams or for the filling of 
storage reservoirs. 

Importance of Consideration, Precipitation, being the primary 
source of all water supplies, is the basis of calculation of the amount 
of water available from whatever source; and consideration of the 
amount and intensity of rainfall is a necessary preliminary to the 
design and construction of storage works, whether for purposes of 
irrigation or for domestic supply. The amount of rain that will 
fall at any one place, in any day, month, or year, cannot be predicted 
with certainty by any method known to science. A record of past 
rainfalls, however, will afford a guide to our judgment in estimating 
the probable amount of future rainfalls, and, in fact, forms practically 
the only basis for such judgment. The total annual rainfall is 
seldom the same for any two years at the same place, or at any two 
places for the same year, and these variations seem to follow no 
definite law. A season which is dry at one place, may have con- 
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ditions entirely the reverse only a few miles away, and the total 
annual rainfall of two places only a few miles apart often varies 
considerably, especially in a mountainous and arid country. 

One of the most important considerations in designing irriga- 
tion works, and especially storage reservoirs, is the maximum amount 
of rainfall which may occur. Great floods are the immediate result 
either of heavy, protracted rainstorms, or of the sudden melting of 
snow accompanied by rain in the mountains. In nearly all river 
valleys, there are periods of maximum rainfall, the recurrence and 
effect of which should be given careful study. The following are 
examples of unusual precipitation: 

In the neighborhood of Yuma-, Arizona, the average annual rainfall is 
about 3 inches, but in the last week of February, 1891, inches fell m 24 hours 

In the neighborhood of San Diego, California, the average annual rainfall 
is about 12 inches; but in the storms of 1891, 13 inches fell in 23 hours, and 
23 J inches in 54 hours 

The average annual discharge of the Salt River in Arizona is about 1000 
second-feet, and the aveiage flood discharge is about 10,000 second-feet, yet, as 
the result of an unusually violent rainstorm in the spring of 1890, the flood 
discharge amounted to 140,000 second-feet. A yeai later, as the lesult of a still 
more violent storm, the discharge increased to the enormous amount of nearly 
300,000 second-feet. 

It is of course out of the question to design irrigation works so 
that they shall control and safely pass away the flood discharge of 
unusual storms such as described above. Such cloudbursts may 
occur once in a lifetime, but the increased expenditure necessary to 
provide for them is generally unwarranted. 

Measurement of Snowfall, Measurements of snow are ordi- 
narily recorded in inches of fall as found upon a level surface free 
from drifts. It is difficult to obtain an average depth in windy 
weather, and the best judgment is essential in ascertaining this. 
Generally, besides expressing the depth in inches, a cylinder of snow 
of this depth is collected and melted in a tube or can of the same 
diameter as the cylinder of snow, and the depth of water resulting 
is recorded as precipitation or rainfall. 

Measurement of Rainfall. Description of Rain Gage, Meas- 
urements of rainfall are usually made in this country by means of 
the pluviometer, Fig. 1, consisting essentially of a circular cup of 
thick brass, its rim brought to a chisel edge, the bottom being cone- 
shaped and connected with a deep tube of known diameter into 
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which the rain flows from the cup. The area of the top of the cup 
and that of the tube bear a known relation to each other — usually 
10:1— and the depth in the tube is measured by a stick so graduated 
that when it is lowered to the bottom of the tube, the scale will give 
the actual depth of rainfall, allowance being made in the scale for 
both the relative areas and the displacement caused by the stick. 
The depth is usually expressed in inches and decimals of an inch. 
The readings should be taken daily and at the beginning and end of 

each storm. 

Conditions Affecting Catch- 
ment, The size of the collector 
cup seems to have some effect 
upon the catchment. Of four 3- 
inch cups and one 8-inch cup in 
use on IMt. Wasliington, the aver- 
age total amount collected by the 
3-inch cups in one year was 46.26 
inches, while that collected by the 
S-inch cup was 58.70 inches. The 
larger the collector cup, probably 
the more accurate will be the 
result. The position of the gage 
relative to the ground surface will 
also have an important influence 
upon the amount of catchment, 
those placed near the surface 
generally giving the higher results. 
It has been found that a gage 100 feet above the ground will give on 
the average only 65 per cent as much rainfall as one upon the surface. 
The intensity of the wind seems to be the controlling factor in these 
variations. It is maintained by many that gages at the surface 
give less accurate results, since they receive not only the actual 
precipitation, but also a certain amount of moisture from the sur- 
rounding ground, which, after falling, again rises by splashing and 
.evaporation, and is once more precipitated. This, however, gives 
the actual precipitation at the surface of the soil. A large number 
of gages of the signal service are placed upon the roofs of tall build- 
ings, and in cities this is generally necessary. In open country, a 
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height of from 3 to 6 feet from the surface will probably give the 
most accurate results. The gage should be at least as far from any 
building or other obstacle as the top of this is above the gage, and 
the rim of the collector cup should be level. The United States 
Weather Bureau has for years been taking records of precipitation 
in various parts of the country, and many stations are now so oper- 
ated, records being received from hundreds of voluntary observers 
as well. 

Self-Recording Gages, For many purposes it is desirable to 
know the rate of fall for short intervals of 5 minutes or less, and for 
ascertaining this, self-recording gages are necessary. Several styles 
of such gages have been used, one of which, the tippihg tank, tips 
and empties itself as soon as it has received 0 01 inch of rainfall, 
immediately returning to an upright position, the time of each dis- 
charge being recorded automatically. Another style of gage con- 
sists of a tank suspended by a spring balance, a pencil attached to 
the tank continuously recording its vertical position upon a cylinder 
revolved by clockwork once in 24 hours. In using any recording 
gage, the total water caught should be retained, and measured or 
weighed each day as a check upon the record. The records of the 
United States Weather Bureau are available to anyone, and should 
be freely consulted in the study of the precipitation of any locality. 

RUN=OFF 

By the yield or run-off of a catchment area, is meant the total 
amount of water flowing from a given drainage area, generally as 
streams fed by the rainfall upon such area. This is never the whole 
of such rainfall. 

Surface, River, and Underground Supplies. In the temperate 
and frigid zones, rain (including snow) is considered the source of 
water. Whether for domestic or manufacturing purposes or for 
purposes of irrigation, rain, since it does not fall continuously, must 
be caught and stored up to tide over periods of longer or shorter 
duration. In a natural way this is accomplished to a certain extent 
through the agency of porous soil and rocks, underground caverns, 
lakes and ponds, glaciers, etc. Artificial storage, on the other 
hand, is (accomplished by means of cisterns and reservoirs. It is 
the water flowing from some drainage area, as a watershed of thou- 
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sandvS of acres, which gives the greater part of the supply for artificial 
storage. If this drainage area is the surface of the ground, the run- 
off or yield is called surface water. 

In falling, some rain is intercepted by the foliage and stems of 
trees and smaller plants, to be returned' later to the air through 
evaporation. Of that which reaches the earth, a portion flows over 
the surface, and the remainder enters the soil or evaporates. If 
the soil is very porous, almost all the rain falling upon it may be 
absorbed; if non-porous, very little may enter it. All soils, even 
the densest rocks, are more or less porous, and will absorb water to 
some extent. 

After a rain has ceased, the small streams carry less and less 
water; but those of any size seldom become entirely dry, though 
weeks and even^ months may elapse between rainfalls and the sur- 
face of the ground may become very dry. During this time the 
immediate supply is not the rain, but is that portion of previous rain- 
falls absorbed by the earth and now being yielded slowly. In 
general, the more porous the soil, the more water it will receive for 
this purpose during a given rainfall; and the finer its grain, the more 
slowly will it yield its supply and become exhausted. The under- 
ground flow need not necessarily reach the same stream as the 
surface flow but the dip of the strata may carry it into another 
valley. The underground flow frequently emerges as springs; but 
the larger portion of it generally reaches the stream through the 
banks, and in some cases through the bottom of the channel. 

A study of the material and dip of the strata, and of the surface 
conditions, such as topographical features, vegetation, location of 
ponds, etc., as well as of the rainfall and other meteorological con- 
ditions, is necessary in forming any estimate of the probable amount 
and yield of a given watershed, where this cannot be measured 
directly. The total amount of rainfall reaching the ground is not 
yielded again by the combined surface and underground flow; a 
large part of it is lost by evaporation from the surface of the ground, 
and from the surface of ponds or other bodies of water; much is taken 
up by vegetation, to be returned to the air by evaporation from the 
foliage. A portion is held in the soil by capillary attraction. Prob- 
ably none of the precipitation settles into the lowest strata which 
have no outlet, since these were fiilled ages ^go. If, however, water 
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is drawn from these deep strata by wells, the amount thus with- 
drawn must be refplenished, or the supply will ultimately be 
exhausted. 

The dividing line between surface supplies and river supplies is 
indefinite; but when the supply is taken directly from a river or lake 
without impounding or storage, it should be called a riwr supply or 
lake supply. The conditions are in many respects similar to those 
affecting surface w^aters; but the supply is somewhat more constant 
and of greater volume, owing to the larger drainage area. Lakes 
act as regulators of flow, and take the place of artificial storage reser- 
voirs. They are generally but enlargements of a river channel, 
although some lakes are formed directly from surface flow or from 
large springs and from the sources of rivers, while still others have 
ground water as both source and outlet. Lakes can, in most casefe, 
be relied upon as being more constant than rivers in regard to the 
quantity of water available. 

The ground water, or that flowing subterraneously and consti- 
tuting the underground supply, may emerge as springs or be inter- 
cepted by w^ells dug or bored to the porous stratum through which 
it flows. Such water generally fills the porous stratum throughout, 
and moves slowly through the interstices down hill. If, in traveling 
through such a stratum, the ground water encounters a fault, or 
impervious stratum, this may be followed to the surface, where 
the water will emerge in the form of springs. 

Amount of Run=Off. The run-off of a given catchment area 
may be expressed as the number of second-feet of water flowing in 
the stream draining that area, or as the number of inches in depth 
of a sheet of water spread over the entire catchment, or it may be 
expressed volumetrically as so many cubic feet nr acre-feet, or in 
percentage of the precipitation. 

^ The amount of run-off depends upon the amount of precipita- 
tion, the manner in which it falls, and many other varying climatic 
and topographic factors. Many formulas, none of which gives 
uniformly satisfactory results, have been worked out, expressing 
the relation between precipitation and run-off. The climatic influ- 
ences bearing most directly on run-off are the total amount of pre- 
cipitation, its rate of fall, and -fche temperature of earth and air. 
When most of the precipitation occurs in a few violent showers, the 
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percentage of run-off is higher than when the water is given abun- 
dant time to enter the soil. If the temperature is high and the wind 
blowing briskly, much greater loss will occur from evaporation than 
if the ground is frozen and the air is quiet. Some other factors 
affecting the run-off are size, shape, and topography of the drainage 
area, nature of the soil and surface, and condition and growth of 
the vegetation. 

Rate of Run=Off. Within a given drainage area, the rates of 
run-off vary on the different portions. In a large basin, the rate of 
run-off for the entire area may be low if the greater portion of the 
area is nearly level; but at the headwaters of streams, where the 



Fig 2 Curve Showing Relation of Run-Off to Rainfall 


slopes are steep and perhaps rocky, the rate of run-off will be higher. 
Other things being equal, the percentage of run-off will increase 
with the rainfall; and in humid regions, where the rainfall is great- 
est, the rate of run-off will naturally be highest. 

The accompanying diagram, Fig. 2, prepared by Mr. F. H. 
Newell, illustrates the relation between mean annual run-off and 
mean annual rainfall. Along the vertical axis is plotted the mean 
annual run-off in inches for a given drainage area, while the annual 
rainfall in inches is plotted along the horizontal axis. The diagonal 
line represents the extreme limit of run-off that would occur upon a 
steep, smooth, impenetrable surface; the horizontal line at the 
bottom represents the limit upon a level, porous surface from which 


m 


IRRIGATION ENGINEERING 


13 


there would be no run-off. The upper curved line represents an aver- 
age condition in mountainous regions, from which the run-off is large; 
the lower curved line represents the condition in a catchment area 
consisting of broad valleys and gentle slopes, from which the run- 
off is relatively small. For instance, in an area of the latter kind 
having an annual rainfall of 40 inches, the annual run-off, as indicated 
by the diagram, will be 15 inches. However, the relation between 
these two quantities will be largely influenced by the conditions 
affecting the run-off as stated above. 

Volume of Discharge. The maximum discharge from a catch- 
ment area tributary to a reservoir is of the utmpst importance in 
the design of a dam and a spillway. Various formulas, both empir- 
ical and theoretical, have been devised for expressing the volume of 
discharge; but no formula has yet been devised that is generally 
applicable to all of the conditions that occur in practice. They 
should be used with the utmost discretion, and only after a careful 
study of all the factors, such as topography, nature and depth of 
soil, vegetation, average temperature, humidity, etc. The follow- 
ing are a few of the formulas proposed: 

Fanning’s formula Q = 200x1/^ 

M 

Dredge’s formula Q = 1300^ 

Col. Dicken’s formula Q == CM^ 

in which Q is cubic feet per second yielded from the whole area; M 
is area of watershed, in square miles; L is length of watershed, in 
miles; and C is 200 in flat country, 250 in mixed country, 300 in hilly 
country, for a rainfall of 3.5 to 4 inches, or 300 to 350 for a 6-inch 
rainfall. 

It is necessary to know the monthly and daily rates of run-off 
from a catchment area, as well as the mean annual rate of run-off, 
as these will affect the design of the spillway for a dam. The greatest 
floods will occur either on barren catchment areas with steep slopes, 
or wherever heavy snowfalls are followed by warm, melting rains. 
In some portions of the West, sudden flood discharges have been 
recorded of 30 second-feet per square mile of catchment area, where 
a few days previously the flow was at the rate of iV of a second-foot 
per square mile. 
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Table IV derived from a series of observations over a period of 
years up to 1900, shows the discharge and the run-off from catch- 
ment areas of the more important streams of the arid region. 

Compensation by Storage. Frequently, it becomes necessary 
to impound enough water to carry over a period of 2 or 3 years of 
minimum rainfall. A measurement of the drainage area having 
be^n obtained by surveys, a decision must be made as to the proba- 
ble average, minimum, and maximum run-offs, both by year and by 
cycle of years. An estimate of the consumption of water must also 
be made, and from these figures a calculation of the storage to be 
provided may be made. If the minimum annual yield is equal 
to or greater than the consumption, storage mil be required for 
only the dry season of one year of drought; if the minimum daily 
yield equals the% maximum daily consumption, no storage will be 
required; if, however, the assumed consumption is nearly or quite 
equal to the mean yield, all of the surplus from the years of greatest 
rainfall must be stored and carried over until times of drought. 

Evaporation and seepage from the reservoir must be considered 
and should be added to the consumption, in making the calculation 
for storage. A study of the run-off for a series of years at any loca- 
tion will give the approximate capacity required, that the consump- 
tion may not exceed the average yield. 

The loss from evaporation is discussed later. There will be loss 
from seepage through the dam. The loss into the ground may 
usually be considered as additional storage; although for some 
reservoirs the seepage into the ground is lost, since the water reap- 
pears in springs too low to be used on the irrigated lands. The loss 
from seepage through a masonry dam should be small. The loss 
through an earthen embankment may be considerable, and the 
amount so lost ^ill depend upon the character of the embankment, 
which should be so constructed that the daily seepage shall not 
exceed 10 gallons per square foot of vertical longitudinal section of 
embankment. With good materials and care in construction, the 
loss by seepage may be reduced to 5 gallons, or even as low as 3 
gallons, per vertical square foot of embankment. 

When irrigation is practiced, all of the water flowing in the 
streams is not available for storage, since much of it has already 
been appropriated by irrigators, and of course the quantity must be 
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deducted from the total water available. A large portion of the 
discharge occurs in winter when the streams are covered with ice, 
wliich renders it practically impossible to divert the water for stor- 
age, though it is available for such reservoirs as may be located on 
the main streams. As nearly all of the flow occurring in the irrigat- 
ing season is appropriated, only the surplus and the flood water are 
available for storage. 


LOSSES OF WATER 
EVAPORATION 

Factors Influencing Evaporation. If all precipitation upon a 
given area reached the adjacent stream as run-off, the amount of 
run-off would simply be the product of the total area of the water- 
shed times the precipitation. Much of the precipitation, however, 
returns to the air by evaporation and transpiration. The rapidity 
with which w’^ater, snow, and ice are converted into vapor depends 
upon the relative temperature of these substances and the atmos- 
phere, and upon the humidity of the air and the amount of motion 
in the latter. 

Evaporation is greatest when the atmosphere i^driest, when 
the water is warm, and when a brisk wind is blowing. It is least 
when the humidity is highest, the air quiet, and the temperatur^ of 
the water low. In summertime the cool surfaces of deep waters 
may condense moisture from the atmosphere, and really gain in 
moisture when they are supposed to be losing water by evaporation. 
When, however, the reverse conditions exist in the atmosphere, and 
the winds are blowing briskly across the water, the resultant wave 
motion increases the agitation of the water, and the vapors from it 
escape freely into the unsaturated air which is constantly coming 
in contact with it and absorbing its vapors. Evaporation is there- 
fore going on at a rate depending upon the temperature of the sur- 
face, and condensation may likewise be going on from the vapors 
which exist in the atmosphere; and the^fference between these- two 
factors represents the amount of water lost by evaporation or the 
amount gained by the water by condensation. Evaporation, there- 
fore, should be greatest in amount in the desert regions of the South- 
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west, and the least in the high mountains; and it is known that, in 
the same latitude, evaporation differs greatly with the altitude. 

Measurement of Evaporation. Different methods have been 
devised for measuring evaporation, none of which is wholly satis- 
factory. Most measurements of evaporation have been made from 
water surfaces by an evaporometer, the Piche evaporometer being 
the one most used in this country. Water surfaces form but a small 
proportion of the total area of most catchment basins; but the 
amount of evaporation from these can be ascertained with some 
degree of accuracy, while that from the earth and vegetation cannot 
be determined very accurately, 

Evaporometers. Results with Piche Evaporometer. The Piche 
evaporometer and the Richards evaporation gage are thought to 
guj£i inaccurate results, since they are affected by the temperature 
of the air only, which is seldom the same for any length of time as 
that of a near body of water. However, in 1888, a series of observa- 
tions with a Piche evaporometer were made by Mr. T. Russell, of 
the United States Signal Service, to ascertain the amount of evapo- 
ration in the West; and the results obtained showed such slight dis- 
crepancies from the results obtained by other methods that they 
must be considered reasonably reliable. Observations were made 
with this instrument in wind velocities up to 30 miles per hour, from 
which it was discovered that with a velocity of 5 miles per hour the 
evaporation was 2.2 times that in quiet air; 10 miles per hour, 3.8 
times; 15 miles per hour, 4.9 times; 20 miles per hour, 5.7 times; 25 
miles per hour, 6.1 times; and 30 miles per hour, 6.3 times. Simi- 
larly to the precipitation in regions only a short distance apart, the 
evaporation may vary widely. For example, at Berkeley, Cali- 
fornia, in 1905, the evaporation was 41.6 inches, and at Tulare, 
California, it was 62.9 inches. 

Floating-Paii Evaporometer, Another method of mea'5uring 
evaporation from water surfaces i^ by measuring the actual lo'^s from 
a pan containing water and floating in a lake or other body of water. 
Such a pan and scale are shown in Fig. 3. The pan i;:> so placed 
that the contained water has a^ nearly ab posbible the same tempera- 
ture and exposure as that of the body of water the evaporation of 
which is to be measured. This pan ib of galvanized iron; 3 feet 
square and 10 inches deep, and is immerbcd in water and kept from 
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sinking by means of floats of wood or hollow metal. It should be 
placed in the body of water in such a position that the water in the 
pan will be exposed as nearly as possible to the average wind currents. 
This pan must be filled to within 3 or 4 inches of the top so that the 
rocking due to the waves produced by the wind shall not cause the 
water to slop over; and it should float with its rim several inches 
above the surface, so that the waves from this will not enter the pan. 
The de\dce for measuring the evaporation consists of a small brass 
scale hung in the center of the pan. The graduations are on a series 
of inclined cross-bars so proporfioned that the vertical heights are 



exaggerated, thus permitting a rise or fall of 0.1 inch to cause the 
water surface to advance or retreat on the scale 0.3 inch. In this 
way, multiplying the vertical scale by 3, it is possible to read to 
0.01 of an inch. 

Amount of Evaporation. Evaporation from Snow, Ice, and Water 
Surfaces, , From experiments [conducted at the poston Waterworks, 
the evaporation from snow was found to average 0.02 inch per day, 
and that from ice to average 0.06 inch per day (or 2| inches and 7 
inches per season, respectively). In the arid regions of the West, 


236 



IRRIGATION ENGINEERING 


19 


TABLE V 


Evaporation from Water Surfaces in Various Parts of the United States 


Location 

Evapoeation 

Monthly 
(m ) 

Annual 

(in ) j 

Max 

Mm 

Mean 

Max 

Mm 

Mean 

Massachusetts, Boston 

7 50 

0 66 

3 29 

43 63 

34 05 

39 20 

California, Sweetwater 

9 02 

0 25 

4 51 

58 65 

48 68 

53 88 

New York, Rochester 

6 20 

1 51 

2 61 

34 4 

30 0 

31 3 

Middle Atlantic States 




48 1 

25 2 

39 9 

South Atlantic States 




51 6 

38 4 

45 3 

East Gulf States 




56 6 

45 4 

50 6 

West Gulf States 




52 4 

45 6 

48 9 

Ohio Valley and Tennessee 




54 8 

44 5 

49 4 

Lower Lake 




38 6 

32 9 

35 8 

Upper Lake 




36 8 

1 23 0 

27 7 

Upper Mississippi 




52 2 

28 1 

38 8 

Extreme Northwest 




31 0 

22 1 

26 7 

Arizona Yuma 






95 7 

Cahfornia, San Die^,o 






37 5 


the evaporation from snow will probably exceed this, especially on 
barren mountain tops exposed to the action of the wind and bright 
sunshine. Table V gives the amount of evaporation from water sur- 
faces for various parts of the United States. 

Evaporation fro7n Soils. Still more important than the evapora- 
tion from water, is that from soils of different characters. That 
from vegetation is also important. Water once lost by evaporation 
from irrigated soil is practically lost permanently, and methods to 
prevent such loss should be employed. Evaporation from the soil 
depends upon the following: percentage of moisture contained in 
the soil; the general character of the soil, such as texture, compo- 
sition, etc.; climatology, including temperature, humidity, wind 
movement, etc.; and the vegetation covering the ground. The 
moisture in the soil depends upon the rainfall or irrigation water 
applied, and upon the ability of the soil to absorb and retain the 
water reaching it. 

In order to determine the amount of evaporation from soils 
under various conditions of their surfaces, the irrigation division of 
the United States Department of Agriculture, has carried on investi- 
gations on the effect of different depths of soil mulch and of culti- 
vation. The total evaporation from soils receiving a 6-inch irri- 
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gation and free-water surfaces in 21 days in June, 1908, at different 
stations in the West was as follows: at Davis, California, free-water 
surface 8.27 inches; no mulch, 1.35 inches; 3-inch mulch, .32 inch; 
6-inch mulch, .13 inch; 9-inch mulch, .03 inch: at Reno, Nevada, 
free-water surface 4.68 inches; no mulch, 1.41 inches; 3-inch mulch, 
.88 inch; 6-inch mulch, .36 inch; 9-inch mulch, .17 inch: at Wenat- 
chee, Oregon, free-water surface 6.12 inch; no mulch, .86 inch; 
3-inch mulch, .24 inch; 6-inch mulch, .13 inch; 9-inch mulch, .07 
inch. The average evaporation for 21 days at five different stations 



Fig. 4 Variation of Evaporation with Different Soil Mulchings 

is given as follows: free-water surface 5.59 inches; no mulch, 1.75 
inches; 3-inch mulch, .75 inch; 6-inch mulch, .34 inch; 9-inch mulch, 
.22 inch. The average evaporation for the different periods is shown 
graphically in Fig. 4. 

The effect of cultivating the soil on evaporation is shown graph- 
ically by the diagram in Fig. 5, which is an average for a 28-day 
period at six stations throughout the arid West. The importance 
of early cultivation after irrigation is indicated by the steepness of 
the curves during the first few days after the water was applied. 
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In these experiments the first cultivation was given 3 days after 
irrigation and the second cultivation was given 14 days after irri- 
gation. 

Value of Water Storage. The value of water storage for 
irrigation in the West is realized chiefly during the dry season, May 
to August, inclusive. Little or no rain falls in the arid region during 
this interval over most of the area, and it is during these months 
that the evaporation from storage supplies is principally felt. In 
central California the average rainfall during these months is a trifle 



less than 1 inch. The evaporation during the same interval is about 
21 inches, causing a deficiency of 20 inches, due to evaporation. 
When the reservoirs are located at high altitudes in the mountains, 
the losses from evaporation are less than when located upon the hot 
lowlands. 

In estimating the amount of water to be stored in a reservoir, 
allowance must be made for losses due to evaporation and seepage 
in the reservoirs and in conducting the water to the fields. This 
will seldom average below 25 per cent, and the amount of water 
stored in the reservoir must be large enough to supply this loss. 
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ABSORPTION 

Percolation. In canals and storage reservoirs the percolation 
loss is large and varies according to the soil. The losses due to per- 
colation alone are difficult to estimate, but, combined with evapo- 
ration, may vary from a very small amount to 100 per cent of 
the amount entering the canal. Actual gains have been noted in 
canals associated with drainage areas. The combined losses due 
to percolation and evaporation may be most conveniently considered 
under the head of absorption. 

Losses by Absorption. In considering the losses of water due 
to absorption in canals and reservoirs, the nature of the bed must 
be taken into account. If the bottom is of sandy soil, the loss 
from evaporation is insignificant compared with that of percolation 
for most canals. If, however, the bottom is of clayey material, 
or if the canal or reservoir is old and the bottom protected by sedi- 
ment, the loss from percolation will be limited and may not exceed 
that due to evaporation. 

In new canals and reservoirs the losses due to absorption are 
greatest, and in a long line of canal may amount to from 40 to 60 
per cent of the volume entering the head, and may be great enough 
to cover the whole canal 20 feet deep per day. In shorter canals the 
loss will be proportionately less, though rarely falling below 30 
per cent. As the canal increases in age, the silt carried in suspension 
is gradually deposited upon the banks and bottom, filling up the 
interstices and decreasing the amount of percolation. In favorable 
soil, old canals varying in length from 30 to 40 miles may not lose 
more than 12 per cent, though the loss by main canals of average 
length may range from 15 to 40 per cent of the total volume entering 
the head, and the loss in laterals may be as much more. 

To reduce the losses from percolation, it is recommended by 
Mr. J. S. Beresford, of India, that pulverized dry clay be thrown 
into canals near their headgates. This will be carried long distances 
and be deposited on the sides and bottom of the canal, forming a 
clay lining. 

The losses by absorption may be greatly increased by giving 
the canal a bad cross-section, and in this feature of construction 
the attempt should be made to reduce the wetted perimeter and the 
surface of the water exposed to the atmosphere. 
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Effects of Seepage. In considering the matter of seepage, it 
will be of interest to inquire into the effect of irrigation upon the sub- 
surface water level. Before irrigation becomes universal, the sub- 
surface water level may be so low that it will frequently be impossible 
to derive water from wells. The practice of irrigation, however, 
for a considerable time, seems to fill the soil with water so that 
the level of the subsurface w^ater is raised and shallow wells often 
yield uniform and persistent supplies. It is stated that in Fresno, 
California, w^here the subsurface level w^as originally at a depth of 
from 60 to 80 feet below the surface, the seepage from the canals has 
raised this level so that w^ells 10 to 15 feet in depth now receive con- 
stant supplies. In ^Irrigation Institutions^^ ]\Ir. Mead says: 

XJp to a certain limit, iriigation on the headwaters of a river is a benefit 
to the users of water below. About one-third of the water diverted returns 
to the stream as waste and seepage The waters diverted during the flood 
season, which retuin as seepage, come back slowly and help swell the stream 
when it IS low and w’ater is most needed The exact time of the return varies, 
of course, with the location of the lands irrigated and with the character of 
the soil, but in a geneial vay the effect of the diveision of floods in irrigation 
is to equalize the flow of rivers They carry less water when high, and more 
water when low. Some rivers leaving the eastern slope of the Rocky Moun- 
tains, which formerly ran dry every year, now have a perennial flow; and on 
others, the period every year at which they become dry is traveling eastward 
rather than westward. 

Up to a certam limit, the storage of water also tends to equalize the flow 
of streams. Reservoirs are filled when there is an abundance, and the water is 
turned out when there is a scarcity. Hence the people who live along streams 
below where the stored water is used derive an indirect benefit from the increased 
seepage thereby created There is, however, a limit beyond which irrigation 
on any stream does not improve the supply of those living below If the irri- 
gated valley is long enough, and the irrigated district broad enough, the ulti- 
mate absorption of the water supply is inevitable. 

As illustrating the possible effects of seepage, the State Engineer 
of Colorado, during the years 1890 to 1893, inclusive, conducted 
examinations on the South Platte and Cache la Poudre rivers, 
with the object of determining the amount of seepage water returned 
to them. In 1893, on the South Platte River, in a distance of 397 
miles, there was a gain of 573 second-feet over that found at the 
upper measuring station. In 1891 there was a gain of 300 per 
cent over the flow at the upper measuring station. 

From experiments conducted in 1889 on the Cache la Poudre, 
it was found that the discharge at a point considerably down the 
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stream from the canyon was 214,7 second-feet, as against 127.6 
second-feet at the canyon— and this, after supplying 15 canals 
and without receiving additional supplies from drainage. These 
results were borne out by experiments conducted through succeeding 
years. 

Experiments of a similar nature conducted elsewhere point to 
the same results. The amount of water returned by seepage will 
depend upon the soil, the nature of the underlying strata, the amount 
and direction of slope, and the extent of the drainage area above 
and tributary to the streams. It is probable that in many cases the 
amount of seepage water returned to the streams will be practically 
nothing; and in designing reservoirs it will be safer to assume that 
the gains by seepage water will be offset by the losses due to percola- 
tion, evaporation, etc. 

QUANTITY OF WATER REQUIRED 
DEFINITION OF TERMS 

Duty of Water, It will first be necessary to define the term 
duty of water as applied to irrigation, in order to determine, at least 
approximately, the amount of water necessary to supply a given 
area for a specific purpose. Duty of water may be defined as the 
ratio between a gimn quantity of water and the area of the land which 
it will irrigate. On the duty of water depends the financial success 
of every irrigation enterprise, as it involves the dimensions and cost 
of construction of canals and reservoirs, and the feasibility of fur- 
nishing a sufficient supply of water at a reasonable cost. 

Units of Measure for Water Duty and Flow. In ordinary 
hydraulic problems the standard unit is the cubic foot. In irri- 
gation problems, however, where large volumes of water are to be 
considered, the cubic foot is too small a unit and the acre-foot is 
the standard adopted by irrigation engineers. An acre-foot is 
the amount of water which will cover an acre of land one foot in 
depth — or, it is equivalent to 43,560 cubic feet. 

In considering irrigation streams, as rivers or canals, the volume 
of flow must be coupled with a time factor, both representing the 
rate of flow. As in other hydraulic problems, the time unit usually 
employed by irrigation engineers is the second, and the unit of 
measure of flowing water is the cubic foot 'per second — or the second/- 
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foot, as it is termed for brevity. Thus the number of second-feet 
flomng in a canal is the number of cubic feet passing a given section 
in a second of time. 

Another unit still generally employed in the West is the miner'' s 
inch. This differs widely in different localities, and is generally 
defined by state statute. In California one second-foot of water 
is supposed to be equal to 50 miner’s inches. Since the miner’s 
inch is so variable and the amount actually obtained by its use 
in measuring water is questionable, the use of the cubic foot per 
second is advised and is generally being adopted by irrigation 
engineers and others. 

The period of time during one season, determined between 
the first watering and the completion of the last watering, is the 
irrigating period. This is usually divided into several service periods 
— that is, the times during which water is allowed to flow on the 
land for any given watering. The irrigation period in most of 
the western states, extends from about April 15 to August 15. 
The service period, or the duration of one watering, is generally 
from 12 to 24 hours, according to soil, crop, and w’ater supply; 
and the number of waterings making up the irrigation period varies 
between 2 and 5, depending upon the soil, climate, and crop. 

VARIATION IN DUTY OF WATER 

Affecting Conditions. The duty of water may be expressed 
by the number of acres of land which a second-foot of water will 
irrigate, by the number of acre-feet of water required to irrigate 
an acre of land, or in terms of the total volume of water used during 
the seaspn. It is also sometimes expressed in terms of the expendi- 
ture of water per linear mile of the canal, w^hen the location of 
the canal has been previously determined. On account of the 
losses of water by evaporation, seepage, etc., while flowing through 
the canal, care should be taken to state whether the duty is reckoned 
upon the basis of the water entering the*canal or upon the amount 
of water applied to the land. In a long line of canal, the losses 
may be a large portion of the total amount entering the canal, 
and the relative duties would vary accordingly. 

The duty of water in various portions of the West is variable. 
Investigations show that it is rapidly rising; for, as land is irrigated 
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TABLE VI 

Water Distribution, 1913 — U. S, Reclamation Service 
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(8) Exceeds figures given in other tables by 18,000 acres of New York Canal Co ’s lands. 

(0) Delivered to sublaterals (i®) At lateral head gat^. 

(11) Exceeds total given m other tables by 23,367 acres, as indicated in foot notes (o) and (S) . 




28 IRRIGATION ENGINEERING 

through a series of years, it becomes more saturated, and as the 
level of tlie ground water rises, the amount of water necessary for 
the production of crops diminishes. The cultivation of the soil 
causes it to require less water, and the adoption of more careful 
methods in designing and constructing distributaries, and care 
and experience in handling water, increase its duty. In the same 
state, and even in the same neighborhood, the duty will vary with 
the crop, soil, and altitude. 

Experiments have shown that a good, heavy rain amounting 
to 5i inches soaks into the earth to a depth of from 16 to 18 inches 
or more. If this amount of water were applied three times in the 
season, it w^ould be equivalent to a total depth of 16 J inches to 
the crop. An average depth of 3 inches of water on the surface 
is sufficient to water an average soil thoroughly. The number of 
waterings required in a season depends upon the crop, soil, climate, 
etc. For the average crop and soil in a southern arid region four 
or more irrigations may be required, while farther to the North, 
and where the rainfall comes mostly during the growing season, 
one or two irrigations may be ample. The actual amount of water 
required to mature the crop depends upon the crop, the soil, the 
climatic conditions, the cultivations, the methods of irrigation, 
and other factors. 

It has been the tendency for the irrigators to apply more water 
than necessary, and to make irrigation take the place of cultiva- 
tion, with the result that many thousands of acres of some of the 
most valuable lands of the arid sections have been ruined by seepage 
water and alkali. In many places the water-logged lands have 
been reclaimed by drainage. In planning a new project the 
question of drainage should also be considered, or, better still, the 
amount of water applied should be limited to beneficial and eco- 
nomical use. 

Water Distribution and Crop Returns. Extensive investi- 
gations have been conducted to determine the actual amounts of 
water applied to the crops by the farmers in the irrigated sections, 
and other investigations on the economical duty of water have 
also been made. Table VI gives the water distribution on the 
U. S. Reclamation projects for 1913 as given in the Thirteenth 
Annual Report of the Reclamation Service. The amount delivered 
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TABLE VH 

Acreage Cropped and Value of Crops, 1913, U. S. Reclamation Service 

Projects 


State 

Project or Unit 

Acreage 

Cropped 

Crop Value 

Total 

Per Acre 
Cropped 

Arizona 

Salt River 

161,642 

$4,552,879 

$28 17 

Ariz -Calif 

Yuma 

16,726 

610,228 

36 48 

California 

Orland 

5,987 

203,949 

34 07 

Colorado 

Uncompahgre 

30,366 

99,153 

32 77 

Idaho 

Boise 

50,865 

830,314 

16 32 


[Gravity 

36,879 

593,105 

16 08 

Idaho 

Minidoka j Pumping 

29,362 

543,347 

18 51 


[ Total 

.66,241 

1,136,452 

17 00 

Montana 

Blackfeet 




Montana 

Flathead 

4,579 

53,846 

11 76 

Montana 

Fort Peck 

410 

1,960 

4 78 

Montana 

Huntley 

15,798 

464,697 

29 35 

Montana 

Milk River 

2,459 

24,004 

9 76 

Montana 

Sun River 

6,807 

105,564 

15 51 

Mont -No. Dak. 

Low. Yellowstone 

7,410 

101,587 

13 71 

Neb.-Wyo. 

North Platte 

54,306 

786,621 

14 40P 

Nevada 

iTruckee-Carson 

42,943 

555,007 • 

12 92 

New Mexico 

Carlsbad 

12,195 

257,274 

21 10 

New Mexico 

Hondo 

808 

14,236 

17 62 

New Mex -Tex. 

Rio Grande 

26,720 

679,271 

25 40 

North Dakota 

No.D.k Pump 

1,686 

38,888 

23 06 

Oregon 

Umatilla 

3,033 

84,078 

27 72 

Ore -Calif 

Klamath 

18,928 

1 288,189 

15 22 

South Dakota 

Belle Fourche 

32,568 

355,380 

10 91 

Washington 

Okanogan 

2,736 

86,438 

31 59 


f Sunnyside 

46,230 

2,820,786 

61 00 

Washington 

Yakima jTieton 

12,595 

422,950 

33 60 


[ Total 

58,825 

3,243,736 

55 14 

Wyoming 

Shoshone 

18,178 

262,464 

14 44 

Summation, 1913 

642,216 

$15,732,215 

$24 50 

Summation, 1912 

539,934 

$13,825,369 

$25 60 


to the farms for each acre irrigated varied from 0.86 acre-foot to 
8.45 acre-feet with an average for all projects of 2.96 acre-feet. 

Table VII taken from the same report gives the value of the 
crop returns. By comparing the tables it is noted that the crop 
returns with the application of a depth of 0.86 foot were $17.62 
per acre, and with the application of 8.45 feet they were $27.72 
per acre; with 1.9 feet the returns were $4.78 per acre, the lowest; 
with 3.51 feet the returns were $61.00 per acre, the highest; and, on 
one project, with the application of 2,97 feet, which is about the 
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average^ the returns were $28.87; while on another project, with the 
application of 3 feet, the returns were $34.07. 

There are many factors besides the amount of water applied 
that affect the crop returns, but the tables given are of valuable 
assistance in estimating the amount of water required to irrigate 
a certain tract of land, or in estimating the amount of land that 
can be irrigated with a given quantity of water. 



Fig 6 Variation in Alfalfa Production with Amount of Irrigation Water 

Several years’ work has been done on the economical duty of 
water at the Utah Experiment Station, and the curves of Fig. 6 
indicate the variation in yield of alfalfa with the amount of water 
applied. Nearly all crops experimented with showed the same char- 
acteristic curves. After a certain point has been reached, the 
increase in the crop returns is very little for the amount of addi- 
tional water applied. 

Ratio of Actual 'to Theoretical Duty. In every irrigated area 
only a small percentage of the total area commanded is irrigated 
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in any one season. Some of the land is occupied by woods, farm- 
houses, or villages. Some is occupied by pasture lands that receive 
sufficient moisture by seepage from adjoining irrigated fields, and 
some lands are allowed to lie idle during a season. From estimates 
made of the area under cultivation in wild portions of the West, 
it is found that if water is provided for 500 acres out of every section, 
it ^ill be sufficient to supply all of the demands of the cultivators. 
It will be seen, therefore, that the actual duty of water, when esti- 
mated on large areas, is at least 20 per cent greater than the theo- 
retical duty per acre. 

IRRIGATION SYSTEMS 

PRELIMINARY CONSIDERATIONS 


Land To Be Irrigated. In examining into the feasibility of 
a proposed irrigation project, the first consideration is the land 



Fig 7 Rio Grande Irngation Project, Los Cruces, New Mcmco 


to be irrigated. The area of this must be considered, its proximity 
to markets, the nature of the soil, the climate, and the value and 
character of the crops. The value and ownership of the land must 
also be considered, for, unless the proposed irrigation results in 
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increased quantity and improved quality of the crops, the value 
of the land 'will not be enhanced and the project will result in failure. 
In Fig. 7 is shown an experimental irrigation plot. 

To determine the area and configuration of the land under 
consideration, a topographical survey will be necessary, and a 
plot should be made to as large a scale as possible, upon which the 
contours should be drawn at intervals of from 5 to 10 feet. 

Determining the Source of Supply. Having determined all 
the matters relative to the area, quantity, and value of the land, 
and the necessity of supplying water for irrigation, the next step 
is to determine the source of supply and its location relative to 
the lands. This supply may be taken from an adjacent perennial 
stream, or it may be necessary to transport it from a neighboring 
watershed, or, again, it may be necessary to conserve in reservoirs 
the intermittent flow of minor streams. Or the water may be derived 
from subterranean sources, from which it may flow under pressure, 
or be lifted by pumps. The relation of the water supply to the 
land, the extent and value of the latter, and the volume and per- 
manency of the former, are the vital points to be determined in 
the preliminary investigations of an irrigation project. 

If the source of supply is a perennial stream, it must be examined 
as to its velocity and quantity of flow during high and low stages. 
A topographical survey of the watershed may be necessary to 
determine its area. The minimum and maximum depth of rainfall, 
and the probable run-off should be determined. Minor streams 
of more or less intermittent flow may be examined as to the feasi- 
bility of bringing them together and impounding their supplies 
for use over dry seasons. Subterranean supplies can be examined 
by driving test wells to determine their source, quantity of flow, 
and permanency. 


CLASSIFICATION OF WORKS 

Having determined the source of water supply and its relation 
to the irrigable lands, the next step is the design of the irrigation 
works. These may be divided into two great classes: (1) gravity 
works and (2) pumping, or lift irrigation. 

The sources of supply are perennial streams, intermittent 
streams, artesian wells, or the storage of perennial, intermittent, 
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or flood waters, for gravity works; and, for lift irrigation, may be 
all kinds of wells, canals, storage works, or flowing streams. 

The conditions necessary to the development of an irrigation 
canal ave: first, that it shall be carried at as high a level as possible 
when additional irrigable land can be covered, in order to command 
as great an area as possible; second, it should be fed by some source 
of supply that mil maintain the water at a constant level; third, 
it should have such a slope and velocity as to prevent as far as 
possible the deposition of sediment and the growth of weeds, and 
at the same time have such a velocity that the cross-section may 
be a minimum for a given discharge, provided that the scouring 
action is not so marked as to endanger the canal itself. 

Climate, geology, and topography are the determining factors 
as to the particular class of works adapted to a particular region. 

GRAVITY WORKS 

Gravity works cover all those forms of irrigation by which 
the water is conducted to the land with the aid of gravity or natural 
flow, and includes perennial canals, periodic and intermittent 
canals, artesian-water supplies, inundation canals, storage works, 
and subsurface or ground-water supplies. 

Perennial Canals, Canals, deriving their supplies from 
perennial streams or storage reservoirs, may be divided into the 
two following classes, according to the location of the headworks: 
highline canals; and low-service or deltaic canals. 

Highline Canals. Highline canals are usually designed to 
irrigate lands of limited area, and are given the best possible slope 
in order that they may be as high as possible, generally, to com- 
mand the maximum area of land. In such canals the headworks 
are usually located high up on the streams, frequently in rocky 
canyons where the first portions of the line may encounter heavy 
and expensive rock work. 

Low-Service Canals. Low-service canals are constructed where 
the majority of the lands are situated in low-lying and extensive 
valleys, and when the location of the head of the canal depends, 
not so much on its being at a relatively high altitude and com- 
manding a great area, as upon the suitability of the site for purposes 
of diversion. Deltaic canals have been constructed in India and 
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Eg.\pt at the deltab of some of the great rivers. They are low- 
lying canals of relatively large cross-section and low velocity of flow. 

Intermittent and Periodic Canals. Intermittent and periodic 
canals are usually of small dimensions, commanding relatively 
small areas of land, and are generally employed by individual 
farmers to eke out a supply for which the annual precipitation is 
nearly suSicient. 

Storage Works. Storage works may be of almost any capacity, 
depending upon the nature of the project, the source of supply, 
and the area of the land to be irrigated. They may be built in 
connection with perennial canals, and are especially necessary 
in connection with intermittent canals, artesian wells, and subsurface 
or ground-water supplies. 

Inundation Canals. Inundation canals are used almost exclu- 
sively in India and Eg;>pt, and derive their supply from streams 
the beds of which are at a relatively high altitude compared with 
the surrounding country. It is only necessary, when the water 
in the river is high, to make a cut through its banks and permit 
it to flow out into the canals, which distribute it over the surround- 
ing country. They rarely require any permanent headworks to 
control the entrance of the water to the canal. 

PUMPING, OR LIFT IRRIGATION 

Under pumping or lift irrigation are included those forms of 
irrigation in which the water does not reach the land by natural 
flow, but is pumped by means of animal power, -windmills, steam 
power, electric motors, water wheels, elevators, gas engines, or 
hydraulic rams. Frequently large volumes of water are found sit- 
uated at such low levels that the water cannot be distributed by 
gravity, and must be raised by pumps or other lifting devices to 
be distributed directly over the lands, or stored in reservoirs for 
distribution by gravity. 

As irrigation is practiced, the subsurface soil becomes saturated, 
the ground-water level rises, and much of the water delivered by 
gravity may be pumped up and re-employed for irrigation, increasing 
thereby the duty of the water supply. In this country rapid prog- 
ress has been made in recent years along lines of irrigation pumping, 
and thousands of acres of land are amenable to cultivation by this 
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method, that cannot be irrigated by gravity supplies. It is estimated 
that 89,000,000 ha\ e already been spent on 250,000 horsepower to 
pump water to irrigate 200, 000 acres of land. 

Of all types of farming, that by irrigation pumping possibly 
requires the most skill to make a success of it. Before the installa- 
tion of a pumping plant is made, the problem should be carefully 



Fig. 8 Double-Wheel W indmill and Storage Reservoir for Irrigation Purposes 


investigated. The questions to be decided upon are crops to be 
raised, markets for the crops, water supply, lift, method of pumping, 
kind of power and cobt of pow’er, and such others as have any bear- 
ing on the success of the project. 

Power Considerations. Wmdmills, Windmills ha^'e been 
extensively used by the individual farmer in portions of the West 
for raising water for irrigation. Fig. 8 shows a windmill recently 
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developed for irrigation pumping. Fig. 9 shows windmills in and 
around Deming, New Mexico. In this latter instance, the water is 



Fig 9 Windmills for Pumping, and Storage Tank for Irrigation Water, Doming, New Mexico 


reached at a depth of about 60 feet from the surface and is pumped 
to a storage tank, from 'which it is distributed over the land as 



Fig 10 Private Reservoir and Pumping Plant in Western Kansas 

Water 18 pumped from well by fuel-oil engine into storage reservoir to obtain sufficient bead 
for irrigation » 


required. Windmills, however, are rather expensive to maintain, 
requiring constant care, and the storage tanks need continual attention. 
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Electric and Gas Po%oei\ If the water supply is obtained from 
wells, the farmer’s individual plant may be preferable to a central 
station. This will save main and lateral canal losses and reduce 
the draw-dow in the wells. The rapid development of the internal- 
combustion engine during recent years and the improvement in 
the design of pumps have both been factors influencing the develop- 
mentsof pumping irrigation. In places, a low grade of fuel oil costing 
but a few cents a gallon can be used for the engine fuel. The actual 
amount used in pumping varies between wide limits under different 
conditions of installation, but with a well-designed plant the amount 
should not be much in excess of half a gallon to raise 1 acre-foot 
of water 1 foot. In other places cheap electrical power will help 
develop irrigation pumping. Fig. 10 shows a view of a modern 
individual pumping plant where a fuel-oil engine is used for power. 

Ty'pes of Pumps. The pumps commonly used in irrigation 
pumping are: centrifugal pumps, both horizontal and vertical, 
with open and enclosed impellers; turbine pumps, and deep-well 
plunger pumps, used for deep wells with small bore ; water elevators, and 
to a small extent, pumping engines, pulsometers, and hydraidic rams. 

PARTS OF A CANAL SYSTEM 

Principal Divisions. Taking up the design of gravity systems, 
a great perennial canal consists of the following parts: (1) main 
canal; (2) head and regulating works; (3) control and drainage 
works; and (4) distributaries and laterals. 

The principal units of this system are the headivorks, main 
canals, and distributaries. Between different canal systems, the 
greatest points of difference are found in the headworks and in the 
first few miles of diversion line, where numerous difficulties are 
frequently encountered, calling for variations in the form and con- 
struction of drainage works and canal banks. 

The headworks usually consist of the diversion weir, with its 
scouring sluices, of the head-regulating gates at the canal entrance, 
and of the head or first-escape gates. The control works consist of 
regulating gates at the head of the branch canals, and of escapes on 
the line of the main and branch canals. The drainage works consist 
of inlet or drainage dams, flumes or aqueducts, inverted siphons, 
and drainage cuts. In addition to these works, there are usually 
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constructed falls and rapids for neutralizing the slope of the country , 
and tunnels, cuttings, and embankments. Modules or some form 
of measuring boxes or weirs are necessary for the measurement of 
the discharge. 

The headworks of a canal are usually located high up on the 
supplying stream in order to command a sufficient area and to tap 
the stream where the "water is clear and contains the least amount 
of silt. By so locating the headworks, it is usually possible to 
reach the w’atersheds with the shortest possible diversion line. 
The disadvantages of this class of location are serious, since the 
^ canal line is intersected by hillside drainage, entailing serious 
difficulties in construction, and as the adjacent slopes of the country 
are heavy, much expensive hillside cutting is required. 

Diversion lines are those portions of a canal system that are 
required to bring the w^ater to the neighborhood of the irrigable 
lands. Since they do not of themselves command any irrigable 
land, the endeavor should alw^ays be to reduce the length of diversion 
lines to a minimum, so that the canal shall command irrigable 
land and derive revenue at the earliest possible point in its course. 

MAIN CANAL 

Alignment. The alignment of the canal should be such that 
the canal will reach the highest part of the irrigable lands with the 
least length of line and at a minimum expense of construction. 
The line of the canal should follow the highest line of the irrigable 
lands, skirting the surrounding foothills, aM passing down the 
summit of the w^atershed dividing the various streams. The best 
alignment can be determined upon only after careful preliminary 
and location surveys have been made of the country involved. 
These should include a complete topographic survey, and a plot 
of it to as large a scale as possible, the contour lines being spaced 
at vertical intervals of from 5 to 10 feet. On such a plot it is possible 
to lay down, with a close degree of approximation, the final position 
of the canal line. Such a plot frequently renders possible an 
improved location, saving many miles of canal by the discovery 
of some low divide or some place in which a short, deep cut or tunnel 
will save a long roundabout location. The final location may now 
be made in the field, "with the aid, perhaps, of a few short trial lines. 
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A direct or straight course is the most economical, as it gives 
the greatest freedom of flow with the least erosion of the banks. 
It also greatly diminishes the cost of construction, as well as the 
losses by seepage and evaporation consequent on the increased 
length of a less direct location. It is an error in alignment to adhere 
too closely to grade lines following the general contour of the country. 
By the insertion of an occasional drop, it may be possible to obtain 
a more desirable location and to diminish the cost of construction 
by avoiding a natural obstacle. 

The careless location of curves is a serious error in alignment, 
as the insertion of sharp bends results in the destruction of the 
banks, or requires that they be paved to protect them from erosion. 
Curvature diminishes the delivering capacity of a canal. As the 
cross-section becomes smaller or the velocity increases, the radius 
of curvature should be correspondingly increased. To maintain 
the discharge of a canal constant throughout its length, either 
its cross-section or its grade should be increased in proportion to 
the sharpness of the curve. 

Such obstacles as streams, gullies, and unfavorable or low-lying 
soil or rocky barriers are frequently encountered in canal align- 
ment, and the best method of passing these must be carefully studied. 
It may be cheaper to carry the canal around these obstructions; 
or it may be better to cross them at once by aqueducts, flumes, 
or inverted siphons, or to cut or tunnel through the ridges. Careful 
study should be made of each case, and estimates made of the cost, 
not only of first construction, but of ultimate maintenance. In 
crossing swamps or sandy bottom lands, it may be cheaper, because 
of the losses due to evaporation and seepage, to carry the canal 
in an artificial channel. 

If water is abundant, it may be the less expensive, on hillside 
work, simply to build the canal with an embankment on its lower 
side, permitting the water to flood back on the upper side according 
to the slope of the country. On account of the growing scarcity 
of w’^ater, however, any method that would be wasteful of water 
should not be adopted without considerable deliberation. The 
relative cost of building a hillside canal, wholly in excavation or 
partly in embankment should be considered. If the hillside is steep 
and rocky, the advisability of tunneling, of building a masonry 
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retaining wall on the lower side of the canal, or of carrying the 
water in an aqueduct or flume, will have to be considered. 

In -finally locating an expensive work, borings and trial pits 
should be made — the former by means of a light steel rod, and the 
latter by simple excavation — in order to discover the nature of the 
material to be encountered. In making the final survey of a canal, 
it is well to place at convenient intervals permanent benchmarks 
of stone or other suitable material. The establishment of these 
along the side of the canal in some safe place, will give convenient 
datum points to which levels may be referred wherever it may be 
necessary to make repairs or new branch lines. 

Slope and Cross=Section. Slope and cross-section are dependent 
the one upon the other. Having determined the discharge required, 
the carrying capacity for this discharge may be obtained by increas- 
ing the slope and the consequent velocity and diminishing the cross- 
sectional area, or by increasing the cross-sectional area and diminish- 
ing the velocity. 

The proper relation between cross-section and slope requires 
the exercise of careful judgment. In order to reduce the deposition of 
silt and the growth of weeds to the minimum, it is desirable to give 
the w^ater as high a velocity as the material will stand. This may 
result, how’'ever, in bringing the water to too low an elevation to 
command the area of land desired. Too great a cross-sectional 
area may result in excessive cost, if the material is in rock or for 
any other reason is difficult to remove. Other things being equal, 
the correct relation of slope to cross-section is that in which the 
velocity will neither be too great nor too small, and yet the amount 
of material to be removed will be reduced to a minimum. 

When the fall will permit, the slope of the bed of the main canal 
should be less than that of the branches; and the latter should be 
less than that of the bed of the distributaries and laterals, the object 
being to secure a nearly uniform velocity throughout the system, 
so that sedimentary matter in suspension will not be deposited 
until the irrigable lands are reached. 

Limiting Velocities. In order that the proper slope may be 
chosen-— one that will prevent deposit on the one hand and at the 
same time not erode the banks — it is necessary to know the limiting 
velocities for different materials. In a light, sandy soil, surface 
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velocities of from 2.3 to 2.4 feet per second, or mean velocities 
of 1.85 to 1,93 feet per second, give the most satisfactory results. 
\Vlocities of from 2 to 3 feet per second are ordinarily sufficient 
to prevent the growth of weeds and the deposition of matter in 
suspension; and other things being equal, this velocity should be 
maintained wdienever possible. Ordinary soil and firm, sandy 
loam permit velocities of from 3 to 3-j feet per second; while in 
firm gravel, rock, or hardpan, the velocity may be as high as 5 
or 7 feet per second. Brickwork or heavy dry-laid paving or 
rubble will not stand velocities higher than 15 feet per second; 



Fig 11. Irrigation Canal Shotving Berm 


and only the most substantial form of masonry construction is 
capable of resisting still higher velocities. 

The grade required to produce these velocities is dependent 
chiefly upon the cross-sectional area of the channel. Much higher 
grades are required in canals of small cross-sectional area than in 
large, in order to produce the same velocity. The velocity required 
being known, the grade may be ascertained from Kutter’s or some 
similar formula. (See page 79.) Or, on the other hand, if the 
grade is limited, the resulting velocity may be determined. In 
large canals of 60-foot bed width and upwards, and in sandy or light 
soil, grades as low as 6 inches to the mile produce as high velocities 
as the material will stand. In firmer soil this grade may be increased 
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to 12 to 18 inches to the mile, whereas smaller channels will permit 
of slopes of from 2 to 5 feet or more per mile, according to the material 
and dimensions of the channel. 

Design of Cross=Section. Theoretically, the most economical 
form of cross-section of channel is one with vertical sides and a 
depth equal to one-half of the bottom width; but of course this form 
is applicable only to the firmest rock. The best trapezoidal form is 
one in which the width of the w^ater surface is double the bottom 


Fig 12 Portion of Upper Mam Canal at Pogue Flats, Okanogan Project, Washington 
The Okanogan project by storage of the i^aters of the northern Salmon River provides for 
the irrigation of SOOO acres of fruit lands near Okanogan '' 

width. The side slopes above water level should be as steep as the 
material will permit. 

The particular form of cross-section will depend upon the nature 
of the material and the topography. The greater the depth, other 
things being equal, the greater will be the velocity. Fig. 11 is a 
view showing a canal designed to carry a large or a small amount 
of water. The object of the berm is to decrease the width for small 
quantities and to increase the width for large quantities. Fig. 12 
shows a concrete irrigation ditch, on a curve with almost vertical 
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sides, and Fig. 13 shows a straight section of a concrete ditch with a 
trapezoidal section 

Very large canals, such as some of those in India, have been 
given a proportion of depth to width similar to that of great rivers. 
This proportion has been found to be most nearly attained when the 
bed width is made from 13 to 16 times the depth. In hillside exca- 
vation, the greater the proportion of depth to vddth, the less will 
be the cost of construction, and in rock and heavy material it is 



Fig 1-J ConoroTc CamI \'Mth Sloping Siflc>5 for Canning Pumped Watei m Kansas 


desirable to make the bottom width not greater than from 2 to 3 
times the depth. 

The cross-section of a canal may be so designed that the w'ater 
may be wiiolly in excavation, w^holly in embankment, or partly in 
both. The conditions that govern the choice of one of these three 
forms, are dependent upon the alignment and grade of the canal, 
and upon the character of the soil. It may be desirable at times 
to keep the canal w^holly in cut, provided the topograpliy and con- 
sequent location will permit of it. For if the material of w^hich 
the banks are constructed is light and porous, the w'ater may 
filter through and stand in stagnant pools on the surface, causing 
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unnecessary waste as well as unsanitary conditions. If the material 
is impervious and will form good, firm banks, it may be well to keep 
the canal in embankment where possible, although this may neces- 
sitate the expense of borroMng material. To reduce the cost of 
construction, it is desirable, where the location will permit, to keep 
a canal about half in cut and half in embankment, thus reducing to 
the minimum the amount of material to be handled. 

Most main canals follow the slope of the country in grade con- 
tours running around hillside or mountain slopes. In such cases it 
is necessary to build an embankment on one side only, when the cut- 
ting will be entirely on the upper side. If there is a gentle slope on 
the upper side, and consequently an embankment on that side, it is 
desirable to run drainage channels at intervals from this embankment 
to prevent the water making its way through it to the canal. These 
drainage channels may be taken through the embankment into the 
canal, or may be led away to some natural watercourse. 

In large canals it is always desirable to have a roadbed on at 
least one bank, and the vddth of this vdll determine the top width 
of the bank. The inner surfaces of the canal are usually made 
smooth and even; while the top is also made smooth, mth a slight 
inclination outward to throw drainage water away from the canal. 
The inner slopes of the banks vary in soil from 1 . 1 to 4: 1, according 
to the character of the material. In firm, clayey gravel or hardpan, 
slopes of 1 :1 may be constructed. In ordinary, firm soil mixed with 
gravel, or in coarse, loamy gravel, slopes of 1| 1 are necessary. 
In other soils, a slope of 2:1 will be required; and light, sandy soils 
will require a slope of 4:1. 

Embankment. The top width of the canal bank is generally 
from 4 to 10 feet, according to the material and depth, and whether 
or not the canal is in embankment. If there is to be no roadway 
on the top of the embankment, and the surface of the water does not 
rise more than a foot or so above the foot of the embankment, a top 
width of 4 feet is sufficient. Where the depth of water on the 
embankment is greater, the top vidth should be 5 or G feet, and in 
light soil it should be 10 feet. 

It may be necessary to build a puddle wall in the embankment, 
or to make a puddle facing on the inner slope in case the material 
is particularly pervious. The same effect is obtained by sodding 
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or by causing grass to grow on the bank. During the construction 
of the work, the material may be compacted by putting it in place 
in layers and thoroughly rolling. 

The carrying capacity of a canal should be so calculated that 
the surface of the water where in cut shall not reach within less than 
1 foot of the ground surface. In fill, the surface of the water should 
not come within less than feet of the top of the bank, while in 
extreme cases it may be unsafe to allow the water to approach 
closer than 2 feet of the top of the bank. 

HEADWORKS 

The term iveir, as distinguished from dam, refers to any struc- 
ture for the impounding or diversion of water, over which flood 
waters may flow without endangering the structure. Thus weirs 



Fig It Giite Hou-^e and Dam, Sunm ' kIo C uul It aduiK 


are usually built across streams, near the heads of canals, for tlic 
diversion of the water of the stream into the canal, while the surplus 
water flows over the weir and passes dowm the stream. In some 
cases, however, dams are built over which it would be unsafe to 
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allow water to pass, and the surplus is then discharged through a 
spillway constructed around one end of the dam. 

The headworks of a canal, as has been noted, are usually located 
at the highest possible point wdiere the stream emerges from the 
hills. At such a point, the topography of the country and the ele- 
vation of the stream make it possible to conduct the water to the 
irrigable lands with the shortest diversion line and the least loss of 



Fig 15 Gate House and Intake Gates, Upstream Face, Sunnyside Canal 
A view of the Yakima project, Washington This project calls for the reclamation of 160,000 
acres of land in the Yakima Valley Flood water is saved by storage in Lakes Keechelus, Kar- 
hees, and Clealum, in the Cascade Range The private headworks of the Sunnyside Canal Com- 
pany were purchased by the Government, and have been reconstructed of reinforced concrete, 
the canal being sufficiently enlarged to care for the necessary irrigation waters 


head. At such a location, also, the width of the channel of the 
stream is usually contracted, permitting of a reduction in the length 
of the w^eir and in the consequent cost of construction. At times it 
may be necessary to locate the headw^orks at a point where the dis- 
tance between banks is greater, in order that the depth of w^atei^on 
the weir during flood discharge may not be excessive, thus endanger- 
ing its stability. Obviously the points to be kept in mind in the 
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location and design of headworks are: permanency; economic first 
cost; cost of maintenance; and the command of the maximum area 
of irrigable lands at the least cost of diversion canals. These require- 
ments may at times be conflicting; and complete surveys, supple- 
mented by careful study of the problem in all of its details, are 
necessary to a satisfactory final conclusion. 

The headworks of a canal consist of. (1) diversion weir or dam; 

(2) scouring sluices; (3) regulator at head of canal, for its control 
(see Figs. 14 and 15); and (4) an escape for relief of canal below. 

Diversion Weirs 

Principal Types of Construction. Diversion weirs or dams, as 
the term indicates, are structures built for the purpose of backing 
up or impounding a body of water in order that it may be diverted 
into the proper channels to reach the irrigable lands. They may 
be classified as follows, according to the construction material of 
the superstructure: (1) brush and bowlder weirs; (2) earthen dams; 

(3) masonry dams and weirs; (4) loose rock-fill dams; (5) wooden 
dams and weirs; and (6) iron or steel dams and weirs. These 
materials are also used in various combinations. The best kind of 
dam to build depends upon its size, the character of the foundation, 
the topography of the site, the degree of imperviousness required, 
materials available, and the cost. 

Brush and Bowlder Dams. Brush and bowlder dams require 
practically no engineering skill in their design and are of the simplest 
construction. They are usually low barriers thrown up across a 
I stream to raise the wnter only a few feet. Conditions are sometimes 
met under ^w’^hich it is advisable to build such a dam. These dams 
are constructed by driving stakes across the stream bed and attach- 
ing to them bundles of twigs, usually willow and cotton wood, and 
weighting the twigs down with rock and gravel. The brush end is 
laid upstream. Alternate layers of brush and rock and gravel are 
laid in the dam until the height may reach 3 or 4 feet. Fig. 16 is a 
view of a brush dam in the Tongue River in southern Montana. 

Earthen Dams. The earthen embankment is one of the most 
common forms of dam. It can be built on a variety of foundations 
and is usually cheap to build and, when properly designed and 
constructed, it furnishes a safe and reliable structure. Where water 
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must be passed over the top of the dam, some material other than, 
earth must be used. Ample provision for passing the maximum 
flood waters must be made. The foundation for an earthen dam 
should contain an impervious stratum at a moderate depth and the 
material must be sufficiently compact to support the load. Com- 
pact clay or hardpan makes the best foundation for earthen dams. 
vSolid rock without fissures also forms a good foundation. The top 
width of an earthen dam will depend upon the material, the height, 
and whether it contains a roadway. Solid, well-compacted clay 



Fig 16 Brush Dam on Tongue River, Montana 


should be used near the upper face of the dam; when coarse pervious 
materials must be used, they should be placed near the downstream 
face. 

Core Walls. Core walls of impervious materials are sometimes 
necessary in an earthen dam near the upstream face. A core wall 
of puddled clay will vary in thickness for 4 to 8 feet at the top and 
about one-third the depth of the water at the bottom. Cores of 
masonry are of various thicknesses. In a dam constructed of good 
material, they may be only a foot or two thick, but generally they 
are from 2 to 4 feet thick at the top with a batter on both sides of 
to I inch to the foot. Below the ground level the sides are vertical. 
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Riprap is usually employed on the iniiei face (4’ tlie darn to 
prevent erosion by wave action. The top of the dam should be 
from 2 to 7 feet above high-water line, depending on the material, 
exposure to winds, and frost action. The inner slope will vary from 
2 horizontal to 1 vertical, to 4 horizontal to 1 vertical, and on 
tlie lower side a slope of 2:1 may be used. On high embankments 
berms are placed 30 to 40 feet apart vertically. 

Masonry Dams. Materials, For permanency in weirs, only 
steel and masonry should be used in the construction. Masonry 
weirs may be built oitlicr of plain concrete througliout, of concrete 
reinforced witli steel, of un coursed rubble masonry laid in cement 
mortar, of ashlar masonry, of brick masonry, or of combinations of 
these. Or they may be built of loose rubble maintained in plac(‘ 
by masonry walls. 

Classification, As regards the superstructure, masonry weirs 
may be classified according to the method of discharge, as follows. 
(1) simple Aveirs of moderate height and overfloAV, with a clear fall 
to the bed of the stream; (2) simple weirs Avith clear fall to an arti- 
ficial apron; (3) AA’eirs AA’ith rolIerAA^ay on loAA'er face; (4) AA'eirs of 
heavy cross-section curved on the face to break the fall of the Avater; 
and (5) AA^eirs AAntli clear fall to a water cushion. 

Foundations. Very firm foundations are required for masonry 
dams; the higher the dam, the firmer must be the foundation. 
Masonry dams 20 feet or 30 feet high liaA^e been constructed on 
firm earth, but the high dams must be founded on a foundation that 
will not be subject to settlement, or cracks Avill form. Loav dams 
may be constructed upon heaAw-timber foundations resting upon 
piles, or a solid hardpan or graA^el foundation. For such dams the 
greatest care must be exercised to prevent undermining of the 
foundation. 

Close sheet piling should be carried entirely across the upper 
end of the foundation, placed in a trench dug doAAm AA^ell into hard- 
pan or clay, and puddle aa'cII rammed into the trench on both sides 
of the sheeting, AA’hich should also be carried 2 or 3 feet higher than 
the foundation, and the space betAA’een it and the masonry filled AAuth 
concrete or puddle. Fig. 17. The foundation should be carried 
doAAmstream for a distance at least equal to the height of the dam to 
act as an apron to prevent undermining by the falling Avater. At 
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the end of the apron should be placed sheet piling similar to that 
already described. 

Gene) id Structural Considerations. Theoretical considerations 
act as a guide in the design of masonry dams, the three requirements 
for safety being stability against sliding on its foundation, stability 
against overturning, and maximum stresses within safe limits. 
The top width of masonry dams varies from 4 or 5 feet for low dams, 
to 15 or 20 feet for very high dams, and the height of crest above 
the water line varies from 2 or 3 feet to 8 or 10 feet. 

Masonry is practically unpliable, and so an unyielding founda- 
tion is necessary if there are to be no unknown and unprovided-for 
stresses in the structure caused by a yielding and insecure founda- 
tion. All loose or decomposed rock of the foundation should be 



removed; and if the foundation rock has a smooth top surface, a 
shallow trench should be excavated into it the entire length of the 
dam, or the bed should be cut in steps to prevent leakage and the 
sliding of the dam on its bed. JEvery square foot of the foundation 
should be thoroughly cleaned and washed and covered with a thick 
bed of mortar just before the masonry is laid upon it, and the spaces 
betw^een the dam and the sides of the excavation should be cleaned 
out and filled with concrete. Seams in the rock should be filled 
with cement, to prevent the escape of the w^ater behind the dam. 
Springs should be diverted or sealed up, to avoid risking the sta- 
bility of the structure’. 

The ends of the dam should be carried to bedrock if possible, 
and treated in the same manner as the bottom. If rock does not 
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extend up to the level of the crest of the dam at its ends, they should 
be carried some distance into the banks, to prevent leakage around 
them, or tight masonry river walls should be carried for some distance 
upstream from the dam. The banks for a short distance down- 
stream, if of earth, must be protected from wash by similar walls. 

In building a masonry dam, care should be taken to break courses 
at every joint, the masonry being uncoursed rubble, except the 
faces, which should be broken ashlar. Every stone and its bed 
must be perfectly clean and have a damp surface when it is laid; 



Fig IS Ashuan Ma&oniy Dam, Nile River, Egypt, before Being Heightened 

and all spaces must be absolutely filled with mortar or fine concrete. 
If a tight dam is to be built, these precautions must be rigidly 
olbserved. In constructing the dam, the work, so far as possible, 
should be carried up so that the finished masonry is approximately 
horizontal. • All stone should be set by derrick; and no dressing of 
stones should be done on the wall, since that would be likely to 
disturb or jar the masonry already set. Careful attention to details 
will result in a dam perfectly water-tight under all practicable 
heads. Fig. 18 is an example of a masonry dam. 
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Concrete 'has been used in the construction of a number of 
dams, and the use of that material for this class of work is increasing 



Fig 19 Section of Avalon Dam, Caribbad Project, New Mexico 


rapidly. Concrete reinforced with steel has been used in the erection 
of 'several notable structures, resulting in marked economy of cost. 

The design of masonry dams and weirs will not be taken up 
here, as the matter is fully treated in the article on ''Dams and 
Weirs”. 

Loose Rock=Fill Dams. In many places where it is desired to 
build a dam, rock is found in abundance and this is sometimes an 
economical material to form the body of the dam. Loose rock must 
be used with some other material such as timber, earth, or steel, 
in order to make the dam water-tight. Fig. 19 shows the cross- 
section of a rock-fill dam on the Pecos River in New Mexico. The 
maximum height is 52 feet and the top width is 14 feet. 

Wooden Dams and Weirs. Timber-crib dams have been fre- 



quently built, and, where properly constructed and the timber is 
not exposed to frequent wetting and drying, they give good service 


270 


IRRIGATION ENGINEERING 


53 


Fig. 20 is the cross-section of the Bear River weir which is timber 
crib. 

Wooden crib and rock weirs are generally built when the bed 
and banks of the river are of heavy gravel and bowlders or of solid 
rock; and they may be employed for diversions of greater height than 
is possible with open weirs. Crib weirs consist of a framework of 
heavy logs, drift-bolted together, and fitted with broken stones and 
rocks to keep them in place. The structures may be founded by 
sinking a number of cribs, one on top of the other, to a considerable 
depth in the ground, or they may be bolted to the solid rock. They 
may consist of separate cribs built side by side across the stream and 
fastened firmly together, or they may be built as one continuous weir. 

Iron or Steel Dams. Dams of this sort have been built. One 
at Ash Fork, Arizona, 70 feet high and 184 feet long on top, is used 
for city water supply. It consists of a series of triangular steel 
bents, resting on concrete foundations. The face consists of steel 
plates I inch thick, S feet lOf inches wide, and 8 feet long, riveted 
to 20-inch, 65-pound I-beams, 

Open Weirs and Closed Weirs. Weirs are also classed as open 
treirs and as dosed weirs. An open weir consists of a series of piers 
of wood, iron, or masonry, set at regular intervals across the bed 
of , the stream, and resting on a masonry or wooden floor constructed 
flush with the river bed and protected from scouring by curtain 
walls constructed up and down stream. The piers are fitted with 
flashboards or movable weirs so constructed that the afilux height 
of the river may be controlled. The distance between piers varies 
from 3 feet to 10 feet. In a river subjected to sudden floods, the 
gates are constructed to drop automatically when the flow overtops 
them. 

A closed weir consists of an apron built upon a substantial 
foundation and carried across the entire vddtli of the stream, flush 
with the level of its bed, and protected from erosion by curtain 
walls up and down stream. The superstructure may consist of a 
solid wall, or may consist in part of upright piers, the interstices 
being closed by some temporary construction. This latter portion 
of the weir is called a scouring sluice. In a closed weir the barrier 
is solid nearly the entire width of the channel, the flood v^jiters 
passing over the crest. Such weirs have usually a short open space 
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— the scouring sluice — in front of the regulator, the object of which 
is to produce a swift current past the regulator opening, to prevent 
the deposit of silt at that point. 

Scouring Sluices. Scouring or undersluices are built in the 
bottom of every well-designed dam or weir, and at the end imme- 
diately adjacent to the regulator head. Their function is to remove 
by erosive action of the water any sediment that may be deposited 
in front of the regulator. (See Fig. 21.) 


Scale 




Fig 21 Section of Assuan Dam on River Nile 
(See Fig 18 for Photographic View) 


In case the flow in the stream is sufficient to warrant it, th^ 
sluices are kept constantly open, preventing the deposit of silt by 
the constant motion of the water in front of the regulating head. 
If the flow of water is not sufficient to permit of leaving the sluices 
constantly open, they should be opened during "flood and high 
waters, creating a swift current which is effective in removing the 
silt deposited during slack water. 
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The scouring effect of sluices constructed in the body of the 
weir is produced by two classes of stnuiure^ open scouring slui(‘es 
and undersluices. 

Opni Scouring Slider The open scouring sluice is practically 
identical with the open weir, as the latter consists of scouring sluices 
built across the entire width of the channel. When the weir forms 
a solid barrier across the channel and is open for only a short portion 
of its length adjacent to the canal head, the latter is called a scouring 
sluice. The waterway of a scouring sluice is open the entire height 
of the weir from crest to bed of stream, and consists of foundation, 
floorway, and superstructure. The floor must be deep and well 
constructed, and carried for a short distance ujd and down stream 
upon either side of the axis of the weir. On ihi^ floor are built piers, 
gK)0\cd for the insertion of plank*^ or gates that may be opened or 
clo^ed at will. 

Unclcrshnce. These sluices are more generally constructed 
where the weir is of considerable height and the amount of silt 
deposited is small. The opening does not extend as high as the 
cre.^t of the wear, nor does the sill of the sluiceway necessarily reach 
to the level of the stream bed It is necessary, howeA'er, that the 
sill be as low as the sill of the regulator head. 

CONTROL WORKS 

Regulators. Relative Location, A diversion weir retards the 
flow of the stream and raises its level to such a height as to enable 
it to pass into the head of the canal. The regulator controls the 
flow of water, admitting it to the canal when necessary, and at 
other times causing it to pass on down the stream over or through 
the weir. The regulator should be so located that the water held 
back by the weir will pass rapidly, and with the least loss of head, 
through it and into the canal. To accomplish this successfully, the 
canal head should be placed immediately adjacent to the weir and 
continuous with it. 

The weir should not be so located and aligned as to cross the 
stream diagonally, either toward or from the regulator head. In 
the former case, it tends to force the water against the regulator, 
causing unnecessary scour at that point and undue pressure upon 
the head. In the latter case, the reverse-action would take place, 
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and it vsuuld not be effective in directing the water into the canal. 
The best alignment for the weir is to liave it cross the stream at right 
angles to the line of the regulator. This gives a clear, even scour 
]iast the regulating gates and keeps them clear of silt, at the same 
time furnishing the required amount of water. 

The regulator should not be placed at a distance from the end 
of the weir, as thereby dead water, in which deposits of silt occur, is 
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Fig 22 Gates at Sharp^ Heading 

At this point, seven miles east of Calexico, Mexico, the Alamo River drops from the Imperial 
Canal 


created between the weir and the regulator, blocking the entrance 
to the canal and diminishing the available supply. 

Types. The type of regulator employed depends upon the 
character of the foundation and the permanency desired. Regu- 
lators may be classified according to the design of the gate and its 
method of operation. With any type of foundation, varying degrees 
of permanency may be given to tlje superstructure, and various 
methods employed for operating the gates. 

Regulators may be classified as follows: (1) wooden gates in 
timber framing; (2) woodeA gates in masonry and iron framing; and 
(3) iron gates in masonry and iron framing. 
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Further classification, according to the method of operating the 
gates, is: (a) flashboard gates; (b) gates raised by hand lever; (c) 
gates raised by chain and windlass; (d) gates raised by screw gearing; 
and (e) hydraulic lift gates. 

Simple flashboard gates can be used only when the pressure 
upon them is low. When the gates are under great pressure, the 
opening is generally closed by a simple sliding gate that may be 
raised by hand lever or windlass, Fig. 22. Under high pressures 
a double series of gates may be employed, one above the other, each 
separately raised by hand lever or windlass. 

Arrangement The regulator should be so designed that the 
amount of water admitted to the canal may be perfectly controlled 
at any stage of the stream. To this end, the gates should have such 
dimensions that they can be quickly opened or closed as desired 
When the canal is large and its width considerable, the regulator 
should be divided into several openings, each closed by a separate 
and independent gate. 

The channel of the regulator way should consist of a, flooring of 
timber or masonry, to protect the bottom from the erosive action of 
the water; and the side walls or wings should be of the same con- 
struction, to protect the banks. The various openings will be sepa- 
rated by piers of wood, iron, or masonry; and the amount of obstruc- 
tion offered to the channel should be the minimum, so that the vfldth 
of the regulator head will be as small as possible for the desired 
amount of opening. 

For convenience in operating, the regulator should be sur- 
mounted by arches of masonry or a wooden flooring, so as to provide 
an overhead bridge from which the gates may be raised or lowered. 
The height of the regulating gates and the height of the gates sur- 
mounting them must exceed the height of the weir crest by the 
amount of the greatest afilux height which the flood water may 
attain, so that the flood flow may not top the regulator and destroy 
the canal. The regulator must be firmly and substantially built to 
withstand the pressure of floods, and a drift fender should be built 
immediately in front of, or at a short distance in front of, the gates, 
to protect them from floating logs, debris, etc. 

The regulator head should be placed as close to the end of the 
weir as possible, to prevent the deposit of silt at that point. It is 
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sometimes necessary, however, to set the regulator back in the canal 
a short distance, owing to the nature of the banks and the consequent 
difficulties of construction. Under such circumstances the escape 
should be placed in front of and adjacent to the regulator, to relieve 
it of undue pressure. 

Escapes. Functions. In order to maintain complete control 
over the water in a canal, provision should be made for disposal 
of any excess flow that may arise from sudden and excessive rains 
or floods, or of any water not required for irrigation. This is affected 



Yakima Project, Washington 


by means of escapes, or, as they are more commonly called, icaste-^ 
ways or spilhvays. These are usually short cuts from the canal 
^to some natural drainage channel or stream into which the excess 
water may be wasted without fear of damage, Figs. 2?> and 24. 
Wasteways may also be utilized for flushing the canal, preventing 
the deposit of silt, or scouring it out. 

Location, Opening the distributaries relieves the main canal, 
and opening the escapes in turn relieves the distributaries. Escapes 
should be provided at intervals along the entire canal line, the length 
of each interval depending upon the topography of the country, 
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the danger from floods on inlet drainage, and the dimensions of 
the canal. The first or main escape should be located at a distanee 
from the regulator not exceeding half a mile, so that in ca'^e of 
accident to the canal the water may be drawn off*. Tliis main 
escape may also be used as a flushing gate for the prevention and 
removal of silt deposits. The slope of the canal between its head 


w 



Fig 24 General View of Wasteway and Portal of Tunnel No 3 on Himtle\ Mam Canal, and 
Passing Northern Pacific Tram 

The Huntley project, Montana, calls for the irrigation of 26,000 acres of Croi\ Indian He'?er 
vation lands by means of -water diverted from the lower Yellowstone River 

and the escape, should be decreased in order that the matter carried 
in suspension may be deposited at the head of the escape. 

Escapes should be located above' weak points, as embankments 
flumes, etc., in order that the canal may be quickly emptied in case 
of accident. Their channels should be of the shortest possible length, 
with sufficient capacity to carry off the whole body of water from 
both directions so that the canal below the escape may be emptied 
for repairs while the canal above is still in operation. 
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Airitiuji mrni. The greatest clangor to a canal occurs during 
local rains when water is not being used for irrigation, leaving the 
canal supply full, while the discharge is augmented by the flood 
waters. It is essential, where a drainage inlet enters the canal, 
that an escape be placed opposite it for the discharge of surplus 
water. In order that the escape may act most effectively, the slope 
of its bed should be increased by at'least a foot immediately below 
its head; besides this, the slope of the remainder of the bed should 
be somewhat greater than that of the canal, and it should tail into 
the drainage channel with a drop of a few feet. 



Fig 25 Drop on Mam Imperial Canal at Sharps in the Imperial Valley, California, 
Showing Brush Wing Walls and Height of Drop 


Escape heads, and the regulators necessary to their operation, 

' are similar in design to the regulating gates at the head of the main 
canal. They should be as large as can be conveniently operated, 
and there should be a sufficient number of them to discharge the 
canal without unduly retarding the velocity of flow. The gates may 
be of timber or iron, and may be framed between piers of timber,^ 
masonry, or iron. They are operated the same as the gates at the 
head of the main canal; but, as the pressure upon them is not so 
great, the lifting "apparatus need not be so elaborate. 

Sand gates are practicahy escape gates, but they may be so 
designed as to be of service only for scouring and the removal of 
sediment. The main gates on a canal system should be designed as 
much for scouring purposes as for the control of the water in the canal. 
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Drops. At places in some canal lines it- is necessary to <)\ (‘rcomc 
excessive erosion of the canal bed by introducing drops or (Unites 



Fig 26 Chute in Natural Earth, Bed Protected from 
Erosion by Bot;v Ider'^ 


through which the water is carried to a lower level in a short dis- 
tance. These may be constructed of timber or of masonry. Figs. 



Fig. 27. Reinforced-Concrete Drops, Comanche Canal, Colorado 
From Report of Colorado State Engineer 


25, 26, and 27 show types of drops and chutes. Their capacity 
must be sufficient to allow the maximum discharge of tlie canal 
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to pass over them without raising the water upstream above the 
normal maximum elevation. The capacity of vertical drops can 
l)e estimated by the use of some weir formula. As in dams there 
should be provision made below the drop so that the falling w’ater 
will not erode the stream bed. For this, a water cushion with a 
depth of one-third to one-half the vertical drop in the water has 



Fig 28 Typical Wyoming Turnout' 


been found by experience to be satisfactory. .The design of a 
chute consists of a series of approximations, and the use of Kutter’s 
or some other satisfactory formula. 

Turnouts. The structure at the head of a lateral, used for 
the purpose of diverting water from the main canal, is known as 
a turnout. Turnouts may be open sluices for large quantities, 
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wooden boxes set into the banks of the canal, or closed pipes con- 
trolled by gates on the canal side. They should be placed so as 
to divert the required amount of water with the minimum head 
in the canal. Fig. 28 shows a type of wooden turnout used in 
Wyoming. 

DRAINAGE WORKS 

When the diversion line of a canal is carried around a hill or is 
located on sloping ground, provision must be made for side drainage; 
and this is sometimes one of the most difficult problems encountered 
in the design and construction of irrigation works. The higher the 
canal heads up on a stream, the more liable it is to encounter side 
drainage. On low grotmd and flat slopes, drainage may be pro\'ided 
for by diverting the watercourses through cuts into natural drainage 
areas, \Mien this cannot be done, the drainage may l)e pa^'-ed by 
one of the following methods: simple inlet dam, let cl cTo-^bing, flume 
or aqueduct, superpassage, and culvert or inverted siphon. 

Inlet Dams. In case the drainage is intermittent and its volume 
small compared with that of the canal, the water may be admitted 
directly into the canal, and the excess of flow may be discharged 
at the first escape along the line of the canal. 

Inlet dams may be built of wood, masonry, or loose .stone. If 
the depth of the canal is small, and the height of the fall from the 
crest of the dam to the bed of the canal is also small, a wooden 
flooring may be laid in the bed of the canal, and a barrier or dam 
of piles and sheet piling built across the upper side. After a time, 
the sediment carried by the stream will fill in behind tlie dam to 
the level of its crest, and the water will then sinqily fall over tlie 
crest of the dam onto the wooden apron. 

The inlet dam may be built as a loose-rock retaining wall, 
in which case the bed and banks of the canal below, as veil as tlic 
opposite side, shoifld be riprapped to protect them from erosion. 
If the drainage flow is considerable, more substantial vorks may 
be required, and a masonry inlet dam will be nee(l(Hl, a p()rti()n of 
the canal channel being built of masonry, and the opposite bank 
protected with loose stones. 

Level Crossings. When the discharge of the drainage channel 
is large and is at the same level as the canal, it may be pa^^sed over, 
under, or through the latter. In the latter ca^e the water is 
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admitted by an inlet dam on one side, and discharged through an 
escape in the opposite bank. The discharge capacity of the escape 
must be sufficient to pass the greatest volume of flood flow likely 
to enter; and a set of regulating gates should be placed in the canal 
below the escape, in order properly to control the amount of water 
passing down the canal. 

Flumes and Aqueducts. The term flume is more generally 
ajiplied to a structure intended to carry the waters of a canal around 
steep, rocky hillsides or. across drainage lines. The term aqueduct 
is more generally applied to Avorks of greater magnitude which arc 
built of rather permanent material, as iron or masonry. 

Cond)uctiou, Flumes may be constructed of timber, steel, 
or reinforced concrete. In case the drainage encountered is at a 
lower level than the bed of the canal, it may pass under the latter, 
the canal passing over the drainage in the form of a flume. The 
drainage stream must be carefully studied as to its discharge, in 
order that the capacity of the waterway under the flume may be 
ample to pass the maximum flood discharge. 

Particular attention must be paid to the stability apd per- 
manency of the foundations of the flume ; and they should not unneces- 
sarily obstruct the waterway, as tliis would cause a high velocity 
of flow in the drainage channel, which might result in scouring 
the bed and possibly destroying the work. In connecting the ends 
"of the flume with the canal banks, care must be exercised that 
leakage does not occur at such points. 

The length of a flume or aqueduct may be shortened by making 
the approaches at either end of earth embankments, causing the 
canal at the end of the flume to flow on top of an epabankment, 
which must be of the most careful construction and of sufficient- 
width so that it will not settle greatly or be washed away. The 
embankments should be faced with masonry abutments and wing 
walls at their junction with the flume, to protect them from erosion. 
The cross-section of the flume may be diminished, and in conse- 
quence its slope may be made somewhat greater than the canal 
at either end, so as to carry the required volume of water. This 
will result in a considerable saving in the cost of construction, 

^ Bench Flumes, Bench flumes are built on steep hillsides to 
save the cost of canal construction. Structures of this kind should 
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not be built on embankments, but in excavation or upon trestles 
to avoid the danger of subsidence and consequent destruction. 
The excavated bench should be several feet wider than the flume, 
and the flume itself should be supported on a permanent foundation 
of mudsills or posts. 



Fig 29. Pryor Creek Crossing on Huntley Main Canal, Huntley Project, Montana, on Line of 

Northern Pacific Railroad 

At the point beyond the turn \\ here the canal disappears under the crossing, it is carried by 
means of pressure pipe underneath Pryor Creek, -which in turn is earned over the canal by rein- 
iorced-concicte structure, this arrangement being necessary on account of the flood conditions of 
Pr^or Creek View taken from above tunnel No 3 

Superpassages. When the canal is at a lower level than the 
drainage channel, the latter is carried over the canal by what is 
termed a sv'perpassage. (See Fig. 29.) This is practically an aque- 
duct, though differing from an aqueduct in some important details. 

The volumes of streams that are to be carried in superpassages 
are variable; at times the streams may be dry, while again their 
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flood discharges may be enormous. The waterway of the super- 
passage must be ample to carry the greatest flood flow that may 
occur in the stream; and especial care must be exercised in joining 
the superpassage to the stream bed above and below, to prevent 
injury by the violent action of flood waters. 

Constructing superpassages of wood is not to be recommended, 
as the alternate wetting and drying will soon result in decay. They 
have occasionally been built of iron, but proper precautions must 
then be taken to provide against expansion and contraction, since 
at times the amount of water flowing in the channel will not be 
suiBScient to maintain the temperature constant. 

Siphons. The most common practice in the United States is 
to carry the canal under the stream by means of an inverted siphon, 
though at times it may be more convenient to carry the stream 
through the siphon and then build the canal over the siphon in 
the form of an aqueduct. The proper dimensions of the siphon 
may be computed by means of any one of the numerous formulas 
for the flow of water in pipes. ^ Siphons may be of wood — ^built 
up — or they may be of wrought iron, cement, reinforced concrete, or 
wooden pipe. 

DISTRIBUTARIES 

Distributaries bear the same relation to the main canal system 
as the service pipes in the city waterworks system do to the city 
mains. From the distributaries the irrigator takes his water supply 
for irrigating his crops. 

Best Location. ' These minor ditches, or laterals, should 
not be diverted from the main canal or from its upper branches, 
as these should have as few openings as possible, in order to reduce 
the liability of accident to a minimum. The w^ater should be drawn 
at proper intervals from the main canal into moderate size branches 
so located as to command the greatest area of land and to supply 
the laterals and small ditches of the irrigator in the simplest and 
most direct manner possible. 

. Wherever water is plentiful and not particularly valuable, it is 
conducted to the lands in open ditches and laterals excavated in 
the earth. Where, however, water is scarce and its cost high, 
the losses from evaporation and percolation should be reduced 
to the minimum. In such a case the laterals should consist of 


284 



IRRIGATION ENGINEERING 


67 


wooden flumes, of paved or masonry-lined eartli channels, or, in 
extreme cases, tlie supply may be conducted underground in pipes 
and applied to the crops from these, instead of being flowed over 
the surface. This results in the highest possible duty and the most 
effective use of the water. 

The most economical location in a main canal is along a ridge, 
whence the water may be supplied to its branches and to private 
channels on either side. Such a location, however, can seldom be 
realized. The distributaries taken from the main lines should 
conform to the dividing lines between water courses; and the capacity 
of each will then be proportioned to the duty recpiired of it, the 
bounding streams limiting the area it will have to serve. 

Considerations in Designing. In preparing for the design 
of a distributary system, a careful topographical survey should be 
made of the entire area to be covered by the system; and the loca- 
tion should be made only after a thorough study of the topographical 
features. Cuts and fills should be balanced as nearly as possible, 
and the loss of water by percolation reduced to a minimum as far 
as consistent with economy of design and value of water. Provision 
should be made for the least mileage of channels consistent with the 
command of the greatest area of irrigable land on either side. Atten- 
tion should be paid to drainage, that it may be secured with the least 
possible interference with the proposed channels and distributaries. 

For the complete and efficient distribution of water, the engineer 
should consider the design and location of the distributaries of as 
much importance as the design and location of the main branches. 
Besides the alignment, attention should be paid to the character 
of the soil and to the safe and permanent crossing of drainage lines, 
while the capacity of the channels should be proportioned to the 
duty required, the cross-sectional area being reduced as the quantity 
of water is decreased by its diversion to private channels. 

The bed of the distributary should be above the level of the 
bed of the canal, in order to get the clearest water from the canal, 
and in order that it may be kept at as high a level as possible and 
provide surface irrigation throughout its length. Care should be 
taken, in level country, that the drainage lines into which the dis- 
tributaries tail should have ample capacity to accommodate any 
flood flow that it may be necessary to discharge into them, as other- 
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wise the streams might become clogged and flood the surrounding 
country. The slope of the distributary should be as nearly as * 
possible parallel to the surface of the land it traverses, thus com- 
manding the maximum area and at the same time avoiding expensive 
and heavy construction. To realize this condition, falls may be 
frequently introduced, and storm-water escapes into natural channels 
may be provided at intervals in the course of the distributary. 

In determining the dimensions of divstributaries, dt must be 
borne in mind that the greater the amount of discharge, tile smaller 
will be the unit cost of maintenance. A single channel the width 
of which is equal to that of two separate channels,«will have a carry- 
ing capacity more than double that of each of the smaller channels; 
and the cost of patrolling and maintaining the single channel gen- 
erally will be one-half that of the two smaller channels. Experience 
has shown that irrigation can be most profitably carried on from 
channels having a width of 18 feet on the bottom and a depth of 
about 4 feet of water. The surface of the w^ater should be main- 
tained at from 1 to 3 feet above the surrounding area, to provide 
gravity irrigation and to reduce the loss by absorption. 

Details of Construction. Distributary heads should be arranged 
much as are the heads of main canals and escapes. They consist 
essentially of two parts: a regulator or check below the head on the 
main canal, to divert the water into the distributary; and a regulating 
gate in the distributary, to admit the proper amount of water. 
These heads usually consist* of a wooden fluming, built in the form 
of an apron to the bed of the distributary, with planking to protect 
the banks. In this flume are built the gates, consisting either of 
fiashboards or of simple wooden lifting gates. 

Distributary channels are often open channels, but when the 
water is conveyed in pipes, these may be of steel, of wood, or of 
reinforced concrete. Steel pipe should always be coated with 
hot asphaltum to protect it from erosion. This class of pipe will 
bear internal pressures of from 100 to 200 pounds per square inch. 
Air valves should be introduced at all high places; blow-off valves 
at the proper intervals; and a standpipe air chamber may be placed 
at the highest point in the line. 

Several types of wooden pipes are in use, but for the' larger 
conduits, wooden stavepipes are to be preferred. The pipe is ^)uilt 
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conthiUOLibls in thv Ikmk-Ii, and tlit* hta\(‘S .in' loiiiicd with r.idial 
('dges and bound togetlun- I)y moans of round or oval bands of 
steel or iron, spaced and sized aeeon ling to the pressure, Fig. 30. Tw ( > 
types of stavepipe are employed. In one of these (the Allen patent), 
the outside and inside surfaces of the staves are concentric; the staves 
are made to break joints, and the end joints are made tight by insert- 
ing small steel plates in saw’ kerfs in the staves. In the other form, 
polygonal staves IG feet to 20 feet long are used, w’hich have a 



Fiff 30 Freer inc; a 12-Inch Pipe of California Redwoorl 


slight tongue and groove formed on the edges. The staves do not 
break joints, but the end joint is made by surrounding the pipe 
by a layer of staves 4 feet in length. 

Stavepipe is suited to pressiircb up to as high as 100 pounds 
' per square inch. Above this limit it is less economical than steel, 
owing to the size and number of the bands required. It has been 
built as large as 9 feet in diameter. The staves should be made 
of clear stuff, somewdiat seasoned. California redw’ood and Oregon fir 
are the materials most generally used for irrigation pipes in the Wcbt. 
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For the smaller sizes of conduits, bored pipe is better adapted. 
This pipe is made from solid logs, but depends for its strength upon 
spiral bands of flat iron wrapped tightly about it from end to eiifl. 
The exterior of the pipe is coated with pitch to protect the bands 
and preserve the pipe. The joints are made by means of wooden 
thimbles fitting tightly in mortises in the ends of the pipe; and in 
laying, the sections are driven tightly together by means of a wooden 
ram. The pipe is made in sections 8 feet long and varying in diameter 



Fig 31 Site of Roosevelt Dam, Salt River, Arizona 


from 2 inches to 17 inches. The bands are spaced according to 
the pressure; and branch connections are made by means of cast- 
iron specials having long sockets into which the wooden pipe is 
driven. This pipe is very durable, and is cheaper than cast-iron 
pipe, especially when transportation rates are high. 

STORAGE RESERVOIRS 

Classification. All varieties of natural or artificial impounding 
reservoirs designed for the storing up of superfluous or flood waters 
are termed storage works* Such works are intended to equalize 
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Under tlie first clil^^ifi(*ati()n are: (a) natural lake basins, 
(b) reservoir sites on natural drainage lines, as a vall('\ or canyon 
throiye:h which a stream flows; (c) reservoir sit(''. in de])ressions 
on Ix'uch lands; and (d) res(Tvoir sites that are in jiart or wholly 
constructed l)y artificial metliods. 

Under tlie second classification are. (aj earth dams or embank- 
ments; (b) combined earth and loo-.e-roekdam^, (c) li\dranlic-mining 
t\pe of dam, or dams eoiistriieted of loose roc‘k or loose rock and 
timber; (d) combined loose rock and masonry dams; and (e) masonry 
dams. Figs. 31 to 35 show views and plans of dams for storage works. 
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Fig. 34. SoGtion of Salt Rivor Dam and Elevation of Spillway and Power House 
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Factors in Locating. Topoijmithji After tlie ]jusUion and 
extent ot the irrigable lands have been determined, a careful pre- 
liminary survey of the surrounding region shc)uld l)e made in order 
to determine the mo^t dr^siralde location for the reservoir. As 
much information as is pos^ible should l)e obtained on a catchment 
area, the run-off, and the maximum and minimum discharge. 

The location of the reservoir site luuing been decided upon 
in a general way, a detailed survey of it should be made. This 
can best be done with tlie transit and stadia. If the valley above 
the dam site be long and narrow, the reservoir also will be of this 
shape, and in many cases two or more valleys of contributing streams 
may unite in one reservoir site. It is dcsiralile that the enclosing 
hills be steep, and that the valley be narrow at the dam site, to 
a\oid shallow ^■^ate^ and ox])ensive construction. A basin or valley 
vith little longitudinal slope will protide a gi\en amount of storage 
with less height of dam than one with a steep longitudinal slope, 
and for that reason is to lie ])referred. The larger the drainage 
area above the dam site, the gn'atei the quantity of tield; and so 
the position of the dam with reference to the head of the area is 
important. The reservoir must be sufficiently high up the valley 
for the water to command the irrigable lands. 

In conducting the surveys of the reservxiir site, a tentative 
location of the dam should be made, and an approximate idea of 
its height obtained. The extreme height of the dam should be 
taken as the basis of the surveys, and a closed contour run out at 
this level around the entire site. A main traverse should be run 
through the lowest line of the site, from the dam to the extreme 
end, where it will connect with the top contour. Cross-section 
lines may now’ be run with the stadia from this line, and the topog- 
raphy of the site sketched by means of o-foot contours and plotted 
to a large scale. Such a map will enable the engineer to determine 
the capacity of the reservoir for different depths of w’ater. The 
dam site should be surveyed with greater care and more in detail, 
several possible sites being cross-sectioned and plotted to 1-foot 
contour intervals, to a scale of 100 feet to the inch if possible. 

In deciding upon the exact location of the dam, the cost will 
generally be the controlling consideration. The elevation of the 
crest having been fixed, that location is best w’hich requires the least 
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expense for excavation and construction; and this is generally 
where the least quantity of material is necessary in construction. 
With such a knowledge of the topography of a catchment basin 
and the reservoir and dam sites as the resulting map will give, 
the engineer can compute the cost of construction of dams for various 
heights, as well as the contents of the reservoir for these heights, 



Fig. 35 Government Dam Site, Shoshone River, Wyoming, 
before Confeti notion of Dam 

Reservoir storovs 300,000 aere-fect Height of dam 210 feet, vails of canjon 700 feet high 
Diamond drills bored SO feet belov ruer bed before striking solid foundation rock 

determining thereby what height and location of dam will be the 
best. In many cases a straight dam at the narrowest point* offers 
the best location, but conditions of topography are frequently met 
which make more economical a dam whose center line is curved 
, upstream. ^ 

Geological Formation. Having determined the desirability of 
a reservoir site, both topographically and hydrographically, test 
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borings and trial pits should be sunk at various points in the reservoir 
basin, and particularly at the dam site, to ascertain the character 
of the soil and the character and dip of the strata underljdng the 
proposed reservoir. (See Fig. 36.) The geological conformation may 
be such as to contribute to the efficiency of the reservoir, or it may be so 
unfavorable as to be irremediable by engineering skill. A reservoir 



site situated in what is called a synclinal valley is the most favorable, 
as in such a ca.se the strata slope from the hills toward the lower 
lines of the valley„so that any wider that falls upon the hills will 
find its way by percolation through the strata into the reservoir, 
• thus adding to the storage volume. On the other hiiud, an anticlinal 
valley is the least favorable for a reservoir site, as the strata slope 
away from the reser\-oir site, and water falling on the hills is diverted 
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by percolation away from the reservoir site and to other drainage 
areas. A third class of geological formation intermediate between 
the other two, is that in which the valley has been eroded in the 
side of the strata that dip in one direction. In such a case the 
upper strata lead water from the adjoining hills into the reservoir, 
while the strata on the lower side tend to carry the water away 
from the reservoir by percolation. 




Fig 37 Tj pes of Geological Strata for Rcbervoir Sites 
A — Synclinal Valley, B — Anticlinal Valley, € — Intermediate Type 


If the surface of the proposed reservoir site is made up of a 
4eep bed of coarse gravel, sand, or even limestone, crevices in the 
last named or between the interstices of the first tw’o named will 
tend to diminish the capacity of the reservoir by seepage from it. 
On the other hand, the geological formation may be most unfavor- 
able, yet, if the surface of the reservoir site be covered with a deep 
deposit of alluvial sediment or of clay or dirty gravel, or of other 
equally impervious material, little danger is to be apprehended 
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from seepage. Fig. 37 illustrates the three types of geological 
strata described above. 

Relation to Irrigable Lands. In considering the relation of 
the reservoir site to the irrigable lands, the former should be situ- 
ated at a sufficient height above the latter to allow of the delivery 
of water to them by gra\dty. The area of these lands should be 
sufficient to require the entire amount of water stored, that the 
maximum return may be derived from water rates, and the reservoir 
should be located as near as possible to the irrigable lands, in order 
that the loss in transportation shall be a minimum. It may often 
happen, however, that the reservoir is necessarily located at a 
considerable distance from the irrigable lands, requiring either a 
long supply canal, or that the water be turned back into the natural 
channels, dovm which it flows until diverted in the neighborhood 
of the irrigable lands. This is very wasteful of water, since the 
losses by percolation and evaporation are large. 

Natural and Artificial Locations. If a reservoir is situated 
in a natural lake basin, a short drainage cut or a comparatively 
cheap dam, or both, may give a large available storage capacity. 
The most abundant reservoirs are usually those on natural drainage 
lines, though these may be the most expensive in construction oving 
to the precautions which are necessai^", in building the dam, to 
provide for the discharge of flood water. Almost equally abundant 
are those reservoir sites found in alkaline basins or depressions 
on bench or plain lands. The utilization of such basins as reser- 
voir sites is comparatively inexpensive, as they can be converted 
into reservoirs by the construction of a deep drainage. cut or of a 
comparatively cheap earth embankment. Scarcely any provision 
^ is necessary for the passage of flood water, and the heaviest item 
of ^expense is the supply canal for filling them from some adjacent 
source. 

Artificial reservoirs are occasionally constructed where water 
is valuable, by the erection of an earth embankment above the 
general level of the country, or by the excavation of a reservoir 
basin by artificial means. Reservoirs of this kind are usually 
of relatively insignificant dimensions, as the expense of building 
large reservoirs of the kind would be prohibitive. Shallow reser- 
voirs should never he constructed. Tlie loss from evaporation 
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and percolation is proportionately great, and the growth of weeds 
is encouraged, where the depth is less than 7 feet, by the sunlight 
penetrating to the bottom. 



Fig 38 Diagram Showing Cost of Reservoirs 

Fig. 38 shows the cost of reservoirs as given in Office of 
Experiment Stations’ Bulletin, No. 179. 

FLOW OF WATER IN OPEN CHANNELS 

VELOCITY CALCULATION 

Definition of Factors. If an open channel be given an inclina- 
tion, the water contained therein will be set in motion by the action 
of gravity upon the particles. The effect of the force of gravity 
in producing motion will depend upon the slope, s, which is the 
ratio of the vertical height of fall to the horizontal distance; thus\ 
a slope of tf 0 (T means a fall of one foot in one thousand feet. The 
velocity of flow, therefore, will depend upon the length of channel I, 
for the vertical fall of any height /i. The amount of friction offered 
by the sides and bed of the channel will depend upon the length 
and upon the nature of the material composing these, that is, upon 
the nature of the lining or surface of the channel in contact with 
which the water flows. The coefficient of velocity for a channel 
will also depend upon the hydraulic mean radius r, which expresses 
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TABLE Vin 

Values of Coefficient of Roughness n in Various 
Channels 


( 'H \R V< 'TKR oil ChA-NNEL 

Coefficient of 
Rouchness 
n 

Well-planed timber 

Neat cement, glazed sewer pipe, or vciy 
smooth ii‘on pipe and butt-joint wrought- 

009 

' iron pipe 

.010 

1 3 cement mortar, or smooth iron pipe 

oil 

Unplaned timber, and ordmaiy cast iron 

012 

Smooth brickwork 

013 

Smooth concrete, wood troweled 

014 

Ordinary brickwork, or smooth masonry 

015 

Lap-joint wrought-iron pipe 

.012 to 016 

Rubble masoniy 

017 

Firm gravel 

.020 

Earth canals m fan condition 

.0225 

Rivers free fiom stones and weeds 

025 

Canals and rivers with some stones and weeds 

030 

Canals and rivers m bad oider 

035 


the ratio of the area in square feet of cross-section a to the wetted 
perimeter, in linear feet p. For a semicircular or circular cross- 
section of flow, the hydraulic radius is one-fourth the diameter. 

Formulas. There are many formulas for calculating the 
mean velocity of flow in open channels. All of these have 
coefficients, and are incorrect outside of a small range of dimensions. 
The velocity of flow at the surface of a channel or along the wetted 
perimeter is generally less than the mean velocity of flow of the 
cross-section. The mean velocity of rivers is generally about 98 
per cent of the middle-depth velocity, and from 70 to 80 per cent 
of the maximum surface velocity. 

Chezy's Formula, The Chezy formula which is generally used 
as’ the basis of velocity formulas, is 

v = c^l rs 

in which ^ equals the mean velocity in feet per second, c is a con- 
stant, T is the hydraulic radius, and s is the sine of the angle of slope, 
or rate of fall of the surface of the water. 

KuUer’s Formula, Values of c adapted to- different conditions 
have been ascertained by experiment, and Chezy’ s formula, as 
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TABLE IX 

Values of c for Earth Channels 
Computed by Use of Kutter’s Formula 

(When n = 0225) 


Hydraulic 

Radius 

(ft) 

Slope 

s 

00005 

0001 

0002 

0001 

001 

01 

and over 

0 1 

22 

25 

27 

29 

30 

31 

0 2 

30 

33 

36 

37 

39 

39 

0 3 

36 

39 

42 

43 

44 

45 

0 4 

40 

43 

46 

47 

48 

49 

0.6 

46 

.50 

52 

54 

55 

55 

0 8 

52 

55 

57 

58 

50 

60 

1 0 

56 

59 

60 

62 

62 

63 

1 5 

64 

66 

67 

6S 

69 

69 

2 0 

70 

71 

72 

73 

73 

74 

3 0 

79 

79 

79 

79 

79 

79 

4 0 

85 

84 

- 84 

84 

83 

S3 

6 0 

94 

92 

90 

89 

89 

88 

10 0 

105 

100 

98 

96 

95 

94 

20 0 

120 

111 

106 

104 

102 

101 


modified by Ivutter, which is the one now most approved for deter- 
mining the velocities of flow in open channels, is 




1.811 


— n 


-41.6- 


.00281 

s 


( 


1+1 41.6- 


.00281 ^ n 


>V’ 


rs 


VI 


in which n is a coefficient of roughness for the wetted surface of 
the conduit, and has the values given in Table VIII. 

Use of Formulas, Considerable care must be exercised in 
selecting the proper value of n; and an actual measurement of the 
flow is always to be preferred to the best formula used with the most 
expert judgment. Late experiments as reported in recent bulletins 
indicate that the values of n as .given in Tables YIII, IX, and X, 
should be somewhat modified. 

Pipes of metal or wood being of a uniform material and cross- 
section, the flow through them is capable of more exact determina- 
tion than that through channels of earth or ordinary masonry. 

Tables IX and X give values for c for a wide range of earth 
channels, and will cover most of the cases occurring in ordinary 
practice. 
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TABLE X 

Values of c for Earth Channels 
Computed by Use of Kutter’s Formula 

(When n = 035) 


Hydraulic 
Radius I 



M «H'i 




r 

(ft) ! 

1 

00005 

0001 1 

0002 

1 1 

1 0004 1 

001 

01 

and o\ er 

—j ^ 

0 1 

13 

14 

15 

j 1. 1 

1 

1 

0 2 i 

18 

19 

21 

21 

22 

' 22 

0 3 

21 

22 

24 

1 24 

25 

25 

0 4 ■ 

24 

25 

27 

' 27 

2S 

29 

0 6 ' 

28 

, 30 

31 

31 

32 

33 

0 8 

31 

' 33 

34 

35 

35 

35 

1 0 

34 

35 

37 

! 37 

38 

38 

1 0 ' 

40 

i 41 

42 

42 

43 

43 

2 0 ' 

44 

! 45 

45 

45 

46 

' 46 

3 0 

50 

i .51 

51 

51 

51 

51 

4 0 ; 

56 

1 55 

55 

55 

54 

55 

6 0 

63 

■ 61 ' 

60 

60 

59 

59 

10 0 ' 

72 

69 

67 

()b 

t)5 

65 

20 0 ' 

85 

79 

76 

1 73 

72 

71 


Quantity of Discharge, The quantity of discharge of a canal or 
river Q second-feet is obtained by multiplying its velocity 
in feet per second, by the cross-sectional area . I of the channel, in 
square feet, or 

= rs 

MEASURING OR GAGING STREAM VELOCITIES 

Gaging by Floats. The simplest method of gaging the velocity 
of a stream, when approximate results are sufficient, is by means 
of floats thrown into the center of the stream and timed for a given 
distance. These floats may be a handful of green twigs which will 
offer but little resistance to the wind and the velocity of the one 
passing over the run first taken as the maximum surface velocity. 
For convenience, a base of 100 feet may be measured off on the bank, 
parallel to the stream, and note taken of the time required by the 
float in passing over this distance. Several observations of the 
time of passage of the, float over the same base may be made, or, 
better still, the time of passage of floats over different 100-foot 
lengths may be observed. The mean of these observations vdll 
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^iv<‘ the (‘(‘iitriil or maximum surface velocity-. The moan surface 
\^elocity may be determined by the use of floats in different portions 
of the width of the streams, and by timing the passage alon^ a 
fixed length of base. The resulting velocity in feet per secomb 
multiplied by 0.8, will give approximately the mean velocity of 
the entire cross section of the stream. 

Measuring at Various Depths. To determine the velocity 
of a stream with great accuracy, the velocity should be determined 
not of the surface alone, but of the entire body of the stream. This 
may be done by timing upright rods so weighted that their bottoms 
float at different depths beneath the surface of the water, or by the 
use of current meters. The rods should be of wood or of tin, jointed 
so as to be used in different depths of water. Finally, the stream 
should be cross-sectioned at various points to determine the average 
area; and the quantity of discharge may then be determined. 

CURRENT MEASURING METHODS 

The following description of the current meter and its use in 
gaging streams is very complete, and is from ^‘Irrigation Engineer- 
ing’’, by H. hi. Wilson: 

Current meters are mechanical contrivances so arranged that by lowering 
them into a stream, the velocity of its current can be ascertained with accuracv 
by a direct reading of the number of revolufions ot a wheel, and a comparison 
of this with a table of coi responding velocities. 

Various forms of current meters have been designed and used, the three 
general classes being the direct-recording meter, in which the number of revolu- 
tions IS indicated on a series of small gear wheels driven directly by a cog and 
vane wheel; the electric meter, in which the counting is done by a simple make- 
and-break circuit, the registering contrivance being placed at any desired dis- 
tance from the metei , and the acoustic meter, in which counting is done by hear- 
ing, through an ear tube, the clicks made by the revolution of a wheel, and 
counting the same 

Direct=R€Cording Meter. Of direct-acting meters, 6ne which 
has been found effective in turbid waters, is the Colorado meter. 
In this, the stem is of iron pipe, several lengths of which may be 
joined together. This meter is difficult to handle for depths over 
8 feet, or for less than 1 or 2 feet. 

Electric Meter. Of the several varieties of electric meters, 
one which is chiefly used in the U. S. Coast and Goedetic Survey 
and in the U. S. Geological Survey is a modification of the Haskell 
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meter, ' This meter is not so good for very high velocities as that 
next described, as the rapidity of revolution is so great as to make 
counting difficult. The electric meter which has been found to 
work most satisfactorily under nearly all conditions of depth and 
velocity by the hydrographers of the U. S. Geological Survey and 
the U. S. Engineer Corps, is the small Price electric current meter. 
This meter undoubtedly gives the most satisfactory results in large 



Fig 39. An Efl5cient Type of Current Meter 

■Regi‘3tcrs mechamcally in connection with electrical contact every 100 revolutions, two 
graduated wheels registering to 1000 revolutions 

Courtesy of Eugene Dietzgen Company, Chicago 


streams of high velocity. It is very accurate for streams of nearly 
any velocity, and is now exclusively standard with both organiza- 
tions. Fig. 39 is a cut of an electric meter. 

Acoustic Meter. The only acoustic meter now on the mar- 
ket is the Price meter, a modification of the electric meter, invented 
by Mr.^W. G. Price, United States Assistant Engineer. This meter 
is especially desirable for its portability and the ease with which 
it can be handled, as it weighs but little over a pound. In very 
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shallow streams, it gives the most accurate results of any meter. 
It is held at the proper depth by a metal rod in the hands of the 
observer, as is the Colorado current meter. 

This meter is designed especially to stand hard knocks which 
may be received in turbid irrigation waters, and it can be used in 
high velocities, as revolutions are counted by tens. It consists 
of a strong wheel, composed of 6 conical cups, which revolve in 
a horizontal plane; its bearings run in 2 cups holding air and oil 
in such manner as entirely to exclude water or gritty matter. Above 
the upper bearing is a small air chamber, into which the shaft of 
the wheel extends. The water cannot rise into this air chamber, 
and in it is a small worm gear on the shaft, turning a wheel with 
20 teeth. This wheel carries a pin which at every ten revolutions 
of the shaft trips a small hammer which strikes against a diaphragm 
forming the top of the air chamber; and the sound produced by 
the striking hammer is transmitted by the hollow plunger rod 
through a connecting rubber tube to the ear of the observer by 
an earpiece. The plunger rod is in 2-foot lengths, and is graduated 
to feet and tenths of feet, thus rendering it serviceable as a sounding 
or gaging rod. 

Use of Meter. The current meter may be conveniently used, 
either from a boat attached to a wire cable strung a little above a 
wire tagged with marks across the stream at a gaging station, or 
from a bridge which does not impede the channel so as to make 
currents or eddies in the water. Bridges, however, nearly always 
impede the water, and caution should be exercised when using one 
for a gaging station. 

In using the direct-acting meter, the gager holds it in his hands 
by the rod, and, inserting it in the water at any desired depth, allows 
it to register for a certain number of seconds, or for a given number 
of revolutions keeping count of the time and the revolutions. This 
information with the use of a table will give the velocity at the given 
point. The meter is then held at other points and the velocities 
obtained. This method is knovm as the multiple-point method. 
In obtaining the mean velocity of a section at one reading, he plunges 
the meter slowly up and down from the bottom of the stream to 
its surface a few times for a given length of time, or for a given 
number of revolutions, at each section marked on the tagged wire, 
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and in this way he gets the mean velocity of each section. The area 
of this section must be ascertained by a cross-section made by 
measurement or sounding of the stream, and the mean velocity in a 
section multiplied by its area, gives the discharge for that section. 
The total discharge of the stream is the sum of all discharges 
through the sections. Care must be taken to hold the rod vertically, 
as any inclination of the meter materially affects its recording. 

In using the electric meter, it is suspended and inserted in 
the same manner for moderately shallow streams; but in deep 
flood streams it is generally suspended by a wire, instead of being 



Fig 40 U S Geological Survey Rating Station at Los Angeles, California 
Here the meters used in the measurement of the flow of streams are calibrated 


pushed down by a rod, and a heavy weight is attached to its bottom 
to cause it to sink vertically. 

Rating the Meter. Before the results can be obtained, each 
meter must be rated; that is, the relation between the number of 
revolutions of the wheel per unit of time and the velocity of water must 
be ascertained. This is usually done by drawing the meter through 
quiet water over a course the length of wiiich is knowm, and noting the 
time Fig. 40 is a view of a rating station. From the observations 
thus made, the rating is determined either by formula or by graphic 
solution. The distance through which the meter is drawn, divided 
bv the time, gives the rate of motion or velocity of the meter through 
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the water. The number of revolutions of the wheel, divided by the 
time, gives the rate of motion of the wheel. The ratio of these two is 
the coefficient by which the registrations are transferred into velocity 
of the current. This is not a constant. Taking the number of regis- 
trations per second as abscissas (represented by .r) , and the velocity in 
feet per second as ordinates (represented by y), we get the equation - 

y = ax-\-h 

# 

in which a and h are constants for the given instrument. 

In determining the rating of the meter graphically, the values 
of X and y obtained directly from the instrument are plotted as 



Fig. 41 Gaging the Velocity of the Stream by Means 
of the Current Meter 


co-ordinates, using the revolutions per second as abscissas and the , 
velocities as ordinates. In this way a series of points is obtained 
through which a connecting line is dravm, giving the average value 
of the observations. From the position of the line thus plotted 
the velocity can be read off corresponding to any number of revolu- 
tions per second. ^ 

Qfiging Stations. The first operation in making a careful 
gaging of velocity by means of a current meter, is the choosing of a 
good station. This consists in finding some point on tlie course of 
the stream where its bed and banks are nearly permanent, tjie 
current of moderate velocity, and the cross-sections uniform for 
over 200 feet above and below the gaging station. At this point 
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a wire slunild be ^tretdied across the stream and tagged with marks 
])la'eed every 5, 10, or 20 feet apart, or closjcr, according to the width 
of the stream. An inclined gage rod is firmly set in the stream at 
some point where it can be easily reached for reading. It should 
be not less than 4 by 4 inches, and marked for feet and tenths of 
vertical depth. The gage heights with the corresponding discharges 
are recorded through a long period of time, in order that the varia- 
tion in the velocity and discharge may be had for different flood 
heights. Fig. 41 shows a gaging station in a river with a cable 
suspending a carriage for the observer and Fig. 42 show^s a tempo- 
rary gaging station in a canal. 



Fig 42 Moa'iunng Discharge of Irrigation Canal with Current Meter 


Fluctuations in the height of streams can be measured with 
even greater accuracy, than is obtainable by the readings of a 
gage rod as above described, by using a Nilometer, w^hich is a self- 
reading gage. The chief objection to the use of the instrument 
is that its maintenance requires the attention of a person of con- 
siderable mechanical skill, in order that it may be kept in proper 
order. There are three general forms of Kilometer employed by 
the hydrographers of the U. S. Geological Survey. These have 
horizontal recording cylinders, vertical recording cylinders, and 
vertical record discs. All of these devices are driven by clock- 
wrork, and are designed to rim a w’eek or more before removal of 
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the recording paper. The record of stream height by the Nilom- 
eter is on a scale less than the actual range of the water, and the 
recording pencil is connected by a suitable reducing device with a 
float which rises or falls with the stream. This float is usually 
placed in a small well near the stream bank, its bottom communi- 
cating with the stream bed by a pipe of such size as will not readily 
become clogged. The fluctuations of the water in this pipe cor- 
respond with those of the stream, and turn the recording wheel 
through the agency of a cord wound around the wheel and having 
its lower en5 attached to the float. 

Rating the Station, After daily readings of the gage height 
of the water have been taken at the station for some time, and the 
velocity measured by means of the meter at different heights of 
stream, the results should be plotted on cross-section paper, with 
the gage heights as ordinates and the discharges (obtained by multi- 
'plying the velocities into the cross-sections) as abscissas. These 
points generally lie in such a position that a curve drawn through 
them somewhat resembles half of a parabolic curve, and represents 
the discharge for' different heights. Having once plotted this 
curve, it becomes possible to determine the discharge of the stream ^ 
at any time by knowing the height of the water on the gage rod. 

Measuring Weirs. The simplest method of measuring the 
discharge from canals and streams of moderate size, is by means 
of weirs. It is extensively used in Colorado and oiher portions of 
the West, and especially commends itself to the use of irrigators, 
because of the simplicity and cheapness of construction of the weir, 
its accuracy of measurement, and its ease of operation. The results 
of weir measurement are easily interpreted by use of tables giving 
quantities of flow directly in second-feet. 

By a standard weir is meant one in which the inner face is a 
vertical plane, and the edge of the weir, or its crest, is sharp. Weirs 
are generally made rectangular; and the crest of such a weir may 
extend to the side of the flume or canal conducting the water to it, 
or it may be a rectangular notch cut in the weir plate, the vertical 
edges being beveled similarly to the horizontal edge. In the 
former case, the contractions are said to be suppressed; in the latter, 
tKe weir is said to have end contractions. If the contractions are 
not , suppressed, the weir plate should extend in a plane on each 
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side of the weir a distance at least 3 times the depth of water on 
the crest, and about an equal distance below the crest whether 
there be contraction or not. The depth of water on the crest is 
measured on the surface of the water before it begins to curve 
downward toward the weir, at a distance up the stream or out to 
the side on the bulkhead equal to three or four times the head on 
the crest. Fig. 43 is a cut of a rectangular weir. 

Francis Formula, As deduced in hydraulics the theoretical 
formula for the discharge of a weir is 

Q = V 2g W = clh^ 

o 

In the experiments conducted by Mr. J. B. Francis, a value 
for the constant c was found to be 3.33 for weirs without end con- 



tractions, which gives the following formula for the discharge over 
a weir without end contractions: 

Q = 3.33//i' 

For weirs with end contractions the formula is given as 
' Q = 3.33 (l-Q.l nil) h'^ 

which is known as the Francis Formula, In this formula Q is the 
^ discharge; I is the length of the crest of the weir; n is the number 
of end contractions; and h is the head on the crest, all units being 
in feet and seconds. The constants in this formula were obtained 
by the use of long weirs and heads of less than one-third the crest 
^length. In the absence of a more accurate formula, this one has 
been used to estimate the discharge of small weirs, such as are usually 
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found in use for measuring irrigation water. Recent experiments 
conducted by the U. S. Department of Agriculture indicate that 
the values obtained by the Francis formula for small weirs do not 
agree so very closely with actual discharges, but it can be used 
for approximate estimates in the absence of a more exact formula 
or an exact table. 

In using the ordinary weir, it should be placed at right angles 
to the direction of flow of the stream, the upstream face being in 
a vertical plane. The crest and sides should be chamfered so as 
to slope doTOward on the lower side with an angle of not less than 
30 degrees, while the crest itself should be horizontal and the ends 
vertical. The dimensions of the notch should be sufficient to carry 
the entire stream and still leave the depth of water on the crest 
not less than 7 inches. 

In the application of the formulas to determining the quantity 
of flow over a weir, attention should be paid to the following details: 

The water shall not be more than 24 inches, nor less than 7 inches, in depth, 
the depth of water on the crest shall not exceed one-thnd the length of the 
weir; there shall be complete contraction and free discharge, the water approach- 
ing without perceptible velocity and free from cross currents. The distance 
from the ^ide walls to the weir openmg should be at least three times the depth 
of water on the weir; and the height of the crest above the bottom of the channel 
should be at least twice the depth of the water flowing over the crest. Air 
should have free access under the falhng water, and the channel of approach 
should be straight and of uniform cross-section. 

For some streams it is impossible to comply with all the con-' 
ditions enumerated and only approximate values can be obtained 
by the use of the formulas given. More exact data, as yet unpub- 
lished, will probably be available in the near future. 

To determine the depth of water flowing over a weir, a post 
should be set in the stream a short distance above it, and to this a 
gage rod, suitably marked, should be attached. For very accurate 
measurements a hook gage should be employed, consisting of a 
hook attached to a divided rod and fitted with a slow-motion screw 
and vernier. The hook is below the surface of the water; and by 
turning the slow-motion screw it may be raised until the point of 
the hook is just in contact with the surface, as ipdicated by a slight 
elevation of the surface at the point of the hook. The difference 
of elevation between the hook and the weir may be taken with a 
leveling instrument. 
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MEASUREMENT OF CANAL WATER 

In order that water flowing in open channels may be sold by 
quantity, it is necessary that the volume admitted to the canal 
shall be readily ascertained at any time, and that the method of 
admission shall be so regulated that it cannot be tampered with. 
No method has yet been devised for accomplishing this easily and 
cheaply; and as a result, water is almost universally disposed of 
by canal owners by means other than direct sale by quantity. In 
this country, rentals are charged per acre irrigated, rather than by 
the amount of water required for the irrigation. 

Essentials for a Module. Prof. L. G. Carpenter specifies 
the following conditions as most desirable for a modvJe, or apparatus 
for measuring water for purposes of irrigation: 

Its discharge should be capable of conversion into the common measure, 
which is cubic feet per second. The ratio of discharge indicated from two 
outlets should be the actual ratio The same module should give the same 
discharge wherever placed; it should be capable of being used on canals of all 
sizes, and of being set to discharge any fraction of its capacity for the process 
of distributing pro rata. Attempts to tamper with or alter its discharge should 
leave traces easy to recognize, and it should be simple enough to be operated 
by men of ordinary intelligence, so that calculations should not be reqmred 
to regulate the discharge of different modules or to determine the amount thereof. 
It should occupy but small space, and the discharge should not be affected by 
variations of the water level in the sqpplying canal. It should be inexpensive, 
and cause the least possible loss of head. Nearly all modules attempt to main- 
tain a constant pressure of water above the opening, the orifice remaining 
unchanged. 

Factors of Measurement. The following upon the measure- 
ment of water is from ^Irrigation Institutions”, by Elwood Mead: 

The distribution of water for irrigation is attended by many perplex- 
ing conditions. Streams vary in volume from day to day. W^'eHs w^hich can- 
not be lowered in April, often fail in August. The w^ater supply is subject 
to continued waste and loss. It sinks through the bottom of the canal by 
seepage, and is taken up by the air through evaporation. 

When the supply was abundant and the seepage limited, these vicis- 
situdes were of small importance; but with the growing use of w’ater, changes 
m methods and policies are necessary. This is especially true regarding the 
care taken in its measurement, and m the attention now being paid to the con- 
tracts imder 'which it is supplied to irrigators. When streams carried more 
than was needed,- water was seldom measured. Canal compames took w^hat 
they wanted, and the irrigator was charged for the acres iiTigated without 
any reference to how much he used. The result of this lavishness does not 
warrant its continuance. It led farmers to substitute water for cultivation, 
and to injure their land and exhaust streams by wasteful and careless methods. 
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Units. The need of a definite unit of measurement for the commodity 
bought and sold is now manifest. Without this there can be no satisfactory 
basis for transactions in water, or any intelligent or certain measure of value 
for iiTigation purposes In the establishment of such a unit, several things 
have to be taken into account. It should be in accordance with the require- 
ments of agi’iculture, so that the quantities to be measured can be regulated 
by simple and not too costly devices, and be stated in a unit convenient of 
computation Any unit, to be generally adopted and enforced, has to be both 
feasible m operation and m accord with the needs or prejudices of water users. 
Water cannot be dehvered to irrigators by the pound or ton Thi'ee units 
of measurement are now in general use, and some one of these three is recognized 
in the laws of nearly every arid state, and is nearly always stipulated m water 
contracts They are the inch, the cubic foot per second, and the acre- foot. 

In the measurement of water for irrigation, there are two \iistinct prin- 
ciples mvolved which it is desirable to have clearly defined and to keep separate 
in the mind The first is the unit of volume to be employed, wholly apart 
from the method by which this unit may be measured in actual practice. Thus, 
in irrigation, if we say that the unit of measure is the cubic foot per second, 
the character and volume of the unit are not affected whether water is meas- 
ured by the flow over a weir, or through a flume, or by the strokes of a pumping 
engine The unit may sometimes be the quantity of water which issues from 
an opening of fixed dimensions, with or without pressuie; or the unit may be 
the acres of land irrigated, under certain conditions 

Measuring by the Inch. In some cases, however, the umt of measurement 
is associated with a special device or instrument by which it is to be actually 
determined. The form of this apparatus should be in accord with the principles 
of Hydrauhes, and be determined by scientific considerations The inch is 
such a umt of measurement; it has to be associated with some particular device 
or instrument of measurement Its usen^ as old as irrigation. In this country 
it is older than modern irrigation, havmg been first used by the placer nuner, 
and borrowed from him by the irrigator In both mimng and irrigation, it is 
the yolume of water which will flow through an inch-square orifice under a 
uniform and designated pressure. The slope and size of the orifice and the 
pressure upon it are fixed by law in a number of states, and in others regulated 
by custom. 

The ruling custom in the United States is to have the orifice, through 
which water is delivered, 6 inches in height and wide enough to deliver the 
required number of inches The pressure on this orifice varies from 4 inches 
above the center in some places, to 6 inches above the top in others In Nevada, 
the inch has sometimes an opening 4 inches in height, with a pressure of 6 inches 
above the top. Irrigators who are not able to compute the quantity of water 
flowing over weirs or through flumes, prefer, as a rule, to have their water meas- 
ured by the inch. They* can tell by looking — -or believe they can — whether 
or not the quantity contracted for is being delivered; and when the conditions 
presented by the statute are complied with, they can tell, with a close approxima- 
tion to the truth, whether or not they get tvhat they pay for. 

The most serious objection to this unjt is the name. Men accustomed 
to square inches and cubic inches, confuse them with miner’s inches and statute 
inches. Because of the confusion, they frequently determine the mches of 
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water being furnished them, bv ascertaining the number of square inches in 
the cross-section of their ditch or lateial, and calling this t.he niimbei of inch(\s 
of water received, although in doing so the} disr(‘gaul Ijoili the absi'in e ot an 
orifice, the piessure upon it, and the giad(‘ oi v(‘locit\ ol the stieain measuied 
It IS the common piacnc(‘ on many stieams m Utah, lor the watei masteis to 
measure the inches ol \vat,er in the ditches by taking the cioss-sect ion of their 
flow, and wholly disregarding piessuie and velocity 

A simple device for measuring mmei’s inches consists of a boaid 2 inches 
thick, 12 inches wide, and about 8 feet long The opening is 1 inch wide and 
50 inches long, and the distance from the top of the board to the center of the 
opening is exactly 4 inches on the upstream side On the downstream side, 
the opening is beveled so that the whole presents sharp edges to the stream 
A shding board is hung upon the top of the first board, wuth a strip screw'ed 
along its upper edge, this slidmg boaid being wide enough to cover the opening 
on the upstream side. In the slot, there is a closely fitting block made to slide 
on the beveled edges, and fastened by a screw to the sliding board W hmi the 
sliding board is moved backw ard or foi w^aid by means of its end, w Inch is extended 
for a handle, the block moves m the slot and determines the length of th(' opening 
When used to dot ei mine the flow of a stream, the boaid is placed so as 
to dam the flow' completely, and the sliding board is moveU backward oi torward 
until the water is all passing thiough the blot, the watei being kept to the top 
of the board, or 4 inches above the ciaiter of the opcming The length of the 
opening mcasuies the number of minei’s inches ol water flowing thiough If 
the flow’ IS too gicat to pass thiough the opening l^'mch wnde, the opiming may 
be made w ider, the w’ater still to be kept 4 inches above the center ot the opiming, 
Many measuiing boxes m European canals aie constructed in the most 
substantial manner, of masonry. The orifice is cut through stone, with edges 
of metal, and wuth the utmost precision m its dimensions. Thus far, m this 
country, but little attention has been paid to accuracy, either m the form or 
size of openings, although much ingenuity has been shown m designing auto- 
matic regulators The pervading practice in the west is to make the nieasuiing 
boxes of wood, and to give slight regaid either to the fioi^dom of deliveiy or 
to seeming unifoim pressure One of the reasons why no moie coiisideiation 
has been given to the accuracy of measuring devices is the fact that the con- 
ditions of water contracts are so often not in accoid wnth the w’ay w’ater has 
to be used 

The field of usefulness of the inch is ic^tiicted to the measurement of com- 
paratively small quantities ot water It is w’ell adapted 1o the distiibution 
of w’ater to irrigators, fiom canals or from the mam lateials ot canals, but it 
IS not suited to the measuiement of iiveis oi to the distiibution of w'atcr from 
a river. Where large volumes, or widcdy fluctuating volumes, ai e t o bo measui ed, 
the construction of a satisfactoiy device for measuring by inches is not practical. 
There are a number of canals in this country w’hich carry fiom 50,000 to 12.5,000 
statutoiy inches It is manifest that w hile the w idth of an oi ifice can be extended 
indefinitely without materially affecting the accuracy of the measurements, 
every change in its depths must mateiially increase the velocity, and hence 
the quantity of w’ater dischaigod by each square inch of its cioss-section 
Neaily all of the statutes prescribe a maximum depth for the orifice, and 
require that mciease in volume delivered shall be secured by extending its 


311 



94 


IRRIGATION ENGINEERING 


l(n\gth. To measure the water required to fill the Del Nori.e .Canal, would 
reqiiir<^ an opening 1736 feet m length, which would he practically impossible. 

The hnutations of mechanical devices render the mch iinsuited to meas- 
uring the flow of rivers. In states where the inch is recognized as the legal 
unit in the distribution of water among irrigators, some other has to be employer! 
m the measurement of the flow of streams 

Cubic Foot per Second. The cubic foot per second has come into general 
use as the unit of volume for gaging and dividing weirs, and in measuring the 
flow of ditches and canals Nearly all of the and states and territories have 
made it the legal unit in water contracts, and for defining the amounts of appi'o- 
priation from streams It has the double advantage of precision in statoment, 
of being well adapted to the measurement of large as well as small volumes 
of flowing water, and of permitting the employment of varied methods of meas*^ 
urement. In many states it is used m connection with the inch. The flow 
of the stream and the amounts of appropriations are stated m cubic feet per 
second. The water, after it is turned into the ditches, is measured out to farmers 
in inches. This renders it desirable that there should be some basis of com- 
parison, some legally defined ratio between the mch and the cubic foot per 
second 

A number of states have passed laws fixing the number of inches which 
equal a cubic foot per second Legislation fixing the ratio has been of decided 
service in the states where the inch is still employed 

The following is the ratio assumed by law or custom in a number of states: 


Equivalent's of 1 Cubic Foot per Second 


Colorado 

Montana 

Idaho 

Arizona 

Nevada 

Utah 


On) 

88 4 (statutory) 
40 (statutory) 
50 (miner’s) 
40 (miner’s) 
40 (miner’s) 
50 (miner’s) 


In many places the inch is retained as a term where it has no existence 
in fact The farmers who have been accustomed to estimating the flow of 
water in inches find it hWd to think of this flow in cubic feet per second Because 
of this, engmeers who measure the flow of ditches or canals in cubic feet per 
second convert this into inches according to the statutory ratio. On many 
ditches where the inch is still retained as the unit of measurement, there is 
no measuring box for its delivery. Farmers pay for their water supply in inches, 
and estimate the flow m their laterals. Where the water is measured, the 
volume is determined in cubic feet per second, and converted into inches on 
some arbitrary ratio. The real unit is the cubic foot per second. 

Irrigating Stream, The irrigating stream is a unit in common use in Utah 
It is a stream which one man can control to advantage, but no rules for its 
ipieasurement have ever been prescribed. The size of the stream is left to the 
water masters, who are charged with distributing water to the farmers. The 
foUowiug extract from a notice sent out by a Utah canal company illustrates 
t^e use of this' units 
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“The books of the eompciny show that you are the owner of 

shares ot stock, and }OU will therefore be entitled to the use of 

an irrigating stream for hours.'* 

The water in this canal is not measured, noi aie the diversions. Tlio 
Wed 01 inaslei esimiates the number of sti earns in his f*anal and these streams 
ar(‘ Used in tuin by the fanners TIkw arc sujiiiosed to lie (^qual, but iiuvis- 
ureiiienls made upon a canal to dcteinune the accuiacy of the .ludgmont of 
ilie ivatci master, gave widely varying lesults 

The amount of money paid for water each ^eai hy urigalois is ^o laig(‘ 
lhal it seems suipiising that they have not paid moie at lent ion to the aecuiacv 
with w'hich It IS measured. In transactions involving any othi'i kitul of ])i o[)(‘i t \ , 
eaH‘ is taken to see that it is accurately measun^il, but, although water costs 
moi(‘ than any other commodity used by the irrigatoi, it is bought and paid 
foi without cither bluer or seller knowing how much is <leliv(‘ied. The need 
ot gieatcr accuraijv m w\itcr measuiements has led to the passage of a kuv in 
i'tali requiiing the State Engineer to give infoimaiion and advi(‘e about the 
placing of measuiing devices The State Engmeeis of Colorado and Wyoming 
aie lequiied to advi&e irrigators in respect to the measiuemeiit of wmter, and 
.1 i(‘cent Coloiado statute also pi ovules lor the use ot legisteis which will keep 
a continuous lecord of the quantity of water ddiviTcd. The iiitiodiution of 
u‘gisteis and gu'ator accuracy m the constiuctiou of nunisuring boxes, is one 
of the developments of the near futme. Then inslallation wall do much to 
lefoim waiter eontiaets, pi event the aw’ardmg ot excessive amounts of water 
ill decrees, promote economy and efficiency in usc, and extend the i (‘claimed 
area. 
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COST-ANALYSIS ENGINEERING 

PART I 


WHAT IS COST ANALYSIS? 

INTRODUCTION 

^ ^^For which of you, intending to huild a toujer, nitieth not down jirU and 

counteth the cost, whether he have sufficient to finish it ” (Luke, I4 J$ ) 

Cost Analysis Defined. Cost analysis ivS p^o^'ed by this quota- 
tion to be not a new thing. According to the Century Dictionary, 
which defines ^'cost” quite to the \\riter’s mind, Xothuic/ has any 
cost until it is actually attained or obtained; udiile piiee is the amount 
ivhich is asked for a service or thing Therefore, we estimate the 
cost, in doing which \^e must analyze the particular proposition we 
have before us. 

Good Judgment a Necessary Element. By the very meaning 
of the term, ^‘cost analysis” is, therefore, in no sense a new idea, 
being merely a modern designation for good judgment based upon 
experience, or the analysis within the brain of the individual as to 
the relative costs of different classes of work, a judgment and decision 
which are reached through an intimate acquaintance "with costs 
and the value of work along various lines of construction. By 
iconsulting the" chart, Fig. a good idea may be obtained of how 
intimately cost analysis ib connected with the other liranches of an 
engineering contract buMiiess and to what extent the cost analyst 
draws upon these departments for material to help him form his 
good judgment. 

Since the da\s when things w'cre first built, the individual 
W'orkniaii has accumulated a mind full of ideas of relative costs of 
%'ork, based upon his owm impressions and experiences. Those in 
whose brain this judgment has received its highest development are 
the ones who have advanced from the position of laborers to fore- 
men, to superintendents, and finally to the position of employers. 
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IMiuiy a man without education has become a successful contractor 
or manufacturer because, by years of hard labor and experience 
he has accumulated a knowledge of costs th,at has enabled him to 
make propositions which are above criticism as examples of con- 



1 Diagram Showing Relation of Cost Analysis to Other Departments of an 
Engineering Orgamzation 

m 

servative bidding and as evidence of the real cost of the proposition, 
and which are really nearer the truth than the estimates prepared 
•on the basis of data collected from preceding lettings and theoretical 
tiosts. 


' I " ' 
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Too sfroiuf emphasis cannot he laid vpoti this particular point, 
for herein lies ahsolutehj all the mine of cost anali/sis. The 'mere cost 
of a proposition when reduced to dollars and cents is of little value, 
except when vsed with the good, judgment attendant 'upon actual expe- 
rience and a personal acquaintance with the nature of the icork. 

Experience the Treacher, The cost-analysis turn of mind is not 
something to be acquired, unless the individual has within himself 
an instinctive disposition to ascertain why the results are as recorded. 
The laborer, no matter how ignorant and uneducated, who advances 
to the position of a business of his own, is a man who grasps this 
fundamental point, and he, perhaps unconsciously, gains the best 
idea of the value of work in relation to the circumstances surround- 
ing-'it. In other words, such a man has the advantage of not being 
encumbered with reports which influence his judgment, but of form- 
ing his conclusions entirely with regard to the circaimstances and 
conditions under which he must work. 

Too often cost records compiled according to the modern idea 
as a basis for future operations, obscure these points, costs being 
used which are in no sense indicative of the actual work. Under 
the method mentioned, in which the laborer, by his own efforts, 
advances to the position of employer, and in so <l()ing grounds his 
knowledge absolutely on experience, progress for the successful man 
is necessarily slow. The individual who begins with insufficient 
experience is at a great disadvantage, and unless he meets with very 
unusual or fortunate circumstances the result may be discouraging, 
JOT even a failure. 

Natural Growth Inadequate for Present Day, In the new or 
undeveloped country, or in a ‘country where the development is 
slow, such a natural growth is the proper one, and one that is quite 
sufficient. The idea of the apprentice, the journeyman, the master 
workman, and the employer is one which entirely satisfied the 
conditions of the Middle Ages, but is utterly inadequate to meet 
the demands of our modern everyday life. In the old days, the 
artisan in any special line had accumulated within his brain all the 
details necessary successfully to complete any work. In our day 
blue prints are supplied to the contractor, and if he cannot read a 
plan or estimate quantities from a blue print, he is at a serious 
disadvantage. Modern cost analysis demands, therefore, not only 
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a record of actual results, but the ability to read and interpret a 
plan for the purpose of applying such practical information to the 
problem in hand. 

Standardizing of Methods Important. In individual work 
minor changes may be possible and individual ideas may be incor- 
porated, but, in general, any uniform system of cost analysis can be 
obtained only by the working-out of a standard method of cost 
distribution, so that when one job is analyzed and compared with 
another, or when the individual making the analysis is not familiar 
with either job or at least with only one, there may be a direct 
method of comparison and analysis. 

RELATION OF COST KEEPING TO COST ANALYSIS 

Overlapping of the Two Subjects. Cost analysis is so closely 
identified and connected with the subject of cost keeping that, to a 
certain extent, the reports will probably overlap at many points. 
Any broad comprehensive system of cost keeping will contain certain 
elements of cost analysis; on the other hand, cost analysis, being 
based upon cost keeping, must necessarily embody suggestions 
along the line of proper cost keeping. 

The distinction between cost keeping and cost analysis should 
be thoroughly understood, and to make this distinction more clear 
the following definitions are given: 

(1) Cost analysis is the executive ma'p'ping-out of new work, 
supervision of such work, and compilation of the records obtained through 
cost keeping in order to secure comparative values, 

(2) Cost analysis is the study of the data obtained by cost keeping 
whereby the reasons for the results are determined. 

(3) Cost analysis is the executive department of contract work 
for the purpose of properly supervising and securing intelligent records, 
whereby experience is fortified for future reference. 

General Remarks. Cost keeping must involve the preparation 
of forms or blanks by which distribution of the pay roll, material, 
etc., is properly made to the various accounts; but as this work is 
generally in the hands of only ordinary clerical help, and in the 
• majority of cases is done tender Adverse conditions, no particularly 
intelligent idea is to be expected from such records unless the execu- 
tive head maps out the work of separating the items to a degree far 
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beyond m#re forms. For example, concrete work is '^concrete 
work” to the cost-keeping man, regardless of its character, how it is 
done, here it is done, the time of the year, or a hundred other con- 
ditions which may make the reports misleading. Many maintain 
that by adding a complete description of the work, this difficulty 
may be overcome. This is true to a certain extent, but if the 
description is made long enough to be of any particular value, the 
cost record is cumbersome and of little use to the average busy man. 
There is connected with every job — no matter how done or where 
done, even if under abnormal conditions — a method of so dividing 
and subdividing the items that the same items of work on jobs of 
entirely different character may accurately be compared, provided, 
of course, that a standard method of distribution is used. 

Cost analysis is not concerned with what work cost, but is con- 
cerned with why it cost what it did, and whether this cost is above 
or below the average, and if so, why? Cost keeping states certain 
absolute facts as such because these facts are records. Cost analysis 
-goes one step further and states why the work cost a certain sum 
and what reasonably could be expected under different circum- 
stances. Cost analysis begins at the time estimates on new work 
are prepared, superintends the adoption of a cost-keeping system 
in harmony with the estimates, watches the work during its progress 
for all abnormal conditions and segregates them, and finally analyzes 
the records. 

In successfully carrying out the idea of cost analysis, cost 
keeping itself is affected by the character of the records required. 
In order to avoid confusion in the cost records all “specials” are 
recognized and so recorded with reference to any particular job, 
thus separating them from the standard elements which enter into 
all work. This means that before operations are actually begun, 
estimates and plans must be studied and special distribution provided 
for any class of work which is peculiar to this job; furthermore, if 
during the progress of the work, any special peculiarities arise, these 
must be properly recognized in the records. 

Simple Methods. Cost analysis should simplify, rather than 
complicate, cost keeping. Cost keeping may be carried to an extreme 
in any one general division of the work, being so subdivided as to 
^ake it almost impossible to keep the work up day by day with 
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tli(‘ ordinary clerical force. Such an elaboration of divisions pro- 
duces misleading distributions and records. Cost analysis does not 
contemplate any such method; in fact, it does not contemplate to 
any extent the subdivision of the general items of work except 
under special circumstances. If the specials and other peculiarities 
of any job are recognized and carried under special headings, then 
all the remainder may be carried as standard divisions of work. 

To illustrate — on a job of concrete we are not interested, except 
in special cases, in knowing what it costs to drive nails and draw 
nails, or to saw off boards. To carry the point a step further — we 
are not interested in knowing what it costs to wreck forms after the 
work is done. If we have sufficient information as to what it cost 
to make the forms the first time, then, knowing the cost of the form 
work for the entire job, and the number of times the form^ were 
used, we have all the information needed for future estimates and 
comparisons, providing that, if there is any special form of con- 
struction, that has its own unit distribution. 

General Conditions Affecting Cost Keeping. The subject of 
properly recording cost is a very difficult and complicated one when 
applied to construction work; it is not only complicated, but in 
some cases it is exasperating and seems almost impossible of 
application. 

Regarding Shop Labor, The subject of cost recording is not 
so difficult in- its application to manufacturing plants, where we 
have an industry within the limits of the four walls of a building, 
and where the men are always in sight and subject to observation 
and to a close check upon their output. The mechanic producing 
any part of a machine on a lathe or a planer, is probably doing the 
same class of work, day in and day out, and can be watched very 
closely; the record is, therefore, largely a question of counting the 
number of pieces produced and dividing the cost, to ascertain the 
cost per unit. 

If, in addition, the plant is a large manufacturing concern where 
more than one man is employed on the same class of work or on 
the same class of machines, the output of the different men can be 
ascertained, the less productive operatives weeded out, and the 
general average output determined. Labor working under these 
conditions is largely independent of the weather, is. generally of a 
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high grade, and the facilities for a close check upon the actual time 
employed are correspondingly increased. 

Regarding Construction Labor, In the case of construction 
work, however, a large percentage of the payroll will be made up 
of common labor, in many cases of foreigners to whom it is impossible 
even to explain what is desired. All labor is exposed to the inclem- 
encies of the weather, and the output of the men is thereby directly 
affected. 

Furthermore, the circumstances surrounding the work, and the 
very nature of the work itself, make it difficult to sift out the bad 
labor from the ^ood, except through the medium of the foreman, 
and the output is measured more from the gang unit than from the 
individual unit. As a result, the laborer is not hired for any par- 
ticular line of work, except in special cases, but is shoved around 
from one class of work to another, so that at the best all that can 
be expected is an approximate estimate of the distribution of his 
time, and the work accomplished. Many times he may be placed 
on woik where there is absolutely no unit measurement of output. 

The character of the work handled, the class of labor, the 
numerous large gangs with frequent discharges and additions of 
men, serve, therefore, to complicate the work of cost analysis; and 
if an^attempt is made to reduce the subject to too fine a point, and 
too much stress laid upon it, the attention of the superintendent, 
foreman, subforeman, and timekeeper is soon distracted, with a con- 
sequent increase in cost. While it is an excellent thing to have 
costs recorded in such shape that they may be analyzed, still, if 
the idea is carried to the extreme, there actually results an increased 
payroll through lack of proper supervision and attention, and the 
added data will hardly make up for the loss of money. 

^ Regarding Material. The foregoing remarks have a special 
reference to the cost of labor, but to a very large extent similar con- 
ditions exist with reference to the cost of material and other items 
entering into the cost of construction. Material delivered to the 
manufacturing plant can be properly stored and protected, and can 
be issued from a storeroom only on written order, thus keeping a 
perfect system of reports as to material used. 

On construction work, however, such a refinement of record- 
keeping is absolutely impossible. Material received can, of course, 
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be checked up and protected to sotne extent, but nevertheless, all 
material is out in the open, subject to damage by the weather or 
loss by thieving. The employes have direct access to the material 
as it is piled around convenient to the work, and outside of super- 
vision by the timekeeper or foreman there is only a limited check 
upon the material used. A carpenter will invariably saw a short 
piece of board from a long, new piece, rather than draw out the nails 
' and clean up an old board which would have answered his purpose. 

When the size of the gang is considerable, the irresponsibility of 
the character of the labor and the difficulty of watching each man 
all the time make it evident that the cost analysis of the material 
used in construction work and the cost analysis of material used in 
a manufacturing enterprise must be considered from different view- 
points. 

Regarding Exj^eyise Items. If cost analysis in construction 
work is unsatisfactory so far as labor and material are concerned, 
how much more so is it the case in consideration of expense items — 
such as fittings and repairs, small tools, boots, tarpaulins, etc. — 
which are of just as much importance to the work as the labor and 
materials. These it^ms, insignificant’ in character and few with 
reference to the unit, are in the aggregate of tremendous conse- 
quence. Small tools may be purchased, thrown down, and immedi- 
ately covered by the excavated material; bolts and small tools may 
be stolen by the workmen; large pieces of packing, waste, or the 
remaining supply of bolts, nails, or other material may be thrown 
aside and lost. These are leaks which apparently should be over- 
come by the proper kind of supervision, yet if too much attention 
is paid to this line of the work, it is both possible and probable 
that the construction w^ork itself will be neglected, resulting in a 
decreased output or increased cost. 

Cost Analysis Requires Dollar Not Cent Policy. Cost analysis, 
therefore, in connection with construction work, is a subject which 
requires a broad-minded policy,, and a system far different from the 
one possible in manufacturing concerns. A man who may have just 
the right tprn of clerical mind, who may be exact in his accounts 
and correct in his reports as a payroll clerk, timekeeper, ox stock- 
room clerk for a .manufacturing plant, may be an absolute failure 
when pldced in like position upon construction work. 


322 

f / 



COST-ANALYSIS ENGINEERING 


9 


It may seem rather a broad statement to make, but the writer 
is clearl}^ of the opinion that the construction man in the field — as 
superintendent, foreman, material clerk, or timekeeper — must con- 
sider all accounts as they arise in the guise of dollars, and not cents. 

Penny wise and youml foolish'’ can have no heifer exemplification 
than in constrvction work, and yet cents must be considered ivliere the 
cents occur in such a way as to be cumulative, 

COST ANALYSIS AS APPLIED TO LABOR COSTS 

Cost Records vs. Individual Impressions. Conceding that cost 
analysis is fully as important to the contractor as to the manufac- 
turer, we must make the attempt to overcome the difficulties and 
to obtain the true cost just as nearly as the conditions, character, 
and importance of the work, and the cost of securing the information, 
will justify. 

But in so obtaining costs in construction work, there is a further 
difference when w^e compare the factory, viz: When such recorded 
costs do not exist, the mind of the estimator, or contractor is entirely 
free from any influence which might tend to make him doubt his 
personal recollection or knowledge of the work during the progress 
of construction. Where such recorded costs do exist, it is but 
natural that they should be referred to in making new estimates, 
and the result is to subordinate the personal recollection in favor 
of the black-and-white figures actually compiled. 

If this is true of the individual who is using his own cost 
records, how much more is it true of the one who must base his 
decisions, at least to some extent, upon the recorded costs of others. 
Every individual who has compiled cost records and has occasion to 
refer to them, will, as soon as reference is made to the work, uncon- 
sciously have a mental picture of it, of all the conditions surround- 
ing it, and of the circumstances under wffiich the work w’'as done; 
but, if the cost data is encumbered with unnecessarily complete 
descriptions, it w^ould be of practically no value. It is therefore 
essential that any published cost records be accompanied by a brief 
pointed description of the kind of w'ork — ^vdiere and when done, the 
weather, the equipment used, the rates of wage paid, the character 
of labor, etc. — and even then this information should be used with 
discretion. 
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Limiting the Number of Distributions. The writer does not 
wish to convey the impression that he believes in a complicated and 
extensive set of (listril)utions on any one job. It is better to 
reduce the number of classifications to the minimum, taking a 
general class of work, and letting all of the elements which go to 
make up that classification be recorded therein. By giving a 
sufficiently complete description of the circumstances and condi- 
tions, a proper mental picture of the work can be obtained. How- 
ever, should the class of work carried under the general head be 
done under different conditions or methods, then separate distri- 
butions should be made. 

Comparison of Methods. Suppose that we have a contract for 
the construction of a main sewer with branches, gradually decreasing 
in size from the outfall to the limit of the drainage area. (See Fig. 
8, p. 49.) 

Mental Conchmon Method. In the case of the ''mental-analysis- 
only’^ sort of contractor, the work will be allowed to proceed under 
his personal direction, and the cost of the work will be determined 
entirely from personal observations from day to day, in connection 
with his book expenditures. These mental conclusions, while prob- 
ably correct, are of value only to himself, and cannot be of service 
even to his own organization, except by word-of-mouth instruction. 

Cost-Collection Method. In the case of a cost-collection system, 
where the costs of the various classes of work are kept separate for 
the entire j,ob, the cost of a cubic yard of excavation will be deter- 
mined as the total cost of this class of work divided by the number 
of cubic yards handled, and the same will be true of concrete, brick, 
pipelaying, etc. 

Cosf-Analysis Method. When the subject’ is given the proper 
study from^the point of cost analysis, however, it will be seen that 
neither one of the preceding methods is the proper one. 

First, the relative proportion of the sheeting and shoring of the 
trench to the cubic yards of earth handled, will depend upon the 
size and depth of the sewer. 

Second, the amount of sheeting and shoring will depend upon 
whether the sewer is to be built of brick, concrete, or pipe, for with 
pipe the pipelaying can follow the excavation much more closely, 
thereby reducing the amount of timber work. 
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Third, the size of the sewer has an influence upon the cost, 
inasmuch as it fixes the quantities per lineal foot of trench. This, 
however, is not as applicable to excavation and pipelaying as it is 
to concrete w^ork. » 

Fourth, there is a vast difference between the handling of 
trenches in wet and dry excavation, both of which may have occurred 
on the same job; if cost analysis does not distinguish the difference, 
the resulting average price is not a true indication of the value of 
the work. 

Fifth, many sections of the work may be surrounded by special 
conditions, such as railroad crossings, interference with existing 
sewers, pipes, conduits, etc. Or the same job may include work 
in improved and unimproved streets. Unless the distinction is 
made in the records, the average cost will be misleading. 

Sectional Divisions. The writer has found by a long personal 
experience that it is impossible to depend upon the average time- 
keeper or clerk to make the distinctions just outlined. Generall;s', 
of course, any job that is entered into has already been studied and 
some attention given to these points in the preparation of the esti- 
mate. Therefore, as soon as the actual construction is started, it is 
wise to divide the wmrk into as "many different sections as may be 
necessary, thereafter running such sections as though each were a 
separate contract or unit. 

While it is true that the collection of cost information is rather 
indefinite and hard to obtain when a construction crew is passing 
from one section to the next, still there is the advantage of trying as 
closely as possible to secure the cost of the individual section, and 
a summary may always be obtained by adding the cost of all of the 
sections. Where no separation of the costs is made, there is no 
possible way of recovering the information lost. Where the costs 
are kept, even although in an unsatisfactory manner, some informa- 
tion can be gleaned from them. The totals and the averages are 
always available. 

Same Class of Work — Same Job — Different Conditions. Some- 
times on a straight run of sewer of uniform size, it may be necessary 
to cross an intersecting street where there arc obstructions - such 
as street-railroad tracks, sewer pipes, gas pipes, conduits, etc,— and 
unless the intersecting street between street lines is considered as a 
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section by itself, and a persistent effort made to determine the cost 
of the labor in this section, the result will be an increased average 
cost over the entire length, a cost which would be misleading if the 
information was ever referred to in connection with a proposition of 
a like character where there was not an intersecting street. 

Use of Record Charts and Tables. Emphasis has just been ^ 
laid on the proper study of the layout of the work, and the consider- 
ation of sections, as being of the utmost importance for the office 
work of the analysis of costs. If the information has been secured 
in the manner suggested, it is at once available, and tables or charts 
may be prepared showung the cost of the same class of work in the 
various sections under different circumstances. These costs may 
not be absolute, nor is it expected that they will be used without 
mental reservations, but they do form the basis at least of intelli- 
gent thought and estimating. Inasmuch as it is extremely difficult 
to tabulate these results in a sufficiently clear manner to allow one 
to determine at a glance the information required, graphical charts 
are preferable. On such a chart can be grouped different classes of 
work under different conditions and different jobs under compara- 
tively similar conditions, thus giving information of great assistance. 

There is no one class of work wffiich will not have within it 
certain essentials which can be directly compared with other work 
of like character. All of the specialties which enter into the par- 
ticular job should be separated and carried as “specials”. By 
standardizing the unit quantities and subordinating the individual 
idea to the^ general good, excellent comparative results may be 
obtained over a wide range of subjects. The writer’s own experi- 
ence as an engineer and contractor covers such classes of work as 
sewer^, bridges, streets, railroad grading, railroad construction and 
ballasting, dredging, filling, concrete foundation, reinforced-concrete 
superstructures, and complete buildings, and yet most of this work 
has been handled harmoniously by the same office force and through 
the same organization. This has been possible mainly by the use 
of a standard form of time sheet (see Figs. 13, 14, and'15) which is 
Uniform on all different classes of work, thereby making possible the 
transfer of. a timekeeper or clerk from one job to another without 
any previous special instruction. If it has been found entirely pos- 
sible to carry out such a plan in connection with one’s individual 
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experience, then it should be practical to carry out the same idea 
with reference to the construction field as a whole. 

DISTRIBUTION OF LABOR, MATERIAL, AND EXPENSE 

Divisions of Labor, Material, and Expense. In the foregoing 
discussion we have considered labor cost principally. Cost analysis 
implies far more. Modern writers seem to be agreed upon the 
fact that cost is represented by labor plus material plus expense. 
This analysis is further elaborated (1) by the division of labor into 
''direct labor” and "indirect labor”, or "productive labor” and 
"non-productive labor”; (2) by the division of material into that 
entering directly into the job and material incidental to the con- 
struction but necessary to the performance thereof; and (3) by the 
division of expense into expense items directly connected with the 
cost of production, and expense connected with the marketing or 
selling of the product. 

There can be no argument as to the fact that these items are the 
primary elements in any business. However, when it comes to 
their application to any one particular line of business, there arise 
many different ideas as to method. 

How Labor Should Be Distributed. Dired Lahoi . In construc- 
tion work, direct labor may be considered as that which is necessary 
for the performance of any particular line of work after all materials 
have been delivered within reasonable limits of the site of the work. 

Indirect Labor. Indirect labor, as its name indicates, includes 
such labor charges against the cost of materials, expense, super- 
vision, etc., etc., as appear proper. For instance, a labor item 
representing the cost of the hauling of gravel, stone, or cement, in 
a concrete job, should appear as a material item; that is, the cost of 
such labor should be added to the cost of the material in order to 
determine the value of the material f.o.b. the site of the w^ork. 
On the other hand, the labor items incident to the hauling of an 
outfit, or the moving of an outfit from job to job, the hauling of 
repairs and fittings, et(*,, are properly chargeable against the work 
as a whole, and therefore should appear as expense items. It is* 
necessary that these divisions be made, or otherwise there will be no 
common ground on which compai ison can be made between any par- 
ticular Ime of work under different conditions and circumstances. 
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There is, however, a certain amount of indirect labor which 
appears directly upon the job but is of a more or less floating charac- 
ter. This should be distributed from day to day to different 
lines of work; for if it is at all necessary to the job, it is necessary 
to each item of work, and therefore should be properly distributed 
directly to the item, in a broad sense, so that any charge of indirect 
labor immediately upon the work may be avoided. This applies 
to engineers, pumpmen, timekeepers, subforemen, and foremen. 

How Material Should Be Distributed. In construction work, 
there must necessarily be a certain amount of material which does 
not directly enter into the finished work and make a part of it, but 
which is necessary to its performance It would be an excellent 
plan if a complete record could be made, so that the amount of such 
incidental material used for each class of work could be determined, 
but all who have had experience know that in construction work it 
is absolutely necessary to supply a more or less varied character of 
timber, steel, and other material for use as emergencies arise, and 
that it is almost impossible to keep any record except for the amount 
of material delivered and the amount remaining as salvage at the 
end of the work. 

Therefore, in the absence of any better method, it seems necessary 
to consider all such material as being charged directly against and as 
forming a part of the job charging the cost against the class of work 
affected, and gimig a credit for any salvage. 

How Expense Items Should Be Distributed. The item of 
expense is a very different problem. It includes not only material 
in the way of incidental supplies but also various matters of expense 
which cannot be considered as either material or labor. For instance, 
the labor expended for commissary quarters for the men, whether 
fixed, or movable, as wagons, is a direct expense chargeable against 
the work as a whole, and not against any one item. Again, the 
purchase of pipe, its installation for water supply, its removal, and 
the salvage on the pipe, are all expense items. As a further illus- 
tration, the bond atid liability insurance on any job is a direct- 
expense item, its magnitude depending absolutely upon the size of 
the work. 

J ob expense items, therefore, are of two kinds : (1), those composed 

of material, labor, or expense which are necessary to the performance 
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of the ivorlc, and fhe amount of which is irrespective of the size of the job; 
(2) those composed of material, labor, or expense, which are necessani, 
hid depend absolutely upon the amount of work to he performed. 

In addition, we have indirect-expense items to be charged to 
each job, the amount, however, being determined by the average 
annual amount of business. 

Whether or not it is better to distinguish between direct labor 
and supervising labor, is a question of individual practice. In the 
writer’s judgment, it is well established that a certain amount of 
direct labor requires a certain amount of supervision, and that 
therefore the supervision rendered should be a part of the direct 
charge. To distribute these expense items in the proper way is a 
matter of great importance. We may have jobs running all the 
way from 20 per cent to 100 per cent labor, depending upon the 
character of the work and the conditions under which the contract 
is awarded. 

Items Showmg Division of Expense."^ It is apparent at once 
that on any job, items of expense should not be bunched, but should 
rather be divided among the various principal elements, so that one 
job may be compared with others and an intelligent idea formed of 
the comparative cost. As an illustration of such classification of 
expense items the following general divisions for ordinary construc- 
tion work are suggested: 

(1) Bond, Insurance, and Interest 

(2) Petty Tools 

. (3) General Expense 

(4) Fittings and Repairs 

(5) Tools and Machinery 

(6) Commissary and Commissary Supplies 

(7) Fuel and Oil 

^ (8) Special Incidental Costs 

If these various divisions are determined for all jobs and estab- 
lished as certain percentages of-the cost of labor and materials, or of 
either, we have a direct basis for pomparison. The item, Bond, 
Insurance, and Interest needs no comment. To the item of Petty 
Tools should be chjfrged such small tools as are easily lost, wmrn 
out, or stolen. 

For complete details, see “A Cost-Analysis System’*, p. 25. 
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To the division, General Expense is to be charged such items as 
nails, wire, bolts, and also the items of expense which go to make 
up the repairs to petty tools. To the item of Fittings and Repairs 
should be charged all work incident to the repairs and fitting up of 
tools and machinery. 

To the item of Tools and Machinery can be charged only a fair 
rental value or annual depreciation for the tools and machinery 
employed on the job, it being expected that the Fittings and Repairs 
account, if properly kept and carried out, will keep the tools and 
machinery in good working condition. 

The Commissary item should carry separate accounts for tents, 
tarpaulins, boots, lanterns, etc., etc., since the importance of these 
various items depends more or less on the character of the work, 
and each item is a sort of supplemental expense item. The commis- 
sary account should also take care of boarding-houses, and the 
expenses incident to them, wheii necessary. 

The term Fuel and Oil is self-explanatory, designating the fuel 
and oil necessary for the production of power. If electric power is 
used the electric-current bills are also a proper charge to this account. 
Special items incident to any particular work should be considered 
as items of special nature and not allowed to affect the ordinary 
divisions. 

Methods of Charging Expense Items, If then some such general 
division, not too elaborate, is made of the expense items, and their 
amount is determined by a percentage against the job as awhole, 
we have one method for their proper apportionment. Many manu- 
facturers, contractors, and writers express a preference for the 
-method of dividing the cost into the Various unit items of work 
performed. But no one can claim that this is entirely satisfactory 
or exact. The percentage method to all practical purposes accom- 
plishes the same end, and is simpler of application. To the manu- 
facturer who is producing articles of uniform value, or articles of a 
uniform kind but varying in quality and therefore of different value, 
there may be a question as to the method. 

In construction work, however, no two jobs are exactly alike, 
and they may be widely different; therefore they cannot be carried 
as are departments in a manufacturing plant, for this implies 
different classes of work under the same executive management. 
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These jobs may better be compared to a number of different plants 
established in different localities, each under its own management 
but reporting to a general executive head. The writer’s contention 
has always been that the percentage method is just, even under 
these circumstances, for the higher the grade of work performed 
the greater the corresponding cost of labor, inspection, supervision, 
investment, etc., etc. Therefore it is perfectly fair to charge a greater 
proportion of the general-expense item against the higher grade of 
work, as is the case where the percentage system is used. „ 

A very important point, however, and one that must not be 
overlooked if the percentage system is used, is determining whether 
the percentage shall be reckoned upon the cost of material, upon 
the cost of labor, or upon the sum of these two items. In many 
jobs the owner furnishes all the material, the contractor furnishing 
only the necessary labor. Again, the proposition may be one where 
the* cost of materials is very large in comparison with the cost of 
the necessary labor. 

' Use of Percentage System. No better illustration could be made 
of these conditions than the cost of tracklaying in the construction of 
railways. In the first case, if the owner is to furnish all materials, 
and the contractor is to furnish only the labor, the latter’s contract 
will run 100 per cent labor. On the other hand, if the contractor 
is to furnish the material, the contract will run several thousand 
dollars per mile, with the labor representing only a small per cent. 
Therefore, if the percentage system is used for determination of 
the expense portion of cost, three methods may be used; but after 
the method of apportionment of the burden has been selected, the 
same method must be used for all time thereafter, or the results will 
be of no value for comparison with various jobs or for making new 
estimates. The following are the three methods: 

(1) Apportionment by percentage of the labor only. This method 
is good, for the reason that the labor is a fair indication of the 
amount and character of the work done, and, unless the rate of 
pay or the class of labor is extraordinary, jobs may be directly com- 
pared on this basis. The method is recommended. However, 
since some labor must be directly charged to material, it will be 
necessary to deduct this labor before arriving at the actual amount 
of labor entering into the work. 
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(J) A pportioiment by percentage of material. This is not a 
successful method for the reason that the cost of the material is no 
indication of the work done. The cost of the material may be 
standard at the point of production, but its cost to the contractor 
includes an additional charge for transportation and delivery. 
Therefore no comparison can be made between the job located 
close to the shipping point, or directly on a side track, and the same 
class of work at a considerable distance from the railroad where all 
material must be hauled. 

(3) Apportionment by percentage on the cost of material plus 
labor. While in a great many ways this method is unsatisfactory, 
still it will give fairly comparative averages, and it has the advan- 
tage of adjusting and averaging to a certain extent the inconsistencies 
of labor and material. It has also the advantage of being the most 
simple of application. The various elements of expense cost must 
be kept separately on each job in order that in any new contract 
the various items of expense may be correctly combined. 

A sharp distinction should be made between jobs of different 
character not coming under the same classification. 

Method of Charging Construction Equipment. Depreciation of 
machinery has been handled in many different ways by many dif- 
ferent writers. It has been apportioned as an annual depreciation 
and as a fixed percentage. In this problem, it seems to the writer, 
distinctions must be recognized between the business conditions of 
the construction plant and those of the permanent plant. In the 
♦ permanent plant a piece of machinery, once installed, is used for its 
definite particular work until worn out unless some improvement 
necessitates its discard. In construction work, however, the con- 
tractor is continually buying, selling, and trading equipment. Equip- 
ment is purchased for the special requirements of a contract and is 
then disposed of. It is suggested, therefore, that if new machinery is 
purchased for construction work, a charge be made to the Tools and 
Machinery account of its second hand value, and that the difference 
between this sum and the original price be charged to the job. 
Inasmuch as the Fittings and Repairs account is a direct charge 
against any piece of work, the machinery if properly taken care of, 
should always be in condition to realize this second hand selling 
value. 
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What Constitutes Actual Cost. He who forms a judgment of 
the cost of one class of work merely by observation, by stop watch, 
or by similar means, may determine comparisons which are valu- 
able in the supervision of work from day to day, but he does not 
form any true ideas of the actual cost of the work. The cost account- 
ant, dealing with records which contain all items of miscellaneous 
or indirect labor and also non-productive time (caused by moving 
charges, etc ), arrives at costs which may be safely used as true 
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Fig. 2 General Outline of Coat-Analysis Distributions 


costs under the conditions. The effect upon the cost account of 
the conditions, circumstances, weather, quantities of work to be 
done, area covered by the work, general layout of the construction 
plan, etc., must be considered in the final analysis. 

The various relations in cost analysis of the principal distri- 
bution items of “Material, Labor, and Expense”, which have been 
discussed in the preceding pages are summed up in chart form in 
Fig. 2. This chart should be studied also in connection with Fig. 1 
which shows in diagrammatic form the relations of the subject of 
cost analysis to the other divisions of a large engineering business. 
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Value of Printed Itemized Estimate Forms. The estimate 
form shown in Fig. 3, covers cost analysis from the position of the 
specialist in bridge construction, and only in minor respects can 
comparative suggestions be made, since, in general, the proposed 




Right of Way and Temporary Bridge 
Removing Old Bridge 
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Excavation Yds @ 
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Moving Plant, etc. 


Equipment Depreciation . 

Office Charges 

Total Field Cost 
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Bid About 


Fig 3 Estimate Form, as Used by a Prominent Bndge Contracting Company 
Compare -with Fig. 2 


form of estimate is in line with the charted summary, Fig. 2, but is 
reduced to a definite form for one line of work only. 

The danger of an itemized printed estimate lies in the fact that 
special features pertaining to each job may be overlooked because 
of the habit which may be cultivated of relying upon the standard 
estimate form. 

Analysis of Items. Comparing the two figures, we see that 
'‘Right of Way’’ in Fig. 3 comes in Fig. 2 under the item ‘'Accessory 
or Incidental Material”, and is a direct charge against the work. 
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Likewibe, ‘‘Temporary Bridge” comes under the same head, and is 
also a direct charge unless salvage is considered. “Removing Old 
Bridge” is in the same division. All three of these items are special 
ones pertaining to each individual case and require a personal inspec- 
tion of the site. 

The cost of “Wet Excavation”, “Dry Excavation”, and of 
“Cofferdams”, depends upon the character of the stream. These 
three items should be estimated as nearly as possible on a unit basis 
and if the contract is secured a careful survey of the actual quantity 
handled should be made from time to time for future reference. 

“Piling for Foundations” is a direct charge, since this material 
remains in the structure. “Piling for False Work”, however, is in 
the nature of accessory material, and for purposes of cost analysis 
must consequently have a separate classification, 

“Reinforcement Steel” is a direct material charge and should 
be figured separately for each and every job. In cost analysis it 
should be estimated and reported on either a pound or tonnage 
basis. 

“Lumber” is an accessory material and should always be esti- 
mated or reported on a basis of feet, board measure, or square feet 
of concrete surface covered. Lumber should never be carried as an 
element of the unit concrete cost, even in work of like character. 

“Salvage” may be best estimated on the basis of percentage of 
lumber or cost of lumber. If possible, the lumber and labor items 
should be separated on. center and form work, as the two have 
their distinct differences and such a separation may be of value 
where the proportions of the two classes show variation in past work. 

“Cement”, “Sand”, “Stone”, and “Gravel” are proportional 
to the cubic yards of concrete, but in addition they depend upon the 
specified mixture of concrete. The cost of these materials is the 
cost on the job, which is made up of a first cost of material plus the 
expense of delivery; this latter is a labor item but is to be carried as 
a separate item under Material, Fig. 2. 

The labor on concrete depends upon the total yardage; and also 
on the available labor supply, union or nonunion, and its nationality, 
and the accessibility of the work. The latter is important inasmuch 
as it may be necessary to conduct boarding-houses or to provide 
transportation. 
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^YVaterproofing/’ ''Drains/’ "Filling”, "Paving”, "Sidewalks”, 
"Curbs”, "Railing”, "Conduits”, "Lamps”, and "Wiring” are all 
direct material charges, because these things remain in the struc- 
ture, and their amounts depend upon the plans and should be taken 
off in itemized quantities. 

"Removal of Centering” is a further division of form and 
center work and should be kept separately. 

"Superintendence”, "Bond”, "Insurance”, and "Moving Plant” 
are part of the general charges against the work and also a direct 
charge. Other general charges of the same character are "Expense”, 
"Fittings and Repairs”, "Fuel and Oil”, "Specials”, and "Com- 
missary”. These latter items do not appear in the estimate form 
unless they are considered as a part of the various unit costs. This 
would not seem as definite a method as the one previously suggested. 

“Equipment”, "Depreciation”, and "Office Charges” are gen- 
eral items not directly chargeable to the job; to these items should 
be added "Petty Tools”, etc. 

General Comments. This estimate is complete in that all prin- 
cipal items of work are stated, together wdth the quantities of sueli 
work and the unit prices given, but it would appear that the detail 
itemization of the unit price must be made on a separate sheet 
which may or may not be preserved In other words, it would 
seem that in analyzing the job with relation to the principal items 
of the work and the various quantities and elements entering into 
these items, the estimate does not furnish any data wffiich in any 
way analyzes the unit cost of each separate item. Quantities enter- 
ing into the various items of work are purely matters of calculation 
based on the plans and specifications for any piece of work. Actually 
they are to be analyzed only so far as to list separately the different 
items of work composing the main classification, but we would 
require that the unit cost set forth in the estimate be analyzed and 
given on the estimate sheet in full detail. This itemization of the 
unit price should be divided into material and labor and then these 
two divisions should be again divided into the various classes of 
material necessary to compose one unit of the principal item together 
with the necessary quantity and the price, thereby building up a 
unit price. In other words, such an estimate sheet would have 
columns for the principal items of work and other columns for the 
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various elements entering into the work. These elements, then, 
by quantity and by price, are extended to form their portion of the 
resulting unit price for the principal item or work. Such a method 
makes the estimate more certain, it gives the opportunity for locat- 
ing possible increases in cost, and is the groundwork of future analyses- 

The foregoing consideration of what constitutes cost analysis 
in its general outline may properly be followed by a detailed study 
of the forms and methods whereby we may obtain a complete cost- 
analysis system. 

Illustrative^ Example. Cost Distribution in Connection with 
Power-House Contract. It may be of interest and profit to follow 
out the difficulties of cost-analysis labor distribution in connec- 
tion with the building of a power-house structure, Fig. 4, where 
the excavation for the foundations was made in good concrete gravel 
and sand. 

It should be noted that a tram track entirely encircles the build- 
ing site and is closely adjacent to the trenches and' forms for the 
foundation walls. This tram track passes under the incline track 
leading to the concrete mixer in the background. Tram tracks 
which may be easily shifted, are located in the completed portion of 
the excavation and are used as material-supply tracks for the con- 
crete mixer utilizing the gravel and sand from the excavation. The 
gravel and sand in some instances was too fine for good concrete, 
and additional material in the way of broken stone was delivered 
along the street (at the right side of the illustration), and handled 
by the inclined chutes shown. 

Attention is particularly called to this situation as we must 
here distinguish between the labor necessary to supply the concrete 
mixer with gravel and sand from the foundation and with stone 
from the outside street level, and that labor necessary to remove 
the excess excavation material which was handled by dumping 
from the incline in front of the mixer when concreting was not in 
operation. It cannot be expected that in a case of this kind the 
labor can be divided absolutely as to the various operations, but, 
by exercising good judgment, close approximations may be obtained 
so that the job may be placed on a comparable basis with other 
jobs of similar nature. 

Careful study should be given Fig. 4, with regard to the opera- 
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tions and the manner in which the work was done^ to determine to. 
what accounts the building of tram tracks and inclines, and the 
installing of hoisting engine, chutes, etc., should be charged. 

A COST^ANALYSIS SYSTEM 

Need of System. Any cost-analysis system to be of value 
must stand the test of actual use; therefore, a complete and logical 
outline of practice, from the time of preparation of an estimate on 
down through the actual construction and ending with the final 
anal^’^sis, is presented, together with explanatory forms, charts, etc. 

The contractor who realizes the need of a more systematic 
organization, or the young man who desires to learn as quickly as 
possible in order to be of the most service, has need of information 
arranged in logical order and covering the whole subject. A multi- 
tude of books and special articles are available giving some one 
man’s idea of some one part of an engineer’s or contractor’s work, 
such as ^^Office Systems”, “C’ost Keeping”, ^‘Field Management”, 
etc., and yet this information, while possibly as good as the average 
practice, or even better, cannot be adopted, because all of these 
various ideas cannot be thrown indiscriminately together as a basis 
of a working organization, and no one idea can be adopted without 
requiring a correlation of all other parts of the work. As such a 
procedure is considered too much of a task by the average man, 
and as time is lacking, he generally decides to let things drift. 

The writer has for a long time used in his own work a system 
reduced to writing, so that every man employed, no matter in what 
capacity, may be referred to a standard practice — and not be depend- 
ent on verbal instructions repeated time and time again. We have 
in consequence secured first, a closer harmony and a greater output; 
and, second, a larger opportunity and greater encouragement for 
suggestions and improvements. 

We are indebted to numerous writers for a systematic study of 
industrial organizations and of efficiency in shop management. 
Some have carried the same idea and same line of thought into the 
engineering and construction field, and yet, in the opinion of the 
writer, neither the so-called cost-data motion-study system, nor any 
of the numerous papers printed on this subject satisfies the general 
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need for a practical outline and a comprehensive study of the whole 
subject of estimating and cost-analysis engineering. 

The methods here suggested may not be the best, but they are 
offered as the result of practical experience of many years, and 
should at least be of value in forming the nucleus of any system. 
Certain fundamental truths exist in all contract work and these 
facts can be learned only by experience. For this latter reason 
solely, if for no other, this series of articles should be worth while, 
especially to the young engineer and contractor. 

Particular Importance in Cojitr acting Work. There is no doubt 
of the importance of systematic cost keeping, cost management, and 
cost analysis in industrial plants. But how much greater is their 
importance in the contracting field, where work of a distinctly 
industrial character is complicated by the fact that the operations 
are unconfined. In other words, the contractor’s work is truly 
industrial, but he is handicapped by the nature of the operations, 
inasmuch as he must work in the open, unprotected from the ele- 
ments; must attempt to keep records of men and materials which 
are shifting and difficult to locate; and, in general, must organize 
an ignorant carefree low-grade force of laborers in such a manner as 
to secure adequate working results; and finally, must obtain such 
data as will make the special job a record of permanent value. 

Science of Management. In construction work the whole field 
of operations must be considered, for the same laborer may be 
moved from one class of work to another, even during a single 
day, and perhaps several shifts may be necessary. Along with 
these difficulties run the trials with union labor and its exacting 
stipulations as to rates of pay, hours of work, etc. It is all very well 
to talk about wffiat could be done if all these obstacles were removed, 
but in ordinary w^ork — the kinds of jobs we all know — these obstacles 
are not removed. Ordinary circumstances and conditions must 
govern and any system adopted must recognize them and adjust 
itself accordingly. 

It is proper to talk of “staff” vs. “line” and to encourage the 
civil instead of the military type of organization, but after all, in 
ordinary construction work, the laborer must be driven by expert 
supervision and the results lie with the commander rather than with 
the individual workman; this is so because of the character of the 
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labor available. Ibider such conditions, all that can be expected is 
a fairly accurate checking of the labor employed. Such cost data 
is not absolute in fact, but simply characteristic of the kind of 
work, and sufficiently close for guidance in analysis of like work. 
For these reasons, cost data, so styled, can be of no value so far as 
assuming to report facts or truths, but it can be made of greater 
or less reference value, depending upon the care taken in gathering 
information. 

Construction never can be an exact science or subject to exact 
rules, all contrary writings as to principles notwithstanding. There 
are no five, ten, or twenty principles involved. Construction, like 
engineering — or even more so — is a matter of common sense or good 
judgment, but an understanding of it may be developed and a mental 
analysis encouraged by a proper use of methods, standard forms, 
printed records, and analy^ses. In other words, while preaching 
modern methods, wdiile recognizing all that has been wTitten as to 
office and field systems, and while advocating some such system as 
will be outlined hereafter, still the writer desires to emphasize the 
facts that these devices are of me only as developing mental capacity for 
acevrate analysis, and that records in themsehes are of questionable 
value. The engineer and the contractor wffio work the hardest for a 
system and adequate records do not profit as much by the actual 
records as they do by the development wdthin their own brain cells. 
Do not overlook this point. Records are valuable only in their effect 
on the judgment, wdiich indicates that the method of treatment of 
a new proposition is founded on experience. Experience, however, 
may be fortified by a proper system of dividing, itemizing, and record- 
ing costs of labor and materials. Before discussing the points of 
the proposed system, it may be well to study the outline of the 
system, and the relation of the different groups to each other. 

DETAIL OUTLINE FOR STUDY 

Scope of Outline. Our study, then, will cover the items in the 
following detailed outline of wwk, giving prominence to those features 
which are most closely related to cost analysis, as shown by Fig. 1. 

Group 1. Estimating the Job. Estimating the job on a basis 
of a definite well-considered plan, with reference to execution and 
definiteness in final analysis of results, involves; 

m 
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(1) The examination of specifications for unusual clauses, 
and the preparation of abstracts. See Figs. 5 and 6. 

(2) The comparison of plans and specifications, making notes 

of special and peculiar features. See Figs. 5 and 6. ^ 

(3) A proper method of taking off quantities, including 
checking. See Fig. 13. 

(4) The form of estimating blanks. See Figs. 14 and 15. 

(5) The layout of work and method of operation. See Figs. 
8 and 11. 

(6) The division of work. See Figs. 7 and 12. 

(7) The use of short cuts and approximations in checking. 

(8) Consideration as to when quantities are important and 
when unit prices are important. 

(9) The estimating of labor and material separately. 

(10) The estimating of general charges, and how general 
charges are affected by character of work. See Tables II and III, 
Part II. 

(11) Determination of equipment required, and how it is to 
be charged out. 

(12) Preparation or notes and sketches showing basis of 
estimate. 

(13) The filing of estimates for future reference. 

(14) The value of estimates regardless of execution of- work. 

(15) The preparation of a personal ^‘dope’^ book. 

Group IL Construction of Job. The construction of the 
job following as closely as possible the estimated plan of operation 
and, where that is defective and requires modification and change, 
revising or extending estimate to cover the changes, involves: 

(1) Selection of equipment. 

(2) Arrangement of the organization and distribution of 
forces. 

(3) Preparation of instructions to timekeepers and field 
forces. 

(4) Preparation of progress plans and instructions to the field 
^engineers. See Figs. 10 and 12. 

(5) Preparation of forms for quantity and cost reports. See 
Figs. 13, 14, and 15/ 

(6) Division of work by sections. See Figs. 7, 8 and 11. 
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(7) Selection of units with regard for simplicity of items, and 
with essentials separated. 

(S) Designation as to direct and indirect labor and materials. 
See Fig. 2, p. 11). 

(9) Selection of field approximations or unit measurements 
for reports. 

(10) Supervision over the general office system of purchasing. 

(11) Instructions as to the distribution of cost of material and 
labor and the making of monthly estimates. 

(12) Instructions as to better supervision by use of the daily 
reports. 

(13) Specific instructions to (1) foremen, (2) timekeepers and 
clerks, (3) engineers and firemen, (4) mechanics, (5) yardmen, (6) 
general office men, and (7) for weekly cabinet meetings. 

Group III. Analysis of Job. This means carrying out the 
work so far as possible according to estimate, but with due allowance 
for actual reports based on conditions as found during execution, 
and requires: 

(1) Maintaining cost, quantities, and unit costs strictly up 
to date. See Figs. 13, 14, and 15. 

(2) A checking of rate of progress. Figs. 10 and 12. 

(3) Revision of original estimates from time to time. 

(4) Report of discovery of weak points. See progress charts, 
Figs. 26 and 27. 

(5) Report of daily status of work. See Figs. 26 and 27. 

(6) Report of revised estimate as to time of completion. See 
Figs. 26 and 27. 

(7) Report of comparisons by selected sections, 

(8) Report of efficiency of men and equipment. 

(9) Report of comparison with other jobs of like character. 

(10) A careful separation of ordinary from unusual units. 

(11) The final form for tabulation of results. 

(12) The final form of graphical chart. 

(13) Notations that results are not absolute but to encourage 
mental discipline. 

(14) Care in the copying of data. 

(15) Determination of production and establishment of a 
standard rate of pay where possible. 


343 



COST-ANALYSIS ENGINEERING 


?>0 


(IG) Determination of cost of materials f.o b. jol) and eom- 
X)arisoii with purchase price 

(17) Caution as to the use of stop-watch methods. 

(18) Notations as to padded pay rolls. 

There may he other ways or methods as good or better than 
those suggested; any system is good that recognizes the close rela- 
tionship existing between estimatingy constructiony and final analysis. 

Value of Estimates. A carefully prepared estimate on work 
not secured is not valueless but should be preserved and indexed to 
form a part of the personal files of the contractor or estimator. In 
addition these estimates should be summarized and compared with 
others and with those estimates where the job has been actually 
constructed. Such a comparison cannot help but be of benefit; 
first, by emphasizing the fact that the characteristics and individu- 
ality of every job require special consideration, and so disabusing 
the mind of the idea that any fixed or lump-sum unit prices can be 
used indiscriminately; second, by the development of a greater 
estimating ability and by the correction of preconceived ideas of 
estimating, which will be modified by studying those estimates 
which have gone through actual construction. A comparison of 
this kind is just as properly a part of analysis as the cost records of 
any particular job and, further, if this plan is carried out, the tend- 
ency is to build up the cost-analysis turn of mind, so that it becomes 
almost instinctive. 

Suppose the job is secured, then the estimate, if it has been 
made in detail, is of still more value for future comparison, since 
the opportunity is afforded to check the separate items during the 
progress of the construction. The resulting final cost analysis is 
truly an analysis, rather than a mere collection of cost records In 
other words, the estimate may be properly designated as a prelimi- 
nary plan of attack, to be follow^ed by the filling in of details secured 
during construction, until the completed report, developed through 
the final analysis, is eventually made. 

Analysis of Subdivisions. Before entering upon the detailed 
discussion of methods under the divisions suggested, it is probably 
well to set forth in a condensed form the logical steps by which the 
work advances from the time of the estimate until the time of the 
final analysis. These steps, of course, are included under the 
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primary divisions of estimating, construction, and analysis. In 
order that the student may have before him at the beginning in a 
condensed form the idea of systematic sequence of thought and 
operation, the following program is suggested : 

Estimating — 

(1) Outline of work. 

(2) Scheme of operations. 

(3) Itemized quantity estimates. 

(4) Itemized cost estimates. 

Construction — 

(5) Labor cost distribution. 

(6) Progress by sections. 

(7) Labor-cost bookkeeping. 

(8) Material-cost bookkeeping. 

Analysis — 

(9) Anal;vi:ical progress estimates. 

(10) Analytical comparisons. 

(11) Progress charts. 

(12) Final cost analysis. 

It will be noted that by this program the work proceeds in 
natural order from beginning to end. 

In Fig. 1 under Group 1, we have ''Estimates, Construction, and 
Analysis”, each of which w^e have now dissected into four parts. 
In Uroup 2 we have the three elements comprising the complete 
cost, the details of which have been previously discussed and finally 
presented in condensed form in the chart, Fig. 2. In Group 3 we 
find the means whereby the elements of cost are so digested that w^e 
secure the data for the final cost analysis. 

The divisions under the General Principals, Group 1, are evident. 
On the left hand in Group 2 we have the physical forces to be handled 
and controlled, and on the right hand in Group 3 we have the forces 
with which this result is to be accomplished. These secondary or 
physical forces and tertiary or operative forces may now be sub- 
divided into items covering all the operations, methods, forms of 
blanks, reports and everything that goes to make up a complete 
cost-analysis organization. 
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Each one of the Principals, Group 1, is directly concerned with 
each one of the three divisions under Physicals, Group 2, and Oper- 
atives, Group 3, and in addition the Physicals and Operatives are 
dependent one upon the other. It requires only a moment’s thought 
to realize that every line connecting these various divisions repre- 
sents a distinct systematic line of thought, and that these Principal 
connectives represent numerous different viewpoints, which in the 
aggregate we may term mental analysis. 

This is not in any sense complex, and in reality is no more 
than the ordinary unconscious working of the mind of the successful 
contractor. It is not necessary that any ofBce be departmentalized 
and conducted on an elaborate scale. Every one of the operative 
divisions can, in minor practice, be actually conducted and per- 
formed by the engineer or contractor individually and the same 
results ill system will be accomplished. Such a contractor will be 
his own engineer in the planning and estimating of the work; he 
may also be his own superintendent and foreman during construc- 
tion, and he is certainly going to be his own analyst when the work 
is completed. 

The ^'Estimate, Construction, and Analysis” (Group 1), must 
each consider ^‘Material, Labor, and General Charges” (Group 2), but 
each from a different viewpoint, viz, future, present, or past. Simi- 
larly Group 3, ^'Engineering, Bookkeeping and Clerical Work” 
involves Group 1 and Group 2. Take the last division of the 
Operatives — Clerical. If properly conducted, this division must 
consider the original Estimate, the actual Construction, and the 
final Analysis and must compare them. It must consider “Material, 
Labor, and General Charges” with reference to what was estimated 
and what was actually used, and analyze the differences; it itself is 
also directly dependent upon the Engineering and Bookkeeping 
records in its own Operative class for a consistent, harmonious, 
co-operative working. We are using in this article the term Engi- 
neering to refer to any method whereby reports as to the quantity 
of work done or CvStimated are obtained; and the term Book- 
keeping to refer to the distribution of money actually expended. 
The Clerical organization is therefore, for the purpose of this article, 
the analysis man, although in actual practice the analysis may 
devolve upon the engineer, the bookkeeper, or the contractor himself. 
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The Physicals would seem to be easy of separation and directly 
dependent upon the work to be estimated, but it is only by the 
closest possible unification of action of the Operatives that this 
result is actually accomplished. Material, as before mentioned, 
sometimes includes labor, inasmuch as the material charge against 
the work is the entire cost delivered on the job. 

It would be WTong to include such a labor charge in the labor- 
cost distribution of handling this material at the job. Two jobs 
exactly alike, where the labor distribution would vary but slightly, 
may be so located that the labor cost of delivery of materials to the 
one job, located in a city or on a construction railroad siding, is 
nothing, whereas cost of delivery to the other job, located at some 
distance from a track may double the material cost. Labor some- 
times includes material or general-charge items — as, for instance, 
where a subcontract is made for the furnishing of labor, but where 
the subcontractor furnishes all or part of the materials or supplies 
necessary in the handling of his class of work. 

It therefore rests with the cost-analysis engineer so to train the 
various employes that they will have constantly in mind the princi- 
pal divisions of cost engineering and will facilitate the analysis by 
carefully watching and separating and distributing the cost of 
material and labor and general charges. When this is done then 
the everyday work is more satisfactory, profits are increased during 
the construction period, and future estimates are more reliable. 

DETAILED STUDY OF FORMS AND MATERIALS 
OUTLINE OF WORK 

“Outline of Work” Form Standard for All Jobs. As soon as 
the plans and specifications for any new job are received in the 
office the first step is to go through the specifications, noting each 
requirement, using the standard form, “Outline of Work’^ illustrated 
ill Figs. 5 and 6. 

This form should be a standard and is to be used for every job. 
As a result of practical experience, the form has been found to cover 
all working conditions, whether the job is large or small. It can be 
used for bridges, buildings, sewers, earth work, railw^ay construc- 
tion, pavements, sidew^alks, and, in fact, for every kind of work 
coming to the engineer or contractor. 
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Discussion of General Headings, The benefits to be obtained 
from the use of this standard form may be briefly stated as follows: 

(1) In filling in the general heading, Figs. 5 and 6, giving the 
nature of the work, where located, owner, and architect or engineer, 
together with the estimate number, we secure an index for perma- 
nent record. It is suggested that estimate numbers begin with No. 1 
each year, since the estimating labor for each season is thus auto- 
matically recorded. Knowing the number of jobs secured and being 
careful to distribute the cost of labor in estimating all jobs, we may 
arrive at a percentage of cost that such estimate bears to the total 
cost of our general ofl&ce charges. Such general oflfice charges 
should preferably be kept separately for each calendar year, together 
with the total volume of business for the same period. 

When times are dull and competition is intense, then estimating 
will constitute a larger percentage of these charges than when work is 
plentiful and most of the general office time is spent on actual super- 
vision. This overhead charge, as a whole, naturally fluctuates, since 
it is considered as a percentage on the total volume of business. 
Rent, light, heat, etc., together with a certain amount of salaries 
(which must be maintained regardless of new work) are all inde- 
pendent of the volume of business, and so the percentage to be 
allowed must really be a matter of good judgment based on extended 
past experience. In construction work, one cannot count on a 
steady increase or increment each year, since, notwithstanding its 
reputation, a company must compete by bidding for every job 
secured. Therefore, not to burden any one job when times are dull, 
a reasonable amount should be added to each estimate throughout 
the year for just such charges. An average over several years is, 
of course, of more value than the actual charges for any one period. 
The cost of estimating should also be determined as a percentage of 
the total estimated cost of proposed work whether the jobs are or 
are not secured. Such records give data upon which to base a 
proposition when one is called upon for examination of a promotion 
project. From an engineering and estimation standpoint, regard- 
less of construction, costs of surveys, reports, etc., should be kept, 
since many times propositions will arise which are to be used for 
promotion purposes and should be paid for by the parties benefited. 

(2) Discussion of Secondary Headings, In filling in the sec- 
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onclary headings with date of letting, name of party or parties to 
whom the bid is to be addressed, amount of certified check, amount 
of bond, form to be used, amount and manner of payments during 
progress, beginning and completion of the work, and penalty and 
bonus stipulations, we have all the essentials necessary for the sub- 
mission of a formal proposition, with due consideration, also, for 
the financing of the work. The latter point is of great importance, 
since many times the payments, the penalty, and the bonus must 
be considered as a part of the cost of the work. For instance, in 
some cases weekly estimates are allowed the contractor, and a job 
of this kind will finance itself. (Incidentally, it may also be remarked 
that under such terms — at least not exceeding monthly estimates — 
the owner secures his work at the minimum of cost.) In other* 
work, especially in that for some municipalities, no payments are 
made until the work is completed and accepted. In a case of this 
kind arrangements must be made to secure funds to carry the entire 
cost, and there must be included in the estimate the interest on 
such funds. As the loaning of money on contract work in these 
circumstances must be considered as a speculation rather than an 
investment, money probably cannot be secured for better than the 
usual rate of interest plus a bonus, and in the aggregate these two 
items will amount to at least 10 or 12 per cent. Under such condi- 
tions either the owner or the public pays the bill, provided the bid 
is properly made. 

Sometimes, when the time of completion is the principal element 
in awarding the contract, it is wise to include in the cost an allowance 
for anticipated penalty, and to set the time for completion at a very 
early date. On the other hand, if a bonus is offered, it is probably 
advisable to set an early date for completion and to make a cor- 
responding increase in the unit cost of the work, and to look to the 
bonus to repay the extra cost and decreased output caused by over- 
time and night work. (See description of work shown in Figs. 11 
and 12.) 

(3) Abstract of Specifications and Plans. The third heading 
covers the abstract of the specifications and plans, and serves the 
purpose of itemizing the principal work with a reference to the 
appropriate page of the specifications and the correct sheet of plans. 
The larger space is given to notations with regard to general require- 
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nients, and a secondary space is allowed for notations of special and 
nmisual features.' This arrangement shows instantly whether the 
specifications and plans are normal or abnormal. The fewer the 
items that appear in the special column, the greater certainty there 
will be in estimating. 

By allowing a final column for reference to the page of the esti- 
mate w’e not only have the reference, but also the opportunity for 
checking off each item so as to be sure nothing is forgotten. A nota- 
tion should be made as to 'who prepares such an outline or abstract 
of 'v^^ork, and in case of important w^ork it should be checked. The 
benefit of such an outline of work is not confined to the foregoing 
suggestions, but also exists in the more systematic, intimate acquaint- 
ance wdth the subject matter gained b’^’^ the one making the abstract 
and checking it. 

In any case in making a proposal we read the specifications and 
look over the plans. If at the time of doing this a blank form is 
used, as suggested, we not only guard against omissions but by con- 
centrating our mind to produce the concise, condensed abstract, w^e 
gain a more lasting recollection of the requirements. We are also 
prompted to differentiate between the normal and abnormal require- 
ments. It takes but a few minutes longer to go through a set of 
plans and specifications in this way, and the result is far more 
satisfactory, aside from the fact that such abstracts, whether the 
job is secured or not, are of permanent value as a part of the 
estimate files. 

Such an actual summary of 'work taken from the individual 
specifications is preferable to any standard printed form (see Fig. 
3), even if it be a specialist who attempts to list everything on a 
standard estimate sheet. Human nature will prompt a close adher- 
ence to such a form and a slighting of specials pertaining to the par- 
ticular job. Since the printed form, moreover, is arranged in a 
certain order with very little opportunity for interpolations and 
additions, the tendency is to condense items or to run specials under 
^^miscellaneous’ ^ or “incidentals”, which misleads and makes the 
estimate obscure. 

Comparisons of Outlines, Figs* 5 and 6. As an illustration, 
Fig. 5 shows a standard form of this kind used in estimating a rein- 
forced-concrete bridge. The actual size of the blank used for this 
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work was 8|X14 inches, and the abstract covers but 1 page. The 
original specifications for this work covered over IS pages of the same 
size, and yet on this abstract are contained all the essentials for esti- 
mating, together with page references to the specifications and plans 
for any required details. This is one of the cases where the speci- 
fications themselves are not indexed or paged, a condition which is 
more often the case than would be expected. The '‘Outline of 
Work’^ supplies the deficiencies of the specifications, and at the 
same time presents the matter to the contractor in the best possible 
condensed form for pricing. Special attention is called to the 
many notations in the “Special and Unusual Features” column. 
Most of these items cannot help but have an effect upon the cost 
because of the uncertainty as to the meaning of the specifications 
and as to the requirements made upon the engineer. 

Compare the use of Fig. 5 with Fig. 6, which is the same 
standard form but covers a reinforced-concrete building. Note 
how few items appear in the special column. This at once is 
an indication that the specifications for the building are definite and 
there is no occasion for a misunderstanding. Both Figs. 5 and 
6 are bona fide abstracts of actual specifications purposely used 
as illustrations for the reason that only by using such actual cases 
can we show the adaptability of the system to the various sorts of 
’Ians and specifications different architects and engineers may 
prepare. This" is not a criticism of the architect or engineer. The 
minds of all men do not work alike; some prepare strong specifica- 
tions, with an absolute lack of system in indexing, arrangement, 
and definiteness; others are extremely systematic, but produce 
specifications which are unintelligible or inconsistent. 

Comparison of Plans and Specifications. The next thing in 
order is carefully to inspect the plans, and compare them with the. 
abstract of specifications. Make such explanatory notes on the 
abstract as the plans suggest, and add to the abstract any additional 
work shown on the plans not specifically mentioned in the speci- 
fications, Compare the specifications and plans and note dis- 
' crepancies with a view to securing explanations from the architect 
or engineer; failing in this be sure the estimate is on the safe side. 

Scheme of Handling. Logically the next step before taking off 
any quantities is to decide, carefully and without haste, how the 


351 



46 COST^ANALYSIS ENGINEERING 

job under consideration can be handled and just what equipment 
and what organization are necessary for the most economical execu- 
tion of the work. 

This first decision is all important. Many times a “guess bid” 
is made without any particular thought as to how the job is to be 
handled if the bid is successful. This all-important decision is 
deferred until time demonstrates whether or not the work is to be 
actually carried through. Such a method is foolish. 

An intelligent estimate can be made only after a proper consider- 
ation of the questions of organization, equipment, and method of 
operation — the final proposal being then made wuth a confidence 
that the figures submitted are reasonable and accurate, and with 
the expectation of being awarded the contract. 

No proposal submitted can result in any satisfaction to either 
the recipient or the contractor which does not include such a careful 
examination of the plans and specifications and an inspection of the 
site of the work. If this study is given the proposition there will 
result a plan of operation and a feeling of certainty and promptness 
in the beginning of the work which will go a long way toward satis- 
fying both parties. 

Changes in this preliminary plan may be required, and new 
ideas and methods adopted during the actual progress of the contract, 
but these in no way affect the definite plan which must be the basis 
of the estimate in the beginning of the work. Any successful pro- 
posal requires a definite outline of action and it is better to deter- 
mine this at the time of making the estimate than to await the 
awarding of the contract. Any estimate lacking such a plan of 
operation will not bear investigation or examination. 

Set of Preliminary Plans of Work. Granting, then, that the 
plan of attack has been decided upon, the decision should be made 
a matter of record, both by written description and by the prepara- 
tion of sketch plans showing tha general layout of the plant and 
method of operation. These plans serve as a basis of the amount 
to be included in the estimate for equipment and the labor of instal- 
lation, and, in case the job is secured, as a reminder and guide in the 
actual moving in on the work. 

It is true that many times improvements are made on the 
preliminary plans, but in the majority of cases such changes are 
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prompted by the study of the proposition at the time the estimate 
was made. There can be no improvement or better second-thought 
unless at some time previous suggestions have been made. Prepare 
this preliminary plan in such a form that it may be preserved. If 
possible, make it on the same scale as the general plans of the 
work. In a great many cases this can be accomplished by making 
a tracing or sketch with the addition of such notations and com- 
ments as are necessary to explain the estimate. If, however, the 
work covers a great many sheets and is thereby complicated, it is 
best to prepare a new plan on a reduced scale, indicating all the work 
to be done. A condensed profile wnll assist the preparation of an 
estimate and its value be far in excess of the value of the time taken 
to prepare it. 

It is astonishing in how many cases a really complete set of 
plans from an engineering and architectural viewpoint is lacking in 
this condensed information required for inspection and an intelligent 
estimate by the construction man. In one day the writer con- 
densed on a sheet of double legal size (17X14 inches) all the essen- 
tials in plan, profile, and section of a sewer job composing 10 sheets, 
24X36 inches. The sheet thus prepared did not displace these 
working drawings, but it did furnish a “bird’s-eye view” of the entire 
job, with which the engineer could go into the field, view the site, 
and be properly prepared to make an intelligent estimate from the 
working drawings. This condensed sheet, giving full information, 
was prepared when the writer was called as a construction expert in 
litigation over a certain sewer which, it was contended, was deficient 
in many respects. During the trial it developed that all the avail- 
able references were to this exhaustive report and set of working 
drawings. No ordinary man could be expected to ascertain in rea- 
sonable time to what particular part of the work a witness’ testimony 
referred. The simple sketch-map referred to served the purpose of 
fixing, in the minds of all interested, the direction of the sewer and 
the relation to streets occupied and to cross streets, and designated 
without any possible misunderstanding the location of all troubles 
testified to. 

Illustmtvm Examples, 1. A similar condensed layout is shown 
in Figs. 7, 8, and 9. The labor spent in preparing an outline of this 
sort is not lost, inasmuch as it forms the beginning of just such a 
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])reliminary operation and layout plan as mentioned above. And 
this is not all, for if such a plan is properly prepared it will take its 
place, in case the job is secured, in the system of progress reports. 
For the purpose of estimating, the plan may be prepared roughly 
as a sketch, and in case the proposal is accepted tracings can be 



Fig 7 Outline and Progress Chart of Sewer Job Shown in Plan Form in Fig 8 

made and blue prints secured which will serve to illustrate in the 
best possible manner the field reports. 

Fig. 8 illustrates a sewer job for which there was prepared a 
''Scheme of Operation"’, shown in Fig. 7, and a profile. Fig. 9, 
of the work contemplated. This first rough sketch Avas used in 
inspecting the site, in making notes and in planning the organization 
and mode of operation. In its preliminary stage the sketch was 
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not nearly so elaborate, as shown in the plate, but it answered the 
needs of the moment. When the job was secured the sketch was 
completed and traced in a neat and complete shape, as shown, to 





form the basis of all working thereafter. Additions were made to 
harmonize with the progress charts, as will be explained later. 

Object of Having Sections. It will be noted that this sewer 
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job, Fig. 8, was cut up into 34 sections for the purpose of progress 
charts, reports, ami cost analysis. By a reference to the table, 


7 ^ 



Pig. 7, the need of such a 
method is suggested, not only 
for this particular job, but for 
any work. 

For example. Section A, 
Fig. 8, is a 6-foot circular 
concrete sewer in an average 
cut of 8 feet (see Fig. 10). 
Section H, Fig. 8, is an 8-foot 
circular concrete sewer in a cut 
of 24 feet. Both of these sec- 
tions are a part of the same 
sewer system, but certainly it 
is not to be expected that 
either the cost of excavation 
or of concrete w^ill be the same 
or even approximately so. 
Any average over the whole 
job — including these sections 
and the others of intermediate 
sizes and depths as well as pipe 
sewers — ^v^ould be misleading 
for future reference and esti- 
mates. Within the limits of 
this job are contained a great 
number of different sizes of 
sewer, both concrete and pipe, 
to be constructed at various 
depths, and some of the same 
size but with construction at 
different depths. For example. 
Section A, Fig. 8, calls for an 


average cut of 8 feet, requir- 
ing only occasional shoring of banks and no solid sheeting. Section 
H2 calls for a 21-foot cut, requiring solid sheeting in two sections of 
approximately 12 feet each. While the sizes of sewer are the same, 
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in the two instances, it is 
not to be expected that the 
cost of excavation can be 
the same, nor will the cost 
of the concrete be the same, 
as the rate of progress 
directly affects this cost. 

Again, Section H, an 
8-foot concrete sewer, with 
12-inch walls, requires a 
trench of a bottom width 
of 10 feet. Compare this 
with Section K, at the top 
left hand, of Fig. 8, which 
is practically of the same 
depth but has only a 20- 
inch pipe, requiring a bot- 
tom width of trench of, say, 
3 feet. The first section 
involves a large yardage 
per lineal foot and the latter 
a small yardage, yet both 
require practically the same 
amount of sheeting lumber, 
and labor for placing and 
drawing it. Can the yard- 
age labor cost be the same? 
No average cost of labor is 
applicable to any one sec- 
tion; therefore, to gain an 
intelligent record for future 
use where these sizes and 
depths may occur in differ- 
ent propositions, it is nec- 
essary to keep the cost by 
dividing the work into sec- 
tions. Other things than 
those mentioned make the 
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division hy sections the most iinfortant of all stimulations as to esti- 
mate, construction, and analysis. 



2. Work in which there is no large variation of quantities 
,may be constructed under absolutely different conditions within 
the limits of the same job. Figs. 11 and 12 show a situation of 
this kind. This work consisted of a reinforced-concrete conduit 
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in the down-town streets of a large city. It will be noted that 
the job is divided into sixteen sections, although there are only 
three sizes of conduits and the depth of excavation is really uniform. 
In this case the prefix numerals in each section indicate the size 
of pipe of the conduit. Section 24-B cannot be compared with 
Section 24-C, because the latter work is complicated by a street 
crossing, involving a diverging double-track trunk-line street rail- 
way and Requiring tunneling under four tracks and special track 
work. 

Similar classifications should be made on all construction 
work — ^bridges, buildings, and w^hat not. Later a more extended 
study will be given this idea, w^hich is, as we have said before, the 
key to all successful analysis, more important even than any system 
of cost recording, cost keeping, or any form of blanks used. 

Averages are valuable when properly prepared but “guess” 
averages are dangerous, especially so when they are based on 
so-called cost records which cover a whole job without a recog- 
nition of this point of sectional division. 

Lim'p-sum miit costs are more valuable when yroyer cousideration 
is given to sectional divisioyi than are the most exact itemized unit 
costs when no attempt is made to segregate. 

ITEMIZED QUANTITY ESTIMATES 

Checking Quantities. Carefulness and methodical attention 
to detail are much more important in taking off quantities than in 
setting the price for the individual kinds of work. The quantities, 
in their various proportions exist for one job and one job only, 
and there is nothing in past experience to guide the judgment or 
form a mental check. The quantities of the different kinds of 
work when set forth on an estimate sheet must be accepted as 
correct, but a^e correct just so far as the estimate has been care- 
fully prepared by a competent CvStimator. The majority of esti- 
mators have their own individual ideas as to the manner in which 
the work is taken off, the form in wdiich notes are made and pre- 
served in the working up of the final estimate; generally, it will 
be found that such notes, even when preserved in an estimating 
book are so obscure that it is almost impossible for any other man 
to check the results. 
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Tlic checking of the cost estimate is, as mentioned before, 
much more certain; mistakes can be discovered for the reason 
that all branches of work have certain unit prices, varying between 
usual limits. Any seeming inconsistency is at once apparent to 
the eye and can be investigated and either confirmed or revised. 

We must, therefore, establish some system of recording the 
quantities as they are taken off, part by part, in order that we 
may have the opportunity of independently checking and preserving 
the notes in complete detail. This is preferably done by such a 
blank form as is shown in Fig. 13. If a form of this kind is used 
we secure all these advantages, and in addition we have on file 
a complete statement of the job so itemized and in such form that, 
should the job be secured, changes or corrections in any of the work- 
ing plans over the preliminary plans on which the work is based 
can be estimated and noted. In cases where preliminary plans 
are returned — with possibly, a delay before awarding the contract — 
and then w^orking plans are furnished, it is w^ell to check off at once 
on the ‘Ttemized Quantity Estimate^" the quantities shown by the 
working plan. Many times, the preliminary plans are not made 
complete in all details, with the result that wdien the working plans 
are prepared and all details worked out, revisions and changes 
will be necessary in the general plans. If, as is usual, the pre- 
liminary plans have been returned, the only record remaining in 
the hands of the contractor is this itemized quantity estimate. 

Identification of Plans. It may be well, at this point, to lay 
all the stress possible upon the fact that any contractor receiving 
a set of plans and specifications should at once mark on each sheet 
the date and his name in ink (rubber stamp preferred), so that in 
case the work should be awarded to him he may call for the exact 
set of plans and specifications which were in his possession at the 
time of making his bid. This is not advocated because we must 
be suspicious of dishonesty or manipulation; but it is a fact that 
in the preparation of various sets of plans and specifications there 
is always the opportunity for typographical errors, failure to bind in 
all the sheets, omission of details, and neglect to make revisions and 
corrections on some of the sets. Besides, when many revisions 
have been made (and especially where the letting of the work is 
delayed from time to time, because of such revisions and the receipt 
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of additional proposals) there is accumulated a multiplicity^ of 
blue prints, etc., which are out of date. If these sheets are preserved 
they are a menace to the contractor, as they may, tlirough error, 
not be replaced by the new sheets. On the otlier hand, if they are 
destroyed there is nothing with which to compare the revision, 
as the architect or engineer in nearly all work makes his revisions 
by erasures and additions to the original tracings, and, therefore, 
the tracings themselves bear no adequate means of identifying 
the original drawing. 

These same conditions apply during the entire construction 
of the work, and generally the first plans are called in and the new 
plans substituted. The writer knows of one case on a large and 
important piece of work where the engineering company made 
a rule that no revised plan would be issued until the first plan had 
been returned by the contractor and destroyed, and from this rule 
they permitted no deviation. It was found that the first set of 
plans was deficient in many details and as a result the quantity 
of work was largely increased. The method adopted by this engineer, 
whether prompted by proper motives or not, had the effect of 
covering up the mistakes and discrepancies in his original plans. 
As the wmrk \vas complicated and constantly changing in size of 
members, etc., the contractor was placed in the position of unwit- 
tingly doing more work than he had really contracted to do.. 

The ^Itemized Quantity Estimate’', as proposed in Fig. 13, is the 
result of a personal experience in errors in quantity estimating 
and in losses due to just such conditions as have been mentioned. 
It is for the purpose of providing, so far as possible, against future 
errors that this form has been developed. The form has been used, 
and its use has demonstrated that with proper care a reasonable 
amount of certainty may be expected. The quantity estimate, 
when prepared in the manner suggested, is also of great value when 
the time comes to submit a schedule of quantities and prices for 
the preparation of the monthly estimates, and it naturally forms the 
basis for each month’s estimate of the amount of each class of 
work. By this method the preparation of estimates is so simplified 
and systematized that the estimates will form a definite series, 
so tied together that at all times they show exactly what amount 
of work and what percentage of the work have been accomplished. 
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Analysis of Quantity=Estimate Forms. It will be noted that 
the ^Ttemized Quantity Estimate” bears for all practical purposes 
the same style of heading as that previously given for ^ ^Outline of 
Work”, Figs. 5 and 6. By 'carrying through this general heading 
and the same estimate number, all of the estimates, plans, and 
papers are preserved in their proper places. 

Item Column. It is expected in using this blank form that 
each calculation forming a part of the determination of quantities 
shall be set forth under each item of work. As there generally 
will be several calculations for each kind of work, the separate 
items will show very prominently in the first column vdih. little 
chance of any being overlooked. 

Location Column. Column 3 is important. The location of 
that portion of each kind of work under process of calculation 
should certainly be noted. If this is done, how much easier it is 
to check the quantities at any time, and how much more definite 
are the estimate and the connection of the quantity estimate with 
the proposed work. 

Columns 4 and 5, bearing as they do a reference to plans and 
specifications, furnish a very ready index with practically no extra 
labor to the estimator. 

Dimension Column. The next division, including Columns 6 
to 9, furnishes all the necessary dimensions for determining the 
kind of -work entering into the job when used in connection with 
the unit columns for the various classes entering into the item 
‘'Principal Work”. It might be wtII to bring out here the point 
that the classification of work as called for by plans and specifications 
is much simpler than the classifications of different items of work 
which must be estimated by the contractor, and yet he must retain 
the specified classifications, either for unit-price bidding or for sub- 
mission of schedules in lump-sum bidding or percentage contracts. 

Unit and Total Quality Columns. At the right-hand side of 
Fig. 13, are arranged the unit and total quantity divisions required 
by the contractor. The unit column is intended for the usual 
multiplier or divisor in order to place within the total column the 
quantity as based upon the dimensions. The headings for these 
columns are to be written opposite each main item of work, accord- 
ing to the practice of the individual contractor. 
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Referring to Fig. 13, we see various illustrations of the manner 
in which the main items of work may show their location, part by 
part; the dimensions of such portions, immediately followed by the 
secondary classifications into -which the main items must be divided 
in order that an intelligent estimate may be made. In presenting 
these examples no attempt has been made to illustrate any par- 
ticular kind of job; instead, various sorts of work are given which 
in all probability would occur in any kind of construction. 

The use of this blank can be made universal, but the individual 
application must depend upon the contractor’s line of work and his 
own ideas as to its separation into component parts, and the latter, 
in turn, naturally depend upon the manner in wdiich he keeps his 
cost record. The advantage of the form lies in the fact that, instead 
of taking off different parts of each main item separately and repeat- 
ing over and over again the given dimensions, the main item and 
dimensions are given only once and the other quantities are arrived 
at by the use of their proper units. 

Discussion of Special Items. Excavation. Let us refer again 
to Fig. 13, and consider tl>e first item, ‘‘Excavation”. In any piece of 
work it will be necessary to give several dimensions in order to cover 
the shape of the excavation and varying depths. The quantities 
should be, of course, in cubic yards; therefore, the unit column 
carries the divisor 27. In excavation, however, it is generally the 
case that shoring or sheeting of the banks is necessary, and the 
amount of such work is directly dependent upon the same dimen- 
sions, viz, the perimeter of the excavation times the height; there- 
fore, the unit column under this heading states in inches the aver- 
age thickness of all timber required, the total quantity being given 
in thousands of feet, board measure. In case the excavation is of 
such a character that gravel may be expected, this may be used in 
the construction and, the depth at which it can be obtained, having 
been determined by test digging, we find in the unit column or 
any other proportion. Inasmuch as in any large job several detailed 
calculations such as this are necessary in order to arrive at the 
grand total, we have the divisions of each item grouped so that each 
kind of work is stated exactly in proper relation to the work as a 
whole. If any item shows no such divisions investigation can be 
made to ascertain whether this was overlooked. Such a method 
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also allows a more intelligent pricing of the work, as the complicated 
portions are automatically emphasized and may be priced accord- 
ingly? whereas, by any other method it is more than probable that 
averages w^ould be taken over the entire work. 

Concrete. The same conditions apply to even a greater extent 
to ''Concrete”, the second item of Fig. 13. Concrete as a main 
heading will, in general, be divided into the main items of "work 
w^here the proportions of the concrete mixture are varied”, 'Svork 
wiiere any one mixture is -to be used”. We then have the unit item 
under concrete containing a divisor 27, since w^e wish our concrete 
quantity in cubic yards. The number of forms required is directly 
dependent upon the square feet of surface area given by the main 
dimensions. In the unit column is placed a multiplier giving in 
inches the thickness of the lumber necessary to form the facing, 
studding, braces, etc., all of w^hich can be quickly calculated. After 
some experience, this factor becomes a standard for various classes 
of W'ork, giving us quickly our quantities of forms in thousands of 
feet, board measure. The method applies to centers as well as to 
forms, the resulting quantities being in thousands of feet, board 
measure; a separate item is required to list the amount of piling 
necessary in case of false w^ork for bridge construction. 

Reinforcing Steel. In building construction the reinforcing 
steel for various designs can be obtained from tables bn a basis of 
unit pounds per square foot of floor and lineal foot of beams and 
columns, and these units should be placed in the unit column 
opposite the totals listed by dimensions and by pieces. 

If there is more than one kind of steel, more than one column - 
must necessarily be used for itemizing on account of the diflerence 
in prices. If the structure is entirely of steel or is a large reinforced- 
concrete job wdth complications in the sizes of bars and kinds of 
reinforcing, or iii standard structural shapes, then steel should be 
made a general item of w^ork. These unit columns then become 
the proper method of separating steel bars and shapes into their 
proper classification for standard prices and standard plus extras, 
111 a complicated case with many divisions which requires more 
coliuiins than are provided by the standard sheet, additional columns 
may be cut from other slieets and pasted on the right-hand sid(‘. 
By folding in these columns, the size of the sheet will not be changed. 
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Waterproofing. Similar extensions for concrete work are at 
once apparent. For instance, waterproofing, if incorporated in 
the mass, is an element of the cubic yardage and should be listed 
opposite that portion of the work where waterproofing is required. 
If waterproofing is of the sheet or surface application type, its 
quantity naturally depends upon the square feet of surface covered, 
which is shown by the dimensions of that part of the work. The 
unit column for waterproofing would, therefore, show unit pounds 
of compound per cubic yard, or thickness in fractions of a foot to 
give results in cubic feet. 

Cement Finish, Floors, etc. The same conditions apply to 
cement finish, filling, wood floors, marble floors, painting, plastering, 
etc., as all these items will appear opposite the portion of work 
where they are to be used. As the dimensions of such parts of the 
work are clearly stated, it is only necessary to place in the proper 
unit column unit multipliers or divisors to secure the results on the 
desired quantity basis. This unit is naturally preserved along 
with the other complete data, and if, for instance, it is desired to 
ascertain the additional cost when the cement finish in certain 
portions of the work is changed from | inch in thickness to f inch, 
the information is obtainable almost instantly; if this method 
has not been followed, it will be necessary to refigure the plans. 

Timber and Lumber. Timber and lumber can be taken off in 
the same manner, using the columns for the different sizes of timber 
at the various prices, and using the unit column for unit feet, board 
measure. If the structure is a large one and many different-sized 
pieces are called for, all that is necessary is to provide additional 
columns, as explained above, under steel. 

Brickwork. Brick work is peculiarly adapted to this method 
of estimating. The various portions of the work are stated in the 
‘‘location” and “dimensions given” column; we then use our second- 
ary columns to obtain the quantities of common brick, face brick, 
special brick, and in each case the separation is made directly 
opposite the respective locations, but the total is reached just as 
accurately. The opportunity is also afforded for the statement, 
in parallel columns, of the amount of brick By “wall measure” 
and “kiln count”. 

Remember that this should be an axiom of the engineer or 
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contractor, that any estimate nnisf he made by detailed calculations. 
If such detailed calculations are recorded as provided for by a standard 
form, the totals are readily obtained; but a lump-sum quantity 
estimate obtained from scratch-pad calculations can never be sep- 
arated without recalculation and uncertainty. 

Check on Totals. The extreme left-hand column '^Group 
Items with Brackets” makes doubly sure the obtaining of correct 
totals and adds materially to the clearness of the estimate. If, 
for instance, we have in the 'Item of Work” column the heading 
“Concrete” and then follow on down the sheet with numerous 
items filling out the right-hand columns, then by the addition of 
a bracket inclosing these items down to the total, the eye is enabled 
at a glance to read the results without confusion. 

The illustrations given are sufficient to show the wide applica- 
tion of the method suggested. The advantage of this form of 
detail quantity sheet is not limited to the estimate, for, in case 
the contract is secured, the sheet is relied upon for the ordering 
of material and the order in which it is to be delivered — all because 
each class of work is given by its location, by the unit applying 
to such work, and by the quantity required for each portion. In 
any lump-sum estimate this information could not be obtained 
without recalculation. 

The quantity sheet also works directly with the methods of 
cost analysis and the office and field system- connected therewith. 
Above all it is of importance, during -the period of construction 
and analysis, in the division by sections and the recognition of them. 

In taking off the quantities from the plans, use common white 
crayon to check each item and each portion of the work as the 
quantity estimate is tabulated. When the estimate is completed 
and the plans are to be returned to the architect or engineer, or 
forwarded to a competitor, wash the prints with a soft rag soaked 
in gasoline and all defacement will be removed. 

Calculating Machines, In the preparation of the itemized 
quantity estimate where many extensions are required, some form 
of a non-listing calculating machine is almost indispensable. Such 
a machine insures accuracy and saves time and extra help, and, 
because of its speed, an estimate can be prepared, checked during 
preparation, and delivered in a fraction of the time required by 


367 



66 


COST-ANALYSIS ENGINEERING 


ordinary methods. The cost- of such a machine is not excessive 
and it is well adapted to all forms of work in a small office. In 
the larger office there should be in addition a listing adding machine, 
in order to check the totals. 

Slide Rule, The slide rule should not be used in estimating 
quantities or in multiplications and extensions. This is not said 
with the idea of underrating the slide rule; but in cost analysis the 
latter serves a far better purpose in connection with the engineer’s 
practice, and for this purpose it is indispensable if time is any object. 

ITEMIZED COST ESTIMATE 

Comparison with Previous Forms. Passing to the 'Ttemized 
Cost Estimate”, which is directly dependent on the 'Ttemized Quan- 
tity Estimate” and the next and final step in the estimate depart- 
ment, we propose the forms shown in Figs. 14 and 15. The form 
shown in Fig. 14 is to be used where all the wnrk contemplated is 
to be performed by the contractor’s own organization and where, 
as a result, it is necessary to enter into full detail as to the costs of 
each and every item of work. The form showm m Fig. 15 is to be 
used for the tabulation of those portions of the work where the 
contractor accepts sub-bids in lieu of making his own estimates, 
or in addition thereto. 

The headings of these forms are practically the same as for 
the Itemized Quantity Estimate, except that the estimate is made 
more definite by stating ‘‘for whom” the bid is prepared and the 
^Vork included in estimate”. This is good information, especially 
if only a portion of the work is included and figures are made for 
general contractors. Perhaps the same work may be the subject 
of two or more estimates — for example, a preliminary one to the 
owner or architect and a final one to them or to the general con- 
tractors — and the notation explains any discrepancies. 

Analysis of Cost Estimate Forms. Referring again to Fig. 14, 
we see that Columns 1 and 2 are taken directly from the ^‘Itemized 
Quantity Estimate” recapitulation of totals, P’ig. 13. These prin- 
cipal items are now dissected to analyze the cost which in all cases 
demands the separation, of material and labor, and also generally 
requires several items for materials which go to make up the prin- 
cipal item. Moreover the labor must many times be separated 
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The labor cost of pile driving is made up of two labor charges, 
xh, (1) (a) rigging and (b) removing outfit; (2) driving. Let 
us assume a cost to rig and remove outfit of $800, and two jobs — 
one of 3000 lineal feet and one of 80,000 lineal feet. When it comes 
to the actual driving, the cost should not vary to any great extent, 
yet the rigging and removing in the first ease is 10 cents per lineal 
foot and in the second case 1 cent. Wild bids can many times be 
explained this way. 

Be sure to analyze each item, and, following through the job 
in imagination, determine all the elements which enter into each 
operation. Build the job step by step in your own mind and there- 
after you will never set down any guess costs or make snap judgment 
as to the cost because it agrees with the cost on another job. 

As an illustration of this form of estimate, suppose we take a 
concrete job of any character requiring excavation, piling, foundation 
concrete, superstructure concrete, forms and centers, reinforcement, 
and cement finish. This estimate is carried to completion in two 
ways: (1) For lump-sum bid; and (2) for unit-price bid. General 
charges are included, but for the present we will pass the detail 
determination of them. A special discussion wdll be given to this 
element of the cost, which, in its insidious way, eats into the antici- 
pated profits, sometimes to their final annihilation. Upon the 
face of the estimate sheet w^e have every detail calculation of the 
cost and why. By simply referring to the Itemized Quantity 
Estimate, Fig. 13, we have detail calculation of the quantities and 
why. There is no guesswork about such a system, for, even if 
some items are uncertain of determination from the plans, yet 
these stand by themselves and can be verified or mention may be 
made in the proposal that a certain amount has been estimated. 
Any questions by the owner or architect can be answ^'ered at once 
and definitely. Any eliminated items can be deducted without 
recalculation. 

Unit*Price Bidding. On the lower half of the Itemized Cost 
Estimate, Fig. 14, an illustration is given of estimating a job for 
unit-price bidding. It may be well to go into some detail in 
the analysis of concrete work as the estimator must do before 
itemizing. The itemization given is. sufficient for all practical 
purposes hut back of this statement of quantities and units lies 
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in each individual job shouldbe estimated as carefully as for any other 
item. It does not matter whether the cost is estimated on the basis of 
floor or of concrete surface, or upon a basis of feet, board measure, 
of lumber; the result is the same just so long as this important 
branch of concrete construction receives individual consideration. 

(5) Cost of Work as Affected by Centers : There may be a mis- 
understanding as to the necessity of separating forms and centers. 
'Torms’b properly speaking, consist of the timber work to form 
those members of concrete construction — columns, girders, etc. — 
which must pbssess a certain regularity of shape and evenness of 
outline. ''Centers’’, properly speaking, consist of timber supports 
for floor slabs, bridge centers, etc. Where the great amount of 
labor on timber work is expended solely for the purpose of support- 
ing the mass at a uniform or definite height the unit cost is much 
less than where it is expended for forming for individual members. 

(6) Cost of Work as Affected by Reinforcement: Fabricated 
reinforcement will cost much more delivered to the job than will 
loose bars; but, on the other hand, it will cost less to place in posi- 
tion. It is to be expected that a job where the reinforcement is 
made up of small bars of less than | inch, will cost much more per 
ton for labor than where the sections are larger. Good judgment 
must prevail in this particular. It is very seldom that an estimate 
will be made based on the labor and the tonnage of each size of bar. 
It is the better way to strike an average labor price with reference 
to the proportion of different sizes of reinforcement to be encoun- 
tered in the work. It is well to remember, in making the estimate, 
however, that it takes practically as long for the steel man to place 
and wire a | inch bar as a | inch bar, whereas the tonnage is only 
one-quarter as great. 

(7) Cost of Work as Affected by General Charge Items: 
There are a great many items of the cost of concrete work which 
are not included in the cost of material, labor, forms and centers, 
reinforcement, etc. These costs consist of installation of machin- 
ery, and its removal, coal, oil, repairs and fittings to machinery, 
general charge items such as rope, bolts, etc,, and the loss on petty 
tools such as shovels, etc. Such costs on the basis of so much per 
(iubic yard, are to be determined from the percentage of labor on 
different classes of work. 
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CosUEstimate Form for Svh-Bidders. Fig. 15 contemplates that 
vvhen any portion of the work is to be sublet, the contractor will yet 
make his own estimate of the quantity of such work and the fair 
unit price. This method serves as a cheek on the sub-bidders and 
also provides a basis for determining the unit prices at which the 
various sub-bidders are estimating. 

The first three columns are used for the contractor’s own check 
estimate, while the balance of the sheet is for tabulation of sub-bids. 

Relation of Cost Estimates to Previous Forms. Both forms, 
Figs. 14 and 15, should measure SJX14 inches, as this vsize is just as 
convenient for filing and the extra length saves labor in forwarding 
totals. 

The Outline of Work, Figs. 5 and 6, the Itemized Quantity Esti- 
mate, Fig. 13, and the two forms of Itemized Cost Estimate, Figs. 
14 and 15, should be bound together in order, preferably on the side, 
in a loose-leaf binder. Each estimate as made should be placed in 
this binder in the order of the estimate number, and an index should 
be made. In a large oflSce it is better to file the Outline of Work 
and Itemized Quantity Estimate in one binder in the estimating or 
engineering department, while the Itemized Cost Estimate is per- 
sonally in the hands of the engineer, contractor, or of a strictly 
confidential employe. 

Estimated Cost of Equipment The amount to be added to 
the estimate for rental or depreciation of plant and equipment 
depends upon the '‘scheme of operation”. It is suggested that in 
construction work, there should be added to the estimate the differ- 
ence between the cost price of new equipment and its second hand 
sale value; good judgment must be used to determine this depreci- 
ation with regard to the character and probable wear and tear of 
^ each class. The depreciation, however, usually will vary from 40 
to 60 per cent. In the case of equipment on hand, it is a matter of 
choice whether w^e add a rental in addition to profit or whether 
w^e consider the use of such a plant as included in the added profit 
and thus presumably gain an advantage over less fortunate com- 
petitors. 

Maintenance of Equipment. The subject of '‘Maintenance of 
Equipment” is, however, a separate charge over and above any 
rental or depreciation and is a true cost to be charged to each job. 
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Various methods have been suggested, but for simplicity the writer 
advocates a Repair Account which forms a part of the General 
Charge. Tliis subject will be treated in detail later when all of the 
proper charges to this account will be listed. Properly speaking, 
this is ''Material-Cost Bookkeeping” and should be treated under 
Construction. 

Rental or Depreciation of Equipment, Only in exceptional cases 
should rentals or depreciation be added as part of the unit cost of 
any item. If they are added to this cost, a fictitious idea is obtained 
of the estimated cost of the item> and moreover the total amount 
set aside for this cost can be obtained only by recalculation. This 
method is, besides, cumbersome and indefinite and will not stand 
investigation and analysis as will the percentage method of General 
Charge. The method of charging out the difference between the 
cost and second hand selling value in the case of new equipment is 
based on the theory that the repair account is charged to the job 
and that if the plant is properly looked after the machinery is always 
/ in good second hand condition and may be carried so on the 
inventories. If a rental is charged — or if equipment is leased to 
others — 10 per cent per month, or a life of ten months on the first 
cost, is not unreasonable, except for rolling and heavy equipment, 
or on large contracts. . This theory is based on the idea that the 
plant is a profit-making investment, and repairs and upkeep are 
worth the price. 

Summary of Points in Making Estimate. In making the esti- 
mate, arrange the items in the logical order of sequence, as they 
would naturally occur in the actual construction. If the estimate 
is built up in this way there is little chance of overlooking items. 
A contractor who lacks imagination is certainly in the wrong line of 
work. The process of visualizing the proposition step by step will 
many times call attention to items which do not appear in the plans 
and specifications. We cannot anticipate all contingencies, but it 
is possible to build in the mind a model of the particular proposition. 

Cost Data Subject to Wide Variation, Throughout the presen- 
tation of this cost-analysis system, the author has consistently 
refrained from stating any cost data bas^d on actual experience, be- 
lieving that such costs are of little value, except to the individual 
with whom they occur, ^ and that they apply to his locality only. 
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The purpose has been to emphasize the methods whereby each 
individual in any locality can analyze and develop his own system. 

Material costs are readily obtainable. Labor costs are uncer- 
tain, depending as they do on character, class, nationality, and 
environment of men employed, and the circumstances and diffi- 
culties surrounding the work. We are writing for the man of 
experience who will accept suggestions as to methods, and for the 
young man who desires the groundwork upon which to build up an 
organization. The contractor knows his labor and what he can 
expect as a day’s work. The young man should serve his time with 
an established organization, keeping his own notes and forming 
conclusions which, if supplemented by system and proper considera- 
tion for overhead and general-charge expenses, should enable him to 
start w^ell prepared for prosperous experience. The young man can 
gain ideas of the efficiency of men by service as a timekeeper or sub- 
foreman, but wdll, in the majority of cases, miss many items of cost 
which do not appear in the field and which are confidential with his 
employer. It is to supply a lack of information on this subject that 
this paper will include actual results on costs other than material 
and labor. 
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A COST=ANALYSIS SYSTEM (Continued) 

QENERAL=CHARQE OR EXPENSE ITEMS 

Importance of General-Expense Items. The items which go 
to make up the General-Charge division of cost may be designated 
by various titles and may be proportioned to the estimate in different 
ways, but, regardless of their divisions in the schedule, their presence 
in connection wnth any work is as sure as the forces of nature. They 
are just as sure and certain a cost as material and labor and are 
really more destructive to profits, because of their insidious accumu- 
lation through gradual and apparently trivial daily expenditures. 
For our personal convenience we choose to apportion these items 
to labor, although this is proposed not as a rule but as a suggestion. 
They must be considered in the estimate, and yet, to a large extent, 
they cannot be determined except as the result of actual experience. 

The author well remembers that when he first began esti- 
mating in construction work it was a matter of surprise and bewilder- 
ment to him why jobs, which in cost of material and labor fully 
realized the estimate, still proved a loss — or nearly so. It was a 
considerable time before it was recognized that the many small 
purchases were, in the end, the destroyers of profits, and that it 
was not safe to pass them by with the expectation that they would 
not be important enough to justify consideration in estimating. 
Some do not or cannot understand this but look on these items as 
contingent expenses unnecessary to include in the estimate. Tliis 
is very far from the truth, for such expenses are as truly cost 
items as are material and labor. 

Methods of Application. Some engineers and contractors 
advocate an allowance per unit of work, as per yard of excavation, 
concrete, etc,, to take care of these charges. ' Others add an amount 
to the estimate, suifficient in their judgment to cover the total item. 
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I Errors m Unit-Allowance Method, The first method is alto- 
gether wrong for the following reasons: 

(1) The addition of any such amount to a price per unit of 
work is deceptive in its after-effects. 

(2) Such a method can never arrive at anything but a ''guess”. 

(8) The estimator is yet unborn who can differentiate the 

cost per unit for general-charge items on several classes of work 
and secure an intelligent result. 

Suppose we imagine an excavation for a pier foundation for a 
bridge requiring excavation, pile driving, and concrete, lu do 
this w^ork requires pumping, and a great deal of it if the pier is 
located out in the stream. Invoices accumulate at the office for 
coal and oil, and the actual coal and oil is delivered to the job and 
used as occasion demands. Excavating, pile driving, and con- 
creting proceed practically simultaneously. Under these circum- 
stances, how can we arrive at any fair cost per unit for fuel and oil ? If 
the attempt is made to distribute the cost in any proportion to the 
various kinds of work it can only be done by arbitrary methods, 
which will not bear analysis. 

Take another item — for example, Petty Tools. In this classi- 
fifcation belong shovels. What contractor is wise enough or 
sufficiently in touch with his work to say what proportion of this 
cost should go to excavation and what to concrete? 

Take the Fittings and Repairs account. Who can say with 
any certainty how much of the repairs to pumping machinery 
^should be charged to excavation and how much to pile driving 
or to concrete? 

The fact is that all these charges are directly dependent upon 
the kind of work under construction, and the various jobs will show 
a greater or less cost along this line in direct relation to the diffi- 
culties encountered. 

lyistrihution hy Percentage Method, Therefore it follows that 
the various kinds of work should be separated, according to each 
contractor’s experience, into definite classifications, with respect to 
the difficulties surrounding construction; from these the percent- 
ages to be added to the estimated cost should be ascertained to 
take care of all the items of general charge. Such classifications 
have been prepared by the author for his own work, and it has 
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been found really surprising how closely the percentages of cost of 
these items for work of similar character will compare, even for 
both small and large jobs. 

Percentage on Labor Cost Only. The consideration of the 
method of application of such percentages is important. If the 
percentage is added to the complete estimated cost of material and 
labor the results will show wide variation, due to the differences 
in cost of material. If proportioned over material only, the result 
will vary still more. The only logical method is to distribute this 
cost by a percentage on the cost of labor only. This theory is 
based on the following facts: 

(1) The labor for the same kinds of work is more nearly 
constant than the cost of material. 

(2) The contractor must always furnish labor, whereas 
material may be entirely eliminated; it may be reduced in price 
by concessions as to transportation (as in railroad jobs with free 
haul) ; or, as in cases of work at some distance from railroad facilities, 
it may be greatly increased in price by delivery charges. 

(3) The higher the grade of work the more the cost of labor 
and the more the cost per man-hour. 

(4) The more difficult the work the greater the cost of labor 
and the less the output per man-hour. 

(5) The higher the grade or the ’more difficult the work the 
less the output per dollar of expenditure for payroll. 

Labor Cost, the Measure of Efficiency of Management. Grant- 
ing the foregoing conditions, the cost of labor is the measure of 
“efficiency of the work management. To secure results which are 
comparable and thus to obtain correct ideas of costs as a basis 
of efficiency, the general charges must be determined by a percentage 
on labor, this conclusion being always governed by a due con- 
sideration for the kind of work. The more thought given to this 
conclusion the more it will impress itself on the individual as a 
truth. Consider any type of construction with wdiich you arc 
familiar, and the method will gain in significance with each illus- 
tration considered. 

Take a case of heavy wet excavation. The cost of labor is 
naturally more than for dry excavation, and so is the cost of all 
the items going to make up the general charges. For this class 
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of work the increase in general charges will show most in Fuel and 
Oil, Fittings and Repairs, aM Expense. High-grade labor will 
not be employed on this class of work. But suppose we have 
stone masons building a piece of masonry which must be carefully 
cut and fitted. Fuel and Oil, and Fittings and Repairs are low 
in this case, but Expense wdll be large in proportion to payroll on 
account of dressing of tools, etc., and the output per dollar of labor 
is small. The two cases are not comparable and belong in separate 
classifications, but they are mentioned as illustrations of the prin- 
ciples involved. 

This method has been applied to 125 jobs covering ten years 
of work and it has been found to give definite comparable 
results, whereas other methods make the estimates largely a matter 
of guess. In using the percentage method it is always wise to 
prepare a check estimate by a mental review of the job under 
consideration and deciding, in accordance with past experience, 
whether or not the amount determined by percentage seems 
reasonable. 

Discussion of Divisions of General Charges. The schedule, 
or division suggested for General Charges, is as follows: 

(1) Contract Bonds,, Maintenance Bonds, etc 
^ (2) Liability Insurance — comprising Employers’ Liability, 

Public Liability, and Workmen’s Collective Insurance. 

(3) General Expense — items as per list. 

(4) Petty Tools — as per list. 

(5) Fuel and Oil — as per list. 

(6) Fittings and Repairs— as per list. 

(7) Commissary — ^where necessary, as per list. 

(8) Interest. 

(9) Machinery and Equipment. 

^ (10) General Office, and Supervision. 

In establishing any such schedule as the foregoing, it' will be 
recognized that, unless a general rule be adopted as to what shall be 
charged under each heading, the bookkeeper cannot, day by day, 
record the general charges in such a way that all jobs, past, present, 
and future, may be compared with reference to the same item. 
Inasmuch as bookkeepers change while the system must continue, 
it is well to preserve a decision once made by preparing a stand- 
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ard list of tlie ordinary purchases. Such a list will be shown for 
each of the headings given above. 

In considering Bonds and Insurance, information and rates 
are given at considerable length. A man located in a large com- 
munity may not find this data as valuable as the man who is not 
so closely in touch with a well-informed agent, but, for reference 
and fcomparison and for purposes of estimating, this information 
is indispensable. However, it is advised that wherever possible 
an agent of the bonding and insurance companies be called upon 
to verify the information. Incidentally it should be noted that 
liability insurance is computed on the payroll at various rates, 
according to the hazard of the occupation, and this change of rate 
substantiates our contention that all the items of general charge 
should be adjusted to the job. Since we have insisted that, in esti- 
mating, material and labor should be separated, there is no diffi- 
culty in the application of this method. 

It will be found that for different kinds of work under various 
conditions, the proportion of cost of labor with respect to the cost 
of material will run pretty uniformly, and if a record is made of 
these percentages it will assist a great many times in approximate 
or preliminary estimates. 

BONDS 

Classification. The information herewith furnished, with refer- 
ence to bonds, is in accordance with a manual of fidelity and surety 
bonds isssued by a well-known bonding company /or past work. 
Contract bonds are classified as (a) construction; (b) supply; and (c) 
maintenance. 

Construction and Supply Bonds. Construction contracts are 
those in connection with work which forms a part of, or becomes 
attached to; real property when the contract in question is com- 
pleted. When the contract for the repair or erection of any work 
classified as construction includes, within the same contract bond, 
the furnishing of any building material, the entire contract is rated 
as a construction bond. When the contract is solely for the fur- 
nishing of building material and does not include any installation, 
the contract may be classified as a su'pfly bond. 

Premiums. Construction Bonds. The premium applicable 
to construction bonds for usual kinds of contract work is based on 
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a rate of one-half of one per cent per annum on the contract price. 
Note that this rate is figured on the contract price and not on the 
amount of the bond; also note that the premium is per annum, 
so that, should the work extend over more than one year, allowance 
must be made for renewal of the same premium. It should also 
be understood that the premiums are due from the date of the bond, 
whether actual work begins immediately or not. 

Supply Contracts. Premiums for supply contracts may be 
figured at the rate of one-fourth of one per cent per annum on the 
contract price, and include the furnishing of supplies, material 
and machinery of stock design. Machinery, etc., made to special 
order requires a premium of one-half of one per cent, the same as 
a construction contract. Any labor connected with the installation 
of supply contracts must be figured at the construction-contract 
rates. 

Proposal Bonds. Many times it is necessary to furnish a 
bid or proposal bond. The usual rate for a bond of this character 
is $5.00 each, and this premium is considered fully earned whether 
the proposal is successful or not. Should the proposal be success- 
ful the premium for this bid bond may be applied as a part pay- 
ment on the premium for the contract bond, provided the bond is 
taken from the same company. 

Construction Contracts. The minimum premiums on con- 
struction-contract bonds are as follows: (1) where the bond does 
not exceed $500 and the contract does not exceed $1000, bonds 
$5 each; and (2) where the bond is over $500 or the contract is 
over $1000, bonds $10 each. It will be noted that these minimums 
require that a contract shall equal $2000 or more before the regular 
rate of one-half of one per cent would equal the minimum premium. 

Maintenance Bonds. Maintenance bonds are of two kinds: 
viz., those covering the guaranty of the entire construction work; 
and those covering the guaranty of only a part of the construction 
work. In the first case the premium rate for maintenance bonds 
is $1.25 per thousand per annum computed on the contract price, 
and in the second case $1.25 per thousand per annum computed 
on the value of the guaranteed work. The premium for the main- 
tenance bond for the entire term of the guaranty is due in advance 
at the time the construction bond is issued. 
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Establishing Credit with Bonding Company. It is just as 
important to the contractor to have a credit line with some well- 
established bond company as to have a credit with his bank. The 
standing of any contractor with the bonding company depends 
on two conditions: financial standing, and moral hazard. Within 
reasonable limits a bonding company will extend greater faA'or 
to the good moral hazard than to the contractor of better financial 
standing but wdth a poor record for fulfilling his obligations. 

Many states and municipalities, and also the United States 
government, have special requirements regarding bonds, and it is 
always well to consult an agent to be sure that the standard rates 
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apply on any new work. The foregoing rates are standard for 
ordinary work, old manual 

Method of Calculating Bond Cost, Inasmuch as the premium 
on bonds, regardless of the amount of the bond, is computed on 
the total amount of the contract — ^which includes material, labor, 
general-charge items, and profit — we must either compute the bond 
cost separately from other items of general charge or increase the 
rates in proportion to the percentage which the payroll bears to 
the cost of material and labor. The more accurate method is to 
complete the estimate, except for the bond, and then to add the 
cost of the bond plus the same percentage of profit as is used for 
th^ general estimate. 
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For all practical purposes, however, sufficiently accurate 
results are obtained by including the bond cost along with othtT 
items of general charge. As our system requires that material 
and labor be separated in the estimate, we are a1:>le to arrive at 
once at the percentage the payroll bears to material and labor. 
By referring then to chart, Fig. 10, the proper per cent to be included 
in the general charge and added to the payroll may be ascertained. 

For instance, if the labor represents 50 per cent of the cost of 
material and labor, the percentage to be included in the general 
charge and added to the payroll is 1 per cent. If the labor repre- 
sents 20 per cent, or one-fifth of the cost of material and lalior, 
the percentage to be included in the general charge and added to 
the payroll is 2| per cent. Naturally, if the contract is all labor 
and therefore all payroll, representing 100 per cent of the cost, 
the rate will be one-half of one per cent. At 10 per cent labor 
the per cent to be added to the payroll increases to 5 per cent, 
but a^ contract with such a small amount of labor is unusual, and 
it is recommended that jobs of this character with 10 per cent or 
less labor be calculated by the method first suggested. ^Yhen 
we have a job with 10 per cent or less labor we are verging on a 
supply contract, and it is probable that the cost of the bond can 
be decreased by a proper division of the work under the headings 
of construction and supply. 

LIABILITY INSURANCE 

Features of Liability Insurance. Liability insurance is not 
accident insurance, as some employes seem to understand. Gon- 
tractors’ liability insurance (briefly known as E. L. policies) is 
essentially insurance against the contractor’s liability for damages 
because of accidents to any of his employes It is, in fact, a con- 
tract between the contractor and the liability company whereby, 
in consideration of a certain fee to be paid by the contractor, the 
liability company agrees to furnish the first or emergency medical 
aid and to save the contractor from any and all claims for damages 
up to the limits of the policy. The usual limits of the policy are 
$5,000 and $10,000, meaning thereby $5,000 for any one individual 
judgment or $10,000 for any one accident — the latter being the 
limit for an accident when a number are insured and where the 


384 



COST-ANALYSIS ENGINEERING 91 

aggregate amount of judgments does not exceed the amount named. 
Almost any limits will be accepted by the liability-insurance com- 
panies but the ones given are usual. Any increase of the limits 
is naturally accompanied by an increase in the rate of premium. 

The contractor should consider that his rating or credit with 
his liability-insurance company is almost as important as his credit 
with his bank or bonding company. Both the bank and the bonding 
company gage the contractor by his financial standing and by his' 
general reputation for fulfilling and satisfying his obligations. The 
liability-insurance company judges the risk in light of its past 
experience on similar work, but tempers its decision by the standing 
of the contractor and what is known of his experience, methods, 
and disposition to assist the company to secure reports, records, and 
settlements. A contractor, by establishing a good reputation may 
gain the advantage of a close rate, while one with a poor record may 
even be refused by one company after another. The interests of 
the contractor and the liability company are identical and there 
should be close co-operation. 

Liability Premiums. The minimum premium for liability 
insurance is $50, and the only way to avoid an increase in cost on 
this account, when many small contracts are handled, is to secure 
a general, annual, or blanket policy covering all work of any char- 
acter. Naturally on large work this feature is of no consequence. 

Public=Liability Insurance. The possibility of accidents to the 
public and to the employes of others must be considered, especially 
when the w^ork is located in a city or town w^here others are working 
on the same contract. To provide for this contingency public 
'liability insurance (P. L. policies) is furnished at a somewhat less 
rate than is employe insurance. 

Workmen’s Collective Insurance. Workmen’s collective insur- 
ance is now required in some states and is a feature of the insurance 
cost which will require more consideration in the future. Briefly, 
this class of insurance may be considered as accident insurance. 
The rates vary with the class of work. The benefits are: 

(1) In the event of death within 90 days, a sum equal to, 
but not exceeding 1 year’s wages, sometimes limited to $1500. 

(2) For the loss of two limbs or two eyes a sum equal to the 
amount payable under the policy at death. 
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(3) For the loss of one limb, a sum equal to one-third the 
amount payable under the policy at death. 

(4) For the loss of one oye a sum equal to one-eighth the 
amount payable under the policy at death. 

(5) In the event of temporary total disability, a sum equal 
to, but not exceeding, one-half the weekly wages for a period not 
exceeding 26 weeks, such sum not to exceed $750 in respect of any 
one person injured during the policy year. 

These benefits are for accidents occurring only during working 
hours, but by an additional charge of 15 per cent the policy may be 
written to cover the wRole 24 hours. 

Discussion of Rates of Insurance. The brief abstract of 
standard rates, Table I, gives a general idea of the cost of employers’- 
liability, public-liability, and workmen’s collective insurance. This 
table is not intended to cover the entire field of contracting work, 
and has been prepared from a manual of recent but not current date. 
The examples are given to serve only as a guide in general con- 
struction work. 

The rates in the table do not include the hazard due to blasting, 
unless specifically mentioned. The rates given are for Illinois, 
Iowa, Missouri, and Nebraska, and for all other states by use of 
the proper differentials. 

^ How Cost of Liability Insurance is Borne. Many states, by 
legislative enactment, have very materially increased the cost 
of liability insurance. The intention has been to protect the inter- 
ests of the workman, but it must be remembered that the public 
pays the bill in the increased cost of all building operations. The 
workman is indeed deserving of a certain protection in his work, 
and the economic interest of the community at large justifies a 
recompense to him or his family for injuries or loss of life, but this 
result cannot be obtained without a corresponding increase in cost of 
every building project. 

In other words, every contract carries, in addition to the cost 
of material, labor, and supplies, the possible cost of human effort 
expressed in loss of time and suffering due to injury and death. 
This cost is just as true a one as are the others, is more far-reaching, 
and should receive its proper recognition; but only by legislative 
action can this cost be distributed over the entire community and 
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be included in all proposals — a very essential factor in estimates 
and proposals. 

The only regret is that such laws are abused by malicious and 
scheming employes, abetted and assisted by attorneys, to the end 
that the very purposes of the legislation are defeated and the matter 
of claims made the subject of distrust and antagonism. Any 
prudent or responsible employer of labor cannot afford to be without 
the protection of liability insurance, for to carry his own risk invites 
litigation and loss. A minor may have an accident today but 
can defer suit for years; therefore liability insurance should be carried 
in a well-established company of financial strength. Fire losses 
cannot exceed the value of your property, but liability for personal 
injuries cannot be estimated. 

TABLE I 


Abstract of Standard Liability=Insurance Rates 

These rates should not be used for estimate purposes. Secure current rates 
from a liability company. 



Employers’ 

Li-vbility 

Public 

Liability 

"Workmen’s 
COLLECTI\ E 

Asphalt layers — street or sidewalk, includ- 
ing yards and shops 

$1 00 

11 00 

12 

00 

Blasting (add 20 per cent to E L , P L , and 
Coll, rates, to cover blasting hazards, 
except in those classifications where 
blasting IS specifically included 

Bridge buildmg, metal 

7 

e50 

2 00 

4 

00 

Bridge buildmg, wood 

4 

00 

1 50 

4 

00 

Buildmg raising, shoring building, removing 
walls, foundations, columns and piers and 
rebuilding them 

7 

50 

3 00 

4 

00 

Building movers 

7) 

00 

3 00 

4 

00 

Caisson work for foundations of subaqueous 
operations — with or without blasting 
including work under air pressure 

10 

00 

50 

4 

00 

Canal excavating — not for irrigation ditches 

5 

00 

1 00 

4 

00 

Carpenters — construction away from shop, 
not bridge buildmg nor gram-elevator 
construction work 

2 

25 

.75 

2 

50 

Carpenters — grain-elevator erection 

4 

00 

75 

2 

50 

Carpenter work — general 

1 

75 

.50 

2 

00 

Cellar excavation — no caisson or sub- 
aqueous work; including digging holes and 
fillmg them with concrete for foundations 
for buildings 

3 

50 

1 00 

2 

50 

Chimney work — concrete, stone or brick 
construction, not structural iron or steel 

7 

50 

1 50 

2 

75 

Clay digging — no canal, sewer, or cellar 
excavating or mining 

2 

25 

50 

2 

50 

Cleamng and renovating stone fronts of 
buildmgs — no construction work 

3 

.50 

1 50 

. 2 

00 
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TABLE I — Continued 



Emplo\ 

Liability 

Public 

Liability 

Workmen’s 

Collective 

Ooiiciete work — general 

$3 00 

50 

$2.00 

Concrete work — special. 

(a) Bridge abutments not more than 20 
feet m height from the base mcliid- 
mg the making, setting up, and 
taking down of all frames and 
false work 

3 00 

1 00 

2 00 

(b) Bridge abutments over 20 feet m 
height from the base, including 
the making, setting up, and 
taking down of frames and false 
w^ork 

4 00 

1 50 

2 50 

(c) Bridge or building foundations, ex- 
cept caisson work 

3 00 

1 00 

2.00 

(d) Bridges, including making, setting 
up and taking down of frames and 
false work, except caisson woik 

5 00 

1 50 

2 50 

(e) Buildings, not giam elevators, in- 
cluding making, setting up and 
taking down of frames and false 
■work 

4 00 

1 50 

2 50 

(f) Floors or pavements not self-beaimg 

1 25 

1 00 

2 00 

(g) Gram elevators, including making, 
setting up, and taking down of 
flames and false w^ork 

5 00 

1 00 

2 50 

(h) Sidewalk laying, including shop and 
yard work 

1 00 

1 00 

2 00 

(i) Unit-system construction of conciete 
columns, beams, roofs, walls, and 
floors in sections, including sub- 
sequent erection of same 

7 50 

3 00 

. 4 00 

Ditch digging — irrigation or diamage only; 
no sewer or canal buildmg 

1 50 

25 

1 50 

Dredging by floating dredges 

2 25 

.50 

2 50 

Fences — wood, stone, metal, or concrete, 
not over 6 feet high — construction of 

1.50 

.50 

1.25 

Galvanized iron and sheet iron work — 
erecting and repaiimg 

3.00 

1.00 

4 00 

Gas works — laying of mams and connec- 
tions ; no tunneling (Employers' liability 

late excludes gas explosion, inhalation, or 
asphyxiation) 

3.00 

1.50 

2 50 

Grade-ciossing work — involving all w^ork 
incidental theieto, excluding non and 
steel erection work or the laying of new 
sewers and excluding accidents to railway 
passengeis and by any trams except work 
trams 

4.00 

1.00 

2 50 

Gram elevators — concrete, including mak- 
ing, setting up and taking down of frames 
and false work 

5 00 * 

1 00 

2 50 

Iron men — erecting steel- and iron-frame 
stmctures, no bridge buildmg 

7 50 

3 00 

4 00 

Jobbing work on private residences not 
exceeding 3 stories and basement m 
height, and on private stables and garages 

2 00 

.50 

2.00 
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TABLE 1 — Continued 


EmplotleV Public Workmen’s 

Liability Livbiiity Collects e 


Jobbing work on buildings other than 
private residences — excluding remodeling 
and new construction work 
Marble and stone setting — inside constiuc- 
tion only, including decoration in place 
Marble and stone setting — outside of build- 
ings, away from shop 

Masonry work — m connection wnth con- 
crete work 

Masonry work, not otherwise classified 
Mosaic work — floois.only within buildings 
Paperhanging 
Parquet-floor laying 

Pile driving — including timber whaif build- 
ing thereon, if any 

Pile driving for building foundalions 
Plastering 

Plumbing-work — shop and outside, no di\i- 
sion of payroll allowed 
Road or street making 
Roofeis, gravel and composition only 
Roofers,^ all other kinds 
Sand and gravel diggers — no canal, sewei or 
cellar excavating or giading 
Sand excavation by means of suction di edges 
— including loading and unloading at 
docks, wharves and elsewhere 
Sewer building — no hmit of depth; with or 
without blasting 

Sewer building — maximum depth of excava- 
tion 12 feet at any point; with or without 
blasting 

Sewer building — maximum depth of excava- 
tion 7 feet; with or without blasting 
Steam-, electric-, street-, or interurban-iail- 
way construction — earth woik only, no 
explosives and no tunneling 
Telegraph or telephone — construction ex- 
clusively 

Trestle biiildmg, wood 
Water towers and standpipes, election of 
Water works — construction of pumping 
station, and the making of dams and 
reservoirs; excluding erection of water 
towers and standpipes 
Water works — laying mains, connections 


12 75 

10 75 

^2 50 

1 00 

25 

2 50 

3 50 

1 00 

2 50 

2 50 

50 

2 00 

3 50 

1 00 

2 50 

75 

25 

1 00 

1 00 

25 

2 00 

75 

25 

1 00 

4 00 

75 

3 00 

4 00 

1 50 

3 00 

1 00 

25 

2 00 

1 00 

25 

1 50 

1 50 

1 00 

2 50 

2 00 

1 00 

2 00 

3 00 

1 00 

2 75 

2 25 

50 

2 50 

2 2i 

.50 

2 00 

7 50 

3 00 

3 00 

G 00 

3 00 

3 00 

4 00 

3 00 

2 50 

2 25 

(a) 

2 50 

3.00 

2 00 

2 50 

4 00 

1 00 

2 50 

7 50 

1 50 

4 00 


3 00 

50 

4 00 

3.00 

1.50 

2 50 


Fire Insurance. Fire insurance is not of great importance to cost 
analysis in construction work, but, as it is often required, it is well to 
know that the rate is one-fourth to one-half of one per cent per annum 
short rate — that is, this rate wdll be proportioned to the actual time of 
construction. Many times arrangements can be made to join with 
the owmer in a regular standard 3-year term policy whereby the 
insurance during construction may be carried at much less expense. 
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TABLE 11 

GeneraLExpense Items Including 
Supplies and Repairs to Small Tools* 


I^elt luces 
Boiled oil 
Bolts 

Boiler paint 
Blushes . 

Brooms 

Building papei 

Buildings (tempoiaiy) 

Burlap 

Butts 

Cable clamps 
Caps and fuse 
Chalk 
Clips (rope) 

Diift bolts 
Dynamite 
Emery cloth 
Funnels 
Handles (tools) 

Hasps 

Hinges 

Hooks 

Iron (blacksmiths) 
Keys 

Lag screws 
Lantern globes 
Level glasses 
Livery hire 
Locks 
Lumber 
Molds 

Metal (Babbitt) 

Nails 

Nozzles 

Nuts 

Oakum * 

Office siipphes 


Paint (all kinds) 

Paint pots 

Paraffin 

Pitch 

Printing 

Powder 

Putty 

Rope 

Rents (temporary) 
Rivets 

Roofing material 
Rolleis 
Rosin 
Sand papc'i* 

Sciews 

Snaths 

Spikes 

Sprinklers 

Steel blushes 

Steel shapes 

Strainers 

Tapes 

Tar 

Telephones 

Tin 

Track bolts 

Track spikes 

Turpentme 

Waste 

Washers 

Wheels 

White lead 

Wicks 

Wme 

Wiie cloth 
Etc 


general-expenSe items 

Classification of General=Expense Items. General-expense 
items are many and various. Into this classification are thrown all 
of the items whose cause and nature are at all times uncertain. 
General-expense items consist properly of accessory materials; repair 
items of small character, such as petty tools ; and supply features of 
any contract. The main items are indicated in Table 11. 


’•‘The items hero gi\en may bo conssideied as contributing materials, inasmuch as they 
do not torm a part of the completed measured quantity unitr 


390 



COST-ANALYSIS ENGINEERING 


97 


TABLE III 

Amount of General-Expense Items on Twenty-One Actual Jobs 

Compiled by Method of Percentage of Payroll 


Clash of Work 

Job No 

Per Cent 
of 

P \.yROLL 

Bridge pieis — wet 

38 

17 3 

Drag line excavation 

71 

17 0 

Concrete bridge — dry 

45 

11 2 

Concrete bridge — dry 

39 

9 7 

Concrete bridge — small 

93 

9 7 

Concrete wall (wet) and dredging 

40 

9 4 

Wall — wet 

39 

8 5 

Ballast excavation 

72 

8 3 

Series concrete bridges 

63 

7 7 

Concrete bridge 

55 

6 7 

Concrete viaduct 

96 

6 4 

Interurban railway (complete) 

48 

• 5 8 

Interurban lailway (complete) 

56 

5 6 

Pile driving 

98 

5 2 

Sewer 

49 

5 0 

Intake 

64 

5 0 

Concrete arch 

62 

4 6 

Concrete wall 

53 

4 0 

Concrete wall 

69 

3 7 

Dredging 

97 

2 8 

Dredging 

92 

2 1 

Sewer (special) 

90 

17 


How General-Expense Items Operate on Particular Jobs. 

General-expense items really have no salvage value and are a direct 
charge against each job. Their aggregate cost is of no small conse- 
quence, as is shown by Table III, which gives the results of twenty- 
one jobs. The first item was on a job where the payroll repre- 
“^ented approximately 50 per cent of the cost. Therefore this gen- 
eral-expense cost represented 8.65 per cent of the entire cost of 
material and labor. To show how important these items can be, it 
only suffices to say that sometimes a contractor would be satisfied 
with such an amount as a profit. 

This table is naturally of much more value to the author than 
to any reader, because the index number furnishes the key to open 
up a mental picture of each job and its peculiar features. Such a 
table of rates cannot be, absolute, but requires experience and judg- 
ment in its use. It is, however, not different in that respect from 
the liability company's schedule of rates. Table I, where slight 
differences in the kind of work or* the conditions under which it is 
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TABLE IV 
Petty «Tool Items 


AnviL 

Augers 

Axes 

Bars 

Bellows 

Bits 

Blocks (iron and wood) 

Boiler tools 
Boring maclunes 
Brads 
Blooms 
Brushes 
Buckets 
Bush hooks 
Cables 
Canthooks 
Car movers 
Car leplacers 
Cham blocks 
Cham tongs 
Chains 
Chalk hues 
Chisels 

Derrick blocks 

Dies 

Dippers 

Dollies 

Drags 

Drills 

Flics 

Flue cleaners 
Flue expanders 
Flue lollcis 
Forges 
Forks 

Grindstones 
Hammers 
Hand axes 
Hand pumps 
Hatchets 
Hods 

Hose (water; steam, 

(suction, air) 

Jacks 

Lanterns 

Levels 

Machinciy (special eciuipment ) 
Mattocks 

Mauls (iron and wood) 

Nippers 

Picks 

Pilecaps 

Pinchers 


Pipe cutters 
Pipe dies 
Pipe vise 
Pitcher pumps 
Planes 

Plastering tools. 

Plug and f(‘n,thers 

Plumb bobs 

Punchers 

Push brooms 

Push carts 

Plieis 

Pail 

Hasps 

Ratnhets 

Reamers 

RidiUes 

Rope blocks 

Rope guys 

Salamanders 

Saw'S 

Scoops 

Scrapers 

Screens 

Scythes 

Sheaves 

Sheetmg caips 

Sheeting ])ull(‘rs 

Shovels 

Sledges 

Spades 

Spike puUeis 

Squai es 

Stencils 

Stone dogs 

Stone hooks 

Tampers 

Tanks 

Tempi at es 

Tongs 

Torches 

Track tools (complete outfit) 

Trench pumps 

Trowels 

Trucks 

Wagon })nmps 

W ell ])umps « 

Wedgcjs 

Wheelbanows 

Wire cdipjiers 

Wire rope 

Wrenches 
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TABLE V 
Petty=Tool Cost 

Compiled by Method of Percentage of Payroll 


Class op Wouic 

NCTMBh’H OP 
.) OBS 

]^f:k C'ent oi' 
Paiuoll 

Bridges 

7 

2 C) 

Viaducts 

2 

2 0 

Interurban railways 

2 

2 0 

Sewers 

3 

2 0 

Walls, etc. 

Pile driving and drag-lino 

4 

2 0 

excavation 

6 

3 7 

Buildings 

IS 

18 1 

General average for 

40 iobs= 2 14 


done make changes in the rates. The percentage given should not 
be used for estimating purposes. 

PETTY TOOLS 

Method of Applying Charges for Petty Tools, Nothing with 
which the contractor must contend is more exasperating than the 
loss, breakage, stealing, and carelessness in handling of small and 
petty tools, a list of which is shown in Table lY. This expense 
cannot be considered as applying strictly to any one job; it is better 
regarded as a general loss determined by several years’ experience. 

Table V shows how this cost fluctuates as a percentage of the 
payroll It seems advisable, however, to use the average, since 
jobs overlap; one job may profit by stock on hand, and another 
may lose on account of new purchases. The term, how^ever, is an 
absolute general-charge cost and should not be overlooked. The 
method of percentage of payroll is especially applicable, as the 
labor employed uses the tools and is directly a measure of the amount 
necessary. 

There is a salvage in Petty Tools which should be taken care of 
by debiting the Yard account, and this latter account in turn should 
be credited wdien the tools are sent out on a new job. It is for this 
reason that the general average loss is recommended for use as a 
general charge, although each job should have placed to its account 
the full amount expended for this item. The salvage is low grade 
and of but slight cash value. 
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TABLE VI 
Fuel and Oil Items* 


Barrel 

Engine oil 

Battery 

Gasoline 

Belt dressing 

Grease 

Boiler compound 

Oil faucet, 

Cans 

Oil gate 

Coal 

Oilers 

Coal oil 

Packing 

Cylinder oil 

Power bills 

Dry cells 

Tallow pots 

Dynamo oil 

Valve oil 

Electrical connections 

Waste 


FUEL AND OIL 

Fuel and Oil Charges Depend on the Job. Fuel and Oil is a 
direct charge to the work, and whether the amount is large or small 
depends on the kind of work and the difEculties encountered. Fuel 
and Oil will be much more of an item for a concrete-bridge pier, 
requiring pumps, derricks, hoisting engines, pile drivers, mixers, 
etc., than for a concrete pavement — although the concrete itself 
may be of approximately the same cost for materials, but not for 
labor. Therefore, as in other items of general charge, the fact 
is brought out that the payroll is the best indication of the work, 
and Fuel and Oil should be apportioned by a percentage thereof. 

The items going to make up this division are indicated in 
Table VI, and the costs by percentages on a number of jobs are 
given in Table VII. 

TABLE VII 
Fuel and Oil Cost 

Compiled by Method of Percentage of Payroll 


Class op Work 

Number op 
Jobs 

Per Cent op 
Payroll 

Bridges 

7 

7 0 

Viaducts 

2 

1 6 

Interurban railways 

2 

5 7 

Sewers 

3 

1 4 

Walls, etc. 

4 

4 5 

Pile drivmg 

Drag-line excavating 

6 

7 2 

Buildings 

18 

1 4 


^ Includes any costs of bills pertaining 'to the production of power Use for distnbution of 
invoices, charging to contract for which purchased. 
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TABLE VIII 
Fittings and Repairs* 


Asbestos 

Lubneators 

Babbitt metal 

Machinery fittings 

Boiler tools 

Machinery repairs 

Boots 

Nipples 

Bushings 

Pipe, 3 inches and less 

Cable clamps 

Pipe fittings 

Clips 

Plugs 

Cocks 

Reducers 

Couplmgs 

Shaft collars 

Crosshead pins 

Shafting 

Faucets 

Shape iron 

Flues 

Springs 

Gages 

Steam hose 

Gaskets 

Siphons 

Grates 

Threading 

Grease cups 

Unions 

Hose, steam 

Valves 

Injectors 

Water glass 

Iron and steel 

Wheels 

Jet 

Etc. 


FITTINGS AND REPAIRS 

Make«Up of Fittings and Repairs Items. All expense items 
for material, or labor, or bills for repairs when chargeable to main- 
tenance of plant or equipment should be charged to this account. 
The idea is to distinguish between expense items directly con- 

TABLE IX 

Fittings and Repairs Cost 


Compiled by Method of Percentage of Payroll 


Class op Work 

Number 

OF 

Jobs 

Per Cent 

OP 

Payroll 

Bridges 

7 

1 70 

Viadicts 

2 

.70 

Pile driving and drag-line 



excavation 

6 

4 40 

Interurban railways 

2 

4 20 

Sewers 

2 

1 30 

Walls^ etc. 

4 

1.50 

Buildings 

18 

.67 


*Use for distribution of invoices or labor cost, charging to contract upon which equipment 
is bemg used," It might seem proper to make this a general charge over all jobs but experi- 
ence shdws that supplies of this class are lost, stolen, or damaged every time a move is made^ 
and, therefore, the job should stand the loss and consequent charge. 
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nected with the particular job and those Items which pertain to 
the general iip-keep of machinery. The items ordinarily encount- 
ered are shown in Table Till, and tlieir application to the par- 
ticular job by the percentage method is sliown in Table IX. 

COMMISSARY EXPENSE 

Items Covered by Commissary Expense. Many times it is 
necessary to maintain a commissary for the proper care of men. 
This may be an established camp of shacks or huts, or it may be 
a train of wagons or cars moving from job to job. The latter sort 
is suitable for jobs along a railway line. The items to be charged 
to this account wdll appear many times in jobs where a job com- 
missary is not existent. For this reason and because of the par- 
ticular character of the items it would seem desirable to maintain 
a commissary charge on all work. The items are shown in Table X 
and the percentage charge to the payroll is given in Table XL 

TABLE X 


Commissary Expense Items 


Desks 

Fuel 

Bedding 

Ice 

Boots 

Knives and forks 

Buildings 

Lighting 

Bunk cars 

Pots 

Boarding cars 

Rents 

Camps* 

Store supplies 

Candles 

vStoves 

Canvas 

Table furnishings 

Cooking utensils 

Tarpaulins 

Cots, etc. 

Transportation 
Tents, etc , etc. 

Covers ‘ | 

Food 


TABLE XI 
Commissary Cost 

Compiled by Method of Percentage of Payroll 


Type of Camp 

Average Per Cent of 


Payroll 

Permanent Camps 

‘ 3 5 

Moveable Camps 

7 0 


* Where men must be cared for in camps there is, many times, an extra cost to the work 
due to installation of camp and losses in operation. 
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INTEREST 

Method of Handling Interest Charges. Assume a contract of 
$100,000 to be completed in 10 months, that is, at the average rate 
of $10,000 per month. Payments are to be made during the progress 
of the work to the extent of 85 per cent, payable the 15th of the 
month following that within which work is done, final payment 
to be made GO days after completion. Assume also that profit 
is at the rate of 10 per cent on cost. 

In the first place, at the rate of $10,000 of work per month 
the actual average cost is approximately $9000; the contractor 
receives $8500, and $1500 per month remains in the hands of the 
client. Then since one-half month’s work on the current month 
elapses before payment is made for the preceding month, $4500 is 
expended for cost of work. Since his payroll comes weekly and 
his average time for bills due is 30 days, the contractor, under these 
conditions, even if he can buy material on 60 days, is always in 
arrears and must pay interest on the amount held up in excess of 
profit and for work done and not yet payable. This charge will 
amount to a percentage on the total cost, depending on the con- 
tractor’s credit in the purchase of materials. 

The maximum cost in interest is reached where no work is paid 
for until the whole is completed and accepted. In such a case full 
interest plus a bonus or fee should be added to the estimate, as no 
capitalist can afford to speculate on financing work of this kind with- 
out receiving at least double the ordinary legal interest for mbney. 

The time necessary to complete work ,or during which payment 
is withheld will naturally affect the charge. 

MACHINERY AND EQUIPMENT 

Dlvisiori of Construction^Equipment Item. Machinery and 
equipment can be considered as either an investment or an expense 
item. In the first case a reasonable interest or rental return should 
be expected, which may be included in profit. In the second case a 
rental or depreciation should be charged directly to the job. 

Since the Fittings and Repairs account, Tables YIII and IX, 
is supposed to take care of the wear and tear due directly to the 
particular job, general depreciation is to be considered under the 
present heading. If machinery is purchased for any job, one-third 
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TABLE XU 


Construction Equipment* 


Air compressors 

Excavating machinery 

Air tools 

Drag-lme excavators 

Automobiles 

Electric shovels 

Boilers 

Grading loaders 

Buckets 

Plows 

Clamshell 

Scrapers 

Contractor’s 

Steam shovels 

Orange-peel 

Trenching 

Cars 

Floating equipment 

Ballast 

Barges 

Caboose 

Dredges 

Concrete 

Pile drivers 

Dump 

Scows 

Flat 

Steamboats 

Freight 

Tugs 

Hand 

Generators 

Inspection 

Locomotives 

Motor — office 

Contractor’s 

Pile driver 

Road 

Push 

Switching 

Rail 

Motors 

Shop 

Pile drivers 

Supply 

Drop 

Work 

Steam 

Concrete hoists 

Track machines 

Concrete mixers 

Ditchers 

Derricks; 

Layers 

Guy 

Spikers 

Stiff-leg 

Spreaders 

Drills 

Tampers 

Engmes 

Unloaders 

Hoisting 

Welders 

Stationary 

Tractors | 

Elevators 

Travelers 


to one-half may be charged out at once as depreciation, based upon 
' the cash return from second hand sale. 

As the amount of equipment varies with the character of work, 
the foregoing hints and Table XII are offered as suggestions only in 
order that this item of general-charge cost may not be overlooked. 

MISCELLANEOUS ITEMS AFFECTING UNIT PRICES 

Check on Quoted Prices for Material or Equipment. Some- 
times general charges, but more often unit prices, are affected by 
the processes through which the quantity must pass before it is 
available to the contractor. Consideration should be given to this 

* This partial list of equipment is given simply to call attention to this large eost item 
which may be charged out as depreciation, or rental, or both 
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TABLE XIII 

List of Items Contributing to Unit Cost of Quantity Units 
F. O, B. Point of Use 


Market price 

Market price over period of past years 
Market price, component parts 
Market price, component parts, past year 
Base price 

Base price over period of past years 

Standaid extras over base price 

Standard extras over base price, past years 

Labor supply 

Wage scale 

Labor troubles 

Assembling charges 

Packing charges 

Loading charges 

Lighterage charges 

Drayage charges 

Freight rates, C.L. 

Freight rates, L.C.L. 

Express rates 
Care en route 
Car demurrage 
Car rental 
Unloading charges 
Storage charges 
Reloading charges 
Distribution charges 
Unloading charges 
Assembhng charges 
Shrinkage 
Commissions 
Discounts 
Insurance 
Interest 
Supervision 
Overhead expense 

1 


feature but in general it serves principally as a check upon the 
quoted prices for materials or equipment. A list of the elements 
to be considered is given in Table XIII. 


GENERAL OFFICE AND SUPERVISION 

This general-charge cost not only varies with the character of 
work, but also with the volume of work and the magnitude of the 
organization. The cost exists even if a contractor has ^^no office 
but his hat’’, for he must have some expense. This charge is con- 
stant, work or no work, and the amount to be allowed is a matter 
of individual judgment. 
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Analysis of Time Sheet. In beginning the consideration of the 
construction period, reference must be made at once to the Item- 



ized Cost Estimate and a condensed list made of those main divi- 
^^'sions of work which should be carried separately on the regular 
time-sheet report. 
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The time sheet prepared is a form which is the development of 
many years’ experience and which is so arranged that it may be 
used for any sort of work, and carried either as weekly or daily 
reports to the office or to the contractor. Figs. 17, IS, and 19. 

Instructions for the use of the time sheet appear on the right- 
hand side of the reverse of the sheet, Fig. 19, but, for the sake of 
clearness they are given as follows: 

INSTBUCTIONS FOR USE OF TIME SHEETS 

(For Use in Cost-Analysis Timekeeping) 

It IS intended that this sheet shall be used for all jobs, whether timekeeper 
makes report to payroll clerk daily, weekly, or monthly, and it is to be used 
also for making summary reports. In using the time-sheet side, always pla('e 
date at head of column and when making out summary sheet, place daily dates 
in the name column. In using the distribution side, the column marked 'Time- 
keeper’s Check Column” must have dates placed at the head corresponding 
to the time-sheet side, and each column represents one day (see Fig 18), the 
distribution being taken four times per day and marked inside of the four 
httle squares, usmg distribution letter. However, for daily sheets (see Fig 17), 
each vertical column represents one hour, and separation of times must be 
checked to the hour Distribution columns will he headed by rubber stamp for 
each job, and each man’s time must be distributed under the proper columns 
and the totals reduced to dollars and shown at the foot of the sheet, except 
that for summary sheets, totals will show opposite each day. Timekeepers 
must keep careful record of cars received, expense, and cement and fill out to 
form (see Fig 19). Timekeepers and engineers will co-operate to insure 
that summary sheets are correct as to time distribution and amount of work 
done Daily time sheets must be turned m to the office at the close of each 
day, weekly time sheets each Thursday evening, and bi-monthly or monthly 
sheets will be separated and turned in at least once each week. No change of 
rate of pay will be allowed between payroll periods. 

No deviation from these instructions will be allowed on any job. 

It will be noted that the distribution columns are headed by 
letters. No two jobs may have the same letter for the same kind 
of work, but for the particular job each letter stands for a classifi- 
cation of work, and the cost-distribution book is similarly headed 
so that there may be no error. 

The time sheet actually used was 8| inches high by 10 inches 
wide, and 25 names and 13 distributions vrere provided for. The 
sheet can be made 8| inches by 11 inches, the regular commercial 
correspondence letter size, and standard letter files used, the time 
sheets being filed unfolded. When used, the time sheet should be 
placed in a cover as shown in Fig. 19, which holds the sheet by the 
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corners in the same manner as an ordinary desk pad, and folds on 
the vertical center line. The covers, as shown, can be placed in 
the side pocket of the coat, being 5| inches by 8| inches. Fig. 17 
shows the front or timekeeping side of the time sheet arranged for 
daily reports. Fig. 18 shows the same form of time sheet arranged 
for weekly reports. The top and bottom only of these sheets are 
shown; the number of lines between can be estimated from Fig. 19. 

In Fig. 19 showing the reverse side of the time sheet, special 
notice is called to the right-hand side where a continuous record is 
obtained of the job from its beginning to its completion. 

Checking the Men. In beginning a job under this system, all 
the men are given numbers, commencing with the superintendent 
as No. 1, and identification cards are issued. These cards are 
retained until the end of the payroll period, generally one week, 
and surrendered in exchange for the payroll envelope containing 
wages. Each week new cards of different color should be issued in 
such rotation that one color will not be used again for at least a 
month. This scheme avoids the disadvantages of the brass-check 
system while fulfilling the same purpose. The cards can be expected 
to remain in good condition for a reasonable period, they serve the 
purpose of absolute identification, and are receipts beyond question 
when in the hands of the paymaster. 

By using the different colors, there can be no duplication or 
errors due to the numbers assigned to the men. For instance, 
No. 72 for the week yellow cards are used may not be the same man 
as No. 72 the next week when blue cards are issued. This arrange- 
ment also makes it possible for the men older in period of employ- 
ment to be moved forward from time to time, so that the higher 
numbers will be indicative of new untried men; this groups the 
steady employes in the tabulation on the payroll. The colors 
to be used are red, blue, yellow, and green. The men generally 
wear the cards in their hat bands. The simplification of work to 
the timekeeper and paymaster is beyond computation. 

Payrolb. The time sheets are filled out from day to day 
and handed to the paymaster, who prepares the payroll. A pay- 
roll should be prepared day by day. One hour’s work per day 
will mean seven hours or a whole day by the end of the week, but 
procrastination may result in failure to complete the payroll on 
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time, or at least may increase the chance for many careless and 
unnecessary errors. 

The payroll envelopes are then prepared, using the payroll 
as a basis and these envelopes are made in colors the same as the 
identification cards; a man who calls for his money several days 
or weeks after pay day cannot then be confused with any other 
man of possibly the same number or name working during a different 
payroll period. During the interval of payroll periods it is neces- 
sary to discharge many men, and this proceeding is brought into 
harmony with the general system by the use of ^^discharge blanks”. 

Tracing Employes through Timekeeping System. Let us 
trace regular and floating employes through their introduction to 
this system, using both dailjr and weekly reports. 

We will suppose we have two jobs under construction, one 
on a basis of daily reports and one of weekly. In both cases all 
men employed have been assigned numbers and cards. The hours, 
rate, and amount are not filled out on cards unless it is particularly 
desired to obtain a definite receipt. The time sheets, Figs. 17 and 
18, show the men and the time made by them and the character 
of work upon which they were placed. 

Note by Fig. 17 that James Brown, No. 8, worked 10 hours — 
from 7 a.m. until 12 m., and from 12:30 until 5:30 p.m. — of which 
5 were on excavation, distribution letter A, and 5 on concrete, 
distribution letter C. Peter Carter, No. 9, came on at 11 a.m., 
and worked one hour until 12 m. on concrete (C), then began again 
at 12:30 p.m., worked until 5:30, making 6 hours in all. It will be 
seen that the time spacing at the head of the timekeeper’s column 
means one hour for each division, the upper half denoting the hour 
and the lower half the half-hour. It is not necessary to mark the 
distribution letter in each column as it is understood that the man 
continues on the same work, until by a distribution-letter change 
at the closest hour or half-hour he is placed on other work. 

Assuming at the same time that we have job No. 21 running 
on a basis of weekly reports, we see Richard Roe, No.' 72, Fig. 18, 
worked Monday to Wednesday, being discharged on the latter 
day after having made 23 hours as distributed under A, B, and C. 
His time for Monday and Tuesday having been turned in to the 
paymaster (possibly the contractor himself), the timekeeper made 
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out his discharge check for the three hours on ^Yednesday, and 
the paymaster added the amount for Monday and Tuesday and 
paid him $4 00 upon surrender of his card, properly signed. Upon 
the payroll, the paymaster then writes in the extreme right-hand 
column ^Taid by discharge, No. 72”. John Doe, No. 73, on the 
other hand, having completed a full week’s work, is paid, upon 
surrender of his card, by a payroll envelope of the same name, 
number, and color, with all proper deductions made. 

Ordinarily, it is assumed that large and important work requires 
daily reports while small work, or jobs where there is little shifting 
of men, can be reported weekly. In the first case, changes in the 
distribution may be made to the closest half-hour. In the latter 
case, changes four times a day would seem sufficient. 

This system is flexible and can be applied to any organization, 
large or small. The cost of installation is not great, and the cost- 
analysis results more than justify the expense. The rubber stamp 
used for distribution of time is made so the same stamp can be 
used on the reverse side of the time sheet, Fig. 19, where the oppor- 
tunity is given to carry out the total quantities, total payroll, 
and unit cost for each period, for the previous periods, and for 
the total to date. 

OPERATION OF LABOR-COST DISTRIBUTION SYSTEM 

The methods outlined cover briefly the field end of the con- 
struction department and its connection with the office, in order 
to secure cost analysis as to labor distribution. To make the 
analysis more clear, a view of a reinforced-concrete office building 
during the construction is given in Fig. 20, and should be studied 
carefully in order that the proper idea may be had of the many 
problems presented to the cost-analysis engineer. 

Forms and Centers. The view shows seven completed floors 
of a 12-story office building. The three lower floors have been 
entirely completed and all the forms and centers removed. The 
fourth floor is completed but it has been necessary to retain struts 
under the center of the beams in order to protect them from possible 
overloading while green. It should be noted that the placing of 
struts is done after the forms and centers have been removed, and 
is, therefore, an additional labor charge to Forms and Centers. 
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Fig 20 View of Reintorced-Concrele Office Buiidmg, Showing Floors m Various Stages of Construction 
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On the fifth floor the forms and centers still remain, but a part 
of the supports for centers have been removed in anticipation of 
the removal of all timber work. On the sixth floor level the timber 
work is all in place and braced so as to be prepared for the con- 
struction of the seventh floor. On the seventh floor forms and 
centers are completed and concrete work is in progress on the front 
portion of the building. 

In the rear, where the centering work is of extra height, there 
is to be an assembly hall two stories in height, and for this reason 
we have a special feature of construction which must be taken into 
consideration in the final cost analysis. 

Checking Labor on Different Classes of Work. The limestone 
facing of the two lower stories of the building is in progress, and so 
the timekeeper, in checking up the labor that is employed, must 
check up the labor of stone masons on the first and second floors; 
the electric-light workmen and plumbers on the second and third 
floors; the carpenters removing the forms and centers on the fourth 
and fifth floors; the carpenters on the seventh and eighth floors; 
and the concrete workmen in the basement where material is deliv- 
ered, and on the eighth floor where the concreting is in progress. 
In connection with this checking of labor he must check invoices 
and wagon receipts for delivery of reinforcing steel, lumber, tile, 
cement, and other materials, which may be seen in the material yard 
in front of the building. 

Derrick and Small Hoist The erection of the small stiff-leg 
derrick might be considered as a charge against forms and centers 
inasmuch as it is used principally for the hoisting of timber removed 
from the floors below. However, since this derrick is used for 
hoisting reinforcing steel also, the cost of erection and operation of 
the derrick must be proportioned. In this particular case an electric 
motor w^as installed for the operation of the concrete mixer and 
hoist. On account of mechanical difficulties the motor was aban- 
doned after the fifth-floor level and a contractor's standard double- 
drum steam hoisting engine w^as introduced, which may be seen in 
the right foreground. This engine was used to operate both the 
concrete hoist and the derrick. Since the concrete hoist was used 
to raise not only concrete but also tile, brick, and other materials 
entering into the construction of the building, the cost of these two 
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installations and their operation must be apportioned against the 
various classes of work. 

Daily Time Sheet The labor on this building was checked 
four times a day as to distribution, with the use of the form of time 
sheet shown in Fig. 18. As the common labor was very largely 
of foreign character, each man was^arried by number — having a 
numbered card as previously described which was checked at the 
office in the morning, and brass checks hung on a hook-board with 
corresponding numbers. 

Instructions to Timekeepers. In this case as well as in the 
case of other complicated structures, the engineer in charge of the 
cost analysis should issue very definite instructions to the timekeep- 
ers and clerks on the job so that proper distributions may be obtained. 
For example, the ordinary timekeeper cannot be expected to dis- 
tinguish between that part of the carpenters' work which is desig- 
nated as Forms and that part designated as Centers, unless the cost- 
analysis engineer furnishes a detail description of what constitutes 
each on the particular piece of work under construction. As a 
further illustration, it will be noted that the concrete on the first 
two floors, which is very nearly masked by the cut-stone work, has 
been given a coat of asphalt paint in order that the concrete may not 
in the course of time stain the stone work. The timekeeper should 
know whether this painting is a charge against concrete or a charge 
against stone work. The writer would charge this painting to stone 
work but others might decide otherwise. If so charged it is an 
indirect mateijial-and-labor charge against stone work. However 
charged, the same system should be followed throughout and nota- 
tions made so that proper comparisons may be drawn with other 
jobs of like character. 


Cost-Analysis Bookkeeping 

The independent work of the oflSce contemplates the completion 
of the records just discussed by the bookkeeping system described 
as follows: 

Ledger Entry System. In the first place, we must have the 
common double-entry ledger system, such as is used in any ordinary 
mercantile business. In this ledger are carried the personal accounts 
of all individuals with whom the concern may be dealing. The 
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larger accounts are carried under the firm 
name, while iiidividual and miscellaneous 
accounts may be carried under ''Miscel- 
laneous Accoiuils Pa;s al)]e” or '‘Receivable’'. 
In making the ledger entries a vacant Ime 
IS left opposite the respective debit and 
credit entries, so that when the account is 
adjusted an entry v ill show on both sides 
of the page. In other words, a vacant line 
on either side of the page is an indication 
that the account has not been closed. 

Material=Distribution Sheet. Passing 
this subject of the ledger bookkeeping, which 
is a more or less purely commercial transac- 
tion, let us consider the particular book- 
keeping which is applicable to Cost-Analysis 
Engineering. In Fig. 21 is shown a form for 
all charges growing out of the operation of 
the construction organization, the gross 
amount of which must check with the ledger. 
This distribution sheet, headed "Material 
Distribution”, serves as an index to all 
expenditures and all other expenditure 
records in the office. In other words, while 
serving as an index or voucher record it 
gives the distribution of expenditures in 
such a manner that we may know where 
and to what account expenditures have 
been made. In the extreme right-hand col- 
umn of the sheet — not shown in the figure 
— ^the total amounts of expenditures should 
be recorded, item by item as payments are 
made, wffiile their distribution may be con- 
fined to one column or divided among sev- 
eral. The headings of the distribution col- 
umns are written in so as to be adjustable 
to each contract according to the character 
of work; particular attention is called to 
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the fact that the columns are arranged for 
credit and debit entries so that each account 
or each distribution is complete in its final 
result. 

In case there are more distributionr 
than can be carried on one side of the 
sheet, the end of the sheet can be cut off 
and the distributions continued on the 
reverse side, or on several pages. 

At the head of each column appears 
a numeral indicating the account number 
for the particular job, the headings of the 
columns being written in for each job. 

Payroll Distribution Sheet. Supple- 
mentary to this general distribution sheet 
appears the ^‘Payroll Distribution^' in detail, 
Fig. 22, which is in the same form as to 
distribution items as the Time sheet, Figs. 
17, 18, and 19. 

Particular attention is called to the 
fact that the gross amount of payroll 
appears on the Material-Distribution sheet, 
Fig. 21, which properly may be designated 
as a general distribution. (On this partic- 
ular distribution sheet the payroll account 
appears in Column No. 6.) On the detailed 
Payroll-Distribution sheet, Fig. 22, appears 
this same account number with sub-letters 
heading each column and agreeing with the 
letters heading the columns on the Time 
sheet. Figs. 17 and 18, and on the reverse 
side. Fig. 19. Under this system, while no 
two jobs may have the same account num-^ 
bers or letters for the same item, still, if for 
any reason reference is made to any one par- 
ticular job, the nature of the account is indi- 
cated by the numeral and, in the case of 
the payroll, this suffix of a letter indicates 
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a particular classification so that there can be no question or error 
in the proper bookkeeping or record of costs. The sheets shown in 
Figs. 21 and 22 are both from loose-leaf books. 

Method of Handling Accounts Payable. The method of 
taking care of the payroll has already been outlined and we therefore 
proceed to the cost-analysis method of taking care of accounts 
payable and material bills. It is preferable to have accounts pay- 
able handled under monthly vouchers. 



POSTED AUDITED AND REGISTERED APPROVED 1 Sec-y 

FOR \ 

B. g ““ PAYMENT ) Pres 

Fig, 23. Typical Voucher Form to Which Is Attached Voucher Check 

Voucher Check, Two methods are suggested, of which prefer- 
ence is given to the second. By the first method all invoices from 
any particular firm for the month are audited and recorded on the 
face of a voucher form, see Fig. 23, the reverse side of which is 
in the usual check form. A duplicate of this voucher is prepared 
with the original by means of a carbon sheet, the reverse side showing 
distribution. To this duplicate are attached all the original invoices, 
and thus duplicates and invoices are filed alphabetically, while 
the original voucher checks are filed consecutively by number. 
By this method a record is kept both alphabetically and numerically; 
the two are folded, 3^X6^ inches, and filed in pigeon holes or boxes. 
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Voucher Form ivith Sefarate Chech, The second method, 
however, is recommended inasmuch as it is sometimes impossible 
to clean up all accounts monthly. The difference lies in the fact 
that all invoices are attached to the original vouchers. After 
they have been submitted and approved, paj-ment is made by check, 
the voucher having space for voucher number and also for check 
number, Fig. 24. Since payment is made by check and the voucher 
remains in the alphabetical file, the same results are obtained as 


Audxkd.. J^^ ACCOUNTS PAYABLE Ledger Page AI—. 

Approved for . ^ ^ ^ _ Pile m ^ 

A. B. C. CONSTRUCTION COMPANY Mcnm^^m£ 



Fig 24 Typical Form Printed on Face of Voucher ICnvelope in Which Are Placed All 
Hecords of the Job 


by the previous method, except that we overcome the objection 
of the banks to handling folded voucher checks and w^e have the 
opportunity for the payment of the voucher in installments. The 
ordinary form of check book is all that is necessary. 

Voucher Emelofc. A decided improvement over this method 
consists in having the voucher. Fig. 24, printed on the face of an 
envelope within which are contained all the invoices for any one 
particular firm for one month. By this system not only do w^e 
obtain a distribution of the account but we have a record of every 
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iiu oic*(*. The opportunity is given for a definite statement of the 
time of payment, check number, and receipt of any one invoice 
or of all iinmices. At the same time reference is made to the page 
of the ledger upon which the particular account is carried. 

If there is no question as to the account, the contents of the 
envelope need not be disturbed. Should there be any argument, 
the face of the voucher envelope gives the record, which may be 

verified by the contents of 
the envelope; in case there 
is a question as to pay- 
ment, an index is given to 
the different iDayments and 
check numbers, which may 
be investigated to ascer- 
tain whether a check was 
properly received and en- 
dorsed. This latter system 
is recommended as being 
a combination voucher- 
and-filing system, adapt- 
able to any office, large or 
small. 

♦ Should a creditor ask 
for an accounting and a 
checking up of account for 
any length of time, all that 
is necessary to do is to 
refer to the alphabetical 
file containing his envel- 
opes month by month . An 
index is at once obtained by which to refer to the numerical file 
of canceled checks. Under these conditions the ledger becomes 
simply a permanent book of record, inasmuch as the complete 
detail appears on the voucher envelope, Fig. 24. 

It will be noted that on the Payroll-Distribution sheet, 
' Fig. 22, the column is divided so that in addition to the cost of labor 
the record of amount of work perforrhed may be entered, so that 
we may thereby arrive at the unit of cost of the work. From this 
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record, in connection with the material distribution, we are able 
to prepare statements at any time showing how the work is pro- 
ceeding with reference to the original estimate. Tbe necessary 
information relative to the ciuantity of work performed is taken 
from the reverse side of the Time sheet, Fig. 19, supplemented 
by office records and information not obtainable in tbe field. 

Payment of Accounts. In the payment of accounts the ordi- 
nary form of check book may be used, upon the reverse side of the 
stub and check being stamped a form similar to Fig. 25. At the 
time a payment is made this form is filled out with the job number 
and the account number, using the numerical index at the head 
of the column on the distribution sheets. If necessary, additional 
information may be shown by indicating under ^‘Items’’, what 
the payment is for. Such a check becomes a voucher check which 
is explained by the voucher envelope on file in the office, and the 
endorsement of such a check is not only a receipt for payment, 
but indicates at once the account for which payment was made. 
Inasmuch as upon the reverse side of the stub appears the cor- 
responding distribution record, the distribution sheets may be posted 
from the stub book. 

This system is not in any sense complicated and may be devel- 
oped at a trifling expense for printing and rubber stamps; since it is 
adaptable to any job, large or small, and to any number of jobs, it 
is deserving of consideration. 

The voucher envelope bearing as it does a file number which is 
the job number, the files for each job may be kept separate. On 
the other hand, the system may be used alphabetically and all 
accounts filed accordingly. The latter method is probably prefer- 
able, because the information is more readily obtainable and, when 
the distribution at the left-hand side carries the job numbers, any 
one account may be carried together for the month, regardless 
of how many jobs are in progress. 

Special Distribution Accounts. Liability Insurance. Liability 
insurance, already discussed fully, requires a detailed payroll 
distribution, such as Fig. 22, inasmuch as the various classifications 
of labor are rated differently. The contractor will more than pay for 
the extra time, trouble, and cost necessary to keep a set of distribu- 
tion books by securing the benefit of a closer classification of rates. 
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At any time the liability company’s auditor appears, a complete 
summary of the payroll is shown, with the members of each class 
of work grouped in the proper columns. By lumping the payroll, 
it may bear the maximum rate, whereas, if classified, a reduction is 
secured in the total premiums paid. 

Separate Account for Each Section of Worl\ In case of large 
construction, the division of the work by sections is of the utmost 
importance, and it is recommended that each section be considered 
as a subcontract and the material and payroll costs distributed 
accordingly. In other words,' instead of carrying a job as a com- 
plete whole, we divide the total into sections in accordjince with the 
original Outline of Work, and Itemized Estimate, and maintain a 
separate account for each section so that we have distinct time and 
work reports and separate distribution sheets. 

By adopting this method, the work of the field forces and of the 
office are harmoniously adjusted and the work of the cost analysis 
at the completion of the contract is very much simplified. 

Cost»AnaIysis Progress and Final Charts 

We will next take up the question of the analysis of the result 
as shown by the field and office bookkeeping system, with the idea of 
using progress estimates and progress charts. 

Value of Progress Study. Analytical progress study is not only 
intensely interesting but is of the greatest importance to the up-to- 
date superintendent, inasmuch as, through the information furnished 
by the proper recording of the results of the work, he is able to dis- 
cover the weak points and to direct his best attention to them 
instead of considering the whole work. Without such detailed 
information the superintendent is absolutely at a loss to prepare 
any record; he may be intelligent enough to recognize that certain 
parts of the work are not proceeding properly, but he cannot be as 
strong a man as he would be if the record and every part of the 
work were so tabulated that day by day he could adjust his forces 
and revise his methods to gain the lowest cost. 

Progress Charts. In beginning the construction we have as 
a basis for our cost keeping and cost analysis the Itemized Quan- 
tity Estimate, Fig. 13, and Itemized Cost Estimate, Figs. 14 and 
15. In connection with these estimates we have our sketch plans 
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properly divided into sectional divisions, illustrated by Pigs. 8 
and 11. We have shown that these sketch layout plans are of bene- 
fit in the proper analysis of the work previous to the preparation of 
the estimate and proposal. 

Now, in order that we may conduct our work harmoniously 
with reference to this preliminary study, these sketch plans must 
be developed and perfected and general progress charts prepared. 
These give a picture of the work to be performed, and by the use of 
colored pencils on the face of the chart the progress of the work can 
be indicated day by day. In all of the study of Cost-Analysis Engi- 
neering, in the preceding discussion, and in the reference to forms 
for estimates, bookkeeping, etc., the effort has been made to recom- 
mend such forms as may be used for different jobs regardless of their 
character, and there is no doubt but that this can be accomplished. 

Features to Be Recommended. When it comes to the subject of 
progress charts, there can be no standard — as every job must neces- 
sarily be handled with reference to the character of the work — but 
we make the following recommendations: 

(1) The general progress chart should consist essentially of a 
condensed plan, or profile, or both, on a small scale, thereby not only 
serving the purpose of a progress chart, but also giving a picture of 
the entire work to be performed, with the various parts in their 
proper location with reference to the work as a whole. It is needless 
to say that in making such small plans it is necessary many times 
to distort certain detail features, but the general layout may be so 
drawn as to be strictly to scale. 

(2) These progress charts should be supplemented, where the 
work is divided into many sections, by tabular information which 
would be confusing if the attempt were made to make notations 
directly upon the plan. This idea is illustrated by Fig. 7. 

(3) These progress plans should be supplemented by detail 
large-scale progress charts for each section of the work. These 
detail charts need not be finished drawings, in fact they may be 
very crudely prepared, and generally can be obtained by quick 
tracings from that portion of the working drawings under con- 
sideration. They are to be colored in detail, and should be con- 
sidered in the cost accounting accompanying the time sheets.' Gen- 
erally speaking, such charts (see Fig. 10) will remain on the work 
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for inspection clfiring the week and will be sent to the bookkeeper 
at the end of the payroll period, for a recording of quantities on 
the payroll distribution l)ook. These detail charts not only ser\(' 
the purpose indicated of supiihing the data For tlie coin])u1ing of 
quantities, but they also ser\e as a ])erinanent record of the work 
accomplished during an\ period; and tins inforinatioii is a great 
many times of the utmost importance in fmandal settlement of 
the contract, especially ^\herc the latter goes into litigation. 

Analysis of Typical Progress Charts, Sewer Contract. The 
preparation of the progress chart depends entirely upon the char- 
acter of the w’ork. Figs. 7 and 8 give an exanpile oi the method 
of handling a sewer proposition. Fig. 10 shows the preparation 
of the detail progress chart, covering section A, shown in Fig. 8. 
From time to time the progress of this section is marked by the 
use of the colored pencils, indicating the advancement of the exca- 
vation, concrete forms, back fill, etc. The chart is nothing more 
nor less than a quick tracing from the w^orking plans and profile 
with the addition of the ID-foot station lines and the horizontal 
lines below the base line of the profile for the purpose of providing 
space to indicate the dates of advancement of each class of work. 
These sheets also offer the opportunity for notation as to the exact 
point at which special difficulties or extra work were encountered. 
From time to time, as these progress reports are turned in at pay- 
roll intervals, the general progress chart is so colored as to indicate 
the advancement of the contract as an entirety. 

Reinforced-Concrete Conduit. Fig. 11, in its final form, was 
supplemented by profiles and tabular information, the same as 
Fig. 8, but, since in this case the work was of very nearly uniform 
depth, the width of cut, and character of excavation, different forms 
of detail sectional progress charts were adopted. 

As this conduit was to be built through the principal portion 
of a large city, it was known that interferences and complications 
would arise, due to sewers, water and gas pipes, street railways, 
etc., and that many modifications, changes, and special work would 
be required. Sheets were therefore prepared, showing the wmrk 
in plan on a scale of 1 inch to equal 20 feet. Fig. 12, and upon this 
sheet was indicated the location of these complications as they 
were encountered. 
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When the work was completed these detail progress charts 
with the accumulation of notes made thereon, became a very valuable 
source of information. They were not only valuable in the final 
adjustment of the contract, but a copy was furnished the client 
and served as a permanent record, showing the work as actually 
constructed in its position with reference to all of the previous 
underground and surface work. 

Miscellaneous C ontracts. In the case of a building it is generally 
possible to combine on one sheet the foundations, floors, and roof 
by separate sketch plans. These sketch plans may be distorted 
in scale to show columns clearly, and by a multiplicity of lines 
around the exterior of the building indicating progress of walls, 
facing, etc. It is also sometimes advisable to sketch longitudinal 
transverse sections which constitute in a sense the general progress 
chart. Naturally, any work such as a building, which is almost 
entirely above ground, need not be treated as elaborately as under- 
ground work where, unless the records are taken during construction, 
the completed work is covered and concealed for all time. 

Bridge work may be treated the same as building work, except 
that all that is necessary is a plan and a longitudinal section. 

Street paving — sidewalk work — yields itself successfully to the 
method employed for sewer construction, Figs. 8 and 11. 

Progress Photographs. At this point it is well to call attention 
to the fact that no work of any consequence should be constructed 
without progress photographs. These photographs should be 
taken at regular intervals, coincident with the end of the payroll 
period and the coloring of the progress chart. Under this system 
we thus have a thorough field record of the job: viz, by the time 
sheet we have a record of the forces employed, the cost thereof, 
and where such labor was employed; by the colored detail progress 
chart we have payroll dates, a complete record of the work accom- 
plished, and the progress of the various kinds of work; and by 
the photographs we have a pictorial record substantiating the 
first two records. 

These photographs should preferably be 8X10 inches and 
should have marked on the plate the file number, date, name 
of work, name of contractor, and name of photographer. They 
should be kept in consecutive order in a binder. In case of 
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trouble or litigation in making a statement, these photographs 
may be identified by notations on the back with reference to plans 
of the work and with reference to time sheets and progress charts. 

Progress Estimates. Material in Hand. At the end of the 
payroll period we have in the office, therefore, the time sheets and 
our progress chart, showing the completed work. The quantities 
of work to date, as shown by the progress report, are computed, 
and this may be done very quickly if the Itemized Quantity Esti- 
mate, Fig. 13, has been properly prepared in detail. Emphasis 
is again laid on the fact that this Itemized Quantity Estimate is 
of constant value as a reference sheet during the progress of the 
construction, and saves many an hour in supplementary recalcula- 
tions. The labor cost and these quantities of work are now recorded 
in the 'Tayroll-Distribution Book”, Fig. 22. 

Continuously during the progress of the work the invoices 
for material purchased have been received; and, where there is 
any question as to what the material is to be used for, such informa- 
tion has been obtained from the field forces. It is customary to 
mark invoices as soon as received with a stamp calling for approval, 
and provided with a space for the information, ^Tor What LTsed”. 
This detail distribution of material is now posted on the ' 'Material- 
Distribution Book”, Fig. 21. 

Final Form of Estimate. From this information we may now 
proceed to make a progress estimate which should follow the same 
form as the Itemized Cost Estimate used for the original proposals 
(see Fig. 14) , making changes only in the quantity of work to be done 
(in case it has been demonstrated that the preliminary estimate 
was wrong) and in the unit prices in line with the contract prices 
for material, and the cost of labor as shown by the timekeeper^s 
report. Such a progress estimate serves as an analysis of the work 
to be done in the light of growing experience on the w^ork itself. 
The method will give a better idea, than will the regular books, of 
the actual condition of the work from time to time with reference 
to its money-making or losing status and the probable outcome. 

Value of Progress Estimoies. These progress estimates fur- 
nish the information as to the probable final outcome, but they 
also show in detail just where the modifications have occurred, 
and in what work the gains or losses are being made. This 
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knowledge is valuable, as it enables us to put our best efforts on 
the losing parts. 

To one familiar with the work, it takes but a short time to 
prepare such progress estimates; and the one making them wdll 
be many times surprised to find that a careful analysis of the w'ork 
shows his personal observation in the field to have been in error. 
If the work in the field is proceeding satisfactorily, and excavation 
is being crowded to keep ahead of other classes of work in W’hich 
we are possibly more interested, we may lose sight of the cost of 
this excavation work; but, a study of the progress cost-estimates, 
may change the methods of excavation or even readjust the progress 
of the work, in order to keep the cost within reason. In other 
words, it is possible that a loss on the heavy bulk of excavation, 
at a few cents per yard, is more than can be overcome by a large 
decrease in unit cost of the relatively smaller quantities of concrete 
work which we are pushing at the expense of the excavation cost. 

These progress estimates are essential; they are to be prepared 
in the office, and kept for office records. Construction work is 
always in a rush; and the activity gives no time for the study of a 
long column of figures, in order to refresh the mind as to the con- 
ditions on any one class of work, or in one section. 

Progressive Summary Charts. For this reason, as a last step 
in the line of progress charts, after the progress sheet has been 
prepared, a ^Trogressive Summary Chart'’ should be made, as 
shown in Fig. 26. In concise form it furnishes quantities, costs,- 
and dates. It shows on one small sheet how the work is running 
with reference to the estimate, and what the outcome will probably 
be. In other words, it is a complete summary of the job, and it 
may be condensed on a chart so small that one can be carried in 
the vest pocket. It serves to jog the memory as to conditions. 
The chart cannot lie, and will not allow the superintendent to 
deceive himself or to gloss over conditions and make excuses as 
to costs, either to himself or to his employer. This form of pro- 
gressive sximmary along the lines suggested by the writer appeared 
in its first crude form some time ago in Gillette and Dana's Cost 
Keeping and Management Engineering y and was printed with 
modifications in Handbook of Cost Data, The foregoing outline of 
progress charts and estimates may seem complicated, but in reality 
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that is not the case. It is not expected that finished drawings 
be prepared. During the progress of the work calculations must 
be made continuously; if they are put on scraps of paper, or in a 
notebook, none of these records are in such shape when the job 
is completed that they are really valuable for reference; in fact, 
nine times out of ten they cannot even be found. But by the 
simple system of progress charts the information is obtained and a 
record preserved for all time; and it is just as easy to make the 
notes on a proper sheet as on the back of an old envelope. 

Analysis of Progressive Summary Chart on Excavation Job. 
The Progressive Summary Chart, illustrated in Fig. 2(5, covers 
the subject of excavation only, since it is desired to make the explana- 
tion of the chart’s use as simple as possible. The chart, however, 
can be extended so as to cover several lines of work on the same or 
separate sheets. Its use is essential to a complete summary of the 
work as estimated, and as a record of actual progress. The unique 
feature, and always the most important one, is the percentage 
column, by means of which the progress in time, length, quantity, 
and cost may be compared with the estimate. For instance, in the 
illustration given, we have in construction a piece of excavation 
work 900 feet in length, amounting to 3600 cubic yards, which, at 
an average price of 50 cents per cubic yard, amounts to $1800; 
and the work can be done in GO days. All of these items are so 
adjusted in their divisions by the scale of their corresponding 
columns that the total appears posted on the 100 per cent line. 

The chart is divided into ^'Data as per Estimate”, and ^'Actual 
Results”. Referring to this, let us consider a certain stage, April 
25, when 430 feet in length of the work, begun April 1, have been 
completed as per the notation made on the chart to this effect. These 
figures correspond with 1720 cubic yards, which should cost, accord- 
ing to estimate, $860. By referring to the percentage column, we 
note that this is 47 1 per cent of the entire work, and thatj according 
to schedule, we should ha\^e been employed upon the work 29 days. 
The right-hand side. Actual Results, shows us that actual cost has 
been $1200, or approximately 70 cents per yard; but that only 
25 days have been expended. Turning to the percentage column, 
we note we have expended 66f per cent of our estimate, 41 per cent 
of our time limit, and accomplished 47| per cent of the work. 
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The right-hand side double columns are for the cost and time 
and are so arranged that, in case the estimate is exceeded, there 
will be opportunity for the recording. The illustration just given 
from the chart, makes it apparent that the cost is exceeding the 
estimate and will result, if continued, in a final cost of $2520, instead 
of $1800; at the same time it is also demonstrated that at the rate 
of progress shown the work will be completed in 53 days, or 7 
days less than the schedule. By using the percentage column as 
a schedule for the comparison of time, quantity, and cost, a complete 
record is available at all times, together with indications of the 
probable final result. 

The chart may be arranged so as to meet any condition; for 
instance, instead of length of construction, square feet, or any 
other unit of measurement may be substituted. The cubic-yard 
column may be divided in any convenient unit of measurement. 
Attention should be called to the fact that the column used for 
cubic yards, Fig. 26, is showm as an average uniform quantity 
over the entire length of the work. Where the work is very uneven 
it is perfectly feasible to divide this column, so that the proportions 
of heavy and light work shall be located exactly as they appear. 
In other words, this column may be made in a sense a miniature 
profile of the work, so adjusted that the same results may be 
attained. This suggestion is deserving of study to the end that the 
individual student of cost analysis may adapt it to his line of work. 

The foregoing description and chart cover only one kind of 
work, but treat of all elements of that one line. On large and 
important work such a chart should be made for each classification. 
On small work several branches can be placed on one sheet, thereby 
taking care of the entire job. 

Final Progressive Summary Chart. The cost of the work is, 
after all, the main item; and a ^Tinal Progressive Summary Chart’', 
Fig. 27, should always be added to the records, especially for pocket 
reference. This chart is of slightly "different form, in that the 
quantities are not incorporated; instead, each branch of the work 
and the total are carried at their estimated cost equal to 100 per 
cent, with a provision for an increase in actual cost of 50 per cent. 
The chart shows constantly how each line of work is progressing, 
and, upon completion of the entire job, shows detail results. 
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A}iulihvs of Chart. Let us suppose the job opened April 1, 
and that we examine the conditions on April 30. On this date it 
should be 50 per cent completed; and our cost, to conform to the 
estimate, should not exceed §5315. We know, however, tliat our 
cost is $0500, or OO -2 per cent. Why? Referring to the conditions 
as of April 30, noted on our chart, Fig. 27, we find tlie excavation 
complete at a cost of $2100 exceeding our estimate by $400 or 
approximately 22 per coni. Sixt} -two per cent of the concrete has 
been placed at a cost of $2800, A\hen, according to the estimate^, it 
should have been done for $2250 — increase of cost over the estimate 
for this item of approximately 23 p<'r cent. The cost of forms 
we find to be running properly with the estimate, at $1125. Fifty 
per cent of steel labor is estimated at $3)75. Our cost is only $240 — 
a saving of $135 — or approximately 22^ per cent of the cost of 
constructing 50 per cent of this work. We find that there has 
developed $370 in extras. Omitting the extras this leaves a net 
balance of excess cost over estimate of $S15. 

Readjusting Esiiniate. Now, assuming at this date that 
the branches not yet started can be built for the estimate, we make 
our progress estimate, allowing for increases and decreases, and 
find as follows: 


1 1 LMS 

Cost 

Inci(\is(‘ 

Dciif'ase 

1. TimeO IC 

2 Excavation, complete 

3. Concrete, new cbtimate 

4. Forms 0,K 

5 Steel, new estimate 

0 Finish, assumed 0 K. 

7 Brick, assumed 0 K 

Net incicabc 

Total first estimate 

New estimate 

1.400 

917 

$270 

$ 1047 
10630 


111677 


The chart enables one to read all this information at a glance, 
and such detail readings as just given are not necessary in actual 
use. Differently colored pencils are used for successive dates. 
The charts can be made on any size sheet, inasmuch as each column 
is of a different scale in order to reach the 100 per cent line. 
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It should be noted that Figs. 26 and 27 are constructed on a 
somewhat different basis. Fig. 26 provides two columns for actual 
cost, w’ith a possil)le increase in cost up to twice that estimated. 
In the make-up of Fig. 27 tlie 100 per cent line is placed at twm- 
thirds the sheet’s height, thereby allowing for a 50 ])er cent increase 
of actual over estimated cost. The method is open for selection. 

U.s'e of Diagorml Scale in Making CharU. It might be said 
that the chart is too difficult of preparation, b\it this is not the case 
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Fig 28 . Chart Showing Method of Ditiding Dihtnbution Items to Seale 


when the diagonal-scale method is used for calculating the divisions 
of the various columns. In Fig. 28 is shown a chart to illustrate 
the method. For our purpose we wdll construct the ten divisions 
of the percentage column. Extend the 100 per cent line indefinitely 
to the rightj as BC, From point A, on Line 1 of the column, dvm^ 
a slant line .4(7 by so adjusting 10 equal divisions of the scale placed 
diagonally that, beginning at point A, the tenth division just reaches 
line BC at the point C. Mark all ten points and draw horizontal 
lines to column 4J5, All these lines, except those making the 
chart, should be in light pencil. 
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Fig 29. Remforced-Concrete Building Showang Typical Long-Span Flat-Slab Construction 
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Similar Jobs Requiring Different Cost Distribution. In closing 
the section on the construction end of our cost-analysis work, it 
might be well to illustrate how jobs which are more or less similar 
in appearance, Figs. 29 and 30, radically differ in cost-analysis 
distribution of labor and material. In Fig. 29 is shown a long-span 
flat-slab construction, where the amount of forms for the proper 
construction of the columns and girders is reduced to the minimum, 
but there is heavy work in connection with the centers to support 
the long-span slabs forming the floors. In Fig. 30, we have a lighter 
construction where the forms are largely increased because of the 
many columns, main girders, and floor beams. In the latter case the 
timber work necessary to build the forms furnishes to a very large 
extent the support for the centers. 

Both of these buildings were of reinforced-concrete construc- 
tion, very nearly the same in external appearance, and, so far as the 
cost bookkeeping was concerned, each would have the same charges 
for lumber, cement, stone, gravel, sand, tile work, etc. The cost 
engineer with his system of distribution must analyze these costs 
and record them in the proper way so that accurate analyses can 
be provided and future comparisons made. 

WHAT IS GAINED BY ANALYSIS? 

What Cost Analysis Means. We have reached the point where, 
in the logical sequence of actual work, our records are completed 
and we are ready to make a final analysis and summary of 
our results and experiences. It would seem that few have a 
proper idea of the meaning of the phrase ^^Cost Analysis^k Time 
and time again articles on cost analysis have been called to our 
attention which were nothing more or less than a bare statement 
of cost records; and although in a great many cases these cost 
records were divided in an intelligent manner to form the basis 
of cost analysis, still in no sense could they be said to be real cost 
analysis. The name* implies such a systematic study of results 
secured on each job, that all forms of digest or cataloging informa- 
tion— as illustrated by differences or inconsistencies — are harmonized, 
and all jobs brought to a comparable basis. In other words, cost 
analysis in this final summary eliminates nonessentials, individuali- 
ties, and specialties; reduces to a uniform basis the pay, hours of 
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work, etc., to the end that we may reach a point where the results 
can be tabulated on a comparative scale. 

Analysis on Foot=Pound of Work Basis. Such a cost-analysis 
summary implies also a study of the work accomplished in a broader 
sense than simply as so many cubic yards of earth excavation, 
cubic yards of concrete, thousands of brick laid, or feet board 
measure of lumber. Such an analysis takes into consideration 
the conditions under which the work was done, giving due credit 
for location of raw material and methods of operation, extent of 
work under construction, and the average unit of work. 

We are, in reality, Approaching the ideal which is to reduce 
our cost to a basis of foot-pounds of work, although we are doing 
so only^in a very crude manner, since we use ordinary standards 
of measurement in order to introduce comparisons. It is cer- 
tainly true that the ordinary laborer is capable of so many foot- 
pounds of work per day. If his time is expended in doing work 
at a long distance from the point of supply his energy will be 
expended in distance at the expense of actual quantities handled. 
If, on the other hand, the work is arranged either naturally or by 
proper supervision, so that large quantities can be handled with the 
minimum of effort, the cost per unit of quantity is correspondingly 
decreased. 

If w’-e should attempt to analyze completely every job within 
the limits of practical supervision so that we might trace the foot- 
pounds of work of each operation for each class of labor, we should 
be doing nothing of real value because of the difficulty and cost 
of securing information; but it is entirely possible to estimate on 
a basis of arbitrary units for the different classes of work, and so 
to secure the same relative comparisons without difficulty. Such 
arbitrary assumptions, based upon our familiarity with the work 
in question, furnish a definite basis for recording the information 
obtained. 


ANALYSIS OF ACTUAL WORK 

Reinforced=Concrete Building. As an illustration of our idea 
in this connection, let us consider a job in reinforced concrete. 
The cubic feet of concrete to be placed in, the building, bridge, or 
other structure, divided by the square-foot area covered, give 
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the average thickness in feet, of concrete. This is an arbitrary 
indication of foot-pounds of work necessary, since it indicates, 
without any direct statement of distance or haul, the foot-pounds 
of work and energy expended in order to place certain work. We 
are, of course, assuming that the locations of material supply, 
equipment, etc., are normal, that is, as closely connected with the 
actual work as may be usually expected. (Conditions other than 
this should be specially noted.) The results for reinforced-concrete 
building work are shown in graphical form in Fig. 31, indicating 



Dollars Per Cubic Yard 

Fig 31 Curve Showing Variation of Cost pei Cubic Yard ot Reinforcod-Concrcte 
Building Work \Mth Thickness of Concrete in Inches 

increase in cost of work accomplished, due to distance and to decrease 
of thickness. The same style of chart may be ‘ used for bridge 
work, pavements, sewers, sidewalks, etc. 

Sewer Contract. Fig. 32 gives such a form of analysis car- 
ried through the construction of the sewer job shown by Fig. 8, with 
special reference to the concrete work. The arbitrary unit in this 
case is the cubic yards of concrete per lineal foot of sewer; in the 
job there are many different sizes of sewers. 

Applying this idea to the construction and placing of steel 
centers or forms, it is insufficient to say that this cost is so much 
per lineal foot, inasmuch as we are certain that the cost depends upon 
the size of the sewer; the next job we have for estimating may give 
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an entirely different size or a different proportion of sizes. Suppose, 
however, that we analyze the situation and consider the square 
feet of forms set, taking the intrados, or, in other words, the inner 
circumference of the arch, and reduce our cost to a square-foot 
basis. We find very interesting figures that are immediately val- 
uable for future estimates on any other work. (See Fig. 33.) 

Pavement and Sidewalk Work. To a certain extent the same 
conditions govern in pavement or sidewalk work, both in the foun- 
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Fig 32 Curves Showing Variation of Cost Per Cubic Yard of Concrete 
in Sewer Job, Fig 8 


dations and finishings. A walk 4 feet wide and a street 25 feet wide 
cannot be built for the same cost per square foot as a 25-foot walk 
or a 50-foot street — that is, so far as relates to the unit cost of work 
accomplished. 

General Suggestions. Cost analysis is not cost recording, 
no matter how elaborated the latter is, or how detailed. Cost 
analysis is based on cost records properly segregated, but the analysis 
separates unfamiliar items into a special group by making a note 
of them, and so divides and classifies the different elements of work 
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— the quantities, units, hours, and rates—that all jobs may be 
compared on a certain definite uniform basis. 

Each Should Develop Forms for Himself, Much depends on 
the individual and therefore it is not possible to lay down fixed 
rules. The illustrations accompanying this paper show how these 
methods may be applied to practical and actual conditions, but 
the use of identical forms is not recommended. It has been the 
writer’s desire to suggest rather than dictate, and to stimulate 
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Fig 33 Curve Showing Compilation of Cost Data on Sewer Job for Use on Other Contracts 

the cost-analysis turn of mind, which will prompt each man to 
develop his own forms. 

Figs. 31, 32, and 33, illustrative of the final analysis of cost 
are based upon actual working jobs, and the methods outlined are 
those developed in actual contracting practice within the writer’s 
own organization. The curves illustrate how the individual may 
tabulate for future reference the results secured through his own 
cost-analysis methods. 

Charts Up4o-Date. It should be borne in mind that these 
cost-analysis charts must be kept up-to-date; that is, as fast as new 
.records are secured, they should be plotted upon the charts for 
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comparison with past work. Either confirming or modifying 
such experience, they will better qualify the estimator for new 
work. 

Reducing Wages to Uniform Wage Scale. It should also be 
borne in mind that such a cost-analysis chart must be necessarily 
reduced to a uniform scale of wages, but this in no way makes it 
difficult either to prepare or to use in estimating. It is not 
expected that any job can be carried through at a uniform or definite 
scale of wages. There will be many rates of pay, and men of different 
trades, rates, and hours, but in the operation of the payroll the 
charge of the hours should be carried forward the same as the total 
dollars, and in this way the average rate of pay is again determined. 
Every contractor familiar with his own work has a very certain 
idea about his average rate of pay for labor per hour. However, 
the payrolls should be totaled for work-hours as well as dollars, 
thereby giving the average rate for labor. 

It is best to prepare the charts on a basis of, say, 20 or 25 cents 
per hour and then reduce or increase this rate as the case may be. 
This is, of course, for work of ordinary labor and for very few skilled 
artisans. To reduce the reading in the chart to a 17|“Cent-per- 
hour basis from the average of the 20-cent-per-hour basis, all 
that is necessary to do is to deduct J. Fig. 31 shows the results 
of numerous jobs of reinforced-concrete building work. These 
jobs covered all designs and classes of structures, viz, light and 
heavy reinforced-concrete slabs, with and without beams and 
columns. The average of all concrete over the entire area is indi- 
cated by the scale, giving the thickness in inches. 

Plotting upon this chart the actual cost per cubic yard of jobs 
of various character, we arrive at a very satisfactory curve line, 
indicating what may be reasonably expected in new work. Natu- 
rally there are a few abnormal cases, generally caused by special 
conditions. It should be noted that the average conditions are 
found between the limits of 5 inches and 8 inches, or an average 
of 6^ inches at the apex of our curve. Above this limit, as the 
thickness increases, the cost decreases very slowly. Below this 
limit, as the thickness decreases, the cost increases very rapidly. 
This is logical and is an example of the foot-pounds of work accom- 
plished by the laborer. 
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Dh^criminating between (lasses of Worl\ In Fig. 32 is 
another example of sewer construction in which various sizes of the 
concrete work determine a fluctuating price of labor on concrete 
per cubic yard. In this (^asc an attempt has also been made to 
discriminate between (1) that class of work which can be handled 
over the trench as the work proceeds, the concrete operations being 
advanced as the w’ork is completed; and (2) work in which the 
operation must be handled from some little distance and the material 
wheeled, the plant advancing only at intervals. 

On no one of these charts can we expect to arrive accurately 
at foot-pounds of work. But this is not necessary, for as has been 
mentioned, wc are working along a certain definite line of information, 
wherein, from the time of the preparation of the estimate until 
the final cost summary of the job, our methods have been harmonious 
and on a certain definite basis. To the individual contractor the 
information compiled is of the most value, as the moment a certain 
job is called to attention, reference to these charts presents to his 
mind a picture of the particular job, which is explanatory of the 
results. For this reason it has been brought out time and time 
again in this article that the value of the methods suggested lies 
in their constant adaptation to the individual man’s work. 

Any System Must Be Consistent. Ruskin says ^^The crime 
which bankrupts man and nation is job work, declining from the 
main design, to serve a turn here and there. Certainly no really 
good results can be expected from any system of estimating, book- 
keeping, operating cost keeping, and analysis which is not entirely 
consistent in all its parts. 

Fig. 33 shows the analysis of the cost of installation of steel 
centers in a number of concrete-sewer job^. This chart is based 
upon a table from which w-e arrive at a nearly uniform price per 
square foot for centers of any size of sewer within reasonable limits. 
The square foot is arbitrarily taken as the complete internal cir- 
cumference of the sewer, the sewers in this illustration being all 
circular. In order to reduce our figures to as comparable a working 
basis for estimating as possible, and also to present to the eye as 
clearly as we can a complete summary, we prepare a chart from 
which we may take directly in cents per lineal foot the cost for 
labor on centers for sewers of this character. 
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The same comments made in the previous case relative to the 
making of the chart on a uniform rate of pay, apply also to this one. 

It should be noted that on all of these charts a definite purpose 
is attained — a presentation of past experience and future probabilities 
more graphic and usable than tables of figures. Such a chart, 
however, should not be used without mental analysis of the new 
job in question, and results shown must be given careful consid- 
eration. 

Systematic organization demands recognition of the fact that 
a system once adopted cannot be modified and must not be dis- 
turbed or reorganized because of the individual ideas of any one 
man. Improvements may be suggested and recorded and tried 
out as new work requires, but this should be done gradually with 
correlation throughout the departments. The hardest task for 
the contractor is to insure that the men employed do not incor- 
porate some particular ideas of their own minds — invedRbns, or 
practices learned in previous employment. 

The worth of the final analysis in the preparation of these 
charts depends upon the individual. It would be a very easy 
matter for the writer of this series of articles to submit thirty instead 
of three examples, but the principles would not be any further 
advanced by so doing. 

Description of Final Analysis Chart. Fig. 34 illustrates what 
may be obtained in the final analysis of a construction job by main- 
taining a proper cost distribution. 

It is not generally necessary to prepare such a chart but in 
the particular case to which this one refers, final adjustment was 
made through litigation, and in order to present the matter to the 
court this chart was quickly prepared. It shows the number of 
men at work each day, the rainfall or snow precipitation, the max- 
imum and minimum temperatures, and the quantity of work accom- 
plished week by week. The work covered by this chart is shown 
in the photograph, Fig. 20, and particular attention is called to 
the fact that the statement of conditions is graphically illustrated 
by the photographs which are numbered and listed on the days 
upon 'which taken. 

The value of cost engineering is shown in connection with 
this particular job. When, after completion, it was necessary 
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to prepare a final statement on account of litigation, it was possible, 
since the cost distribution had been very carefully kept, to prepare 
a statement covering the following actual conditions by detail 
classifications. 


FINAL COST-ANALYSIS STATEMENT 
Job No 

Sheet 

1 Men, Homs, and Days woiked on Retaining Wall 

2 Men, Houis, and Days worked January 18 to April 26. 

3 Men, Hours, and Days worked April 26 to vSepteinboi 20. 

4 Men, -Hours, and Days worked September 20 +o December 13. 

5 Summary of Quantities and Costs of Materials 

6 Summary of Quantities and Costs of Mateilals. 

7 Unit Labor and Ivlaterial Costs (Averages) 

8 Unit Labor and Material Costs (Averages). 

9 Quantities and Cost, Deck House. 

10 Quantities and Cost, Chimney 

11 Qu^HlJies and Cost, Meridian St. Sidewalk 

12 Quantities and Cost, Retaining Wall 

13 Itemized Total Cost of Building and Extras, and Determination of Fixed- 

Charge Per Cent. 

14 Summary of Cost, Fixed Charges, and Totals of Main Building and Extras. 

15 Work Accomplished February 1 to April 26, and Unit and Total Costs 

for Same Period 

16 Work Accomplished April 26 to September 20, and Unit and Total Costs 

for Same Period. 

17 Work Accomplished September 20 to December 13, and Unit and Total 

Costs for Same Period. 

18 Summary Sheets 15, 16, and 17. 

19 Calculation of Lost Time. 

20 Damage and Money Loss. 

21 Statement of Cost of Items and Peicentages. 

22 Final Statement against the Building Company. 

Cost=Analysis Phases of Sewer Job. The case instanced above 
was one which, unfortunately, could not be adjusted without litiga- 
tion. It should not be understood that cost-analysis engineering 
tends toward such final adjustments. Many times in construction 
work there are features of construction which cannot be handled 
except by actual accounting of material and labor on cost-plus- 
percentage basis. For example, Figs. 11 and 12 illustrate a job 
partially on a unit-price basis and partially on a cost-plus- 
percentage basis, it being necessary to record carefully the cost 
on each basis. 
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Unusual Features Encountered. This work covered the con- 
struction of reinforced conduits through the down-town streets 
of a large city. The so-called straight construction work covered 
something less than one-half of the total cost of construction. The 
force account, on a cost-plus-percentage price basis, covered 
slightly over one-fourth of the entire cost. The remaining cost 
was made up of extras or unusual items which could not, under 
any conditions, have been itemized had it not been for the efficient 
system of cost distribution and analysis. The work was a ^Vush 
job” and three ^ifts of labor were employed, working day and 
night. 

The work was divided into sections as shown in Fig. 11, one 
of these sections being given in detail in Fig. 12. This job would 
have been a losing proposition to the contractor had it not been 
for the system of cost keeping and analysis. The straight^ntract 
work covered only those features of the new construction which 
could be separated and listed on a unit-quantity basis, such as 
cubic yards of excavation, cubic yards of concrete, and pounds 
of reinforcing steel. The force-account items were occasioned 
by unusual features of construction, such as the supporting and 
^protecting of existing water mains, gas mains, and sewers, as they 
were encountered during the progress of the work. 

The contractor would have lost approximately 25 per cent 
of the total cost of this work had it not been for the system of cost- 
keeping analysis, whereby, upon the completion of the work, he 
could present a complete itemized statement of the increased cost 
of construction which was not included either in the straight-contract 
items or in the force-account items. These unusual costs covered: 
increase of labor rates, due to rush work and overtime which 
necessitated men working at overtime rates and on double shifts; 
the extra excavation occasioned by caves and reconstruction of 
water and gas mains and sewers; the increase in cost of excavation 
on account of increased depth of trenches necessary to pass under 
obstructions; the change in location of the trench work, causing 
duplication of work and loss in material and labor; the increase in 
the amount of liunber and supports, on account of increased depths 
and changes; the increase in the amount of surplus excavation 
material, removed because of changes in depth of trenches and 
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change in style of construction; the increased cost of forms and 
centers because of change of design; and the demand that the prog- 
ress of work be doubled, thereby requiring more material to keep 
in advance of the concrete workers and allow the finished con- 
crete to set. 

These items, each somewhat unimportant of itself, in the 
aggregate amounted to an increased cost, as before stated, of about 
25 per cent of the money expended on the job as a whole. A mere 
statement of this fact would have had little weight with the owners, 
but there could be no argument when it was presented in detail — 
with an itemization showing each hour’s w^ork and each piece of 
material, where the material w^as used, how used, by what laborer 
placed, and, in addition, not only the day when used but the time 
during the day when the laborer was actually employed upon this 
particular piece of construction. 

Thtlfinal report upon this job, including all features, made a 
book of 184 pages, including blue prints, diagrams, and analysis 
of construction. The larger number of pages were consumed in 
itemizing the force account, but, even in such items, it is important 
that a contractor submit a report to an owner on a contract where 
the cost-plus-percentage, or cost-plus-fixed sum, is to be the method 
of pa^onent, so that the owner may know in detail what was done 
and how; and such a report can be submitted properly only w^hen 
cost analysis is used to prepare the records secured through cost 
keeping. 


COST ANALYSIS IN VALUATIONS 

Importance of Valuation Work. The writer’s present position 
as District Engineer of the Division of Valuation, Interstate Com- 
merce Commission, occasions a reluctance to discuss valuation 
matters because any discussion of them may be taken as the state- 
ment of an official rather than as the personal opinion of an experi- 
enced engineer. 

However, the subj-ect of valuations, which is now so promi- 
nent in the minds of the public as well as with the engineering 
profession, is of such importance in its relation to Cost-Analysis 
Engineering that it seems necessary to consider it to some extent. 

- In so doing, it should be distinctly understood that the statements made 
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are not to be connected in any way with the %oriter^s official work with 
the government. 

Scope of Work by Interstate Commerce Commission. For some 
time past there has been increasing activity in the valuation and 
control of public utilities by state commissions. By an act of 
March, 1913, the United States government undertook the physical 
valuations of the property of all common carriers. The government 
inquiry to date has covered principally the physical valuation of 
railroad and telegraph properties. In order to carry out to the 
fullest extent the work called for by the act of Congress, it may be 
necessary ultimately to include electric-railway properties, express 
companies, pipe-line companies, steamship lines, long-distance tele- 
phones, and in fact, any and all carriers serving the public in an 
interstate capacity. 

Conditions Governing Valuations. The study of Cost-Analysis 
Engineering in connection with valuation work presents ^entirely 
different conditions than those in connection with the estimating, 
construction, and analysis of ordinary construction work. 

Valuation of New Work or Work in Process. In the case of 
construction work w^e proceed to make an estimate based upon the 
plans and specifications, in which the materials and the labor neces- 
sary to install them are described in full detail; from it we may have 
a fairly definite idea of what is necessary in the way of equipment 
and costs to assemble the structure as designed. It is true that we 
must depend upon our imagination to furnish a picture of the fin- 
ished structure, and of the multitude of details necessary to com- 
plete it which are supplementary to the plans and specifications. 
It is also true that the estimator must fall back on his past experi- 
ence and again upon his imagination to list and describe the accessory 
materials and labor required in connection with the construction 
and work of the various trades. These latter features will not be 
covered by the plans and specifications, since they are incidental to 
the work of the several trades, and an accurate estimate can be made 
only by the man who from experience with the different lines of 
work knows how much in the way of runways, mortar boxes, scaf- 
folds, temporary lumber, steel, rope, bolts, etc., will be necessary 
to do that work which finally may be measured as a permanent 
part of the structure. 
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To summarize — in any ordinary construction work, we examine 
the plans and specifications and then form a mental picture of the 
structure as it will be when completed, but in so doing w^e have an 
accurate and full description of all of the materials and the manner 
of their assembling as they are to enter into the completed structure. 

Valuation of Old Work, In the case of the valuation of construc- 
tion work which is already completed or has been in use for some 
time, the process is not so simple. For example, we may have a 
building, which, to the observer, after completion, is a brick-wall 
structure. The interior is divided into rooms with plastered par- 
titions. Now, as a matter of fact, the brick w^alls may be, as they 
appear, a part of the actual load-carrying parts of the building, but 
on the other hand, the brick may be only a masking or covering 
material for the steel framework which is the real structure of the 
building and w^hich in reality carries the brick work as an additional 
dead load. The partitions in this building may be of tile or they 
may be of wood studding with wood lath or metal lath; or they may 
be entirely metal, that is, metal studding and metal lath. In any 
case, the partitions may be covered wdth old-style hair plaster or 
with patent “quick-setting’’ plaster. The floors may be covered 
with wood or tile. We may have a reasonable idea of how the floors 
are constructed, but so far as the observer can see, there is no way 
of determining just how the floor is secured in position. 

Sometimes the plans and specifications for particular structures 
are available, but in a great many cases they are not. We are there- 
fore dealing with the physical valuation of tangible property for 
the purpose of considering the cost of reproduction — usually the cost 
of reproduction of the property as existing at a certain date. Grant- 
ing that the cost-analysis engineer has had an actual experience in 
construction work, and that he is dealing with structures where 
plans and specifications are not available, and where, therefore, the 
basis upon which the work was done, cannot be known, he is of 
necessity compelled to draw upon his imagination and experience to 
furnish a basis upon which the structure might be reconstructed so as 
to secure practically the samer results as he finds, and to reduce to 
dollars the cost of duplicating the work. This means that, above 
all, the valuation engineer must use good judgment, and this judg- 
ment must be based upon experience. 
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Depreciation. The subject of depreciation in connection with 
valuation of property is of extreme importance. It must be given 
consideration in the making of any valuation, whether the resulting 
report controls the final valuation or not. Depreciation, when 
considered in the fullest extent, covers wear and tear, deterioration, 
inadequacy, obsolescence, and, where the structure is exposed 
to exceptional hazards, must take casualties into consideration. 

A sharp distinction should be made between the wear and tear 
and deterioration of property, which may prompt the cost-analysis 
engineer to determine that the structure has a probable remaining 
life, and the other elements mentioned, which may radically affect 
the remaining life as so determined. As an illustration: A build- 
ing may occupy an important business corner in a large city. So 
far as actual deterioration is concerned the building in question 
may be good for many years, but obsolescence, when considered 
in connection with the value of the ground occupied and the business 
demands of the community, might occasion the removal of the 
building within a few months. 

It is not suggested nor recommended that these elements be 
given too much importance in field valuation work, but they must 
be given some consideration and be noted in the final report. The 
engineer is called upon to report facts to the fullest extent; he should 
report all facts as he sees them without attempting to make things 
appear favorable, if in his own mind they are not. There is nothing 
to be gained by deceiving with optimistic reports, or — to go to the 
other extreme — ^with pessimistic reports. The owner or employer 
is entitled to the truth, and to full information as to how the report 
is prepared. 

What Constitute Valuation Values. Valuation cost engineering, 
therefore, must pass beyond a mere recognition of the physical 
elements which enter into a property and which would be reported 
under cost of reproduction. It must include a consideration of 
the location, the earning capacity, the investment possibilities, 
and the going value of the concern under inventory. It probably 
will not come within the province of the young engineer to decide 
these larger questions, his work dealing entirely with the physical 
examination of the construction materials entering into the structure; 
however, it is very much to be desired that he have the proper 
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conception of these larger elements of value so that he may correctly 
note field conditions and enable the more experienced man to place, 
if necessary, a judgment valuation upon these features. 

Forms to Be Used. The forms and blanks used for valuation 
purposes, especially in the valuation of large properties, must 
of necessity be so condensed tliat it is impossible to show in detail 
all of the elements going to make up the quantity units or the unit 
prices as adopted. Generally it will be found that the state com- 
missions, in connection with the , valuation of public utilities, and 
the United States government, in connection v ith the valuation of 
common carriers, have prescribed standard forms vhich must be 
followed in accordance with standard instructions and the standard 
itemization of accounts. In the progress of valuation surveys, 
care should be taken to record systematically all the facts and also 
the quantity units and cost units as finally determined, so that 
in case it is necessary these calculations may be referred to; this 
feature should be carefully observed even if these preliminary 
figures are only in the shape of notations or pencil calculations 
on scratch-pad paper. The form of the calculation, while it is 
essential and should be uniform throughout in any valuation work 
is, however, not so important as to be sure that, by indexing and 
cross-indexing, the calculations for any portion of the work as 
showm on the final assembly sheets may be quickly found, in case 
they are required. 

Valuation Problems. Valuation cost engineering has to deal 
with large and important questions; a few of them are mentioned 
in order that individual study may be given, although in valuation 
work the young engineer wdll in most cases receive specific instruc- 
tions as to how these matters are to be handled. 

Cost of Production. The cost of production may be handled 
(1) simply as a matter of present materials and present costs; (2) 
on a basis of the average cost and general methods of construction 
prevailing over a series of years; or (3) by a thorough considera- 
tion of methods, materials, equipment, and costs as they existed 
at the time of the actual construction of the work. This latter 
method, in its fullest development, leans toward the appraisal 
upon a basis of the actual cost to date, which is necessarily an 
accounting proposition, the data to be secured from the books and 
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records of the company for verification by inspection of the actual 
work. 

Accounting Problem. This naturally brings to our minds the 
fact that valuation cost engineering Is not alone an engineering 
proposition but instead is very largely an accounting problem. 
The ideal combination for this class of work would be an engineer- 
accountant working in connection with the accountant-engineer. 
Inasmuch as such combinations do not exist except to a limited 
extent, the practical basis is the working together of the expert 
engineer with the expert accountant, so combining their work as 
to secure a proper report. 

Effect of Changes in Neighborhood. Many times, in the appraisal 
of property, conditions wdll be found which are not at all the same 
as when the structures were built. Many times the building-up 
of the community as a whole has been occasioned by the construc- 
tion of the property under appraisal. In cases of this kind it must 
be determined whether the property should be appraised as mrder 
the conditions existing at the time of construction or as of the daj^ 
when the appraisal w^as made. This line of thought prompts us 
to consider whether at the time the actual construction was started 
it was necessary to wreck other and older structures or to move 
natural formations, which at that time interfered with the con- 
struction but which are not now in existence or to be observed. 

Effect of Transportation Facilities. If property of some con- 
siderable age is under appraisal, consideration must be given present 
transportation facilities and the transportation facilities at the 
time of the building’s construction. Improvements and availability 
of materials and supplies must also be studied with reference to 
both the present time and the time of construction. 

Secondhand Values and Quality of Material. The appraiser must 
take into account the possible use of so-called secondhand material, 
and also, perhaps, the fact that materials and supplies in the older 
days were, in general, more carefully prepared and of a higher quality 
than those now commercially available. As an illustration — consider 
the much better quality, in dimensions and material, of wood 
framing-materials entering into structures built, say, 50 years ago. 

Overhead Charges. The valuation cost engineer must also 
consider overhead charges, such as engineering contingencies, 
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interest, taxes, etc., having also due regard to the time necessary 
for construction. In doing this, he must pay attention to the 
conditions existing when the structure was built, and, so far as 
they may be estimated, those prevailing on the date of inventory. 

Appreciation, If it is true that the cost-analysis engineer 
must give full consideration to depreciation and its relations to 
the various portions of the structure, then he must also give full 
consideration to appreciation in those portions of the property 
where that may occur. This appreciation may occur because of 
location or it may result from the peculiar adaptability of the property 
to the purposes for wdiich it is used. It certainly is true that com 
ditions affecting appreciation must be noted, if depreciation is 
to be considered. 

In the determination of depreciation or appreciation, it is 
necessary that the individual portions of a property or of any one 
structure be separated and a weighted average secured. Generally, 
definite instructions will be given — in the way of a mortality table — 
as to the life of various classes of material, with reference to their 
use in the different parts of the structures. These tables can be 
used as the basis for a judgment report wdien actual inspection is 
made to determine whether the particular item should be given 
a greater or less life than that shown by reported statistics. Many 
engineers take the position that there is no such thing as depreciation, 
so long as a property is well maintained. We are not taking issue 
with this view, but inasmuch as we are here dealing wdth a question 
which has not as yet been finally defined or accepted for the purpose 
of universal practice, it is suggested that the young engineer give 
careful consideration to the various points mentioned; making his 
notes accordingly, and having in mind that by so doing the informa- 
tion is made available. 

The items mentioned in Tables II to X, inclusive, pages 96 
to 102, must be considered in connection with valuation work, and 
reference should be had thereto. These items are, in general, 
of such a character that they do not enter into the permanent 
construction of a structure and cannot be observed, but must be, 
as before mentioned, estimated on the basis of contributory expense. 

Valuation Units. In valuations one of the most important 
features is the selection of the quantity units and the cost-price 
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units, and attention is again called to the fact that it is necessary, 
in order to determine such units, to divide the work under investi- 
gation into cost-ajialysis sections. 

If the work has been carefully studied and so divided into 
valuation sections, we may then proceed to select those quantity 
units and cost units which are applicable to the particular section 
under investigation. We may recognize two distinct types of 
units, both for quantity and for cost, namely, simple units and 
composite or combined units. 

Simple Units, A unit for the purpose of a- valuation may be 
considered as that proper quantity unit to which may be applied 
an ordinary cost unit, at the point of destination or use. 

The selection of the quantity unit is more important than the 
price unit. The first should be a standard, while the latter may be 
considered a variable, probably determined as the average over, 
a term of years. 

Ordinarily, the quantity unit which is adopted will be tht 
natural, customary, or ordinary commercial measure established 
by United States standard, or by law, custom, trade rules, or local 
conditions. Sometimes, however, the unit is an arbitrary or selected 
one, formed by the conversion of a natural unit into another form, 
possibly for the purpose of pricing all elements on the basis of a 
common measure. 

Illustrations of simple units are lineal feet, pounds, cubic yards 
of material, rules for brick measurement, or per load or per day 
for delivery of materials. An illustration of an arbitrary unit 
might be the case of filling material, foundation concrete, top coat, 
finishing, and curb construction in sidewalk work, changed to 
square-foot price; or the material and the carpentry work, and the 
work of the various trades on a building, reduced to a price per 
cubic foot enclosed. 

In nearly all cases the natural quantity units in valuation 
work will correspond with those understood in building, market, 
and trade circles. Sometimes a natural unit becomes a composite 
unit through custom, such as a cubic yard of masonry. Arbitrary 
units are generally the result of a selection based upon experience, 
and in most cases are used for special purposes such as quick esti- 
mates or short cuts. 

\ 
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It should be noted that simple or elementary units exist in 
unit prices as well as in unit quantities. Depreciation on a natural 
or simple unit may be taken direct. 

Comi^osite Units, A composite unit is a combination of a 
number of natural units to form a certain standard form of con- 
struction — or at least a certain type of construction recurring 
many times — where the composite unit is recognized by the public* 
or by the trade interested as being sufficiently well deiRned to be 
self-explanatory and sufficient in detail to serve the purpose 
of a unit for valuation. 

As illustrations there might be mentioned a standard building, 
a concrete mixer, a car, a plumbing fixture installed, a standard 
door or window opening complete, a standard sewer catch basin, 
or a complete unit of any kind recurring frequently in ordinary 
construction. 

It should be noted that composite units exist in unit prices 
as well as in unit quantities. Depreciation on a composite unit 
must be a weighted average. 

Comparison of Units, Advantages of Simple Unit. (1) The 
closer analysis of the construction. 

(2) The opportunity for a direct, close pricing. 

(3) The opportunity for closer comparisons with work of 

similar character, but wdth varying quantities or 

proportions. 

(4) The tendency to produce more careful attention to details 

by field men and computers. 

(5) The obtaining of better reference cost data. 

(6) The sureness of completeness in final result. , 

Advantages of Composite Unit. 

(1) The opportunity for speeding the work. 

(2) The opportunity for criticism on minor points. 

(3) Reduction in the volume of work to be done. 

(4) Decrease in first cost of labor and dollars. 

(5) Establishment of a means for quick, approximate com- 

parisons. 

(6) The measuring to the full extent of the experience and 

judgment of the engineer. 

Analysis of Units, In the consideration of units a , selection 
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in many cases will be governed by the elements entering into the 
construction, and the following features should be considered. 

(1) In the selection of unit quantities at point of destination 

or point of use, analysis should be made of the make-up 
of the unit, with account taken of the material in its 
raw condition, the cost of acquisition, labor, and produce, 
cost of marketing, etc., and of the labor to manufacture, 
and cost to market the product at each stage of devel- 
opment. 

(2) In the determination of the unit cost to install, there 

should be included the direct labor, indirect or non- 
productive labor, supervision, injuries, damages, expense 
items, repairs, rentals or depreciation of equipment, 
transportation cost, waste, insurance, interest, com- 
missions, discounts, overhead expense, and profit if 
done by contract. 

(3) It should be noted that we may have natural or composite 

unit prices as well as natural and composite unit quan- 
tities. We may have (a) natural simple quantity units 
at composite unit prices, or (b) composite unit quantities 
at simple natural prices, or (c) composite unit quantities 
at composite unit prices. 

As illustrations of each of these points, consider the following :* 

(a) A barrel of cement, at mill price, plus transportation, 
plus unloading, plus hauling, plus storage, plus sack loss, plus 
insurance and interest; (b) standard mill work, at a per annum con- 
tract price, f .o.b. location; and (c) a cubic yard of reinforced-concrete 
culvert, at unit price for concrete, plus unit price for reinforcement, 
plus unit price for form work. 

Other combinations will naturally suggest themselves. 

Recommendations. (1) Simple units should be used until the 
young engineer has proceeded sufficiently, so that composite units 
may be ascertained with a degree of certainty. 

(2) Simple units should be used throughout the early stages 
of any work, in order to secure working cost-reference 
data. 

*The three unit prices mentioned are variables changing in each case of change of design, 
regardless of the fact that each unit price is of itself a composite unit. 
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(3) In general, simple units should be used in all detail reports. 

(4) Composite units may be used to facilitate the inventory 

and to reduce time, labor, and cost in work of extended 
character, where sufficient duplications occur to make 
the method worth while, and where specific instructions 
have been given. 

(5) In general, the conditions on any particular job should 

receive individual study before any decision as to the 
proper cost units is reached. 

It should be added that a quantity unit at a unit price is not 
necessarily a unit of value. The quantity unit may be readily 
checked and established. The price unit may include many ele- 
ments not representing true value or even true cost, A contract 
price or a quoted cost price should be analyzed with reference to 
the thing furnished, with due regard to the various processes through 
which the article has passed before delivery, to determine whether 
the stated cost, at the cost unit used, is a reasonable cost under the 
conditions surrounding the transfer of the construction unit. Many 
times quantity units must be purchased with 80-cent dollars. In 
some cases this is a natural condition, and represents value received; 
in many others this is not so. 
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REVIEW QUESTIONS 

ON THE SUBJECT OF 

DAMS AND WEIRS 

PART I 


1. What do you understand by reverse pressure? Does 
this pressure favor the stability or not? 

2. Discuss the determination of crest width. 

3. Of what does the security of dams against sliding depend? 

4. What do you understand by theoretical profile‘s 

5. Discuss briefly the two methods of determining stresses 
in a dam. 

6. Make a complete design of a dam 65 feet high on rock 
foundation. Use both analytical and graphical methods. 

7. Discuss Haessler's method of drawing lines of pressure. 

8. What might be the effect of a mass of filling against 
the toe of a dam? 

9. Discuss briefly the precautions necessary to take in a 
dam on pervious material, 

10. Discuss briefly the correct design of crests for weirs. 
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ON THE BUBJECT OF 

DAMS AND WEIRS 

PART II 


1. Discuss the value of an impervious rear apron. 

2. When a dam has a porous fore apron, what is done to 
assist the stability of the dam? 

3. What is the essential difference between arch dams 
and plain gravity dams? 

4. What is an “open” or “barrage” dam and what is the 
purpose? 

5. Discuss the “criterion for safety” of a weir. 

6. Discuss the principle of the differential arch. 

^ 7. Discuss the principles of design of a submerged weix 
on sand. 

8. What is meant by the term “piping”? 

9. Discuss American versus Indian treatment as regards 
location of draw gates. 

10. What are the advantages of open dams as compared 
with solid weirs? 


452 



REVIEW QUESTIONS 


ON THE SUBJECT OF 

IRRIGATION ENGINEERING 


1. Define the term gravity works as applied to irrigation, and 
enumerate the sources of water supply. 

2. Explain fully the effect of slope and of area of cross- 
section upon the location of a canal. What should determine the 
minimum and maximum velocity of flow? 

^ 3. Describe fully the nature of irrigation, and compare the 

design and control of an irrigation system with the design and con- 
trol of a domestic-water supply system. 

4. Describe fully the principles governing the design and 
location of masonry weirs and dams. 

5. Describe the different types of current meters, and explain 
their use in determining mean velocity of flow. 

6. Describe fully the principles governing the location of an 
impounding dam, and describe the method of conducting surveys 
to determine the capacity of the reservoir. 

7. Explain the effect of evaporation upon storage-water 
supplies, and the allowance to be made therefor. 

8. Define the term duty of water as applied to irrigation. 
Explain fully how and why the duty of water may determine the 
financial success or failure of an irrigation project. 

9. Define the term 'precipitation, and explain the relation 
between available precipitation and the necessity for irrigation. 

10. Explain the Chezy formula as modified by Kutter. 

11. Define the term lift irrigation, and enumerate the sources 
of water supply. 

12. Define the terms wetted perimeter, hydraulic radius, and 

coefficient of friction. * 

13. Define the term weir dam, and fully explain the principles 
governing its location and construction. 
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J 

14. Describe the effect of evaporation upon run-off; and 
explain how evaporation is affected by topography, soil, humidity, 
and temperature. 

15. Explain the effect of absorption and percolation upon 
storage supplies, and the allowance to be made therefor. 

1 G. Explain how the variations in run-off will affect the design 
of the spillway of a reservoir. 

17. Explain the method of measuring flow of streams by 
weirs, and state the Francis formula for the flow of water over 
weirs. 

IS. Describe fully the units of measure for water duty and 

flOA\. 

19. Describe the effect of altitude upon precipitation. 

20. Enumerate the parts forming the headworks of a canal, 
and describe fully the functions and construction of each part. 

21. Explain fully the methods of measuring rainfall. 

22. Describe the rating of the current meter. 

2S. Explain fully why the duty of water is rising in some por-**" 
tions of the West. 

24. Explain how the topography of the country will affect 
the location of a canal. 

25. Explain the necessity for drainage upon hillside location, 
and describe the various ways in which it may be accomplished. 

26. Define the term run-off y and explain how it will be affected 
by topography, soil, and temperature. 

27. Explain the principles governing the flow of water in open 
channels. Explain the relation between velocity of flow and cross- 
sectional area of a channel. 

28. Describe the field operations in determining the mean 
velocity of flow in a str^m. 

29. Define the term storage works; explain their functions, and 
fully explain the principles governing their capacity, location, and 
construction. 

30. What depth of water upon the surface is necessary to 
water the average soil thoroughly, and how many waterings should 
be given in a season? 

31. Enumerate the parts entering into a perennial canal 
system, and fully describe the functions of each part. 

32. Explain the relation between run-off from a given area and 
the capacity of storage works. 
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necessity of 

IX, 

318 

cost estimate, itemized 

IX, 

368 

definition 

IX, 

315 

outline of work 

IX, 

347 

good judgment in 

IX, 

315 

quantity estimates, item 



labor costs, cost analysis as 


ized 

IX, 

360 

applied to 

IX, 

323 

management, science of 

IX, 

340 

cost records vs, mdividual 


need of 

IX, 

339 

impressions 

IX, 

323 

contracting work 

IX, 

340 


Note, — For page numbers see foot of pages* 
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Cost-analysis system, a (con- 



Culverts (continued) 



tinued) 



plain concrete 

VI, 

178 

outline for study, detail 

IX, 

341 

stone box 

VI, 

175 

estimates, value of 

IX, 

344 

Curbing 

IV, 

327 

job, analysis of 

IX, 

343 

Currents 

VIII, 

403 

job, construction of 

IX, 

342 

Curvature 

II, 

235 

job, estimating the 

IX, 

341 

Cut-offs 

VIII, 

364 

Cost estimate for sub-bidders IX, 

372 

Cylinder gate 

VIII, 

146 

Cost estimates to previous 





forms, relation of 

IX, 

373 

D 



Counterfort (see Buttress) 

VI, 

101 

Damietta and Rosetta 

IX, 

189 

Country roads and boule- 



Dams 

VII, 

63 

vards 

I, 

257 

earthen 

VII, 

63 

location 

I, 

268 

loose rock 

VII, 

77 

maintenance and improve- 



masonry 

VII, 

72 

ment 

I, 

365 

timber 

VII, 

76 

natural-soil roads 

I, 

330 

Dams and weirs 

IX, 

11 

Couples 

IV, 

96 * 

arched dams 

IX, 

111 

Course 

VI, 

101 

bai rages 

IX, 

192 

Coursed masonry (see Ran 



buttress dams 

IX, 

146 

dom) 

VI, 

101 

gravit y dams 

IX, 

12 

Coursed rubble (see Rubble) 

VI, 

101 

gravity overfall dams, 

or 


Coursing joint 

VI. 

393 

weirs 

IX, 

85 

Covered reservoirs 

VII, 

101 

hollow slab buttress dams IX, 

146 

Coverings, roads with 

I, 

335 

introduction 

IX, 

11 

Cramp 

VI, 

101 

multiple arch or hollow arch 


Crandall 

VI, 

101 

buttress dams 

IX, 

123 

Crandalhng 

VI, 

101 

open dams or barrages 

IX, 

192 

Creosote, treatment of timber 


submerged weirs 

IX, 

161 

with 

IV, 

301 

Dead load stress 

IV, 

111 

Cribs 

VI, 

156 

Deck bridges 

V, 

14 

Cross River 

IX, 

75 

Deep-well plunger pumps 

IX, 

255 

Crossings 11 

:, 170, 

, 171 

Deep wells 

VII, 

55 

Cross levels 

I, 

271 

Deflecting nozzle, use of 

VIII, 

87 

Cross-sectioning 

I. 

199 

Deformation 

V, 

292 

Culverts I, 302; II, 110; IV 

,273, 


Dehri weir 

IX, 

188 

VI, 174, 284 

Delays 

IV, 

238 

arch I, 304, 309, VI, 180, 292 

Dhukwa weir 

IX, 

100 

box 

I, 

308 

Diffuser 

VIII, 

137 

cattle passes 

II, 

112 

Dikes 

VIII, 

385 

classification by loadmgs 

VI, 

284 

longitudinal 

VIII, 

387 

double box 

VI, 

177 

spur 

VIII, 

385 

end walls 

VI, 

180 

submerged spur 

VIII, 

387 

functions 

I, 

302 

Dimension stone 

VI, 

102 

iron pipe 

I, 

307 

Dipper dredge 

II, 

377 

old-rail 

II, 

112 

Direct-recording water meter 


pipe 

II, 

110 


VIII, 

300 


Note — IFor page numbers see foot of pages 
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Discharge m flow of nveis, 


definition of 

VIII, 

349 

Disk piles 

VI, 

130 

Distributaries IX, 255, 

284 

coiistriietion, details of 

IX, 

286 

designing, consideration m IX, 

285 

local ion 

IX, 

281 

Distributionof labor, material. 


and expense 

IX, 

327 

actual cost 

IX, 

333 

expense items, distribution 


of 

IX, 

328 

construction (equipment, 


method of charging IX, 

332 

division of expense, items 


showing 

IX, 

329 

expense items, methods 


of charging 

IX, 

330 

job expense items, kmds 


of 

IX, 

328 

labor, distribution of 

IX, 

327 

direct labor 

IX, 

327 

indirect labor 

IX, 

327 

labor, material, and 

ex- 


pense, divisions of IX, 

327 

material, distribution of 

IX, 

328 

printed estimate forms. 


value of 

IX, 

334 

Distribution reservoirs 

VII, 

96 

Ditches 

II. 

61 

Diversion lines of a canal 


system 

IX, 

256 

Division of land 

I, 

180 

Docks 

VIII, 

424 

dry 

VIII, 

424 

slips 

VIII, 

430 

wet 

VIII, 

430 

Dolomite 

VI, 

12 

Dowel 

VI, 

102 

Downward-flow impulse 


wheels 

VIII, 

92 

Draft 

VI, 

102 

Draft tube 

VIII, 

137 

Drain 

VII, 

181 

Dram outlets 

I, 

299 

Dramage ditches 

VII, 

263 


Note. — For page numbers see foot of pages 


Yol Page 

Drainage systems 


I, 294, 377 

, vn, 

151 

Diainage works 

IX, 

281 

inlet dams 

IX, 

281 

flumes and aqueducts 

IX, 

282 

lev(‘l ciossmgs 

IX, 

281 

sujiei passages 

IX, 

283 

Draw mg instruments 

I. 

241 

pantograph 

I, 

252 

pens and pencils 

I. 

241 

plammetcr, polar 

I, 

253 

protractor 

I, 

244 

scales 

I, 

243 

Dredges II, 344; 

VIII, 

433 

bucket -ladder 

VIII, 

433 

clamshell 

VIII, 

434 

dipper 

VIII, 

436 

rock-breakmg 

VIII, 

438 

suction 

VIII, 

436 

Driven wells 

VII, 

52 

Drop-hammer pile driver 

VI, 

147 

Drops 

IX, 

279 

Dry-land excavators 

II, 

344 

Dry-stone masonry 

VI, 

102 

Dumpy-level 

I, 59, 62 

Dust, suppression of 

I, 

351 

Duty of water 

IX, 

242 

Dynamic pressure VIII, 27-30, 37 

Dynamometer 

VIII, 

114 

Dynograph 

I, 

257 

E 



Earth roads 

I, 

330 

Earthen dams 

IX, 

265 

Earthen reservoirs 

VII, 

98 

Earthwork 1, 311, II, 

301 

classification 

I. 

313 

construction 

II, 

59 

cuts and fills, balancing 

I, 

311 

embankments, methods 

of 


forming * I, 314; II, 

86 

excavations, methods of 

II, 

301 

principle 

II, 

301 

prosecution of 

I, 

314 

scope 

II, 

301 

shrinkage m 

I, 

313 

slopes, side 

'I, 

311 

tools 

I, 

316 
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Eccentric loads on columns III, 

186 

Expense items (continued) 


Edison Electric Company 

VIII, 

312 

actual cost 

IX, 

333 

power units 

VIII, 

312 

charging, methods of 

IX, 

330 

water supply 

VIII, 

312 

division of expense 

IX, 

329 

Efficiency, definition of 

VIII, 16, 17 

]ob expense items, k 

;inds 


Efficiency of turbines 

VIII, 

206 

of 

IX, 

328 

Elastic arches 

VI, 

437 

printed itemized forms, 


Elasticity 

V, 

292 

value of 

IX, 

334 

Electric railway, specifica- 


Expense items, general- 


tions for overhead 


charge or 

IX, 

377 

construction 

IV, 

313 

application 

IX, 

377 

Electric shovels 

n, 

339 

bonds 

IX, 

381 

Electric water meter 

IX, 

300 

commissary 

IX, 

396 

Elevated tanks 

VII, 

109 

divisions, discussion of 

IX, 

380 

Elliptical arch 

VI, 

395 

fittings and repairs 

IX, 

395 

Embankments 

VII, 

65 

fuel and oil IX, 

329, 330, 

394 

construction 

VII, 

67 

general office and super- 


dimensions 

VII, 

65 

vision 

IX, 

399 

gate chambers 

VII, 

69 

importance 

IX, 

377 

outlet pipes 

VII, 

68 

interest 

IX, 

397 

waste weirs 

VII, 

71 

jobs, operation on partic- 


Energy 

VIII, 12, 15 

ular 

IX, 

391 

Engineer 

IV, 

222 

liability insurance 

IX, 

384 

Engineer’s transit 

I, 36, 

114 

machinery and equipment IX, 

397 

Engme houses 

II, 

120 

miscellaneous 

IX, 

399 

Engine loads 

V, 

83 

petty tools 

IX, 

393 

Engine yards 

II, 

178 

External shear 

V, 

311 

Equilibrium 

IV, 

62 

Extrados (see Intrados) 

VI, 102, 393 

Erosion and transportation VIII, 

387 

XT' 



Escapes 

IX, 

276 

r 



Estimating 

IV, 11-43 

Factor of safety 

V, 

296 

costs 

IV, 

34 

Farm surveying 

I, 172, 248 

structural steel for buildings 


Fasemes 

VIII, 

379 


IV, 

11 

Fiber stress 

V, 343, 345 

weights 

IV, 

15 

Filter beds 

VII, 

148 

Evaporation of water 

IX, 

234 

Filter operation, control of VII, 

158 

amount 

IX, 

236 

Filter sand 

VII, 

150 

evaporometers 

IX, 

235 

Filters 

VII, 

143 

factors influencing 

IX, 

234 

Filtration 



measurement 

IX, 

235 

beds, filter 

VII, 

148 

water storage, value of 

IX, 

239 

coagulating system 

VII, 

172 

Evaporometers 

IX, 

235 

control 

VII, 158, 171 

floating pan 

IX, 

235 

efficiency 

VII, 

144 

Piche, results with 

IX, 

235 

preliminary 

VII, 

159 

Excavations I, 

198; II, 

301 

rapid sand 

VII, 

160 

Expansion joint 

VIII, 

232 

rate 

VII, 

146 

Expense items 



sand, filter 

VII, 

150 


Note — For page numbers see foot of pages 
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Filtration (continued) 



Flush-tanks 

VII, 

203 

sand washing 

VII, 

156 

Flywheel 

VIII, 

195 

slow sand 

VII, 

143 

Folsam weir 

IX, 

95 

systems, drainage 

VII, 

151 

F noting 

VI, 

102 

Fink truss, complete analysis 


Foundations IV, 256; VI, 

121 

of 

IV, 

no 

bridge piers and abut 

- 


Fire 

III, 

355 

ments 

VI, 

170 

effects on steel 

III, 

355 

cofferdams, cribs, and oais- 


intensity of heat m 

III, 

356 

sons 

VI, 

154 

protective methods 

III, 

356 

concrete curb 

VI, 

185 

Fifeproof materials 

III, 

358 

concrete walks 

VI, 

181 

brick 

III, 

362 

culverts 

VI, 

174 

cmder concrete 

III, 

358 

piles 

VI, 

135 

hollow tile 

III, 

350 

preliminary work 

VI, 

121 

Portland cement concrete III, 

358 

retaining walls 

VI, 

162 

selection of 

III, 

362 

Fourneyron turbine 

VIII, 

105 

Fireproofing specifications 



Francis formula 

IX, 

307 

III, 308, 

357 

Francis formula for weirs 

VII, 

400 

concrete, choice of 

III, 

308 

Francis turbine 

VIII, 

105 

exterior columns, effect 

on 


Freight yards 

II, 

174 

position of 

III, 

308 

Fresno grader 

II, 

305 

thickness required 

III, 

308 

Frogs 

11 , 

149 

Fire hose 

VII, 

413 

Fuel and oil item IX, 329, 330. 

394 

Fire streams, number and 





size of 

VII, 

114 

, G 



Fittmgs and repairs 

IX, 

395 




analysis of 

IX, 

395 

Gages 

VIII, 

162 

Flat-slab construction 

VI, 

245 

Garbage 

VII, 

365 

Flexural stress of beam 

V, 

369 

collection 

-VII, 

366 

Flexure of concrete beam de- 


composition 

VII, 

365 

sign 

VI, 

189 

disposal 

VII, 

366 

Floating excavators 

n. 

377 

incmerators, by 

VII, 

366 

Floating lights 

VIII, 

417 

reduction plants, by 

VII, 

367 

Floods 

VIII, 

360 

quantity 

VII, 

366 

conditions affecting 

VIII, 

360 

Gate chambers 

VII, 

69 

control of 

VIII, 

364 

Gate house 

VIII, 

225 

Floor construction, fireproof III, 

315 

Gate opening — part gate and 


Flow of rivers 

VIII, 

349 

full gate 

VIII, 

134 

Flow in sewers, formulas for 


General expense claims 

IX, 

390 

computing 

VII, 

223 

General office and super- 


Flow of water in open chan- 


vision 

IX, 

399 

nels 

VII, 

417 

General office expense 

IX, 

399 

Flow of water through orifices 


Goedetic surveying 

I, 

11 


VII, 

391 

Girard impulse wheel 

VIII, 

93 

Flow of water through pipes VII, 

402 

Girder 

III, 85, 

223 

Flumes 

IX, 

282 

Girder bridges 

V, 

13 

bench 

IX, 

282 

Girder spans 

V, 

117 


Note ’*^For page numbers see foot of pages. 
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Governors VIII, 196 

Allis-Chalmers hydraulic VIII, 201 
control, mechanical and 


hydraulic 

VIII, 

196 

Glocker-White 

VIII, 

200 

kinds of 

VIII, 

89 

Pelton governing devices VIII, 

202 

Replogle centrifugal gover- 


nor and return 

VIII, 

198 

Woodward 

VIII, 

200 

Grade 

n, 

241 

accelerated motion, laws of II, 

242 

minor and ruhng, distmc- 


tion between 

n, 

241 

profile, virtual 

11, 

245 

Grade problems 

I, 

289 

Graders 

II, 

310 

elevating 

II, 

314 

four-wheel blade 

II, 

310 

reclamation 

II, 

311 

two-wheel blade 

II, 

310 

Gradients 

I, 263, 287 

Granite 

VI, 

13 

Granite reef weir 

IX, 

102 

Graphical composition of non- 


concurrent forces 

IV, 

91 

Graphical condition of equilib- 


rium 

IV, 

59 

Graphical representation of a 


force 

IV, 

46 

Graphical resolution of force 


mto two concurrent 


components 

IV, 

56 

Gravel roads 

I, 

339 

Gravity dams 

IX, 

12 

design 

IX, 

14 

broken line profiles treat- 


ment for 

IX, 

51 

calculation 

IX, 

21 

crest, high and wide 

IX, 

23 

crest width 

IX, 

19 

failure by sliding on shear, 


security agamst 

IX, 

41 

height, limiting 

IX, 

39 

height, variation of 

IX, 

23 

method, analytical IX, 22, 28, 44 

method, graphical 

IX, 22, 26 


Note — For page numbers see foot of pages 
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Gravity dams (continued) 


design 


method, Haessler’s 

IX, 46, 52 

polygon, stepped 

IX, 

47 

pressure diagram, modi- 


fied 

IX, 

47 

pressure distribution 

IX, 33, 35 

pressure limit, maxi- 


mum 

IX, 

37 

pressure lines 

IX, 

41 

pressures in figures. 


actual 

IX, 

44 

profile, practical 

IX, 

18 

profile, theoretical 

IX, 

14 

rear widening 

IX, 

20 

shear and tension, inter- 


nal 

IX, 

40 

stepped polygon 

IX, 

47 

stresses, internal 

IX, 

37 

vertical component. 


equivalent 

IX, 

32 

examples 



Arrow Rock 

IX, 

77 

Assuan 

IX, 

69 

Burrin Juick 

IX, 

75 

Cheeseman Lake 

IX, 

63 

Cross River and Ashokan 



IX, 

75 

New Crbton 

IX, 

68 

Roosevelt 

IX, 

66 

foundations, special 

IX, 

79 

aprons affect uphft 

IX, 

80 

ice pressure, remforced 


against 

IX, 

83 

rear aprons decrease up- 


lift 

IX, 

81 

rock below gravel 

IX, 

82 

graphical calculations, 


method of 

IX, 

12 

‘‘high” dams 

IX, 

53 

base of, silt agamst 

IX, 

60 

partial weir dams 

IX, 

62 

pentagonal profile to be 


widened 

IX, 

57 

-'pressure, ice 

IX, 

61 

toe of, filling against 

IX, 

60 


467 



12 


INDEX 


Vol Page 

Gravity dams (continued) 


'^middle third” and hmiting 


stress, condition of 

IX, 

13 

pressure of water on wall 

IX, 

12 

stress limit, compressive 

IX, 

14 

ravity-head 

VIII, 

14 

lavity irrigation works 

IX, 

251 

mteimittent or periodic 


canals 

IX, 

252 

inundation 

IX, 

252 

perennial canals 

IX, 

251 

storage works 

IX, 

252 

lavity overfall dams, ' 

or 


wens 

IX, 

85 

American dams on pervious 


foundations 

IX, 

107 

base width, approximate 

IX, 

87 

Castlewood weir 

IX, 

106 

characteristics 

IX, 

85 

crest width, approximate 

IX, 

87 

depth of overfall, method 


of calculating 

IX, 

92 

Dhukwa weir 

IX, 

100 

fore apron, level of 

IX, 

108 

Folsam weir 

IX, 

95 

Granite Reef weir 

IX, 

102 

hydraulic conditions 

IX, 

103 

Manquina weir 

IX, 

102 

Nira weir 

IX, 

105 

'‘Ogee” overfalls, objec- 


tions 

IX, 

95 

pressure, moments of 

IX, 

91 

pressures affected by water 


level 

IX, 

89 

process, graphical 

IX, 

88 

spillvray of St Maurice 


River dam, section 


of 

IX, 

109 

types of 

IX, 

85 

Castlewood 

IX, 

106 

Dhukwa 

IX, 

100 

Folsam 

IX, 

95 

Granite Reef 

TX, 

102 

Mariquipg, 

IX, 

102 

Nira 

IX, 

105 

“Ogee” falls 

IX, 

95 

St. Maurice River 

IX, 

109 


Note — For page numbers see foot of pages 
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Great Lakes resources 

VITI, 

253 

Gieenville tanks 

VII, 

339 

Grit chambers 

VII, 

328 

Gioiind water supplies 

VII, 

31 

aitesian 

VII, 

37 

flow 

VII, 

33 

occurrence 

VII, 

31 

porosity of soils 

VII, 

32 

quality 

VII, 

39 

springs 

VII, 

35 

works for collection of 

VII, 

45 

Grout 

VI, 

102 

Guayabal dam 

IX, 

151 

Guide bearing 

VIII, 

150 

Guides 

VIII, 

103 

Gunter’s chain 

I, 13, 15 

Gurley binocular 

I, 

60 

Gurley monocular hand level I, 

61 

Gutters I, 299, 301, 377, 

00 

H 



Hachures 

1 , 

211 

Haessler’s method of drawing 


line of pressures 

IX, 46, 52 

Harbor improvement, prob- 


lems of 

VIII, 

392 

cui rents 

VIII, 

403 

harbors, types of 

VIII, 

394 

investigation, prehminary 



VIII, 

393 

natural forces, effects of 

VIII, 

395 

tides 

VIII, 

401 

waves 

VIII, 

400 

winds 

VIII, 

398 

Harbors 

VIII, 

392 

Atlantic coast, harbor 

im- 


provements on 

VIII, 

439 

bleak waters 

VIII, 

404 

docks 

VIII, 

424 

dredging 

VIII, 

432 

improvement, problems 

* 

of 

VIII, 

392 

signals 

VIII, 

412 

Haskell electi ic water meter IX, 

301 

Haunch 

VI, 

393 

Header 

VI, 

102 

Head gate 

VIII, 

222 
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Heading joint 

VI, 

393 

Hydraulic grade line 

VII, 

411 

Headrace and tailrace 

VIII, 

221 

Hydraulic lime 

VI, 

29 

Headworks of canal 

IX, 

255 

Hydrauhc mean radius 

VII, 

419 

construction, types of 

IX, 

265 

Hydraulic motor 

VIII, 

50 

brush and bowlder dams IX, 

265 

Hydraulic Power Company VIII, 

256 

earthen dams 

IX, 

265 

Hydraulic power mstalla- 


iron or steel dams 

IX, 265, 271 

tions 

VIII, 

253 

loose rock-fill dams 

IX, 265, 270 

Mill Creek, Utah, at 

VIII, 

320 

masonry dams 

IX, 265, 267 

Mississippi River, 

along 


open and closed weirs IX, 

271 

the 

VIII, 

313 

wooden dams and 

weirs 


Niagara Palls, at 

VIII, 

253 


IX, 265, 

270 

Pacific slope, on the 

VIII, 

288 

diversion 

IX, 

265 

Pike’s Peak, Hydroelec- 


scouring sluices 

IX, 

272 

trie Company, 

at VIII, 

324 

Highway construction 

I, 267- 

-445 

Schaff hausen, Switzerland, 


city streets and highways I, 

371 

at 

VIII, 

327 

country roads and boule- 


Vauvry, Switzerland, at VIII, 

324 

vards 

I, 

257 

Hydraulic rams 

IX, 

255 

Hmdia barrage 

IX, 

204 

Hydrauhes 



Hollow arch buttress 

dams 


definition 

VII, 

371 

(see Multiple 

arch 


flow of streams, measure- 


dams) 

IX, 

123 

ment of 

VII, 

422 

Hollow slab buttress dams IX, 

146 

flow of water in, open 

chan- 


arch dam deck, slab 

deck 


nels 

VII, 

417 

compared with 

IX, 

150 

flow of water through ori- 


Bassano dam 

IX, 

156 

fices 

VII, 

391 

description 

IX, 

146 

flow of ^ water _ through 


fore slope, steel in 

III, 

149 

pipes 

VII, 

402 

foundation foredeck, 

pres- 


units of measure 

VII, 

371 

sure on 

IX, 

159 

water at rest, pressure of VII, 

373 

Guayabal dam 

IX, 

151 

weight of water 

VII, 

371 

reinforced concrete. 

form- 


Hydrography 

VIII, 

346 

ulas for 

IX, 

147 

Hydrostatic arch 

VI, 

395 

Holyoke testing flume 

VIII, 

117 

T 



Hooke’s law 

V, 

293 

JL 



Horizontal shear 

V, 

365 

Imhoff tank 

VII, 

336 

Horizontal wells 

VII, 

58 

Impounding reservoirs 

VII, 

60 

House plumbing 



Impulse and reaction of water 


principles 

VII, 

275 

m motion 

VIII, 26, 29 

regulations, test, licenses VII, 

312 

Impulse turbine 

VIII, 104, 

, 133 

soil pipe 

VII, 

273 

Impulse wheels 

VIII, 

76 

trap 

VII, 

273 

Inlet dams 

IX, 

281 

ventilation 

VII, 

276 

Inspection of work 

IV, 

235 

House sewage 

VII, 

273 

cost of 

IV, 

236 

Hovland tiie ditcher 

II, 

435 

during construction 

IV, 

235 

Hydrants 

VII, 

120 

final inspection 

IV, 

236 

Hydrauhc dredge 

II, 

402 

labor furnished to inspector IV, 

236 
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T, 

64 

compass 

I, 

78 

Gunter’s chain 

I, 13 

, 15 

level 

I. 

51 

lev(d bubble 

I, 

38 

plane-table 

I, 

226 

rod, leveling 

I, 

42 

setting up the instrument 

I, 

63 

Insurance, builders’ 

IV, 

237 

Intel cepting sewers 

VII, 

194 

Interest 

IX, 

397 

Interest charges, handling 

IX, 

397 

Interlocking 

11. 

195 

Intersection method of taking 


soundings 

I, 

236 

Intrados (see Extrados) VI, 103, 394 

Inverted siphons 

VII, 

210 

Iron pipe culverts 

I, 

307 

Iron or steel dams 

IX, 

271 

Iron woik for timber tiestles IV, 

304 

Irrigation engineering 

IX, 

219 

crude methods 

IX, 

219 

measure, units of 

IX, 

220 

open channels, flow of water 


in 

IX, 

296 

problem of 

IX, 

219 

systems, irrigation 

IX, 

249 

water supply, factors of 

IX, 

220 

Irrigation systems 

IX, 

249 

canal system, parts of 

IX, 

255 

control wmrks 

IX, 

273 

distributaries 

IX, 

284 

divisions 

IX, 

255 

drainage works 

IX, 

281 

headworks 

IX, 

263 

mam canal 

IX, 

256 

considerations, preliminary IX, 

249 

land to be irrigated 

IX, 

249 

source of supply deter- 

. 

mining 

IX, 

250 

reservoirs, storage 

IX, 

288 

classification 

IX, 

288 

geological formation 

IX, 

292 

locating factors m 

IX, 

291 

natural and artificial 


locations 

IX, 

295 
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372 
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373 

cost 

IX, 

373 
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VII, 
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VIII, 
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Limestone 

VI, 

11 

Keystone 

VI, 

394 

Lmtel III, 85, 126, 342, VI, 

103 

Khanki weir 

IX, 

181 

Liquidated damages 

IV, 

243 

Kutter’s formula VIII, 354; IX, 

297 

Lithgow dam 

IX, 

122 

T 



Load effects, calculation of 

III, 

90 

JLi 



combined 

III, 

99 

Labor cost distribution 

sys- 


concentrated 

in, 

95 

tern 

IX, 

404 

typical loads 

III, 

103 

Ladder dredge 

II, 

388 

uniformly distributed 

III, 

90 

Laguna weir 

IX, 

189 

Load factor VIII, 331, 

333 

Lake intakes 

VII, 

44 

Loads 

V, 

22 

Land-drainage systems 

VII, 

263 

classes 

V, 

22 

Land surveying 

1, 11, 

172 

highway bridges, for 

V, 

22 

Lap jomt 

V, 

408 

in fireproof building 

III, 

309 

Lateral bracmg 

V, 

15 

railway bridges, for 

V, 

23 

Lateral sewers 

VII, 

194 

wind 

V, 

24 

Latitude, means of determin- 


Lobnitz rock cutter 

II, 

408 

ing 

I, 

149 

Locke’s hand level 

I, 

72 

Latitude difference 

I, 

90 

Longitudinal dike 

VIII, 

387 

Leaching cesspool 

VII, 

188 

Loose rock dams 

VII, 

77 

Level crossings 

IX, 

281 

Loose rock-fill dams 

IX, 

270 

Leveling rod 

I, 

42 




Levels 



M 



dumpy 

I, 59, 62 




hand level and clinometer, 


Machinery and equipment 

IX, 

397 

Abney 

I, 

73 

Magnetic declination 

I. 

75 

Locke’s hand 

I, 

72 

Mam canal 

IX, 

255 

precise 


61 

alignment 

IX, 

256 

wye 

I, 

51 

cross-section, design of 

IX, 

260 

Levers 

VIII, 

372 

embankment 

IX, 

262 

factors, construction 

VIII, 

372 

slope and cross-section 

IX, 

258 

height 

VIII, 

374 

velocities, limitmg 

IX, 

258 

materials 

VIII, 

375 

Mam sewers 

VII, 

194 

size and section 

VIII, 

373 

Maintenance bonds 

IX, 

382 

Liability insurance 

IX, 

384 

Manholes 

VII, 

201 

collective, workmen’s 

IX, 

385 

Manufacture of steel 

III, 

19 

cost, how borne 

IX, 

386 

Manufacturing sewage 

VII, 

182 

features 

IX, 

384 

Mapping I, 207, 24L 

, 276 

fire 

IX, 

389 

Mariquma weir 

IX, 

102 

premiums 

IX, 

385 

Masonry and reinforced con- 


public 

IX, 

385 

Crete 

VI. 

11 

rates 

IX, 

386 

arch design and construe- 


Liability of contractor 

IV, 

241 

tion 

VI, 

393 

Liabihty premiums 

IX, 

385 

beam design, reinforced- 


Liens 

IV, 

247 

concrete 

VI, 

189 

Lighthouses 

VIII, 

418 

columns and walls, rein- 


Lightships 

VIII, 

417 

forced concrete 

VI, 

253 
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VI, 121 
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VI, 11 
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VII, 89 
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2; IX, 267 

classification 

IX, 267 

conditicuis 

VII, 72 

const met ion 

VII, 74 

foundations 

IX, 267 

height above watei line 

VII, 74 

materials 

IX, 267 

structural considerat ions 

: IX, 268 

weirs, waste 

VII, 75 

Masonry materials 

VI, 11 

Masonry, type's of 

VI, 99 

Masonry waste wens 

VII, 75 

Meiala wen 

IX, 181 

Meridian, deteiraination of I, 147 

Mill building 

IV, 186-218 

columns 

IV, 193 

cornice details 

IV, 216 

floors 

IV, 218 

framing 

IV, 190 

gable details 

IV, 216' 

general requu ements 

IV, 189 

knee-braces 

IV, 198 

layout 

IV, 189 

runway girders 

IV, 199 

typos of buildings 

IV, 188 

ventilators 

IV, 216 

Miller siphon 

VII, 207 

jMillot wheel 

VIII, 73 

Mir Alam dam 

IX, 124 

Mixed-flow turbine 

VIII, 103 

Mixers, concrete 

VI, 306 

Modulus of cdasticity 

III, 90 

Modulus of rupture 

V, 362 

Moment of mcTtia III, 46. 

194; V, 334 

Moments, principle of 

V, 305 

Mortar 

VI, 57 

Multiple arch or hollow arch 
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IX, 123 

arch, crest width of 

IX, 135 
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IX, 

136 

Belubula 

IX, 

128 
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IX, 

141 

design 

IX, 

132 

foundations, pressure on 

IX 

135 

inclination to the vertical 

IX, 

129 

hlir Alam 

IX, 

124 

Ogden 

IX, 

130 

pressure, flood 

IX, 

139 

pressure, reverse water 

IX, 

134 

stress analysis 

IX, 

145 
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Narora weir 

IX, 

177 

Natural cement 

VI, 

30 

Natural-soil roads 

I, 

330 

New Croton dam 

IX, 

68 

Nira weir 

IX, 

105 

Non-concurrent forces 

IV, 

49 

algebraic composition of 

IV, 

94 

equilibrium of 

IV, 

96 

graphical composition of 

IV, 

91 

North Mon canal 

IX, 

210 

Nozzles, multiple 

VIII, 

25 

Nun buoy VIII, 414, 

415 
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Ogden dam 

IX, 

130 

^^Ogee” overfalls 

IX, 

95 

Okhla and Madaya weirs 

IX, 

187 

Open and closed weirs 

IX, 

271 

Open dams or barrages 

IX, 

192 

across riveis 

IX, 

202 

advantages 

IX, 

210 

American vs Indian treat- 


ment 

IX, 

206 

Assiut barrage 

IX, 

202 

automatic dam oi regulator 



IX, 

215 

Corbett dam, weir sluices 


of 

IX, 

198 

Hmdia ban age 

IX, 

204 

North Mon canal 

IX, 

210 

piers, thickness of 

IX, 

210 
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Open dams or ban ages (con- 


Plies IV, 256, VI, 

135 

tinned) 



Piling 

VIII, 

379 

river regulators 

IX, 

203 

specifications for, standard 

[ IV, 

300 

St Andrew’s Rapids 

IX, 

211 

Pillar buoy VIII, 414, 

415 

spans, length of 

IX, 

207 

Pipe culveits 

II, 

no 

wcir scouring sluice 

IX, 

195 

Pipe lines 

VII, 

91 

weir sluices on sand 

IX, 

200 

Pipe-trench excavators 

II, 

414 

Outlet pipes 

VII, 

68 

Pitch of joints 

V, 

408 

Outlet sewer 

VII, 

194 

Pitching chisel 

VI, 

104 

Overshot wheel 

VIII, 

53 

Plane surveying 

1, 11- 

-255 

P 



chaining and leveling 

I, 

15 

JT 



compass and transit meas- 


Pacific slope development 

VIII, 

288 

urements 

I, 

75 

Edison Electric Company VIII, 

312 

introduction 

I, 

11 

Pacific Coast Power Com- 


land and construction sur- 


pany 

VIII, 

305 

veying 

I, 

147 

Puget Sound Power Com- 


topographic surveying 


pany 

VIII, 

303 

and mapping 

I, 

205 

Snoqualmie Falls Power 


Plane table, topography by 

I, 

226 

Company 

VIII, 

288 

Plans and specifications, com- 


Pantograph 

I. 

252 

parative importance 


Parabola-Euler column form- 


of 

IV, 

231 

ulas 

V, 

388 

Plate-girdei railway-span, de- 


Parapet 

VI, 

394 

sign of 

V, 

156 

Partial weir dams 

IX, 

62 

Plinth (see Water-table) 

VI, 

104 

Pathfinder dam 

IX,. 

114 

Plotting 

I, 

247 

Pavements 

IV, 

322 

Plug 

VI, 

104 

asphalt 

IV, 

329 

Pomt 

VI, 

104 

granite block paving 

on 


Pointed arch 

VI, 

395 

concrete base 

IV, 

325 

Pointing 

VI, 

104 

granite block paving 

on 


Polar plammeter 

I, 

253 

sand base 

IV, 

328 

Polaris, observation on 

I, 149, 

, 158 

Telford 

IV, 

327 

Polk tanks 

VII, 

332 

vitrified-clay brick or block 


Poncelet wheel 

VIII, 

69 


IV, 

324 

Pony-truss bridges 

V, 

14 

wood block 

IV, 

340 

Porosity of soils 

VII, 

32 

Payrolls 

IX, 

402 

Portals 

V, 

15 

Pelton governing devices 

VIII, 

202 

Portland cement 

VI, 

30 

Penstock 

VIII, 

226 

Power shovels 

II, 

317 

Petty tools 

IX, 

393 

Pozzuolana or slag cement 

VI, 

29 

charges for, method of ap- 


Precipitation 

IX, 

220 

plying 

IX, 

393 

Pressure-relief valve 

VIII, 

190 

Pick 

VI, 

103 

Price acoustic water meter 

IX, 

301 

Piers 

VI, 

170 

Prismatic compass 

I, 

81 

Pile driving II, 98; VI, 

146 

Progress charts 

IX, 

414 

Pile shoes 

IV, 

256 

Projection, plotting of maps 


Pile trestles ^ II, 98, IV, 

296 

t>y 

I, 

251 
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IV, 

380 

Protractor 

I, 

241 

Public-land surveys 

I, 

184 

Public liability insurance 

IX, 

385 

Puddling 

VI, 

121 

Pulsometcrs 

IX, 

255 

Pumping engines 

IX, 

255 

Pumping or lift irrigation 

IX, 

252 

Pumping, sewage 

VII, 

358 

design 

VII, 

350 

ejectors 

VII, 

361 

method 

VII, 

358 

station at Connellsville, 


Pennsylvania 

VII, 

350 

Pumps, types of 

IX, 

255 

centrifugal 

IX, 

255 

deep-well plunger 

IX, 

255 

hydraulic rams 

IX, 

255 

pulsometcrs 

IX, 

255 

pumping engines 

IX, 

255 

turbine 

IX, 

255 

water elevators 

IX, 

255 

Purification, miscellaneous 


methods of 

VII, 

173 

aeration 

VII, 

174 

iron, removal of 

VII, 

176 

softemng water 

VII, 

175 

sterilization and distilla- 


tion 

VII, 

177 

Purification of sewage, meth- 


ods of 

VII, 

320 

broad irrigation 

VII, 

322 

chemical precipitation 

VII, 

323 

contact beds 

VII, 

342 

dismfection 

VII, 

355 

electrolytic treatment 

VII, 

364 

filters, sand 

VII, 

352 

filters, sprinkling 

VII, 

346 

screens 

VII, 

324 

sedimentation tanks 

VII, 

327 

Purification of water 

VII, 

131 

efficiency, tests of 

VII, 

132 

filtration, rapid sand 

VII, 

160 

filtration, slow sand 

VII, 

143 

miscellaneous methods 

VII, 

173 

object and methods 

^II, 

131 
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sedimentation and coagula- 


tion 


VII, 

133 

Purhrus 


IV, 

65 

Pusher grades 


n, 

289 
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(Juantitv (estimates 


IV, 

232 

Quairy-facc'd si.one 


VI, 

105 

Quoin 


VI, 

105 

R 




Radial-fiow tanks 


VII, 

341 

Radial-flow turbine 


vm, 

103 

Radius of gyration 

III, 

48; V, 

376 

Ratters 


IV, 

()5 

Rail biaces 


11, 

136 

Rail joints 


11, 

133 

insulated 


n. 

135 

Railroad engineering 


11, 

11 

construction and 

raainte- 


nance, work of 

ii, 

11 

economics 


n. 

213 

Railroad finances 


ii, 

213 

capitalization 


II, 

213 

changes, fixed 


II, 

222 

equipment, maintenance of II, 

228 

expenses 


II, 223, 

228 

monopoly 


11, 

219 

revenue 


II, 216, 

222 

stocks and bonds 


II, 

214 

ways and structures, main- 


tenance of 


II, 

225 

Railroad grading 


IV, 

249 

Railroad surveys 


11, 

11 

Rails 


II, 

130 

Rainfall VII, 21, VIII, 347, IX, 

221 

influences 


IX, 

221 

measurement 


IX, 

225 

meteorological 

districts, 


comparison by 

IX, 

223 

precipitation 


IX, 

220 

run-off 


IX, 

227 

Rankine’s column formula 

V, 

378 

Rates of insurance 


IX, 

386 

Raymond concrete pile 

VI, 

141 

Reaction 


VIII, 26, 29 
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Reaction turbine VIII, 104, 

128 

Reservoirs (continued) 



entrance and discharge 

VIII, 

136 

cost 

VII, 

102 

flow, downward or paral- 


covered 

VII, 

101 

lei 

vin. 

132 

^ distribution 

VII, 

96 

flow, inward and out- 


earthen 

VII, 63 

,98 

ward 

VIII, 

128 

impounding 

VII, 

60 

kinetic energy 

VIII, 

135 

location 

VII, 

61 

partial operation 

VIII, 

134 

maintenance 

VII, 

62 

speed 

VIII, 

135 

masonry 

VII, 72 

!, 98 

Reaction water wheels 

VIII, 

95 

natural storage 

VIII, 

365 

Barker’s mill 

VIII, 

98 

Resistance, calculation of 

III, 

107 

closed vessel 

VIII, 

96 

Resistances I, 

257; II, 

252 

design, improvements in 

VIII, 

100 

grades for unequal traffic, 


friction, effect of 

VIII, 

99 

balance of 

11 , 

296 

modern turbine develop- 


grades, pusher 

11 , 

289 

ment 

VIII, 

101 

train 

II, 

252 

revolving tubes 

VIII, 

96 

Resisting moment III, 107 ; V, 

345 

rotating vessels 

VIII, 

95 

Resisting shear 

V, 

363 

Reconnoissance surveys 



Restrained beam III, 85; V, 

307 

I, 206, 269; II, 

12 

Resultant and composition IV, 

49 

Register gate 

VIII, 

147 

Resurveys 

I, 

177 

Regulating gates 

VIII, 

145 

Retaining walls 

VI, 162, 271 

cyhnder 

VIII, 

146 

causes of failure 

VI, 

162 

register 

VIII, 

147 

design 

VI, 

164 

wicket or pivot 

VIII, 

147 

foundations 

VI, 

163 

Reinforced - concrete beam 


types 

VI, 

169 

design 

VI, 

189 

Right of way, delay in^ 

pro- 


Reinforced-concrete columns 


curing 

IV, 

233 

and walls 

VI, 

253 

Riprap 

VI, 

105 

Reinforced - concrete work. 


River and harbor improve- 


representative exam- - 


ment 

VIII, 

345 

pies of 

VI, 

370 

construction, forms of 

VIII, 

376 

Relation of cost keeping to 


dikes 

VIII, 

385 

cost analysis 

IX, 

318 

fascines 

VIII, 

379 

cost keeping, general con- 


piling 

VIII, 

379 

ditions affecting 

IX, 

320 

stone 

VIII, 

377 

construction labor 

IX, 

321 

River bank protection 

VIII, 

376 

expense items 

IX, 

322 

River intakes 

VII, 

42 

material 

IX, 

321 

River survey 

VIII, 

345 

shop labor 

IX, 

320 

Rivers 

vin. 

345 

methods, simple 

IX, 

319 

erosion and transportation 


policy, cost-analysis 

IX, 

322 


VIII, 

387 

two subjects, overlapping 


floods 

VIII, 

360 

of 

IX, 

318 

flow 

VIII, 

349 

'Relieving arch 

VI, 

395 

survey, items of 

VIII, 

345 

Reservoirs VII, 60; VIII, 365, 367 

Riveted girder 

in, 

144 

artificial storage 

VIII, 

367 

beam box 

^ III, 

169 
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Riveted glider (continued} 


Sanitary sewage (continued) 


eonhtruetioii, details of 

III, 174 

per capita flow, use of sewer 


piaotical appli eat ions 

HI. 170 

gaugings on deter- 


theory of de'^ign 

111, 145 

mining 

VII, 

244 

Riveted girder eoiistriietion, 

per capita flow, use of sta- 


details ot 

III, 174 

tistics of water 

eon- 


Riveted joints 

V, 408 

sumption in deter- 


Riveted root tiuss, design of IV, 169 

mining 

VII, 

242 

Riveting in girders 

III, 159 

Scales 

I, 

243 

Rivets 

111, 62 

Scoop wheel 

VIII, 

74 

Roads, location of 

1, 268 

Scouring sluices 

IX, 

272 

reconnoissance 

I, 269 

Scrapers, drag ainl wheel 

n. 

304 

selection, final 

I, 278 

Screens in sewage disposal 


bin vey , pi eliininary 

1, 271 

coarse 

VII. 

324 

Roads, maintenanee and im- 

fine 

VII, 

324 

provenient of 

I, 365 

purpose 

VII, 

324 

Roadb with special coverings I, 335 

Section modulus III, 49. 

, 108; V, 

349 

Roller bearing 

VIII, 154 

Secular variation 

I, 

76 

Rolling ingots 

III, 28 

Sedimentation 

VII, 

133 

Roof coverings 

IV, 65, 128 

basins, settling 

VII, 

139 

Roof trusses 

IV, 123-218 

with coagulation 

VII, 

133 

Roosevelt dam 

IX, 66 

plain 

VII, 

134 

Rough-pointing 

VI, 105 

value and importance 

VII, 

133 

Rubble 

VI, 105 

Sedimentation tanks 

VII, 

327 

Rubble concrete 

VI, 63, 117 

Segmental arch 

VI, 

395 

Runner 

VIII, 103 

Selecting pavement 

I, 

434 

Run-off VIII, 347, 350 

Semicircular arch 

VI, 

395 



Septic tanks 

VII, 

330 
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Service pipes, materials for VII, 

87 



Settling basms 

VII, 

139 

Safe load of beam 

V, 361 

Settling tanks 

VII, 

328 

Safe strength of beam 

V, 361 

Sewage 

VII, 

316 

Safety head 

VIII, 231 

analyses 

VII, 

316 

Sand 

VI, 51 

character 

VII, 

316 

Sand filters 

VII, 352 

definition 

VII, 

181 

at Alliance, Ohio 

VII, 353 

dilution of 

VII, 

320 

design 

VII, 353 

disinfection of 

VII, 

355 

use 

VII, 352 

Sewage disposal 

VII, 213, 314 

Sand filtration, rapid 

VII, 160 

basic principle 

VII, 

314 

Sand washing in filtration 

VII, 156 

future conditions 

VII, 

365 

Sandstone 

VI, 12 

history 

VII, 

315 

Sanitary engineering 

VII, 181 

pumping 

VII, 

358 

Sanitary regulations 

IV, 240 

requirements for 

VII, 

320 

Sanitary sewage 

VII, 181 

systems 

VII, 

320 

amount, general estima- 

Sewer air 

VII, 

182 

tion of 

VII, 240 

Sewer construction 

VII, 

305 

definition 

VII, 181 

Sewer maintenance 

VII, 

312 


Note — For page jmmbers see joot of pages 


476 



INDEX * 21 



Vol. Page 


Vol. Page 

Sewer materials 

VII, 

213 

Sewers (continued) 



Sewerage and drainage 



plans 

VII, 

287 

condition 

VII, 

312 

siphons, inverted 

VII, 

210 

cost 

VII, 

276 

specifications for 

VII. 

291 

early history 

VII, 

182 

sub-drains 

VII, 

199 

house 

VII, 

273 

ventilation 

VII, 

209 

importance 

VII, 

185 

Sewers and drains 

VII, 

181 

maintenance 

VII, 

312 

Sheet piling 

VI, 

138 

plans and specifications 


Shoals 

VIII, 

390 

for 

VII, 

285 

Shoshone dam 

IX, 

117 

systems 

VII, 

187 

Signaling 

11 , 

179 

terms 

VII, 

181 

Siphons 

IX, 

284 

Sewerage, systems of 

VII, 

187 

automatic flushing 

VII, 

206 

cesspool 

VII, 

188 

inverted 

VII, 

210 

combined 

VII, 

190 

pipe line, in a 

VII, 

411 

crematory 

VII, 

189 

Skew arch 

VI, 

396 

dry closet 

VII, 

189 

Skewback 

VI, 

394 

engineering and contmgen- 


Slip switches 

n. 

168 

cies 

VII, 

283 

Slope-wall masonry 

VI, 

105 

house 

VII, 

273 

Slow sand filters 

VII, 

147 

outlets for 

VII, 

212 

Slow sand filtration 

VII, 

143 

pail 

VII, 

189 

Snow loads 

IV, 

66 

pneumatic 

VII, 

189 

Soffit 

VI, 

394 

preparation of plans 

and 


Softenmg water 

VII, 

175 

specifications for 

VII, 

285 

Soil pipe 

VII, 273, 

275 

privy vault 

VII, 

187 

Solar Ephemeris 

I, 

155 

separate 

VII, 

190 

Space diagram 

IV, 

47 

water-carriage 

VII, 

190 

Spalls 

VI, 

106 

Sewers 



Span III, 85; VI, 

394 

automatic fiushmg siphons 


Spandrel 

VI, 

394 


VII, 

206 

Spandrel beam 

III, 

85 

connections, house 

VII, 

200 

Spandrel girders 

III, 

324 

construction 

VII, 

305 

Specification and contract 


cost 

VII, 

276 

writing, practice m IV, 

395 

depth 

VII, 

198 

Specifications 



flow in, computing 

VII, 

223 

I, 443, III, 365 

; IV, 224, 249 

flush tanks 

VII, 

203 

concrete macadam 

IV, 

320 

hand flushing 

VII, 

208 

culverts, cast-iron pipes for 


house 

VII, 

274 


IV, 

274 

joints in pipe 

VII, 

216 

culverts, terra cotta ( 

iram 


junction-chambers for 

VII, 

220 

pipes for 

IV, 

273 

kinds 

VII, 

193 

elevated tanks and stand- 


location 

VII, 

196 

pipes 

IV, 

345 

maintenance 

VII, 

312 

example 

III, 

369 

manholes 

VII, 

201 

foundations 

IV, 

256 

materials and cross-sec- 


general characteristics 

III, 

366 

tions 

VII, 

213 

highway bridges 

IV, 

291 
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Spocifications (continued) 


Stool, physical properties 

of 


lumber 

IV, 271 

(continued) 



masonry 

IV, 256 

elastic limit 

III, 

57 

oiitlmo 

III, 360 

railway bridge grade 

in, 

56 

oveihcad construction 

of 

yield point 

III, 57, 58 

an electric railway IV, 313 

Steel bars 

VI, 

90 

pavements and curbing 

IV, 322 

Steel construction 



pile trestle for electric rail- 

beams 

III, 

85 

road across an ocean 

books, reference 

HI, 

15 

inlet 

IV, 296 

columns 

III, 

185 

purpose 

III, 365 

furnishing 

III, 

18 

railroad bridges 

IV, 277 

practical design 

III, 

283 

railroad grading 

IV, 249 

presentation, method of 

III, 

14 

stone road 

IV, 315 

protection 

III, 

349 

structural steel for build- 

safety, factor of 

III, 

17 

ings 

IV, 275 

scope 

III, 

11 

subaqueous tunnel, borings 

structural steel 

III, 

19 

for 

IV, 295 

tables 

III, 

16 

track laymg 

IV, 305 

tension members 

III, 

245 

tunnels 

IV, 292 

Steel-core columns 

VI, 

382 

Spherical buoy VIII, 414, 415 

Steel for remforcing con- 


Spillways 

IX, 276 

Crete 

VI, 

89 

Spirit level 

I, 38 

Steel overshot water wheel, 


Splices 

III, 228 

test of 

VIII, 

58 

Springer 

VI, 395 

Steel sections 



Springing Ime 

VI, 395 

adaptability and use 

III, 

33 

Springs 

VII, 35 

properties 

III, 

45 

formation 

VII, 35 

Steel-shelled concrete piles VI, 

142 

yield 

VII, 37 

Sterili7;ation and distillation VII, 

177 

Sprinkling filters 

VII, 346 

Stone-block pavements 

I, 

381 

Spur dike 

VIII, 385 

Stone masonry 

VI. 

107 

Squared-stone masonry 

VI, 106 

cost of 

VI, 

112 

Stadia 

I, 127, 136 

features, constructive 

VI, 

110 

Stadia rods 

I, 134 

Stone tests 

VI, 

17 

Stadia shots 

I, 249 

absorption 

VI, 

18 

Standpipes VII, 103;VIII, 192, 232 

chemical 

VI, 

19 

Static pressure 

VIII, 28 

physical 

VI, 

19 

Statics 

IV, 45-120 

Stop valve 

VIII, 

158 

Stavepipe 

VIII, 235 

Storm sewage 

VII, 

182 

Steam cut-off, use of 

VIII, 88 

Straight-line and Euler 

col- 


Steel V, 

300, 302, 304 

umn formulas 

V, 

384 

compression, in 

V, 302 

Streams, flow of 

VII, 

24 

shear, in 

V, 304 

Street cleaning 

I, 

430 

tension, in 

V, 300 

Streets, drainage of 

I, 

377 

Steel, physical properties of III, 56 

Strength of beams 

V, 

340 

area, reduction of 

III, 58 

Strength of columns 



breaking load 

III, 57 

III, 191, 

201; V, 

375 
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Strength of materials 

V. 

289 

beams 

V. 

340 

columns 

V, 

375 

external shear and bend- 



ing moment 

V, 

311 

joints, riveted 

V, 

408 

moment of mertia, center 



of gravity and V, 329, 334 

reactions of supports 

V, 

304 

rods, beams, and shafts, 



stiffness of 

V. 

400 

shafts 

V, 

395 

stress 

V, 

289 

Strength of shaft 

V, 

395 

formula for 

V. 

397 

power, formula for trans- 



mission of 

V. 

399 

resistmg moment 

V, 

397 

torsional stress 

V, 

396 

twisting moment 

V, 

395 

Stress 

V, 

289 

compressive 

V, 

290 

deformation 

V, 

292 

elasticity 

V, 

292 

factor of safety 

V, 

296 

Hookers law, and elastic 



limit 

V, 

293 

shearing 

V, 

290 

strength, ultimate 

V, 

294 

stress-deformation diagram V, 

294 

tensile 

V, 

290 

umt-def ormation 

V, 

292 

unit-stress 

V, 

291 

working strength 

V, 

296 

working stress 

V, 

296 

Stress-deformation diagram 

V, 

294 

Stress diagrams 

IV, 

76 

Stringers 

II, 

103 

Structural steel 

III, 

19 

Structural steel for buildings IV, 

275 

Struts 

V, 

375 

Subaqueous rock breakers 

II, 

408 

Subdivision surveys and com- 



putations 

I, 

191 

Sub-drams VII, 

199 

Submerged spur dike VIII, 

387 

Subsoil dramage 

I, 

294 
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Sun, observation on 

I, 154, 159 

Sun’s altitude, measuring 

I, 160, 162 

Supervision 

IX, 399 

Supports, reaction of 

V, 304 

Surface drainage 

299, 377 

Surface water supplies 

VII, 21 

Surge tank 

VIII, 195 

Surveying, plane 

I, 11 

Surveys 


location 

II, 24 

preliminary 

II, 19 

railroad 

II, 11 

reconnoissance 

II, 12 

Swam turbine 

II, 105 

Switches 

II, 146 

construction 

II, 146 

crossings II, 170, 171, 172 

crossovers 

II, 162, 163 

curve connections 

II, 159, 160 

laying, rules for 

II, 167 

slip 

II, 168 

turnouts 

II, 155, 157 


T 

Tables 

acreage cropped and value 
of crops, 1913, U S. 
Reclamation Service 
projects IX, 247 

allowable unit-stresses, me- 
dium steel IV, 167 

analysis of cost of roof 
trusses and mill 
buildings IV, 186 

angles, standard gages for V, 175 

atmospheric pressure at dif- 
ferent elevations VII, 373 

Austin trench excavators, 
sizes and capacities 
of II, 421 

average composition of 
shales for pavmg- 
brick manufacture I, 392 

average consumption, ratios 

of VII, 18 

average cost of operating a 

tram 1 mile II, 225 
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Tables (eontiiiued) 

iiziinuth of Polaris at (‘lon- 

jratioii 1, l.“)2 

bacteria in wat 01 VH IK) 

beam, roquiiod width of VI, 233 
beams, strc'ii^tii ol ITT, 110-T17 
bond adhesion of plain and 


ileforiiK'd bars ])(n 


inch of length 

VI, 

216 

bottom flange, iivet si)acmg 



m 

V, 

177 

brick and moitar, quan- 



tities of 

VI, 

114 

bridge constiuction, unit 



costs of 

V, 

2cS7 

bridges, pms for country 



higlnvay 

V, 

245 

circular veitical orifices. 



coefficients for \ 

'II, 

394 

cn y sewage, typical analysis 



of ^ 

'II, 

317 

commissary cost 

L\, 

396 

commissary expense items ! 

IX, 

306 

concrete, compressive tests 



of 

VI, 

64 

concrete, tensile tests of 

VI, 

89 

construction equipment 

IX, 

398 


consumption of water in 

American cities VII, 15, 243 
contracted weirs, coeffi- 
cients for VTI, 399 

convergence of meridian 

lines I, 126 

conversion of discharge in 
second-feet into run- 
off in acre-feet VIII, 351 
conversion of discharge in 
second-feet per 
j square mile into run- 

' off in depth of inches 

over the area VIII, 350 
conversion equivalents VIII, 352 
corrugated steel data IV, 133 
cubic yards per lineal foot 
of brick masonry in 
egg-shaped and cir- 
cular sewers VII, 281 
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Tables (continiu'd) 

culminations of Polaris I, 150 

cut-off and pounds of steam 
per I H P.-hour for 
various multiples of 
M 11, 260 

deck-plate girder 

design of V, 275“286 

maximum moments m V, 126 

maximum shikars in V, 133 

reactions for V, 126 

diagrams, shear and mo- 

mmit, data of V, 341 

discharge, friction head, 
and velocity of flow 
through smooth 
pipes VII, 407-410 

discharge and run-off from 
catchment areas of 
important streams in 
arid region of the 
United States IX, 232 

discharge of pipes in cubic 

feet per second VII, 403 

distilled water, weight of VII, 371 

double-track bridges, pms 

for V, 244 

effects of grades upon load 
a horse can draw on 
different pavements I, 265 
elasticity of coefficients V, 401 
elongations of Polaris I, 151 

evaporation in locomotive 

boilers, average of II, 266 
evaporation from water sur- 
faces in various parts 
of the United States IX, 237 
fire streams from pipes of 
various sizes, num- 
ber of VII, 118 

fittings and repairs IX, 395 

fittings and repairs cost IX, 395 
fixed-platform shovel, work- 
ing limits of II, 325 

floor-beam reactions V, 119 

flow of sanitary sewage, 

gagings of VII, 245 
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Tables (continued) 
frictional head in drams per 

100 feet of dram VII, 155 
fuel and oil IX, 394 

fuel and oil items IX, 394 

gages for angles III, 64 

gate- valves, coefficients 

for VII, 416 

general expense items IX, 390 
general expense items on 
twenty-one actual 
jobs IX, 391 

grades, methods of desig- 
nating I, 288 

gross load on rectangular 

beam one inch wide VI, 212 
gross loads for horse on dif- 
ferent pavements on 
different grades I, 266 
Gunter’s, or land, measure I, 13 
head velocity of trams II, 244 
hoist stresses m Fink truss IV, 147 
hose and fire-stream data VII, 414 
impact coefficient, values 

of V, 102 

impervious area m cities, 
approximate per- 
centages in Vn, 258 

mgredients in one cubic 

yard of concrete VI, 70 
items contributing to unit 

cost IX, 399 

lacing bars, thickness of V, 229 
Lambert hoistmg engines, 

sizes of VI, 316 

latitude coefficients I, 169 

life of various pavements I, 438 
loaded vehicles over in- 
clined .roads, data 
for I, 267 

loads, equivalent umform V, 24 
locomotive, resistances II, 270 
masonry bearings, length of V, 158 
maximum crane reaction IV, 208 
maximum moments, deter- 
mmation of .position 
of wheel loads for V, 93 

Note — For page numbers see foot of pages 


Vol Page 

Tables (continued) 
maximum shear, determma- 
tion of position of 
wheel loads for V, 90 

mean refraction at various 

altitudes I, 154 

medium steel railroad 
bridge loading E 60, 
weights of V, 21 

mild-steel columns, data 

for V, 385, 389 

minimum and maximum 


flow of streams 

VII, 

26 

modulus of elasticity 

of 


some grades of con- 


Crete 

VI, 

200 

moments data 

IX, 

59 

moments of inertia, section 


moduli, and radii of 


gyration 

V, 

340 

mortar per cubic yard 

of 


masonry 

VI, 

111 

motors for shovel capaci- 


ties, sizes of 

II, 

340 

operating expenses 

II, 

224 

pavements, comparative 


rank of 

I, 

442 

percentage of water 

for 


standard mortars 

VI, 

38 

petty-tool cost 

IX, 

393 

petty-tool items 

IX, 

392 

physical properties of some 


buildmg stones 

VI, 

16 

pier thickness — suitable for 



open partial regula- 


tors and weir sluices IX, 210 
plate-girder 

plate variations IV, 13 

Portland cement, data of VI, 69, 70 
Portland cement mortars 
contaming two parts 
river sand to one 
part cement, colors 
given to VI, 366 

Pratt trusses V, 103, 113 


481 



26 


INDEX 


Vol. Page 

Tables (continued) 

proportionate use of center 
to width of carriage- 
way for diffcient 
road matenals I, 293 

proportions of cement, 
sand, and stone in 
actual structures VI, 67 

radii of gyiation of angles 

placed back to back IV, 175 
railroads in U S , expenses 

of operating II, 226-227 
rainfall and flow of i 

streams VII, 25 

rainfall statistics for U,S VII, 23 
Ransome steam engines, di- 
mensions for VI, 313 

rectangular orifices 1 foot 
wide, coefficients for 

VII, 395 

refraction corrections for 

decimation I, 168 

reinforcing bars, chemical 
and physical proper- 
ties of VI, 95 

resistance due to gravity on 

different inclinations I, 261 
resistance to traction on dif- 
ferent pavements I, 436 
resistance to traction on dif- 
ferent road surfaces I, 258 
rise of pavement center 
above gutter for dif- 
ferent paving ma- 
terials I, 377 

riveted joints for standpipes, 

proportions for VII, 105 

rivets, bearing and shear- 
ing IV, 169 

roof trusses, formulas giv- 

mg weights of IV, 128 

rupture, moduh of V, 362 

safe loads III, 208-221, 222-227, 241 
sample page from solar 

Ephemeris I, 156 

segmental arch, 60-foot 

span, data of VI, 441 
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Tables (continued) 
segmental arch problem, 

load data for VI, 448, 449 
sanitary pipe sewers, sizes 

of VII, 248 

sewage, composition of VII, 316 
sewer pipe, dimensions 

for Vll, 215 

single-track bridges, pins 

for V, 244 

solid wood columns of dif- 
ferent kinds of tim- 
ber, strength of VI, 349 

^ square vertical orifice's, co- 
efficients for VII, 394 

stadia readings, horizontal 
distances and eleva- 
tions from I, 137 

standard bell and spigot, 
Metropolitan Water 
Works, Boston, di- 
mensions of VII, 84 

standard I-beams, proper- 
ties of V, 360 

standard liability insurance 

rates IX, 387-389 

standard sizes of expanded 

metal VI, 93 

standard steam shovel, 

sizes II, 320 

steam shovel service II, 328 

stones, specific gravity, 
weight, resistance to 
crushing, absorption 
power of I, 382 

storm intensity, terms of 

VIII, 400 

storm and combmed sewers, 
minimum grades for 

VII, 252 

street cleanmg, rate and 

cost of I, 431 

stress record IV, 89, 114 

surface covered per gallon 


of paint 

IV, 

185 

tension members 

V, 

217 

tile drains, cost 

VII, 

272 
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Tables (continued) 

top flange, rivet spacing , 


in 

V, 

179 

traction power of horses at 



different velocities 

I, 

263 

traffic census 

transporting power of water 

I. 

368 

for various materials 



VIII, 

389 

trusses 

V, 

16 

typhoid fever death rate VII, 

147 

typical electric cranes 
typical loadings, reactions 

IV, 

209 


and bending mo- 
naents for III, 104, 105 


unit-stress in compression III, 206 
unit weights of steel and of 

cast iron IV, 12 

units of measure IX, 220 

values of c, for earth chan- 
nels computed by- 
use of Kutter’s form- 
ula IX, 298 

values of c m Kutter’s for- 
mula for various 
values of n VII, 418 

values of the coefficient c VII, 401 
values of coefficient of 
roughness n m vari- 
ous connections IX, 297 
value of j for various values 
of n and p (straight- 
Ime formulas) VI, 198 
value of h for various 
, values of n and p 

I (straight-lme form- 
ula) VI, 197 

values of Li, or Talus width, 
actual and calcu- 
lated IX, 173 

values for n for submerged 

weirs VII, 401 

value of p for various values 

of (s-rc) and n ' VI, 202 

values of quantities used m 
equations (62), (63), 
etc. VI, 445 
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variation of tractive power 

with time I, 264 

various grades, values of c 

II, 258 

various multiples of ikf, 
cylinder tractive 
power of II, 272 

velocity heads VII, 405 

velocity and discharge for 
brick and concrete 
sewers VII, 421 

velocity and discharge for 

pipe sewers VII, 420 

velocities of flow of ground 

water VII, 34 

voussoir arches, first, sec- 
ond, and third con- 
dition of loading for VI, 414 
water distribution, 1913, 

U. S Reclamation 
Service IX, 244, 245 

water pipe, thickness and 

weight of VII, 83 

weights of bridges, formu- 
las for V, 19 

weights and areas of square 

and round bars VI, 94 

weights of roof covermgs IV, 129 
weirs without contractions, 

coefficients for VII, 399 
wheel excavators, dimen- 
sions of II, 364 

wind, resistance to VIII, 399 

wind pressure at various 

velocities IV, 126, VIII, 399 
wind pressure for various 

vehicles I, 268 

working loads on floor slabs, 

M=M-10 VI, 207-209 
yearly flow of streams VII, 28 

yield of a 6-mch well, etc VII, 48 


T-beam construction 

VI, 

227 

Tachymeter 

I, 118 

Tank support 

III, 

128 

Tanks 

VI, 

299 
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Tanks and standpipes 

IV, 

34o 

Track and track work 

ma- 


'rape I, 16. 18, 23, 

ISO 

tcrials (continued) 


d\‘CS 

III, 

41 

braces, rail 

11, 

136 

Template 

VI, 

100 

joints, rail 

II, 

133 

Templet excavator 

II, 

358 

nut locks 

II, 

138 

Timsion membm's 

III, 

245 

rads 

II, 

130 

Theodolite 

I, 

118 

spikes 

n, 

136 

Theoretic efficiency 

VTTI, 

17 

tie plates 

n, 

135 

Theory of water power 

VIll, 

11 

ties 

II, 

127 

Three-point problem 

I, 281, 

230 

Track laying II, 140; IV, 

305 

Through bridges 

V, 

14 

Track maintenance 

II, 

197 

Thrust bearing 

VITl, 

152 

Traffic census 

I, 

367 

Thrust chamber 

vni, 

158 

Transit 

I, 

102 

Tide wheels 

VIII, 

75 

Transit-theodolite 

I, 

118 

Tides 



Trap 

VII, 

273 

currents affected by 

VIII, 

403 

Traversing 

I, 118, 

230 

half tide 

VIII, 

402 

Trench excavators 

II, 

412 

range 

VIII, 

402 

Trestles 

II, 

97 

spring 

VIII, 

402 

Triangulation 

I, 

236 

theory 

VIII, 

401 

Trusses IV, 65; V, 

16 

Tie rods 

III, 

139 

apex loads 

IV, 

66 

Ties 

II, 

127 

Fink 

IV, 

110 

cost 

II, 

120 

forces at a joint 

IV, 

69 

cutting 

II, 

129 

graphical analysis 

IV, 

75 

dimensions 

II, 

128 

loads 

IV, 

65 

laying and renewing 

II, 

129 

method of sections 

IV, 

104 

spacmg 

II, 

128 

polygon for a joint 

IV. 

75 

wood 

II, 

127 

roof covering 

rv, 

65 

Tile drams 

VII, 

264 

snow loads 

IV, 

66 

Tile-trench excavators 

II, 

434 

stress diagrams 

IV, 

76 

Timber V, 

299, 302, 303 

stress in a member 

IV, 

69 

compression, in 

V. 

302 

stress records 

IV, 

80 

shear, m 

V, 

303 

weight of roof trusses 

IV, 

65 

tension, in 

V. 

299 

wind pressure 

IV, 

66 

Timber dams 

VII, 

76 

Tunnel, subaqueous borings 


Time, extension of 

IV, 

235 

for 

IV, 

295 

Time sheet 



Tunnel construction 

II, 

95 

analysis of 

IX, 

400 

Tunnel design 

II, 

92 

use, instructions for 

IX, 

401 

Tunnels 

IV, 

292 

Title survey 

I, 

192 

surveying 

II, 

88 

Tools I, 

, 316, 328, 

420 

Turbine development, 

mod- 


Topographic surveying ! 

I, 11, 205, 

219 

ern 

VIII, 

101 

Topography I, 271, VIII, 

346 

Turbine pumps 

IX, 

255 

Track and track work 

ma- 


Turbme valves 

VIII, 

160 

terials 

ii. 

124 

Turbines 

VIII, 

103 

ballast 

n. 

124 

classification 

VIII, 

103 

bolts, track 

n. 

138 

elements 

VIII, 

103 


Note — For page numbers see foot of pages 


484 



INDEX 


29 



Vol. Page 

Volume of earthwork, 
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Turbines (continued) 


com- 


testing 

VIII. 117 

puting (contmued) 


usage 

VIII, 106 

irregular ground, volume in II, 

75 

Turbines, speed control of VIII, 215 

methods, common 

n, 

66 

Turbines and water wheels VIII, 103 

prismoid, volume of 

II, 

68 

design and construction, 

products, computation of II, 

72 

present 

VIII, 206 

sections 



reaction and impulse 

equivalent 

II, 

67 

types 

VIII, 128 

irregular 

II, 

73 

testing 

VIII, 117 

leveh 

II, 

66 

types, general 

VIII, 103 

three-level 

II, 

69 

uniform speed, mainte- 

side-hill section, eccentric- 


nance of 

VIII, 189 

ity of center of grav- 


water power, estimates 

ity of 

II, 

82 

for 

VIII, 106 

side-hiU work 

II, 

77 

Turnouts 

II, 155, 157 

Voussoir 

VI, 

106 

Turntables 

II, 118 

Voussoir arches 

VI, 

405 

Tympanium 

VIII, 74 

W 



U 


Waste weirs 

VII, 

71 

Underground structures, loca- 

Wasteways 

IX, 

276 

tion of 

IV, 239 

Water 



Undershot wheels 

VIII, 67 

conduction of 

VIII, 

221 

Unit stresses 

III, 59 

consumption of 

VII, 

14 

Units of measure for duty of 

Water elevators 

IX, 

255 

water 

IX, 242 

Water flow in open channels IX, 

296 



canal water, measurement 


V 


of 

IX, 

309 

Vehicles, resistance to move- 

measurmg or gaging stream 


ment of 

I, 257 

Velocities 

IX, 

299 
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